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CHAPTER I 


INTRODUCTION TO THE SYM COMPUTER 


Whether you're a teacher or a student of computer science, a systems engineer or a 
hobbyist, you now own one of the most versatile and sophisticated single-board computers 
available today. The Synertek Systems SYM-1 is an ideal introduction to the expanding 
world of microprocessor technology as well as a powerful development tool for design 
of microcomputer-based systems. Fully assembled and thoroughly tested, the SYM-1 
comes equipped with a 28-key dual-function keyboard for input and a 6-digit light 
emitting diode (LED) display for output. All that's needed to make your computer 
Operational is a single 5-volt power supply. 


Based on the popular and reliable 6502 Central Processing Unit (CPU), the SYM-1 is 
designed to permit flexible solutions to a wide range of application problems. A system 
monitor (SUPERMON) is stored in 4K bytes of Read Only Memory (ROM) furnished 
with the SYM-I1 so you're free to concentrate on the application itself. But should 
you require customized system software, sockets are provided on the board for three 
additional ROM or Erasable PROM (EPROM) packages that can expand total ROM to 
24K bytes. And by changing connections on the jumpers that have been designed for 
this purpose, the SYM-1 can be set up to respond to your own system software as 
soon as the power is turned on. 


For working with data and programs, SYM-1 comes equipped with IK of Random Access 
Memory (RAM), and sockets are available on the board for plug-in expansion up to 
4K. Should additional memory be required for your application, an expansion port is 
provided which will allow additional ROM, PROM, RAM or I/O to be attached to the 
system up to the 65,536 maximum addressable limit for an 8-bit microprocessor. 


While the keyboard and LED display included on the SYM-1 board will be sufficient 
for most users, other users may require the additional storage capability of audio 
cassette tape or the hard copy output of an RS-232 or a teletype terminal. Not only 
the serial interface, but also the hardware and software necessary for control of these 
devices is included on the SYM-l. Adding them to your system is simply a matter 
of properly wiring the appropriate connectors. Similarly, SYM-1 allows an oscilloscope 
to be added to the system to provide a unique 32-character display under software 
control. 


And that's not all. A total of 51 active Input-Output (I/O) lines (expandable to 71 
with the addition of a plug-in component) permit an almost endless variety of other 
peripheral devices to interface to the SYM-1, from floppy disk drives to full-ASCII 
keyboards and other computer systems. 


Other key hardware and software features of SYM-1 include jumper-selectable and 
program-controlled write protection for selected areas of memory, four internal timers 
(expandable to six), four on-board buffers for direct control of high voltage or high 
current interfaces, and a debug facility that may be controlled either by a manual 
switch or by software. We could go on, but rather than merely list what the SYM-1 
is capable of doing, let's move on to the rest of the manual and learn how to put it 
to work. : 
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CHAPTER 2 


HOW TO USE THE SYM REFERENCE MANUAL 


This manual is designed both to help you get your SYM-1 running and to teach you 
to use it as fully as possible. Reading over the following chapter descriptions will 
give you an idea of how to proceed and where to look for help when you run into a 
problem. Although to get the most out of this manual you should read it thoroughly 
before attempting to operate your SYM-1, only Chapter 3 is essential before applying 
power and attempting simple operations. | 


You should read Chapter 3 before you even unpack your SYM-l. Following the handling 
instructions in that chapter will help insure that you do not inadvertently damage the 
microcomputer components. Chapter 3 also contains instructions for connecting the 
power supply, and a simple keyboard exercise to acquaint you with the SYM-Il and 
verify that the system is working properly. In addition, directions are provided for 
attaching an audio cassette recorder, teletype or any RS-232 compatible terminal to 
the system. 


Chapter 4 provides you an overview of the hardware and software features of the 
SYM-1l. The major Integrated Circuit (IC) devices are described, and the configuration 
of the various edge connectors is explained. Memory assignment is also discussed, as 
are the various hardware jumper options on SYM-l. A complete list of machine 
language and assembly language commands for the 6502 CPU is included in this chapter. 


Chapter 5 provides complete operating instructions for the SYM-1l. The color-coded 
keyboard layout is explained, the keys and their functions are defined, and you're shown 
how to form SYM monitor commands. Instructions for operating an audio cassette 
recorder, teletype terminal with paper tape unit, and RS-232 terminal are included 
with the appropriate monitor command descriptions. In addition, the features of the 
SYM-1! monitor are explained in detail. 


Chapter 6 is where you'll learn to program the SYM-1l to handle your applications. 
We'll describe the program flow and assembly code for a small sample program and 
explain how to prepare it for entry to the SYM-1l. Then we'll discuss how to execute 
it and how to find problems in it if it doesn't work the way you expected it to work. 
After you've completed this example program, you'll have a chance to try your hand 
at two more programs of increasing complexity. 


Chapter 7 describes how to use an oscilloscope with your SYM-1 module to obtain a 
unique, 32-character display similar to that of a CRT. The hardware is present on 
your SYM-1 to allow this usage, and the software has been designed to allow you to 
write your own program to send characters to the oscilloscope. A sample program 
implementing this feature is discussed in the chapter. 


Chapter 8 explains how to expand your SYM-1 system to include additional memory 
or peripheral devices. I/O techniques are also discussed, including how to configure 
an auxiliary expansion port. | 


Chapter 9 consists of a system flow chart and a discussion of advanced monitor and 
progamming techniques which will add flexibility and expandability to your SYM system. 
One of the unique things about the SYM-I is its seemingly endless flexibility in software. 


For example, you can create a sub-set of. new monitor commands or an entirely new. 
monitor by taking advantage of the way the system handles unrecognized commands. 
You can also make use of nearly all. of the monitor as subroutines in your own programs, 
thus saving both programming time and memory space. =| 


In addition to the chapters described above, several appendices located at the back of 
the manual include important service and other reference information. Appendix A 
explains what to do if your SYM-1 does not operate properly, becomes defective or 
requires service. Appendix B contains a complete parts list and a component layout 
diagram. Audio cassette tape formats are described in Appendix C, and the format 
for data stored on punched paper tape is outlined in Appendix D. 


You will find that your SYM-1 will interface many devices designed to accompany the 
KIM computer. This compatability with KIM-related products is described in Appendix 
E. Appendix F explains how to create and use a sync tape for audio cassette operation. 
Appendices G and H contain Monitor Addenda and supplementary information relating 
to use of the SYM-1. Finally, Appendices I, J, K and L provide reference information 
on the SY6502, +SY6522, SY 6532 and SY2114 RAM IC devices. 


The last item in the manual, which is not an appendix but an addendum, is a complete 
listing of the SYM-l1 SUPERMON monitor program. Nothing is held back; you have 
the complete listing to allow you to use it any way you wish. Once you understand 
how the monitor works and the essentials of 6502 assembly language programming, this 
listing becomes an invaluable tool for implementing your own applications. 
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CHAPTER 3 


PREPARING TO USE YOUR SYM COMPUTER 


This chapter will take you, step-by-step, through the process of unpacking the SYM-1 
and making it operational. After applying power and checking to see that the keyboard 
and display function properly, you will learn how to attach an audio cassette recorder, 
TTY, or CRT to the system. 


3.1 PARTS CHECK 


In addition to this manual, several other items are included with your microcomputer. 
Packed along with the SYM-1 microcomputer itself you should find a programming 
card containing a summary of 6502 instruction codes and SYM commands, a programming 
manual, a warranty card, which you should fill out and mail to Synertek Systems as 
soon as possible, and two edge connectors, one long and one short. Also included is 
a red plastic strip which serves as a faceplate over the lighted display. The terms 
of the warranty are explained on the warranty card. Also included with the computer 
is a packet of small rubber feet on which to mount your SYM-1 for table-top operation. 


3.2 CAUTION ON MOS PARTS 


The integrated circuits on your SYM-1 are implemented with Metal Oxide Silicon (MOS) 
technology and may be damaged or destroyed if accidentally exposed to high voltage 
levels. By observing a few simple precautions you can avoid a costly and disappointing 
mishap. 


Static electricity is perhaps the least obvious, and thus most dangerous, source of 
voltage potential that can damage computer components. The SYM-1 is wrapped in 
special conductive material to protect it in shipping, and you should be careful to 
discharge any possible build-up of static electricity on your body before unpacking or 
handling the circuit board. Walking on a carpeted floor is especially liable to produce 


static electricity. Always touch a ground connection such as a metal window frame 
or_an_ appliance with a_three-pronged plug before handling your SYM-1, and avoid 
touching the pin connections on the back of the circuit board. Ungrounded or poorly 
grounded test equipment and soldering irons are other sources of potentially dangerous 
voltage levels. Make sure that all test equipment and soldering irons are properly 
grounded. | 


3.3 VISUAL CHECK 


While observing the precautions described in section 3.2, take the SYM-1 from its box 
and remove the protective packing. Next, apply the small rubber mounting feet and 
place the SYM-1 on a flat surface with the keyboard facing you. Using Figure 3-1 
you can identify the major system components and begin to familiarize yourself with 
the layout of the SYM-1 board. Chapter 4 describes the system in more detail, with 
appropriate schematics, but for now we're just concerned with powering-up and beginning 
operation. 
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3.4 RECOMMENDED POWER SUPPLIES 


The SYM-1 microcomputer requires only the addition of a power supply to become 
fully operational. Any unit that supplies +5 Volts DC @ 1.5 amps and has adequate 
overload protection is acceptable. Synertek Systems does not recommend any particular 
make or model. Rather than buy an assembled power supply, you may want to build 
your own from one of the many kits available from hobby stores and mail order houses. 


3.5 POWER SUPPLY CONNECTION 


Now that you've obtained a 5-volt power supply, you're almost ready to power-up the 
SYM-1. Find the power supply edge connector (the smaller of the two edge connectors 
packed along with the microcomputer), and wire it as shown in Figure 3-2. Next, 
slide the connector onto the power connector pins located in the middle of the top 


edge of the board. Check to make sure that the wiring is correct and that the 
connector is properly oriented before attaching it to the board. ' 


3.6 POWER-ON CHECK 


Turn on the power supply. The red light to the left of the power connection should 
glow to indicate that power is reaching the board. The LED display above the keyboard 
should be completely blank, and a tone should be heard. Press the Carriage Return 
(CR) key. You should again hear the audible tone that is emitted when power is 
turned on or a key depression is sensed, and the display should show "SYI.1 . .". 
Carriage Return (CR) is the key that "logs you on" to the computer when first powering 
up or after pressing Reset (RST). If your computer isn't responding properly, turn off 
the power supply. Remove the power connector from the board and make sure that 
all wires are connected to the proper locations and are securely attached, then repeat 
the power-up procedure. 


If after you recheck and repeat the power-up procedure, your SYM-1 does not respond 
as described above, refer to Appendix A for information on returning the unit for 
service. | 


3.7. KEYBOARD EXERCISE 


Now that your SYM-1 is operational, let's try a small program to verify that the 
system is functioning properly. The program will add together two 8-bit binary numbers 
and store the result. As you enter the program, addresses and data will appear on 
the LED display as hexadecimal digits. Addresses are 16 bits long and thus will be 
represented by four hexadecimal digits, while data bytes are 8 bits long and will appear 
as two hex digits. Before entering the program, you may want to review the following 
listing of assembler code for the test program. The process of converting assembler 
code to machine language will be explained in Chapter 6. 


MONITR = $8000 

VALUEI! = $0200 

VALUEZ2 = $0201 

RESULT = $0202 

i = $0203 

0203 18 START CLC 

0204 D8 CLD 
0205 AD 00 02 LDA VALUEI1 
0208 6D Ol 02 | ADC VALUE2 
020B 8D 02 02 STA RESULT 
O20E 4C 00 &0 : JMP MONITR 

| END 


a“ 


'P’“CONNECTOR 


_ +Vp OPTIONAL 


rm nn oO DO DP WD WS GF Oa GB 


=Vn OPTIONAL iiucoiinides 


- Figure 3-2. POWER SUPPLY CONNECTIONS 


Now enter the program by following the steps listed below. Asterisks indicate the 
displayed data contained in the identified locations. Simulated key tops stand for 
function keys (e.g., (CR) for carriage return) The period displayed at the end of each 
entry sequence is SUPERMON's standard prompt character. As each data byte is 
entered, the address will automatically increment. 


YOU KEY IN DISPLAY SHOWS EXPLANATION 
(RESET) 
(CR) SY 1.1. Keyboard log-on 
(MEM) 200 (CR) 0200.**. Display contents of location 0200. 
Cl 0201.**. Store Cl (Hex) in 0200, display next location. 
05 0202.**. Store 05 (Hex) in 0201, display contents of 0202. 
00 0203.**, Store 00 (Hex) in 0202, display 0203 
Enter Program: 
18 0204.**, Store 18 (Hex) in 0203, display 0204 
D8 0205.**. Store D& (Hex) in 0204, display 0205 
AD 0206.**. ; 
00 0207.**. 
02 | 0208.**, 
6D 0209.**, 
01 020A.**. 
02 020B.**, 
8D 020C.**, 
02 020D.**. 
02 020E.**, 
4C 020F.**, 
00 0210.**. 
80 0O211.**, 
(CR) 211.**.. 
Check to see that program is entered correctly: 
(MEM) 200 (CR) 0200.Cl. VALUEIL 
0201.05. VALUEZ2 
0202.00. RESULT 
0203.18. Clear carry flag 
0204.D8. Set status register for binary add 
0205.AD. Load VALUEI1 into accumulator 
0206.00. Address of VALUE1, low order byte 
0207.02. Address of VALUE1, high order byte 
0208.6D. Add VALUEZ2 to accumulator 
0209.01. _ Address of VALUEZ2, low order byte 
020A.02. Address of VALUEZ2, high order byte 
020B.8D. Store accumulator 
020C.02. Address of RESULT, low order byte 
020D.02. Address of RESULT, high order byte 
O20E.4C. JUMP to monitor 
020F.00. Address of monitor, low order byte 
0210.80. Address of monitor, high order byte 
(CR) 210.80.. Exit from memory display and modify 


mode 
Your program is now entered and ready to execute. The two numbers you will add 


together, C1 (Hex) and 05 (Hex), are stored in locations 0200 and 020! respectively. 
The result will be stored in location 0202. The two digit hex codes you entered in 
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succeeding memory locations are . the addresses, operands, and 6502 instruction codes 
necessary to add together two 8-bit binary numbers and return to the monitor program. 
To execute the” program and display | the result, perform the following steps: 


YOU_KEY IN © DISPLAY SHOWS ~ EXPLANATION 


(GO) 203 (CR) ~— g 203. — Execute program starting at location 0203 
(MEM) 202 (CR) 0202.C6 | Check result stored in location 0202 
(CR) | 202.C6. . Exit from memory display and modify mode 


Although this is a simple problem, it demonstrates the basic procedures for entering 
_ and executing a program on the SYM-1 as well as verifying that the system is operating 
properly. : 


3.8 ATTACHING AN AUDIO CASSETTE RECORDER 


The program you entered in section 3.7 will remain stored in RAM memory only as 
long as the power remains on. As soon as the power is turned off, RAM data is lost, 
so to reuse the program you would have to enter it again from the keyboard. In order 
to provide you with a way to permanently store data and programs, SYM-! is equipped 
with the hardware and software logic necessary to "talk to" an audio cassette recorder. 


Since SYM-1 audio cassette operation involves high data transfer rates (185 bytes per 
second for HIGH-SPEED format), you should use a good quality recorder to ensure 
reliable performance. The unit should be equipped with an earphone jack for output, 
a microphone for input, a remote jack for remote control of the motor (optional), and 
standard controls for Play, Record, Rewind, and Stop. An additional feature that is 
useful but not essential is a tape counter. By keeping a record of counter values you 
can locate any program of data block manually without vane to search the tape 
under program control at Play Spee , 


SYM-1I is designed to allow the cassette unit to be attached to either the Applications 
(A) or the Terminal (T) connector (requires a DB25 connector; see section 3.12). Refer 
to Figure 3-1 for the board location of these two connectors. Figure 4-3 shows how 
the Applications (A) edge connector should be wired for the cassette unit. The Terminal 
(T) connector should be wired as shown in Figure 4-3 if the unit is to be attached to 
the T connector. Keep the leads as short as possible and avoid running them near 
sources of electrical interference such as AC power cords. Always use the ground 
connection at the connector and do not ground directly to the power supply. 


The remote control circuitry on the SYM-1! card allows a variety of cassette recorders 
to be used under software control. However, before you connect your remote control 


you must determine which type of connection is necessary for your particular recorder. 


Figure 3- 3 illustrates the SYM-1 circuitry and eight different ways to hook it up. The 
following ploreduncs can be used to determine which connection is necessary for your 
recorder: 


Le Insert the remote control cable into your recorder. Install a tape in the 


unit. 
2. Press play. The tape should not move. If it does, check the cable. 
3. Measure the voltage at the center tip of the open end of the cable. (See 


_ Figure 3-4, Use ground reference from the EAR plug.) Record this as ; 


AUDIO CASSETTE SYM REMOTE CONTROL CONNECTION 


“T” CONNECTOR— 


+5V 


PNP LO 


eS 
LETTERS IN PARENTHESIS ARE 
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CONNECTIONS TO THE 
RECORDER JACKS 


AUDIO CASSETTE RECORDER JACKS REMOTE CONTROL CONNECTIONS 


+ 8V 
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Figure 3-3. REMOTE CONTROL TYPES AND CONNECTIONS 
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Table 3-1. AUDIO CASSETTE REMOTE CONTROL TYPE DETERMINATION 


‘READING A (center tip voltage) aa 


-6v to -8Vv 


GND +6v to +8v 


_ READING C 


GND Type VIIT 
-8v Type V 


| -6v to -8v 


READING C READING C 


GND Type I 
+8v Type IV 


GND Type VII 
-8v Type VI 


READING C 


READING B (shield voltage) 


GND Type II 
+8v Type III 


1+6v to +8v 


Reading C (shorted) 


"Figure 3-4, REMOTE CONTROL PLUG UNIT 
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Reading A. Typically this will be either +6 to +8 volts, -6 to -8 volts, 
or ground. 

4, Measure voltage at the shield of the open end of the cable. Record this 
as Reading B. The same typical values stated in step 3 will apply. 
Readings A and B should not be the same. 

D. Using a wire jumper, short the shield and center tip together. Your tape 

' should now move. Measure the voltage at the center tip (do not remove 
the short). Record this as Reading C. 


6. If your tape moves in step 2 or your tape does not move in step 5, check 
- your cable for opens or shorts. 
7. ° Use Table 3-1 to determine which type of connections to make. for your 
recorder. 
8. After you have found the proper category for your recorder, Figure 3: 3 


illustrates which connections to make. 
3.9 SAVE AND LOAD EXERCISE 


To check cassette unit operation, we'll "Save" on tape the program presented in Section 
3.7, then load the program back into RAM. But before beginning tape. operations, we 
must set the volume and tone controls on the recorder to the correct position. This 
is accomplished by creating and using a "sync" tape as described in Appendix F. Follow 
those procedures now, keeping in mind that we will save the program, and thus will 
also load it back into RAM, in HIGH-SPEED format. 


After adjusting you recorder, enter the program from the keyboard as you did before. 
Insert a tape into the recorder. If your unit is equipped with remote control, place 
it in Record mode. Since the motor for the cassette is under software control, the 
tape will not advance. If your unit does not have remote control, do not place the 
unit in Record mode until just before pressing (CR) while entering the save command 
shown below including the carriage return, before placing the unit in Play Mode. 


YOU KEY IN DISPLAY SHOWS EXPLANATION 

(SAV 2) 3 (-) 200 (-) 210 (CR) 0-210. Save locations 0200 to 0210 in.a 
record with 1D=03, in HIGH-SPEED 
format. 


When recording starts the display will go blank. When recording is completed the 
display will re-light. All this should take approximately eight seconds. If your unit 
does not have remote control, stop the tape manually after the display re-lights. 


Now rewind the tape to the starting point. If your unit has remote control, you will 
have to pull out the Remote jack from the recorder or keep your finger on the RST 
key. a 


To destroy the program stored in RAM, turn off system power, then turn it on again. 


Log back onto the computer by pressing (CR), then place the cassette unit in Play 
mode if it is equipped with remote control. If you are operating the controls manually, 
you should first enter the load command shown below. Depress "PLAY" control on 
the cassette recorder before pressing (CR). | 


YOU KEY IN DISPLAY SHOWS EXPLANATION 
(LD 2) 3 (CR) wL3 Load HIGH-SPEED tape record with 


ID=03 into memory. 


a i 


This command directs the SYM-1 to search for the tape record with ID=03. While 
the SYM-1 is searching, an "S." will be displayed. When reading begins, the AUDIO 
indicator LED will glow and the cassette ID will be eISPIAyee on the left digit (see 
Appendix M). 7 


If you are operating the controls manually, turn the recorder OFF. _ Under remote 
control, the motor will stop automatically. : 


Now follow the instructions in Section 3.7 for executing the program. The result of 
the addition, C6 (Hex), should appear on the display. If the "S." did not disappear 
when reading in the program, or if the cassette otherwise did not respond as described 
above, check all wiring connections, verify the settings of the volume and tone controls 
and repeat the recording and playback procedures, making sure that each step is 
performed correctly. If after rechecking connections and repeating the procedure you 
are still unsuccessful, refer to Appendix A. 


3.10 ATTACHING A TTY 


To enable you to add a hard copy output device to your system, SYM-1 interfaces to 
a TTY terminal. Since the Teletype Model 33ASR is widely used and easily obtained, 
it will be used in the procedures and diagrams in this section. To interface other 
terminals, use the information given in this section as a general guide and consult the 
terminal instruction manual for different wiring and connection options. 


Your TTY should be set for 20 mA current-loop operation. If it is not, follow the 
manufacturer's instructions for establishing this configuration. In addition, check to 
make sure that your TTY is set up to operate in full-duplex mode. You need not 
concern yourself ,with the TTY data transmission rate. SYM-1 assumes 110 bits-per- 
second (baud) for TTY terminals. , 


Just like an audio cassette recorder, a TTY may be attached to either the Applications 
(A) connector or using a DB25 (see section 3.12), to the Terminal (T) connector 
connection (See Figure 3-1). Figure 3-5A shows how the edge connector should be 
wired if the TTY will be attached to the "A" connector. Figure 3-5B shows the proper 
connections if it will be attached to the "T" connector. Wire the edge connector as 
appropriate for your application, then slide it into position. To "log on" to the terminal 
enter the following command at the on-board keyboard (not on the TTY keyboard). 


YOU KEY IN DISPLAY SHOWS || EXPLANATION 
(RESET) | ) 

(CR) SY LL«s Log-on to keyboard 
(SHIFT) (JUMP) 1 (CR) blank | | Log-on to TTY 


The TTY should respond with a carriage return and the TTY prompt character, a 
period. If it does not, turn off the power and re-check your connections, then power-up 
again. co eo | 


3.11 TERMINAL EXERCISE 
After the TTY prints the prompting character (".") as shown on the first line of the 


chart below, perform the rest of the steps listed to become acquainted with TTY 
operation. You will be entering a portion of the program presented in Section 3.7. 
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“A CONNECTOR TTY ASR 33 
Y PRINTER OUT +. 


TTY PRINTER OUT — 


OPTION 4 


CONNECTION 
TTY KEYBOARD IN + 
TTY KEYBOARD IN— 
*T’CONNECTOR | TTY ASR 33 
OPTION 2 
CONNECT ION 


Figure 3-5. TTY I/O CONNECTIONS 
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~ YOU KEY IN TTY PRINTS EXPLANATION | 


| ° Prompt 
M 200 (RETURN) ~M 200 Display contents of location 0200 
0200,**, = : 
Cl 0200,**,C1 Store Cl. (Hex) in 0200, display 0201 
0201,**, | | a 
05 | 0201,**,05 Store 05 (Hex) in 0201, display 0202 
0202,**, - | 


(RETURN) | : _ # Return to monitor 


3.12 ATTACHING A CRT 


SYM-1 is equipped with an RS-232 interface to facilitate the use of such RS-232 
devices as a full-ASCII keyboard and CRT display. Figure 3-6 shows how the proper 
DB25 connector, which may be easily obtained from an electronics supply house or 
com puter hobby © store, should be wired. The location of the interface on the SYM-1 
board is shown in Figure 3-1. Some older units may need to be wires differently. 
Refer to the section — on a as options in enaDEct 4, 


3.13 CRT EXERCISE 


Operating a CRT terminal, such as Synertek Systems' Keyboard Terminal Module, is 
very similar to operating a TTY. Names of keys and their functions may vary slightly 
depending on the device, so you should consult your CRT operating manual to find © 
which keys correspond to the TTY keys used in the exercise in section 3.11. SYM-1 
automatically adjusts to data transmission rates of 110, 300, 600, 1200, 2400, or 4800 
baud for CRT operation. To set the baud rate, enter a "Q" on the CRT keyboard 
after powering-up (do not press any on-board keys). The CRT should respond with a 
".", the terminal prompt character. Now repeat the exercise in Section 3.11 using the 
CRT keyboard. | a _ 7 


In this chapter you have made your SYM-1 operational and learned how to attach 


several peripheral devices to the system. Let's move on to Chapter 4 and examine 
in detail the various features of SYM-1 hardware and software. 
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TO COMPUTER (DATA) 


[TO TERMINAL GROUND 


| OPTION 
CONNECTOR i 


CLEAR TO SEND 


DATA SET READY 


DATA CARRIER READY 


Figure 3-6. CRT I/O CONNECTIONS 
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CHAPTER 4 


SYM-1 SYSTEM OVERVIEW 


This chapter will describe your SYM-1 microcomputer system's hardware and software 
in sufficient detail to allow you to understand its theory of operation. Each integrated 
circuit (IC) component on the SYM-1 board is discussed and related to a functional 
block diagram. Each functional module is then discussed schematically and the I/O 
connectors are described. The system memory is then covered and the software is 
discussed briefly. Detailed data on the software itself is found in Chapter 5 of this 
manual. 


4.1 HARDWARE DESCRIPTION 


The SYM-1 microcomputer consists primarily of a 6502 CPU, one or more 6522 Versatile 
Interface Adapters (VIA), a 6532 Memory and I/O Controller and two types of memory 
involving any combination of several different components. Because of the flexibility 
of the memory structure, it is discussed in a separate section (4.2, below). 


In any microcomputer system, all the components work together functionally as well 
as being physically interconnected. These connections are illustrated in Figure 4-1, a 
block diagram of the SYM-1 microcomputer system. 


4.1.1 6502 CPU Description 


The Central Processing Unit (CPU) of the SYM-1 microcomputer system is the 6502 
microprocessor which is designed around a basic two-bus architecture--one full 16-bit 
address bus and an eight-bit data bus. Two types of interrupts are also available on 
the processor. Packaged in a 40-pin dual-in-line package, the 6502 offers a built-in 
oscillator and clock drivers. Additionally, the 6502 provides a synchronization signal 
which indicates when the processor is fetching an instruction (operation code) from 
program memory. 


During the following discussion of the 6502, you should refer to the Data Sheets in 
this manual, which describe the pin connections for all three of the major types of 
devices present on the SYM-1l microprocessor system. _ 


4.1.1.1 Bus Structure. The 6502 CPU is organized around two main busses, each of 
which consists of a separate set of parallel paths which can be used to transfer binary 
information between the components and devices in the SYM-I1 system. The address 
bus transfers the address generated by the processor to the address inputs of the 
peripheral interface and memory devices (i.e., the 6522 and 6532 components). Note 
that in the Data Sheet for the 6502, the address lines originate at pins 9-20 and 22-25 
of the 6502 CPU. These address lines go to pins 2-17 on the 6522 and/or to pins 2, 
5-8, 10-15 and 34-40 on the 6532. Since the processor is almost always the only 
source of address generation in a system, an address bus is generally referred to as 
"unidirectional." That is the case with the SYM-I microcomputer system. Since the 
address bus consists of 16 lines, the processor may read and write to a total of 65,536 
bytes of storage (i.e., program memory words, RAM words, stack, I/O devices and 
other information), a condition which is normally referred to as a "64K memory 
capacity." 
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The other bus in the 6502 processor is called the data bus. It is an eight-bit bidirectional 
data path between the processor and the memory and interface devices. When data 
is moved from the processor to a memory location, the system performs a write; when 
the data is traveling from memory to the CPU, a read is being performed. Pins 26-33 
on the 6502, 6522 and 6532 devices are all data lines connected to the data bus. The 
direction of the transfer of data between these pin connectors is determined by the 
output of the Read/Write (R/W, Pin 34) of the 6502. This line enables a write memory 
when it is "low" (when its voltage is below 0.4 VDC). Write is disabled and all data 
ne) will take place from memory to the CPU if the level is high (greater than 
2.4 VDC 


One of the important aspects of the 6502 CPU is that it has two interrupt input lines 
available, Interrupt. Request (labeled IRQ in the Data Sheet) and a Non-Maskable 
Interrupt (labelled NMI). 


Interrupt handling is one of the key aspects of microprocessor system design. Although 
the idea of interrupt handling is fairly simple, a complicating factor is the necessity 
for the processor to be able to handle multiple interrupts in order of priority (usually 
determined by the programmer) and not "losing track" of any of them in the process. 
These are concepts which you as a programmer-user of the SYM-! will be concerned 
with only in advanced applications. The handling of user-generated interrupts is 
discussed elsewhere in this manual. If you do have occasion to alter pre-determined 
interrupt handling, it will be helpful for you to understand how the process works for 
the two types of interrupts in the 6502. 


There are two main differences between the IRQ and NMI Seis and their handling. 
First, IRQ will interrupt the CPU only if a specific flag--the Interrupt Disable Flag 
(1)--in the system's Processor Status Register is cleared, ie., zero. If this flag is 
"set"—-i.e., one--the IRQ is disabled until the flag is cleared. But an NMI request (as 
its name ‘implies) always causes an interrupt, regardless of the status of the I-flag. 
The other main difference between the two types of interrupts is that the IRQ interrupt 
is "level sensitive." Any time the signal is less than 0.4 VDC and the Interrupt Disable 
flag is cleared, an interrupt will take place. In the case of NMI, the interrupt is said 
to be "edge-sensitive" because it is dependent on a sequence of timing events. This 
interrupt will occur only if the signal goes "high" (i.e., exceeds 2.4 VDC) and then 
goes back to ground (less than 0.4 VDC). The interrupt occurs on the negative-going 
transition past 0.4 V. 


The Data Sheet contains a summary of the 40 pins on the 6502 CPU and their function. 
Note that three of the pins--5, 35 and 36--are not connected on the 6502. 


4.1.1.2 Summary. The 6502 CPU is a versatile processor. It was selected for your 
SYM-I microprocessor system because of its overall functional characteristics, which 
facilitate its use in a wide variety of applications. Its role in the SYM-I system will 
become clearer when we discuss programming and software in Section 4.3 and in 
Chapters 5 and 6. 


4.1.2 6522 Description 


The SY6522 Versatile Interface Adapter (VIA) is a highly flexible component used on 
the SYM-1 module to handle peripheral interfaces. Two of these devices are standard 
components on your SYM-1; a-third may be added merely by plugging it into the socket 
(U28) provided. Control of the peripheral devices is handled primarily through the two 
eight-bit bi-directional ports. Each line of these ports can be programmed to act as 
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either an input or an output. Also, several of the peripheral 1/0 lines can be controlled 
directly from the two very powerful interval timers integrated into the chip. This 
results in the capability to 1) generate programmable frequencies, a count externally 
generated pulses, and 3) to time and monitor real time events. 


A description of the pin designations on the SY6522 is contained in the Data Sheet 
enclosed with your SYM-1. It should be used in following the discussion of the operation 
of the component in the SYM-1 module which follows. The Memory Map of the SYM-1 
module (Figure 4-10) will also be helpful during this discussion. 


4.1.2.1 Processor Interface. Data transfers between the SY6522 and the CPU (6502) 
take place over the eight-bit data bus (DBO-DB7) only while the Phase Two Clock (f2) 
is high and the chip is selected (i.e., when CSI is high and C82 is low). The direction 
of these data transfers is controlled by the Read/Write line (R/W). When this line is 
low, data will be transferred out of the processor into the selected 6522 register; when 
R/W is high and the chip is selected, data will be transferred out of the SY6522. The 
former operation is described as the write operation, the latter the read operation. 


Four Register Select lines (RSO-RS3) are connected to the processor's address bus to 
allow the processor to select the internal SY6522 register which is to be accessed. 
There are 16 possible combinations of these four bits and each combination accesses 
a specific register. Because of the fact that the SY6522 is a programmable-addressable 
device, these RS line settings, in combination with the basic device address, form the 
specific register address shown in the 6522 Data Sheet. 


Two other lines are used in the SY6522 interface to the 6502 processor. The Reset 
line (RES) clears all internal registers to a logical zero state (except Tl, T2 and SR), 
placing all peripheral lines in the input state. It also disables the timers, shift register 
and other on-chip functions and disables interrupting from the chip. The Interrupt 
Request line (IRQ) generates a potential interrupt to the CPU when an internal interrupt 
flag is set and a corresponding interrupt enable bit is set to a logical "1." The resulting 
output signal is then "wire or'ed" with other similar signals in the system to determine 
when and whether to interrupt the processor. | 


4, 1. 2.2 Peripheral Interface. As we mentioned earlier, peripheral interface is handled 
largely over two eight-bit ports, with each of the 16 lines individually programmable 
to act as an input or Se line. Port. A consists of lines PAO-PA7 and Port B of 
lines PBO-PB7. | | | , 


Three registers are used to access each of the eight-bit peripheral ports. Each port 
has a Data Direction Register (DDRA and DDRB), which is used in specifying whether 
the pins are to act as inputs or outputs. If a particular bit in the Data Direction 
Register is set to zero, the corresponding peripheral pin is acting as an input; if it is 
set to "1," the pin acts as an output point. | | 


Each of the 16 peripheral pins is also controlled by a bit in the output register (ORA 
and ORB) and a similar bit in the Input Register (IRA and IRB). When the pin is 
programmed to act as an output, the voltage on the pin is controlled by the corresponding 
bit in the Output Register. A "1" in the appropriate Output Register causes the pin 
to go "high" (2.4 VDC or higher), and a zero causes it to go "low (0.4 VDC or lower). 


Functionally, reading a peripheral port causes the contents of the appropriate Input 
Register to be transferred to the Data Bus. 


4k 


The SY6522 has a number of sophisticated features which allow very positive control 
of data transfers between the processor and peripheral devices through the operation 
of "handshake" lines which involve the use of Peripheral Control Lines (CAl1-CA2 and 
CB1-CB2). These operations are beyond the scope of this manual; if you are interested 
in further information, you should consult the data sheet enclosed. 


4.1.3 6532 Description 


Like the SY6522 described above, the SY6532 is used on the SYM-1 module to control 
peripheral interface. Only one SY6532 is furnished with your SYM-1 and no others 
are provided for. 


From an operational standpoint, the SY6532 is quite similar to the SY6522,. One key 
difference, particularly on your SYM-1 module, is the presence of a 128-byte x 8-bit 
RAM within the SY6532. This is the location referred to as "System RAM" in discussions 
of the software operation and in the Memory Map (Figure 4-10). 


A description of the pin designations on the SY6532 is included in the enclosed Data 
Sheet. You will notice that, like the SY6522, the SY6532 contains 16 peripheral I/O 
pins divided into two eight-bit ports (lines PAO-PA7 and PBO-PB7). Each of_these pins 
can be individually programmed to function in input or output mode. IRQ on the 
SYM-1 SY6532 is not connected. 


The Address lines (A0-A6) are used with the RAM Select (RS) line and the Chip 
Select lines (CSI and CS2) to address the SY6532. It is in this addressing that the 
SY6532 differs somewhat from the SY6522's on your SYM-! module. To address the 
128-byte RAM on the SY6532, CSI must be high and CS2 and RS must both be low. 
To address the I/O lines and the self-contained interval timer, CS1 and RS must be 
high and CS2 must be low. In other words, CSI is high and CS2 is low to address 
the chip; RS is used to differentiate between addressing RAM and the I/O Interval 
Timer functions. Distinguishing between I/O lines and the Interval Timer is the function 
of Address Line 2 (A2), which is high to address the timer and low to address the I/O 
section. Again, the Memory Map in Figure 4-10 clarifies these operations since they 
are largely software-directed and address-dependent. 


4.1.4 Functional Schematics 

Understanding the electrical interfaces among the various components may be of some 
interest to you as you use and expand your SYM-I1 microcomputer. The figures on 
the following pages include segmented schematics, where each figure provides an 
electronic overview of the interface between the CPU and its related component 
devices and peripherals. 


Table 4-1 describes the contents of each figure in this group of schematic segments. 
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Table sa _INDEX OF SCHEMATIC. SEGMENTS as 4-2 TO 4-9 


RuncHon! Seg ment Diagrammed : 


— TTY and CRT Interface 
. Audio Cassette Interface. 7 
Audio Cassette Remote Control ~ 
I/O Buffer 
Keyboard/Display 
Control Section 
‘Memory Section 
Oscilloscope Output Driver 


Frrrrrre | 


b 
WW CON NU FWD 


Table 42 provides, in summary form, a list of the connector points on the ‘four SYM-1 
connectors. This allows yor to determine pin and connector configurations for various 
— application options. : . 


4-6 


L-h 


EXPANSION (E) 


SYNC 
RDY 
pl 
IRQ 
RO 
NMI 
RES 
DB7 


18 


DBOUT (1) 


POR 


Unused 
Unused 


+9V 
GND 


N<xKEB<CHAYMATVTZSAMASGLTIIMIOPS 


(E) Jumper option 


(B) Buffered — 


Table 4-2. 


ABO 
ABI 
AB2 
AB3 
AB4 
AB5 
AB6 
AB7 
AB8 
AB9 
AB10 
AB11 
ABI2 
ABI3 
AB14 
ABI) 
fi2 
R/W 
R/W. 


AUD TEST 


2 
Ram-R/W 


CONNECTOR POINTS AND THEIR FUNCTIONS IN SYM-1 


WO COON WUE WN 


Key 123456789 101 
YY ABCDEFHIKL 


I 


M 


1 


2 


N 


1 


3 


P 


1 


b 


R 


APPLICATION (A) 


GND 

APA3 
APA2 
APAI 
APA4 
APA5 
APA6 
APA7 
APBO 
APBI 
APB2 
APB3 
APB4 
APAO 
APB7 
APB5 


KB ROW O 
KB COL F 
KB COL B 
KB COL E 
KB COL A 
KB COL D 


N<xKEB<CAYAVUZETMAGLIIMIOWS 


15 16 17.18 19 20 21 22 Component Side 
S T UV WX 


Audio Out (H1) 
TTY KB RTN (4) 
TTY PTR (+) 
TTY KB RTN (-) 
TTY PTR (-) 

KB ROW 3 

KB COL G 

KB ROW 2 

KB COL C 

KB ROW 1 


Y 


LO CONDON Ui & lv Ne 


NNN NNNN NN D ! 


WW Wo bo bo Wo bo bo bo bo 


Z Solder Side 


< 
Z 


PA I 


KBEKCHYNDUAZZOCOAGTMUMOOW>D 


PB 5 (B) Y 


PB 7 (B) 


Z 


AUXILIARY APPLICATION (AA) 


PB 4 (B) 
PB 6 (B) 


O& Wa fF WRN 


eL-h 


TABLE 4-2. CONNECTOR POINTS AND THEIR FUNCTIONS IN SYM-1 (Continued) 


POWER (P) TERMINAL (T) KEYBOARD (K) 
+5V A +VP (optional) ] GND 1 +5V 
GND B GND 2 RS-232 IN 2 +5V 
+5V C +5V 3 ~ RS-232 OUT 3 +5V 
GND D GND 4 NG. 4 +5V 
+9V E -VN (optional) 5 +5V ») +VP 
GND F GND 6 +5V 6 ~+VP 
7 GND ws -VN 
& +5V | 8 -VN 
9 TTY Keyboard IN + 9 GND 
10 TTY Keyboard IN - 10 GND 
ll TTY Printer OUT - 11 GND 
12 TTY Printer OUT + | 12 GND — 
13 N.C. se — 13 RS-232 IN. 


14 Audio Remote NPN HI 14 RS-232 OUT 
15 Audio Remote NPN LO 
16 Audio Remote PNP LO 

17 Audio Remote PNP HI 

18 Audio IN 

19° Audio GND 
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Figure 4-3. AUDIO CASSETTE INTERFACE SCHEMATIC 
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Figure 4-5. I/O BUFFERS SCHEMATIC 
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Figure 4-5a. 1/0 BUFFERS, PC LAYOUT BLOW-UP 
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Figure 4-7. CONTROL SECTION SCHEMATIC 
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MEMORY 


C17” 


(To) 
AN 
R7WeH2 WPIK 4 
A u 
ay ees ra 
ga 74LS27 WP2K 
0 10K 
= : WP3K 
R69 

0° + : 
: BV~1OK lO 74500 a ia 

+5V | Dodob iD DoDD bD) iD D DOD 
= 8 Oo 123} 45 6 7 3} (4 5 6 ? 

wT i 

7 
r) DATA | 
4 . 4 
7) DATA | | 
OQ ? 
as 
ez 
= 
> 
=] 
pod 
@) 


2716/2316B8 
2332/2364 


2716/2316B 
2332/2364 


2716/2316B 
2332/2364 


2716/2316B 
2332/2364 


U24) 


iy [is _ i 
S23 s $33 


OSCILLOSCOPE OUTPUT DRIVER 


DETAIL{SCOPE OUT R 


an A-A CONNECTOR 


DETAIL B 


— oN ee ee 


SCOPE 
OUT 


Figure 4-9. OSCILLOSCOPE OUTPUT DRIVER SCHEMATIC 


4-16 


4.2 MEMORY ALLOCATION 


This section describes the standard memory allocation in your SYM-1 microcomputer 
system. It makes extensive use of the detailed Memory Map contained in Figure 4-10. 
_ Also described in this section is the technique by which ROM and RAM addressing and 
usage may be altered by using an array of on-board jumpers which allow you to modify 
_and expand your SYM-1 memory. Expanding RAM memory using off-board components 
is taken up briefly in Section 4.2.3, eaeve) a | detailed discussion of this is reserved 
for Chapter 8, "System PAPANSIOW 


4.2.1 Standard Memory Allocation 


Figure 4-10 is a map of the standard memory allocation in your SYM-1 microcomputer. 
Provided with your system are IK of on-board RAM, extending from location 0000 to 
03FF in the Memory Map. Note that the top-most eight bytes (locations O0F8 to 
OOFF) in Page Zero of this 1K block are reserved for use by the system and should 
not be used by your programs. The remainder of Page Zero is largely similar to the 
rest of the RAM provided, but it also has some special significance for addressing 
which will become clearer in Section 4.3. Locations 0100-O1FF in the 1K memory 
block furnished with your system are reserved for stack usage. Your programs may 
use this area, but you should use it for normal stack operations incidental to operating 
your programs. Locations 0200-03FF are general-use RAM for your program and data 
storage. , 


In addition to the 1K of on-board RAM furnished with your system, sockets are provided 
for 3K of plug-in RAM, allowing you to have 4K of on-board RAM memory. These 
sockets occupy memory locations 0400-OFFF. 


The SUPERMON monitor resides in ROM at memory locations 8000-8FFF. (As you 
know, the SY6502 CPU addresses all memory and I/O identically, so that it is immaterial 
whether a specific address location is occupied by RAM, ROM or I/O devices.) The 
next 4K block, from 9000-9FFF, is reserved for future expasion of SUPERMON, although 
you may use those locations if you wish to do so, provided you remember that if you 
should obtain an expanded SUPERMON system in the future these addresses may be 
used. 


Extending from AQO0-AFFF are the I/O devices on your SYM-1 module. As we have 
previously said, each port on the SY6522/SY6532 devices in SYM-1I is an addressable 
location. Sheets 2-6 of Figure 4-10 provide you with a detailed Memory Map breakdown 
of how these devices are addressed. Note that within the SY6532 is a 128 byte 
segment (locations A600-A7FF). This is the RAM which is resident on the SY6532 
used by SYM-1 as System RAM. Sheet 4 of Figure 4-10 describes each memory 
location within System RAM in detail; you will need this data if you wish to make 
use of the capability of the system for modifications to SUPERMON. These modifica- 
tions may include creating your own commands (as described in Chapter 5) which may 
be entered as if they were Monitor commands. Other such modifications making use 
of System RAM locations are described in Chapter 9 of this manual. 


Memory locations BOOO-FF80 may be used by your programs, provided of course you 
have expanded memory to fill those address locations (see Chapter 8). Note, however, 
that if you plan to obtain the Synertek Systems 8K BASIC module at some later date, 
that module will occupy locations COQ0-DFFF. You should plan your applications 
programs accordingly. Locations FF80-FFFF are reserved for special use by the system, 
and should not be used in any of your applications code. 
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SYSTEM RAM ECHO LOCATIONS SY6532 ECHO LOCATIONS 
| (INTERRUPT VECTORS) 
F800 
FOOO UNUSED 


UNUSED EFFF | 
FUTURE ADDITION OF ASSEMBLER/EDITOR ROM 


DFFF 
8K BASIC INTERPRETER ROM 
C000 


BFFF 
UNUSED | FUTURE ADDITION OF ASSEMBLER/EDITOR ROM 
BOOC 
AFFF 
SY6522 VIA #3 (U29) (PAGE 4-25) 
ACOO 
SY¥6522 VIA #2 (U28) (PAGE 4-24) 


—— SYSTEM RAM - SY6532 (U27) (PAGES 4-21 THRU 4-23) 
A600 | SYSTEM I/0 - SY6532 (U27) (PAGE 4-20) 


> 
ee) 
=) 
=) 


baa 
a4oo! | | 
SY6522 VIA #1 (U-25) (PAGE 4-19) 
ro 
(FUTURE) | FUTURE EXPANSION OF 4K SUPERMON MONITOR 
4K SUPERMON OFFF 
{ MONITOR 1K x 8 WRITE PROTECTABLE 


{8000 (ON ROM) U18,U19 ocoo 


1K x 8 OBFF 
| U16,U17 WRITE PROTECTABLE 
0800 


O7FF 
1K x 8 WRITE PROTECTABLE 
U14,015 0400 


UNUSED 


02FF 
1000 = + OLFF 
OFFF : 
O3FF pe BY SUPERMON 
| | | OOF8)MONITOR. (FE ,FF= 
0000 | | PAGE ZERO MEMORY POINTER) 


0000 


Figure 4-10. STANDARD MEMORY MAP, SYM-1 
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REGISTER 


OUTPUT 


REGISTER A 
Nii). @) YTANTDSH AS AOOF 


AOOE 


er 
oe 


AOOB 


IER | 

IFR 

PCR 

ACR 
oe AOOA 

TZCTH A009 


TZL-L | 


TZC-L A008 | 


T1L-H | 
A007 
T1L-L 
| , A006 
T1C—H 
A005 


DATA DIRECTION 


_ REGISTER A eos 
DATA DIRECTION 
REGISTER B | A002 


INPUT / OUTPUT 
| REGISTER A 


(CONTROLS HANDSHAKE) - 
REGISTER B A000 7 


INPUT /OUTPUT 


6522 


NAME 


CA 1 
CA 2 
CB 2 
CB 1 


SEE SY6522 DATA SHEET (APPENDIX 


6522 


PA 
PA 
PA 
PA 

PA 
PA 
PA 
PA 


6522 


NAME 


PB 
PB 
PB 
PB 
PB 
PB 
PB 
PB 


NAME 


NOONE WN KH OO 


NOU WHF © 


SYM 
CONNECTOR 


PIN # 


NOT USED 

AUTO POWER-ON RESET 
AUDIO REMOTE CONTROL OUT 
NOT USED | | 


SYM 
CONNECTOR 
PIN # SYM PIN NAME 
A-14  —— APAO 
—A-G APA 1 
A-3 APA 2 
A-2 APA 3 
A-5 APA 4. 
A-6 APA 5 
A-7 | APA 6 
A-8 APA 7 
SYM 
SYM CONNECTOR/PIN # PIN NAME 
A-9 APB O 
A-10 APB 1 
A-11 APB 2 
A-12 APB 3 
A-13 APB 4 
A-16 APB 5. 


(ON 


BOARD CASSETTE IN) 
A-15 


Figure 4-10 (Cont'd). MEMORY MAP FOR SY6522 VIA #1 (DEVICE U25) 
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SYM PIN NAME 


TIMER 
—- 1024T A41F 
| mm 

=~ 6AT AGLE 

TIMER 
gre On A4I1D 

TIMER 
—~ IT A41C 
N/A (NOTE 1) A4IB 


WRITE-EDGE DETECT | ayo 


A408 


READ-INT FLAGS 


NOTES: 


PBO 


"N/A' INDICATES AREAS OF OVERLAP 
CAUSED BY SYM-1 SYSTEM DESIGN 
USING ONLY PARTIAL ADDRESS DECODING. 


SEE SY6532 DATA SHEET. 


SEE SY6532 DATA SHEET 


6532 NAME SYM CONNECTOR/PIN SYM PIN NAME 


oP A-Z KBD ROW 1 
ba ee A406 ae PBI A-X KBD ROW 2 
READ-TIMER PB2~ A-V KBD ROW 3 
_ PB3 (ON-BOARD DISPLAY ENABLE/DIABLE) 
ee ees oc AO 1 PB4 (ON-BOARD CRT OUT) 
READ-INT FLAGS | PBS (ON-BOARD TTY OUT) 
| PBE (ON-BOARD TTY IN) 
eee 2 TRUOn PBT (ON-BOARD CRT IN) 
READ-TIMER 
pee an? 6532 NAME SYM CONNECTOR/PIN SYM PIN NAME 
OUTPUT PAO A-21 KBD COL. A 
REGISTER B PAL A-19 KBD COL. B 
PA2 A-Y KBD COL. C 
DDRA A4O1 PA3 A-22 KBD COL. D 
PA4 A-20 KBD COL. E 
| PAS A-18 KBD COL. F 
OUTPUT PAG A-W KBD COL. G 
REGISTER A @ PA7 A-17 KBD ROW @ 


Figure 4-10 (Cont'd). MEMORY MAP 
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FOR SY6532 (DEVICE U27) 


‘SYMBOL ADDRESS DEFAULT | COMMENTS 


VALUE | 
IRQVEC | - A67F IRQ Vector 
| ~A67E | 
RSTVEC A67D RESET Vector 
A67C | | 
NMIVEC A67B — NMI Vector 
A67A 
UIRQVC A679 User IRQ Vector 
A678 | ee . 
UBRK VC ~~ A677 User Break Vector 
A676 ; : | 
TRCVEC A675 Trace Vector 
A674 7 | 
EXEVEC A673 ‘Execute’ Vector 
A672 : 
SCNVEC A671 | 
A670 Display Scan Vector 
A66F | 
URCVEC A66E | 
A66D Unrecognized Command Vector 
— A66C | , . 
URSVEC A66B : on 
| A66A Unrecognized Syntax Vector 
A669 : | —. 
INSVEC A668 
A667 In Status Vector 
A666 | 
OUTVEC - A665 | 
A664 Output Vector 
A663 > Re 
INVEC A662 
A661 Input Vector 
A660 | 
YR A65F 
XR — A65E 
AR A65D ae 
FR A65C User Registers 
SR A65B a 
PCHR A65A © 
PCLR A659 . a i. 
MAXRC A658 Max. No. Bytes/Record, Paper Tape (Note 6) 
LSTCOM — A657 Last Monitor Command 
TV A656 Trace Velocity (Note 5) 
KSHFL A655 Hex Keyboard Shift Flag 
-TOUTFL A654 | In/Out Enable Flags (Note 4) 
TECHO A653 Terminal Echo (Note 3) 
ERCNT A652 Error Count (Note 2) 
~ SDBYT ~ A651 Baud Rate (Note 1) 


PADBIT A650 Number of Padbits on Carriage Return 


Figure 4-10. SYSTEM RAM MEMORY MAP, SY6532 
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SYMBOL 


P1H 
PIL 
P2H 
P2L 
P3H 
P3L 
PARNR 


RDIG 
DISBUF 


SCRF 
SCRE 
SCRD 
TAPET2 
SCRB 


SCR6 
TAPET1 
SCR4 
SCR3 
HSBDRY 


KMBDRY 


TAPDEL 
JTABLE 


SCPBUF 


ADDRESS DEFAULT 
VALUE 


A64F 
A64E 
A64D 
A64C 
A64B 
A64A 
A649 
A648 
A647 
A646 
A645 
A644 
A643 
A642 
A641 
A640 
A63F 
A63E 
Aé63D 
A63C 
A63B 


A636 
A635 
A634 
A633 
A632 
A631 
A630 
A62F 
A62E 
A62D 
A62C 
A62B 
A62A 
A629 
A628 
A627 
A626 
A625 
A624 
A623 
A622 
Aé21 
A620 
A61F 


A600 


COMMENTS 


16-Bit Parameters 


No. of Parameters Entered 
Not Used 


Right-most Digit of Display Buffer 


Display Buffer 


Monitor Scratch Locations 
High Speed Tape Waveform 
Monitor Scratch Locations 


High Speed Tape Waveform 
Monitor Scratch Locations 


High Speed Tape Boundary 

KIM Tape Boundary 

High Speed Tape Leader 

User Socket P3 (Jump Entry No. 7) 
User Socket P2 (Jump Entry No. 6) 
0300 (Jump Entry 5) 

0200 (Jump Entry 4) 

0000 (Jump Entry 3) 

NEWDEV (Jump Entry 2) (Note 7) 
TTY (Jump Entry 1) 


BASIC (Jump Entry 0) 


Scope Buffer, No Defaults (32 locations) 


Figure 4-10. SYSTEM RAM MEMORY MAP, SY6532 (Continued) 
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NOTES - SYSTEM RAM 


BAUD  ~— SDBYT 
BAUD RATE- 110 D5.. 
| 300 “4C 
600 24 
1200 10 
2400 06 
4300 01 
ERCNT - Used by LD P, FILL, B MOV 
Count of bytes which failed to write correctly 
And invalid checksums up to $FF 
TECHO - bit 7 - ECHO/NO ECHO | 
bit 6 - OUTPUT/NO OUTPUT This bit is toggled everytime 
a control O (ASCII OF) is 
encountered in the input 
stream. 
enable CRT IN 


TOUTFL- bit 7 


bit 6 = enable TTY IN 
bit 5 = enable TTY OUT 
bit 4 = enable CRT OUT 


TV - TRACE VELOCITY 
00 = SINGLE STEP 


non-zero - PRINT PROGRAM COUNTER AND ACCUMU- 
LATOR | | 
_ THEN PAUSE AND RESUME 


PAUSE DEPENDS ON TV 
(TRY TV = 09) 


USER PC - DEFAULT = 8B4A = RESET 


NEW DEV TO CHANGE BAUD RATE ON RS-232 INTERFACE. 


Figure 4-10. SYSTEM RAM MEMORY MAP, SY6532 (Continued) 
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OUTPUT REGISTER A 


| (NO EFFECT ON HANDSHAKE 


DATA DIRECTION 

REGISTER A ce 

DATA DIRECTION 

REGISTER B A802 

INPUT / OUTPUT 

REGISTER A A801. 
LON TRO HANDSHAK 


INPUT / OUTPUT 
REGISTER B | | A800 


6522 NAME 


CAl 
CA2 
CB2 
CB1l 


SEE SY6522 


6522 NAME 


6522 NAME 


PA 
PA 
PA 
PA 
PA 
PA 
PA 
PA 


“SOO WN KF OO 


SDL WN FF © 


SYM 
CONNECTOR 


PIN # SYM PIN NAME 


AA-E USER 
AA-4 PLUGGED 
AA-5 

AA-F 


DATA SHEET 


SYM 


CONNECTOR 
_PIN # = S¥M_ PIN NAME 


AA-D 
AA-3 
AA-C 
AA-12 
AA-N 
AA-11 
AA-M 
AA-10 


USER 
PLUGGED 


SYM 


CONNECTOR | 
_PIN # SYM PIN NAME 


USER 
AA-7 PLUGGED 


Figure 4-10. MEMORY MAP FOR SY6522 VIA #2 (DEVICE U28-USER SUPPLIED) © 


(Continued) 
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. OUTPUT REGISTER A 
_ |(NO EFFECT ON HANDSHAKE) 


ACOF 
: SYM SYM 

ACOE 6522 CONNECTOR PIN 
NAME _ PIN # NAME 


USER 
CONNECTOR 


et ee 


SEE SY6522 DATA SHEET 


ACOA 


SYM 


6522 CONNECTOR SYM PIN 
NAME PIN # _ NAME 
PA 0 AA-V—S (ON-BOARD W/P MONITOR) 
PA 1 AA-W (ON-BOARD W/P 2nd 1K) 
PA 2 AA-X —« (ON-BOARD W/P 3rd 1K) 
PA 3 AA-18 (ON-BOARD W/P 4th 1K) 
PA 4 AA-19 (ON-BOARD DEBUG ON) 
PA 5 AA-20 (ON-BOARD DEBUG OFF) 
PA 6 AA-17 USER PLUGGED 
PA 7 AA-U USER PLUGGED 
“DATA DIRECTION Bess SYM ee 
REGISTER A | ee SYN | 
aan she Nawe = SOBRRSPFOR awe 
“DATA DIRECTION 7 
REGISTER. B ACO2 PB O 
een reas | PB 1 
~~ INPUT /OUTPUT J PB 2 
REGISTER A PB 3 USER © 
| ( a PB 4 CONNECTOR 
eee a T PBS 
- INPUT/OUTPUT | 
REGISTER B AcOOS, hs : BUFFERED) 


Figure 4-10. MEMORY MAP FOR SY6522 VIA #3 (DEVICE U29) (Continued) 
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4.2.2 Address Decoding Jumper Options 


Four sockets (labeled PO-P3 on the board) for ROM, PROM or EPROM are provided 
with your SYM-1. Each socket may contain any of four different types of Read-Only 
Memory devices, up to a total of 28K.. The four acceptable devices are the SY2716, 
the SY2316B, the SY2332 and the SY2364. Each device is slightly different, but they 
are all read-only memories. They may appear in any combination on a SYM-1 
microcomputer system, provided their total capacity does not exceed 24K. But since 
the devices have different memory capacities, it is necessary to alter normal addressing 
to accomodate the specific devices selected. 


To serve this purpose, we have provided a set of jumpers, located just to the left of 
the center of the board and directly under the two 74LS145's. The schematic in Figure: 
4-11 illustrates each useful jumper combination and Table 4-3 outlines them in greater 
detail. (Note that Table 4-3 contains other jumpers available on the SYM-1, not all 
of which pertain to memory use.) The broken lines in Figure 4-11 indicate the jumpers 
installed at the factory. Note, for example, that the first PROM socket, labeled PO 
(device U20) is associated with the address group beginning with 8000. If it were 
necessary to change this configuration, you would remove the connection from Pin | 
of the lower address decoder U10 (74LS145) to jumper connection 7-J so that it becomes 
associated with a jumper combination which addresses the device you wish to address. 
Table 4-3a will assist you in configuring your selection of ROM correctly. 


Near the bottom of the board below the speaker unit are four jumpers labeled JJ, 
KK, LL and MM. These enable Write Protection on the RAM in the four IK blocks 
available on the board. Jumper 45-MM is factory-installed, enabling Write. Protection 
on System RAM (the 128-byte block in the SY6532). As you add RAM later, or to 
' Write Protect any of the on-board RAM aside from System RAM, you must connect 
the ‘appropriate jumpers to enable the Write Protect function on the desired memory 
locations. OM may be enabled for Write Protect in 1K blocks. 


These jumpers offer you flexibility to adapt the SYM-1 board to your particular 
application. - The jumpers will give you the ability to do the following: 


Use 2K, 4K, or 8K byte ROM or PROM in each 24 pin socket. 
Complete flexibility in selecting user PROM addressing. 

Ability to auto power-on to any of the eM EEEOM sockets. 
Write ee expansion RAM. 


O00 0 


4.2.3 Off-Board Expandabilty 


SYM-1 is expandable, on-board, up to 28K bytes of -EPROM/ROM memory and 4K bytes 
of RAM, with 4K bytes of address space allocated to the on-board I/O devices. Further | 
expansion of any combination of ROM, PROM, RAM or I/O can be implemented by — 
using SYM!'s "E" (Expansion) connector to attach an auxiliary board containing the . 
additional devices. Total expandability is limited only by the amount of cual 
capability of the SY6502 CPU, i.e., 64K bytes. 


Detailed instructions for implementing off-board expansion are contained in Chapter 
8, "System Expansion." 3 | 


4.2.4 I/O Buffers 


Your SYM-1l board comes to you equipped with four specially configured I/O buffer 
circuits. (See Figure 4-5.) The circuit configuration and PC Board layout allow the 
user to configure these buffers in many ways. 


“8296 


EPROM/ROM JUMPER LOCATIONS AND USAGES 


| Ripe aGe “<x oss 


45 
feo, ee oe | 
>|__ 80 Al|——oo'-~~oA S01 
88 $-~.B _), 
30 | a a 
es. jf ~ 
58 


AO +5V 2 SE S02 
BAB | Le —_ 


BO — : oof Nos s22 


74LS 145 


op oS bE BP 
ee ee ee ee ee ae 


74L5145 


/———-CONFIGURATION OF DELIVERED VERSION 


Figure 4-11. MEMORY ADDRESS DECODING JUMPER OPTIONS 
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JUMPER 
LETTER 


A,B,C,D 
E,F,G,H 


J,K,L,M 


N 


—”N 


FF 


GG © 


HH 


JJ 
KK 
LL 
MM 


Table 4-3. SYM-l1 JUMPERS 


POSITION DESCRIPTION 

NUMBER 

1,2,3 PROM/ROM Device Select 

45,6 (See Table 4-3a) 

7,8,9,10,11,12 ADDRESS SELECT 

13,14,15,16,17,18 (See Table 4-3b) 

19 (1) Auto Power-On to U20 (2) 

20 Disable Auto Power-On to U20 

19 (1) | Auto Power-On to U21 (2) 

20 Disable Auto Power-On to U21 

19 (1) Auto Power-On to U22 (2) 

20 Disable Auto Power-On to U22 

19 (1) Auto Power-On to U23 (2) 

20. * Disable Auto Power-On to U23 

21 | Enables Monitor RAM at AOxx (3) 

22 Enables Monitor RAM at F&xx (3) 

23 —  RCN-I1 to connector A-N 

24 Enables Software Debug ON 

25 Enables Software Debug OFF 

26 DBOUT to connector E-17 

31 | Connects TTY IN to PB6 @GA402 

32 Connects CRT IN to PB7 @GA402 

33 To run TTY @ +5V and GND 

34 To run TTY @ +5V and -Vn_ (4) 

35 To run TTY @ +5V and -Vn_ (4) 

36 | | To run TTY @ +5V and GND 

37 To run TTY @ +5V and GND 

38 To run TTY @ +5V and -Vn_ (4) 

39 To run RS232 @+5V and GND 

40 To run RS232 @+5V and -Vn_ (5) 

4} Decode line 18 to connector A-K 

42 | Enable software write protect 3K block 
43 | _ Enable software write protect 2K block 
44 Enable software write protect IK block 
45 Enable software write protect monitor RAM 
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Table 4-3. SYM-1 JUMPERS (Continued) 


NOTES | 
j Only one socket (U20, U21, U22, U23) should be jumpered to position 19 at one 
time. The remaining three sockets should be jumpered to position 20. 
2 See software consideration of auto power-on in Chapter 9. 
3 One or both can be connected at the same time. 
uF These positions require a recommended -9V to -15V supply applied to the power 
connector pin E. R107 should be adjusted (removed and replaced) for your 
proper current loop requirements. 
Example: (for 60ma current loops and Vn = -1OV) 
a. Connect DD to 33 
EE to 35 
FF to 38 
| Vn -5V _ (10 -5) _ 
b. R107 =———— = [As = 100 
R107 = 300m (as installed) for 20 ma current loop and Vn=-l0V 
5 For RS232 devices using other than LM1489 or equivalent input receivers (i.e., 


probably terminals older than ten years) then GG should be strapped to 40 and 
a -9V to -l15V supply applied to the power connector pin E. 
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Table 4-3a. SYM-1 PROM/ROM DEVICE SELECT 


SOCKET SOCKET MEMORY JUMPER POSITION 
LOCATION NAME DEVICE LETTER NUMBER 
U20 PO 2716 : : = : 
U20 PO 2316 é oa 
U20 PO 2332 ‘ ae ; 

U20 PO 2364 7 i 
U21 Pl 2716 2 : o ; 
U21 Pl 2316 S ue 
U21 Pl 2332 oe 
u2I PI 2364 7 
U22 p2 2716 ene 
U22 P2 2316 = : . : 
U22 P2 2332 A pie 
U22 P2 2364 = : 
U23 P3 2716 - Hees ; 
U23 P3 2316 z aa 
U23 P3 2332 4 ee 
U23 P3 2364 = : 


NOTE: 2716 devices assumes Synertek, Intel or equivalent pin outs. 
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2K 
~ Blocks 


NOTES: 


A A A A.A A 


15 14 i2 il 10 


1 


| 


l 


| 


0 


0 


0 


13 


0 


0 


0 


0 


0 


0 


| 


0 


l 


0 


1 


OS 


Table 4-3b. SYM-1 ADDRESS SELECT 


as 


~ ~ we KM KR RM KR KR KR KK KR KR KU CU 
<~ -~ «eK KX KM KM KX KM Ke Ke KM KR KH KR KR MK 


High Order SYM-1 
Address lines 


o > 


JUMPER Fea 
NUMBERS (2) LETTERS 
80 —_——{(7) 
3 —©\ i) 
90 peers C), . x (3) Sockets 


aa : 

§——() “\ 

AO Onboard I/O 
Onboard I/O 


X = Don't care. 


(1) Broken lines indicate delivered version of jumpers. 

(2) Each jumper number represents a 2K address space decode. 

(3) Jumper numbers can be wire or'ed to increase the address 
space of the CS on any socket (i.e., decoder is open collector.) 
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The single-stage circuit consists of a transistor and "circuit positions" for the user to 
add resistors, capacitors and dioders in any of many positions. This flexibility allows 
inverting and noninverting stages, input-resistive or capacitive coupling and much more. 
The user should refer to the schematic and P.C. layout in Figure 4-5a in order to 
completely understand this circuit. 


4.3 SOFTWARE DESCRIPTION 


Software on your SYM-I1 microcomputer must be discussed from two perspectives. 
First, the SYM SUPERMON Monitor software which handles keyboard display, interrupts 
and other requirements for system operation must be understood. We will discuss this 
subject in succeeding sections. The second aspect of software is the microprocessor 
assembly language with which you will write your applications programs. A brief 
introduction to the 6502 instruction set is included later in this chapter. 


In this chapter, we discuss the SYM-!| command language syntax only briefly; Chapter 
5 contains a detailed discussion of each of the instructions in the set. Chapter 6 will 
help you through the process of using these and the 6502 language in applications 
programming by describing three selected sample programs. 


4.3.1 Monitor Description - General 


Figure 9-1 iilustrates the general system flow of the SYM-! SUPERMON Monitor 
software. As you can tell, the main program is simple and straightforward. Its purpose 
is to direct processing to the appropriate I/O or command routine, and for this reason 
it is thought of as a "driver"--it "drives" or directs the software. 


The means by which the Monitor handles the direction of software flow is one of the 
unique features of the SYM-1 system and is worth a brief explanation at this point. 
We will discuss the subject in greater detail in Chapters 5 and &. 


When the SUPERMON Monitor receives a one- or two-character command from the 
on-board keyboard, TTY or CRT terminal, it then accepts 0-3 parameters associated 
with the command. The string of command and parameters (if any) is terminated by 
a carriage return. It is noteworthy that each instruction which may be entered by 
use of a single key on the on-board keyboard may also be entered with a similar 
command from a terminal. 


Upon receiving a command and up to three parameters, SUPERMON checks to determine 
whether the command and its associated number of parameters is a defined combination. 
If so, the command is executed. Otherwise, an error message is printed or displayed 
showing the ASCII representation of the command which was not recognized. 


For example, a "GO" with one parameter causes the program to pass control to the 
program stored at the memory location indicated by the parameter. Thus, a "GO" 
followed by "0200" instructs the system to begin executing the instructions stored 
starting at memory location 0200. A "GO" with no parameters (i.e., "GO" followed 
by a Carriage Return) will cause program execution to resume at the address stored 
in the "pseudo Program Counter" (memory locations A659 and A65A). 


However, a "GO" command with two or three parameters is not a defined command 
in SUPERMON, and will result in a display or message of "Er 47". The "47" is the 
ASCII representation for a "G" and is designed to help you define the instruction or 
command which was not recognized. 


4-32 


7 The monitor is designed ye) that you can extend the range of defined command-parameter 
combinations by "intercepting" the error routine before it executes and designing your 
own series of pointers to memory locations to be associated with specific commands. 
| Thus, you might wish to define a "GET" routine which could be entered at the keyboard 
with a. "GO" and two parameters. You will learn how to do this in Chapter 9. 


4.3.2 Software Interfacing 


The SYM-1 Monitor is structured to be device-independent. Special requirements for 
device handling are "outside" the Monitor's central control routines, which isolate them 
from the Monitor's standard functions. Also, as we have indicated, SYM-! commands 
may be entered from any device. It is not necessary to use the on-board keyboard 
to do so. This means you need not concern Une with the details of I/O; they are 
handled internally. | | 


4.3.3 6502 Microprocessor Bsseinby Language Syntax 
‘The SY6502 microprocessor used on your SYM-1 is an eight-bit CPU, mre means that 


_ eight bits of data are transferred or operated upon at a time. It has a usable set of 


56 instructions used with 13 addressing modes. Instructions are divided into three 
groups. — 


Group. One instructions, of which there are eight, are those which have the greatest 
addressing flexibility and are therefore the most general-purpose. These include Add 
With Carry (ADC), the logical AND (AND), Compare (CMP), the logical Exclusive OR 
(EOR), Load A (LDA), logical OR with Accumulator (ORA), Subtract With Carry (SBC) 
-and Store Accumulator (STA). 


| Group Two instructions include those which are used to read and write data or to 
modify the contents of registers and memory locations. 


The remaining 39 instructions in the SY6502 instruction set are Group Three instructions 
which operate with the X and Y registers and control branching within the program. 
You'll learn more about these instructions in the next section. More detailed information 
can be found in the Synertek Programming Manual for the SY6500 family. 


An assembly language instruction consists of the following possible parts: 


Label - . Optional. Used to allow branching to the line no erune the label 
| and for certain addressing situations. 
Mnemonic - Required. The mnemonic is a three-character abbreviation which 


represents the instruction to be carried out. Thus the mnemonic 

to store the contents of the accumulator in a specific memory 

location is "STA" (STore Accumulator). 

Some may be required, or none may be allowed. This depends 

entirely upon the instruction itself and may be determined from 

| . the later discussion. 

Comment -. = Optional. Separated from last operand (or from the command 
mnemonic where no operand is used) by at least one blank. These 
words are ignored by the assembler program but are included only 
to allow the programmer and others to understand the program. 


t 


_ Operand(s) 


The SY6502 allows 13 modes of addressing, which makes it one of the most flexible 
CPUs on the market. Table 4-4 describes these addressing modes briefly. Details 
may be found in the Synertek Programming Manual for the SY6500 family. 


4-33 


You will note that some of the addressing modes make use of Page Zero, a concept 
introduced briefly earlier in this chapter. Page Zero addressing modes are designed 
to reduce memory requirements and provide faster execution. When the SY6502 
processor encounters an instruction using Page Zero addressing, it assumes the high-order 
byte of the address to be 00, which means you need not define that byte in. your 
‘program. This technique is particularly useful in dealing with working registers and 
intermediate values. As the Memory Map (Figure 4-10, Sheet 1) shows, pene 
locations 0000-O0FF make up Page Zero. 


4.3.4 SY6502 Instruction Set 


Table 4-5 provides you with a summary of the SY6502 instruction set. Each instruction 
is shown with its mnemonic, a brief description of the function(s) it carries out, and 
the corresponding "op code" for each of its valid addressing modes. The "op code" is 
the hexadecimal representation of the instruction and is what will appear when the 
instruction byte is displayed by SUPERMON. 


When creating applications programs for your SYM-1!, you will typically write them in 
the SY6502 assembly language mnemonic structure shown in Table 4-5, then perform 
a "hand assembly" to generate the "op codes" and operands. The process of hand 
assembling code is explained in greater detail in Section 6.2.2. You will be referring 
to this table--or to your SYM Reference Card--quite frequently during programming. 


To understand some of the instructions, you should be aware of six "status register" 
flags which are set and reset by the ‘results of program execution, Generally, anese 
flags and their functions. are: : | | 


N - Set to "1" by CPU hen the result of the previous instruction is negative 
Z - Set to "1" by CPU when the result of the previous instruction is zero 
Cc - Set to "1" by CPU when the previous instruction results in an arithmetic 
"carry" 
Set to "0" by CPU when the peeves instruction results in SpOnES at 
(subtract) — 


Also modified by shift, rotate and compare instructions. 
I - When "1," IRQ to the CPU is held pending — 
D - When "1," CPU arithmetic is operates in decimal mode 
V - Set to myn by CPU when the result of the eo instruction causes an 
~ arithmetic overflow 


The Synertek Programming Manual (MNA-2) discusses this subject in greater detail. 


pate oe 


Ge 


Mode 


IMPLIED 
ACCUMULATOR 
IMMEDIATE 


ZERO PAGE 


ZERO PAGE 
INDEXED BY X 


ZERO PAGE 
INDEXED BY Y 


ABSOLUTE 


Table 4-4. SUMMARY OF SY¥6502 CPU ADDRESSING MODES 


SY6502 INSTRUCTION SET SUMMARY 


Addressing Modes 


| _ Description | 


The operation performed is implied 
by the instruction. . 


The operation is performed upon the 
A register. 3 


The data accessed is in the second 
byte of the instruction. 


The address within page zero of the 
data accessed is in the second byte 
of the instruction. | 

The second byte of the instruction 
plus the contents of the X register 


(without carry) is the address on 
page zero of the data accessed. 


The second byte of the instruction 


id 


1* 


plus the contents of the Y register 


(without carry) is the address on 
page zero of the data accessed. 


The address of the data accessed is 
in the second and third bytes of 
the instruction. 


TAX 


ROL 


LDA 


LDA 


LDA 


LDX 


LDA 


A 


LyX 


Z,¥ 


AA 


2A 


AQ 


03. 


A5 
75 
B5 


75 
B6 
75 


AD 
47 
02 


Bytes Example | 


Code for transfer A to Xx 
Code for rotate left A 


Code for load A immediate 
Constant to use . 


Code for load A zero page 
Low part of address on page zero 


Code for zero page indexed 
by X | 
Base address on page zero 


Code for zero page indexed 
by ¥ “m | af 4 
Base address on page zero 


Code for load A absolute 
Low part of address . 
High part of address 


*Except BRK which its two bytes when not using SUPERMON or when in DEBUG mode. 


9€-h 


Mode 


INDEXED BY X 


INDEXED BY Y 


INDIRECT 
PRE- INDEXED 
BY X 


INDIRECT 
POS T-INDEXED 
BY Y 


RELATIVE 
BRANCH 


INDIRECT JUMP 


Table 4-4. SUMMARY OF SY6502 CPU ADDRESSING MODES (Continued) 


Description 


The address in the second and third 
bytes of the instruction, plus the 
contents of the X register is the 


address of the data accessed. 


The address in the second and third 


bytes of the instruction, plus the 
contents of the Y register is the 


address of the data accessed. 


The second byte of the instruction 
plus the contents of the X register 


(without carry) is the address on 


page zero of the two-byte address 


‘of the data accessed. 


The contents of the page zero two- 
byte address specified by the 
second byte in the instruction, 


plus the contents of the Y regis- 


ter is the address of the data 
accessed. 


The second byte of the instruction 
contains the offset (in bytes) to 
branch address. 


The address in the second and 
third bytes of the instruction 
is the address of the address 
to which the jump is made. 


ft 
Bytes 


3 


LDA L,X 


LDA L,Y 


LDA (Z,X) 


LDA (Z),Y 


BEQ LOC 


JMP (LOC) 


Example 

BD Code for load A indexed by X 

47 Low part of base address 

02 High part of base address 

B9 Code for load A indexed by Y 

47 Low part of base address. 

O2 High part of base address 

Al Code for load A, indirect pre- 
indexed by X 

75 Base address on page zero 

Bl Code for load A, indirect 
post-indexed by Y 

75 Base address of page zero 

FO Code for branch if equal 

07 Seven bytes ahead 

6C Code for jump indirect 

47 Low part of indirect address 

02 High part of indirect address 


Le-h 


Table 4-5. SY6502 CPU Instruction Set Summary 


6502 INSTRUCTION SET SUMMARY i= en | ~f-  Conditien - 
Renee a gage ee ee ee ee pee | | a Codes | 


fInstr] | ns 


PA +M4C7A, C | 
-Add menor y to accumulator with carry 


65 


ai M>+A | 
| _ "AND" memory Pree abounarater 
a<E Welslalst2 [0] + «0 
Shift left one bit (memory or accumu~ 
lator 


Branch on C 
Branch on carry clear 


|. Branch on C 
Branch on carry. set 


| Branch on Z 
Branch on result zero 
AAM, M7 > N, Mg > V_ 
Test. bits in memory with accumulator 


‘Branch on N = l 
Branch on result minus 


Branch on Z 
Branch on result not zero © 


Branch on N = 0 
Branch on result plus 


Forced interrupt “poy a 
Force break 


8E-n 


Table 4-5. SY6502 CPU Instruction Set Summary (Continued) 


6502 INSTRUCTION SET SUMMARY Mode oe ae 
odes 


eH ! 


Description 
| Branch on V = 0 


B 
we Branch on overflow clear 


Branch on V = 1 
: Branch on overflow set 


Cc 


eee Clear carry flag 


D 
Clear decimal mode flag 


I 
Clear interrupt disable flag 


V 
Clear overflow flag 


M . 
Compare memory and accumulator 


M. 
Compare memory and index X 


M 


aed Compare memory and index Y 


ae! 
Q 
t 


l1>M 
Decrement memory by one 


OQ) 
ze 
Oo 
i 
ed 
I 


X¥-17>x% 


DEX : | 
P Decrement index X by one 
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Table 4-5. SY6502 CPU Instruction Set Summary( Continued) 


. Condition 


6502 INSTRUCTION SET SUMMARY 


Description 


San y 


Y ae . | 
a Decrement index Y by one 


"MA 
"Exclusive-Or" memory with accumulator 


he 
Increment memory by one 


bi ee 
Increment Index X by one 


1>yY. 
Increment index Y by one 


| + 1) > PCL 
(PC + 2) > PCH 
Jump to new location 


JMP 


PC +24, (PC + 1) > PCL 
(PC + 2) + PCH 
dump to new location saving return 
address . 


M>A 
Load accumulator with memory 


M> X 


noe Load index X with memory 
M> Y 
LDY a . AO jA4 * | * 
SE HE FELL 


Table 4-5. SY6502 CPU Instruction Set Summary (Continued) 


6502 INSTRUCTION SET SUMMARY 


Instr Description 


o + | 7fe{5[4{3{2}ijo |= ) 
Shift right one bit (memory or accu- 
mulator) 


LSR 


NOP No Operation 


AVM-A 
"OR" memory with accumulator 


PHA 
Ee Push accumulator on stack 


PHP 


Push processor status on stack 
PLA 
7 Pull accumulator from stack 
PLP 
Pull processor status from stack 
M or A 
a L WesbeB2ho] «+ g io 


Rotate one bit left (memory or accu- 


Rotate One Bit Right 
(Memory or Accumulator) 


RTI Py (Pest . 
Return from interrupt 
PC + + 4 
RTS Cte Pe Na PC 


Return from subroutine 


Mode | oo 


(ee Sn 


| oo 


2, X) 


(2) ,Y¥ 


Px |} O 


—t 


M 


IMM 


L,Y 


i - 76 | 6E |7E 


| SEI 


SBC 


SEC 


_ SED 


TAY 


SY6502 CPU Instruction Set Summary (Continued) 


Table 4-5. 
6502 INSTRUCTION SET SUMMARY > Mode _ oe ee 
| | | . Codes 


Description 


A-M-C>A 
Note: C = Borrow 


Subtract memory from accumulator with 


borrow 


aie © 
Set carry flag 


> D 
Set decimal mode flag 


I 
Set interrupt disable 
M 
M. 


M 


X:. 


Transfer accumulator to index X 


A>yY 


Transfer accumulator to index Y 


s> X 


Transfer stack pointer to index X 


Store accumulator in memory 
Store index X in memory 


Store index Y in memory 


(Z) ,¥ 


te 


Ja joule bd | by a 
fola@daA NIN 


a 
Xe) 
a ie 
mn 
| 
163) 
| 8 |e 
Oo 
aE 
1) 
aE 
Oo 
_#_[e 
ry 
te 


flag. 


Ch-h 


Table 4-5. 


SY6502 CPU Instruction Set Summary (Continued) 


6502 INSTRUCTION SET SUMMARY Node Condition 


Description 


Yo A 


Transfer index X to accumulator 


Transfer index X to stack pointer 


Transfer index Y to accumulator 


Codes 


che =| os N/ Z/C 
N 


Z,X) 
(Z) ,¥ 


8 


» 


> 


CHAPTER 5 
OPERATING THE SYM 


In this chapter you will learn how to operate your SYM-1. The keyboard functions 
are described, formation of monitor commands is discussed, and procedures for using 
an audio cassette, TTY or CRT are explained. 


As you operate your SYM-1, you will be dealing with the system monitor, SUPERMON, 
which is a tool for entering, debugging and controlling your 6502 programs. The 
monitor also provides a wealth of software resources (notably subroutines and tables) 
which are available to your applications programs as they run on the SYM-1 system. 


SUPERMON is a 4K-byte program which is stored on a single ROM chip located at 
addresses 8000-8FFF, as you learned in Chapter 4. It also uses locations O00F&8-OOFF 
for special purposes and special locations called "System RAM" located at addresses 
A600-A67F. These usages were outlined in detail in Chapter 4 and in the Memory 
Map. 


Operationally, SUPERMON gets commands, parameters and data from its input channels 
(the HEX Keyboard, HKB; a teletype, TTY; a CRT terminal or RAM memory and 
others) and, based on this input, performs internal manipulations and various outputs 
(to the on-board LED display, TTY or CRT terminal screen or other peripheral devices). 


3.1 KEYBOARD LAYOUT 


The SYM-1 keyboard (see Figure 5-1) consists of 28 color-coded dual-function keys. 
The characters and functions on the lower half of the keys are entered by pressing 
the keys directly. To enter the functions shown in the upper halves of the keys, press 
SHIFT before you press the key you wish to enter. Remove your finger from SHIFT 
before pressing the second key. Very little pressure is necessary to actuate a key, 
and except for DEBUG, you will hear an audible tone when the computer senses that 
a key has been pressed. RST will cause a beep after a short delay. 


The functions included on the SYM-1 provide you with a formidable array of programming 
tools. You can examine and modify the contents of memory locations and CPU 
registers, deposit binary or ASCII data in memory, move blocks of data from one area 
of memory to another, search memory for a specific byte, and fill selected memory 
locations with a specified data byte. You can also store a double byte of data with 
a single command, display the two's complement of a number, or compute an address 
displacement. 


The RST, DEBUG ON and DEBUG OFF keys do not transmit any characters to the 
monitor, but perform the functions indicated by their names directly using hardware 
logic. | 


5.2 SYM COMMAND SYNTAX 


As we have indicated earlier, each SYM-1 command entered from the on-board keyboard 
or other device may have from 0-3 parameters associated with it. Each command, 
with its string of parameters, is terminated by a "CR" (on the HKB) or a carriage 
return on a terminal device. 


Table 5-1 summarizes the SYM-1 command set. The first column indicates the command, 
in both HKB and terminal format. The values (1), (2), and (3) refer to the values of 
the first, second, and third parameters entered. The term "old" is used to mean the 
memory location most recently referenced by any of the following commands: M, D, 
V, B, F, SD, Sl, S2, SP, Ll, L2, LP. All of these commands use locations OOFE and 
OOFF as an indirect pointer to memory; where a reference to "old" (or (OLD) in some 
cases) occurs, the former value remains in the memory pointer locations OOFE-O00FF. 


Note that in the second column of Table 5-1 we have provided you with the ASCII 
code for each instruction. Several of the commands do not have associated ASCII 
codes and use instead a computed "hash code." Hash codes are marked with an asterisk. 
You need not concern yourself with the means by which the hash code is determined, 
but you should note that SYM will display these values when the commands are entered 
with an incorrect syntax, i.e., if you make an error when entering these commands. 


Table 5-2 provides you with a brief summary of the additional keys found on the 
on-board keyboard of the SYM-l. These are operational and special keys which do 
not generally have parameters associated with them, with the exception of the special 
user-function keys. 


In the discussion of each monitor command which follows, the same basic format is 
followed. First, the appropriate segment of Table 5-1 is reproduced, for easy reference. 
Next, the command is described in some detail. Examples are used where they will 
make understanding the monitor command easier. 


Because it is believed that most users of the SYM-1 will ultimately use a TTY to 
enter and obtain printouts of instruction strings, the remainder of Chapter 5 is designed 
to use the TTY keyboard function designations rather than those of the on-board 
keyboard. Remember, though, that both keyboards are functionally the same as far 
as SUPERMON is concerned. For this reason, we aré also using a comma as a delimiter 
in the command string; the minus sign on the on-board keyboard (or, for that matter, 
on the TTY or CRT keyboard) may also be used for this purpose. 


The examples provided were entered from a terminal device. When entering commands 
from the HKB, remember to use the (-) key instead of a comma to delimit parameters. 
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_ Table 5-1, SYM-1 COMMAND SUMMARY 


Number of: Associated Parameters - 


Memory Exam- 
ine and mod- 
ify, begin at 
(1) 


Command 
| HKB/TTY | ASCII 


. 


, 
; 


CALC, 43 


Memory Exam- 
ine and mod- 
ify, begin at 
(OLD) 


Memory Search | Memory Search 
for byte (1), in | for byte (1), in 
locations (OLD) | locations (2) - 

~ (2) 7 (3) 


Examine and 
modify user 
registers PC, 
S,F,A,X,Y 


Ez 


Restore all 
user registers 
and resume 

execution at 
PC 


Restore user 
registers ex- 
cept PC = (1) 
~§ = FD, mon- > 
itor return 
address is on | 
stack | 


Display 8 Display 8 Display (1)-(2), 


bytes with bytes with 8 bytes per line, 
checksum be- checksum be- with addresses 
ginning at ginning at (1) | and cumulative 


(OLD) checksums 


zi 


Deposit to 
memory, be- 
ginning at 
(OLD). CRLF/ 
address after 
& bytes, auto 
spacing 


Deposit to 
memory, be- 
ginning at (1) 


pg 


Calculate 0O-(1) 
or two's com- 
plement. of (1) 


a’ Ff of 


* HASHED ASCII CODE - | 9-4 


Calculate (1)-(2) 
or displacement 


Calculate (1)+(2)-(3) 
or displacement 
with offset 


Move all of (2) thru| 
(3) to (1) thru 
(1)+(3)-(2) 


Fiz 


Command 
HKB/TTY 


JUMP 


SDBL 


FILL 


4) 
ela 


rt 
|e) e 
N ny : Pet 


LDP 


= 
ae) 


Code 


ASC 


4A 


| ik 


*10 


6 


57 


a5 
pos] 


*12 


*13 


Table 5-1. SYM-1 COMMAND SUMMARY (Continued) 


Number of Associated Parameters 


Restore user reg- 
isters except PC= 
entry (1) of JUMP 
TABLE, S=FD, mon- 
itor return on 
stack 


Store high byte 
of (1) in (2) + 1 
then lo byte of (1) 
in (2), good for 


Fill all of (2) - (3) 
with data byte (1) 


Write protect 

user RAM ac- 
cording to lo 3 
digits of (1) 


Load KIM record (1) must = FF 
with ID = (1) load first KIM 
into locations record found, 
from which it but start at 
was saved location (2) 


Load first KIM 
format record 
found into lo- 
cations from 
which it was 
saved 


Load first hi 
speed record 
found into lo- 
cations from 
which it was 
saved 


(1) must = FF 
load first hi speed 
record found into 


(2) - (3) 


load hi speed 
record with 
ID = (1) 


Load data in 
paper tape 
format. To 
signal end of 
file for tape 
without EOF 
record, type 
300 CR 

in on-line mode. 


* HASHED ASCII CODE 5-5 


Table 5-1. SYM-1 Command Summary (Continued) 


Code Number of Associated Parameters 


HKB/TTY| ASCH 


Save data from 
locations (1) - 

(2) in paper tape 
format. To create 

— | end of file rec- 

1 ord, unlock 

punch, switch to 
local mode, lock 
punch, type ;00 
CR 


Save cassette tape 
locations (2) - (3) 
with ID = (1) KIM 
format 


Save cassette tape 
locations (2) - (3) 
with ID = (1) hi 
speed format 


Get monitor Get monitor Get monitor input 
input from input from from RAM, starting 
RAM, starting | RAM, starting |(3) and store (1) and 
(1) (2) and store (2) for later use. 

(1) for later 

use - 


* HASHED ASCII CODE 
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Table 5-2. OPERATIONAL AND SPECIAL KEY DEFINITION 
(ON-BOARD KEYBOARD ONLY) 


*Hash Code Description/Use 


ee eee 
SN “SRR SORT pera reece 
> 


All USR keys transmit the indicated Hash Code when 
entered as a command. The same hash codes can be 
sent from another terminal by entering UO (two char 
acters, no spaces) through U7 as commands. These 
functions are not defined in SUPERMON and will cause 
the monitor to vector through the unrecognized com- 
mand vector. See Chapter 9 for instructions on 
using this SUPERMON command feature to program 
your own special functions. 


| SHIFT Next key entered is upper position of the selected 
key. 


RST None System RESET. System RAM reinitialized to default 
: values : | 

DEBUG ON Turn hardware Debug function "ON" 

DEBUG OFF|None Turn hardware Debug function "OFF" | 


ASCII None 


* HASHED ASCII CODE 


Next two keys entered (Hex) will be combined to form 
one ASCII character (e.g., SHIFT ASCII 4 D followed 
by a CR is the same as MEM followed by a carriage 
return). 
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3.3. SYM-1 MONITOR COMMANDS 


5.3.1 M (Display and/or Modify Memory) 


| | Number of Associated Parameters _ — 
| RN Beare Sete 


Memory Examine Memory Examine Memory Search for Memory Search 


and modify, begin and modify, begin | . for byte (1), in lo- | for byte (1), in 
at (OLD) | at (1) cations (OLD)-(2) locations (2)-(3) | 


e The standard form for this command uses one parameter and is shown below. 


M addr CR 


SUPERMON will then display the address and the byte contained in the location "addr." 
The following options are then available: 


l. Enter 2 Hex digits: bb is replaced and the next address and byte are displayed. 


zs Enter colon (from terminal) and any character: bb is replaced with the ASCII 
code for the entered character. - 


3. Enter>or<(>or<from terminal): bb is left unchanged and addr+1 or addr-1, 
with its contents, is displayed. , 


4, Enter + or - : bb is left unchanged and addr+8 or addr-8 with its contents, is 
displayed. | | : 
De. Enter CR : Return to monitor command mode; bb unchanged. 


e Another form of the display memory command uses no parameter as shown below: 
M CR 
This will cause SYM-1 to resume memory examine and modify at (OLD). 


@ The same memory (M) key may be used to search for a particular byte in memory, 
using three parameters in this form: 


M bb,addri,addr2 CR 


This instructs the system to search for byte bb from addrl to addr2. When an 
occurrence of bb is found, the location and contents are displayed, and all of the 
standard M options described above become available. In addition, a "G" entered 
following any halt will continue the search. 
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e Similarly, the two parameter sequence: 
M bb,addr CR 
will resume memory search for byte bb from (OLD) to addr. 


The following examples demonstrate the various uses of memory display/modify com- 
mands. Characters entered by the user are underlined. 


One Parameter 


a oe Display memory location (OLD); return to Monitor 


Display memory location A656 
y Oe Put some data there; return to Monitor 


7M 2002 Display memory location 200 

O2009107i8 Replace data with ASCII code for A 

O201900" 28 Next location displayed; replace data with ASCII B 
O202 990% 50 Next location displayed; replace data with ASCII C 
02039209) Return to Monitor 

off Display memory location 200 

O2O00 98 4d vl Display next location; data unchanged 

O20 1» ave Display next location; data unchanged 

O20 eS y Use space bar for same purpose as arrow 

Oa eg Og 

O2 O04 9 AF od Return to Monitor 

ef O40O0 Q Display memory location 300. 

OOO s By s Display previous location; data unchanged 


O2EF 9 BR y= 


Oe kk e444 ye 


O2F Ly bby Q . Return to Monitor 

¢ 

of GOO Q Display memory location 200 

O00 9 A e+ Advance 8 bytes and display memory 
Oat Qe y Pedy Space used to advance one location; data unchanged 
OOF yO 9 

OOP yO eon Reverse 8 bytes and display memory 
Oey Ashe d Return to Monitor 

oh O200) Display memory location 200 
O2O041—2 Return to Monitor 

aun’ Display (OLD) which is still 200 
O20 41d Return to Monitor 
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as Pa ae ent a haa 
> rary : 


‘aa 


“-, 
HH 


+ 


Sty BOO » Aa 


cos 


eee, 


rg 
sey, 
a 


SO ay AE y 


eerie 
eee iy 


ay 


ood 


Two and Three Parameters _ 
Search for 6C in range 8000-8400 
Continue search 


Continue search 


Halt search 
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5.3.2 R (Display and/or Modify User Registers) 


Number of Associated Parameters 


LAR ea YAS ae ER 


Examine and mod- 
ify user registers 
PC,S,F,A,X,Y 


e@ The only pre-defined form of this command is with no parameters, i.e.: 

RCR 

As soon as the command is entered, the contents of the PC are displayed as follows: 
P &B4A, 


-Using a forward arrow (or >), or a space, you may examine the next register. 
Registers are displayed in the order PC, S, F, A, X, Y, with wrap-around (i.e., PC is 
displayed after Y). Each register is named on the display or TTY printout; the letter 
X is displayed as 4. 


To modify the displayed register, enter two or four digits (four only in the case of 
the PC). The register will be automatically modified and the next will be displayed. 
A CR will cause control to return to the monitor. 


In the following example, we have modified the contents of the PC register to become 
0200, and the A register to be set to 16. The other registers are not modified and 
at the conclusion of the complete register cycle and redisplay of PC, a CR is used 
to return to monitor command mode. 


RO Display registers 

i SB4A, PC; space is used to advance 
S FF » 

F O00» 

A O00» __ 

x 00» 

Y 00% __ 

FE SR4A, 2 PC redisplayed; return to Monitor 
F 8R4A70200 

S FR» > 

F 00r 

A 00916 Alter PC = 200, A = 16 

x 0072 
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5.3.3 G (GO) 


Number of Associated Parameters . 


Restore all user Restore user regis- 


registers and re- ters except PC = (1) 
sume execution at S = FD; monitor 
{PC -return address is 

| pushed onto stack. 


@e The GO command may be used with no parameters to restore all user registers 
and begin execution at PC: a ee | 


G CR 


e@ With one parameter, the command will restore user registers except that PC is set 
to addr, S is set to FD and SUPERMON's return address is pushed onto the stack. 
Thus, if a subroutine return is executed, it will result in a return to monitor 
command mode (with the user's stack not saved). Its format is as follows: 


-G addr CR 


5.3.4 V (VERIFY) 


Number of Associated Parameters 


RR Ee eee es rae ieee peeearte Meee, 


Display 8 bytes Display 8 bytes | Display (1)-(2), 

with checksum be- with checksum be- 8 bytes per line, 

ginning at (OLD) ginning at (1) with addresses and 
cumulative check- 
sums 


e Pressing of the BREAK key on a CRT or any key on the HKP will stop printing 
without an error message. 


e With one parameter, this command will result in the display of 8 bytes beginning 
at addr, with checksum. The format is as follows: 


V addr CR 


In this example, bytes stored in locations 200-207 are displayed, along with their 
checksum: 


oY 200d 
0200 41 42 438 20 AF Sa CF Olly ks 
OFS 


¢ 


Note that on the on-board display, only the two-byte checksum will be visible. 
The checksum is a 16-bit arithmetic sum of all of the data bytes displayed. The low 


byte is displayed on the data line, and the full checksum on the next. The address _ 
is not included in the checksum. 


e With no parameters, the command will display 8 bytes beginning at (OLD). 
V CR 


rd 
O200 41 42 43 20 AF 8S CY Ollyk a 
ORS 


¢ 


e With two parameters, the "V" command will display memory from addrl through 
addr2.. Eight bytes per line are displayed, with cumulative checksums. A single 
byte checksum is included on each data line, and a final two-byte checksum is 


printed on a new line. 
V addril,addr2 CR 


oY 80008015) 

8000 40 70 88 20 FF 80 20 4495 
8008 81 20 71 G1 40 03 BO O8+C4 
S010 49 BA 49 BA BO 04/58 

oRSE 


- 


5.3.5. D_ (Deposit) 


_Number of Associated Parameters _ 


Deposit to memory, | Deposit.to memory, 
‘beginning at (OLD), | beginning at (1) 
CRLF/address after | Z 

8 bytes, auto spac- 

ing : | 


C This command is used ise ‘entering eed to memory from a ‘terminal. With one 
‘parameter, this command instructs the system to. output a CR and line feed and 
print addr. As each two-digit byte is entered, a space is output. If you enter a 
space (instead of a two-digit byte), you will cause two more spaces to be output, 
and that memory location will remain Bnchanpee ASCH data may be entered with 
‘the colon, as in the M command. | : | 


D addr CR 

PAN EAT EE . 
<0 20C 

OOO AF Ba SS 46 2O 15 OB 20 
0208 EE 08 85 44 84 45 Co 46 
O210 DO FR 6o 3) 
? 


e As with other commands, the "D" with no param ameters will oe Pee at 
(OLD). | 


D CR 


Notice that V and D line up, so that a line displayed with V may be altered with D, 
as shown below: | 


oY 200) Verify contents of 0200-0207 
O200 AY SA BOF 46 2G 1S O88 2Or0Y 
OLY . Checksum 
skid Deposit memory from 0200; space to 
o200 _ Of _ 48 _ 80 O38 2 advance 
o¥ 200) 7 Re-verify contents of 0200-0207 
O2O0O0 AP Of GS 435 20 80 GS 20943 | 
O243 — 7 New checksum 
.D 200) Deposit ASCII data at 200 
0200 1A $B ic iDh 

¥ 200} 
heer 41 42 43 44 73 61 60 7O0*BB 
O2BB 
a 


5.3.6 C (Calculate) 


Number of Associated Parameters 


Calculate 0-(1), the | Calculate (1)-(2) Calculate 


two's complement or displacement | (1)+(2)-(3) or 


of (1) displacement 


with offset 


This command is used to do Hexadecimal arithmetic. It is very useful in programming 
to compute branch operands required for SY6502 instructions. 


e With one parameter, it calculates 0 minus addr (i.e., the two's complement). 
C addr CR 


e With two parameters, the "C" command will calculate addr! minus addr2 (i.e., 
displacement). 


C addrl, addr2 CR 


e With three parameters, the "C" command will calculate addrl plus addr2 minus 
addr3 (i.e., displacement with offset). 


C addr 1,addr2,addr 3 CR 


5.3.7 B (Block Move in Memory) 


| Number of Associated Parameters 


Move all of (2) 
thru (3) to (1) 
thru (1)+(3)-(2) 


e This command is only defined for three pasmet and is demonstrated by the 
nnowne examples: 


+ & 200 93009320) 


¢ 


Move 300 thru 320 to 200 thru 220. 


7B 20022207250) 


Move 220 thru 250 to 200 thru 230. No data is lost, even though the regions overlap. 


— 


0K 22072000230) 


Move 230 thru 200 to 250 thru 220. (Note that this move occurs in the opposite 
direction. No data is lost.) 


5.3.8 J (JUMP) 


Number of Associated Parameters 


Restore user regis- 


ters except PC=entry 
(1) of JUMP TABLE, 
S=FD, monitor return 
pushed on stack 


@ This command is only defined for one ameter. 

Jn CR 

The parameter, n, must be in the range 0-7. All user registers are restored, except 
PC is taken from the JUMP TABLE in System RAM, and S=FD. The monitor return 
address is pushed onto the stack. 


(Because the monitor return is on the stack, a JUMP to a subroutine is allowable.) 


Note also that certain useful default addresses are inserted in the JUMP TABLE at 
Reset. (See Memory Map.) 


5.3.9 SD (Store Double Byte) 


Number of Associated Parameters 


Store high byte of 


(1) in (2)+1 then low > 
byte of (1) in (2). 
Good for changing 
vectors 


@ This command is defined only for two parameters and is most useful for changing 
vectors. 


SD addrl,addr2 CR 


The example below was used to enter the address of the Hex keyboard input routine 
into INVEC, in correct order (low byte-high byte). Note that this vector could not 
have been altered with M, because after one byte had been altered, the vector would 
have pointed to an invalid address, 


2-50) SYbEvASSé1) 


———— 


+ 


5.3.10 F (Fill) 


Fill all of (2)-(3) 
with data byte © 
(1) 


@ Defined only for three parameters, this command will fill the defined region of 
memory (addrl-addr2) with a specified byte (bb). 


F bb,addrl,addr2 CR 


For example: 


eP EAy POO SOO) 


t 


Fill the region 200 thru 300 with the byte EA, which is a NOP instruction. 
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5.3.11 W (Write Protect) 


Number of Associated Parameters | 


Write protect user 
RAM according to 
3 digits of (1) 


@ This command is defined for only one parameter. To unprotect all of user RAM, 
the command is: 


W oO CR 


Its general form is: 


W d,dod, CR 
Where each of d), d,, d3 are the digits 0 (unprotect) or 1 (protect). 
dy = 400-7FF IK above first K of RAM 
d. = 800-BFF _ 2K above first K of RAM 
d3 = C00-FFF 3K above first K of RAM 
For example 
ell LOU) 
] protect 400-7FF 


0 unprotect 800-BFF 
I protect CO0-FFF 


Note that write protect applies to extended user RAM on-board, and also that it 
requires a jumper insertion (see Chapter 4). 
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«5.3.12 E (Execute) 


Number of Associated Parameters 


Get monitor input Get monitor input Get monitor input 
| from RAM, start- from RAM, start- | from RAM, start- 
| ing at (1) | ing at (2) and store | ing at (3) and store 
| | (1) for later use —s | (1) and (2) for 
at A64C later user at A64E 
and A64C 


@ The standard form of the execute command uses one parameter. 
E addr CR 


SUPERMON adjusts its INPUT vectors to receive its input from RAM, beginning at 
addr. It is assumed that the user has entered a string of ASCII codes into RAM 
locations beginning at addr, terminated by a byte containing 00. When 00 is encountered, 
input vectors will be restored. The easiest way to enter these codes is to use the M 
command with the single-quote option (Section 5.3.1).- 


When E is used with two or three parameters, the additional parameters will be stored 
in system RAM at A64C and A64E. It is the user's responsibility to interpret them. 
(Note that the E command is vectored; see Chapter 9.) 


eli J00 The sequence at 300 is part of a 
O300 30 iF 3F GF 36 $s 00 ) commonly used Calculate routine. 


Notice that part of this C com- 
mand came from RAM, and part 
- was entered at the terminal. 
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5.4 CASSETTE AND PAPER TAPE COMMANDS 


The SYM-1 handles cassette I/O in two formats, KIM-compatible format (8 bytes/sec), 
and SYM high-speed format (185 bytes/sec). 


The Sl and Ll! commands refer to KIM format, while the S2 and L2 commands refer 
to SYM high-speed format. 


With each Save command you specify a two-digit ID, as well as starting and ending 
addresses. The ID, the addresses, and the contents of all memory locations from 
starting to ending address, inclusive, will be written to tape. Each Save command 
will create one RECORD. 


You should be careful to assign unique ID's to different records on the same tape, and 
to label the tape with the ID's and addresses of all the records it contains. 


While SYM is searching for a record or trying to synchronize to the tape, an "S" will 
be lit in the left-most digit of the display on the on-board keyboard. If the "S'" does 
not turn off, SYM is unable to locate or to read the requested record. 


5.4.1 Sl, S2 (Save Cassette Tape). 


Number of Associated Parameters 


ae aaa NE TRIER Se eONE TS Soeahe nriaeic eee 


PoP 
Po} 


e These commands are discussed together, as their syntax is identical. Recall that 
Sl refers to KIM format while S2 refers to SYM high-speed format. 


Save cassette tape, 
locations (2) - (3) 
with ID = (1) in 
KIM format 


Save cassette tape, 
locations (2) - (3) 
with ID = (1) in 
High Speed format 


Both are defined only for three parameters. 

S2 bb, addr .,addr CR 

The first parameter is a 2-digit ID, which may be any value other than 00 or FF. It 
is followed by the starting address and the ending address. In the example below, all 


memory locations from 0200 thru 0280, inclusive are written to tape, and given the 
ID 05. 


col Sy 200 vy PRO 
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5.4. 2 L2 (Load High-Speed Format Record) 


Number of Associated Parameters 


Load first Hi Speed _Load Hi Speed record (1) must = FF. 
record found into with ID = (1) Load first Hi Speed 
| locations from which Z | record found into 
lit was saved (2) - (3) 


e The standard form of this command uses one parameter, as follows: 
_L2 bb CR 


The parameter bb is the ID of the record to be loaded. When found, the record ID 
will be displayed and the record will be loaded into memory, using the addresses saved 
in the record itself. 


If ieerecores is not the first high-speed record on the tape, the "S." light will Z0 
out as SYM reads through, but ignores, the preceding records. After each unselected 
record is read, the record ID will be displayed. : 


@ With no parameters (or a single parameter of zero), the instruction will load the 


first high-speed format record found, ‘warhoue regard to its ID, using the addresses 
saved in the Recend itself. 


L2 CR 
or 

| L2 0 CR 
@ The L2 command exists in a third form, using three parameters, as follows: | 
L2 FF,addrl,addr2, CR a 

This usage will load a record into a different area of memory from where it was 
saved. The first parameter must be FF, followed by the requested starting and ending 


address. It is your responsibility to supply addrl and addr2 such that their difference 
is the same as the difference of the addresses used to save the record. 


5-22 


5.4.3 LI (Load KIM Format Record From Tape) 


Number of Associated Parameters | 
a ee 


(1) must = FF. 
Load first KIM 
record found, 
but start at 
location (2) 


Load Kim record 
into locations 
from which it 
was saved 


Load first KIM 
format record 
found into loca- 
tions from which 
it was saved 


e The LI command, used with zero or with one parameter, is identical in syntax to 


the L2 command (see Section 5.4.2, above). 


e With two parameters, the Ll command is used to load into a different region of 
the memory than that with which the record was saved. 


Ll FF,addr CR 
The first parameter must be FF, followed by the requested starting address. No ending 


address is necessary, as the load operation will halt when the end of the record is 
found. Sr as oe 


5.4.4 SP (Save Paper Tape) 


Number of Associated Parameters | 
0 


Save data from lo- 
cations (1) - (2) in 
paper tape format. 
To create end of 
file record, unlock 
punch, switch to | 
local mode, lock 
punch, type ;00 CR 


e Defined only for two parameters, this command will output data from RAM in 
paper tape format (see Appendix D). . | : : 


SP addri,addr2 CR 


For example: 


ear 2oGe 215. 
PLOOLOOS4 AR 7 4S 440 R44 4h R44 haa bea ape 4s eEeore 4 


+ 
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5.4.5 LP (Load Paper Tape) 


Number of Associated Parameters _ 


Load data in. paper 
| tape in format. To 
signal end of file 


for tape without 
EOF record, type 
:00 CR in on-line 
mode | 


@ This command is defined for no parameters only. It will load memory with data 


in paper tape format (see Appendix D). ; . _ 
LP CR | 
5.5 USER-DEFINED FUNCTIONS 


as we have previously pointed out, write programs to be called from the 
sarees Apemuer ees do this by using any combination of command and number 
of parameters which is not already defined (e.g., B MOV with only two Sabela tele 
or by using any or all of the eight keys along the bottom two rows of the on-boar 
keyboard (those labeled "USR 0" through "USR 7"). The exact means of implementing 
these special functions is discussed in detail in Chapter 9. 


3.6 ERROR CODES— 


The SYM-1 microcomputer system handles error codes in an interactive way, with 
codes being designed to be determined by the context in which the error occurs. No 


table of error conditions and their meanings is therefore provided with this manual, 
since these are context dependent. ron 


However, you should be aware of the general method by which errors are handled by 
your SYM-1 system. a | | | 


When your SUPERMON encounters an error of some type, it displays a 2-digit representa- 
tion of the byte which was being processed when the error was detected. For example, 
if you attempt to carry out a CALC command with no parameters (and you haven't 
defined such a routine yourself as explained in Chapter 9), the system will display a 
"43." which is the ASCII representation for the "C" which represents the CALC function. 
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Similarly, if you attempt to use an ID of 00 or FF with either SAVI or SAV2, the 
system will display the ID used in error. 


After the "er" message is printed, a new prompt (decimal point) is displayed, and 
SUPERMON waits for a new command. Note that you do not need to RESET when 
an error condition occurs, since that results in System RAM being cleared and 
necessitates a re-start of your routine. It is also worth noting that when you carry 
out an EXEC command at the on-board keyboard the system does not halt when an 
error occurs; rather, it continues in the same fashion as if new commands were coming 
directly from the keyboard. The error condition therefore flashes too rapidly on the 
LED display for you to see it. Command sequences to be executed by EXEC should 
be pretested prior to such use. 


Some fixed error codes do exist in the monitor. Four such codes are used in audio 
cassette operations and are defined in Table 5-3. Additionally, if in carrying out 
LD P, FILL or B MOV commands you either attempt to store data in a non-existent 
or WRITE-protected memory location or if during execution of one of these commands 
a memory error occurs, the LED display will show the number of locations read 
incorrectly. This number will always stop at "FF" if it exceeds that number, so that 
the display will have some intelligible meaning. 


Table 5-3. ERROR CODES IN AUDIO CASSETTE OPERATIONS 


Code Displayed 


Meaning 


Last-character error. The last character in a tape record 
should be a 2F. If that is not the case, the system displays 
the error code shown. 


Checksum error. Usually indicates data transfer problems. 
Re-position the tape and try again. 


In KIM-l1 format loading, this error code means a non- 
Hexadecimal character has been encountered. This almost 
always means a synchronization error. Restart the procedure. 


In High-Speed format loading, a framing (i.e., synchronization) 
error _is the cause. Restart the procedure. 


The following examples provide some representative errors to enable you to become 
familiar with how they are reported on SYM-I1 using a TTY or CRT. 
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a 
Cad amen 


aan aT rere "ly 800 v 
ER OD 


ote atee oy 


pre eee 


on are a. ? 2%, 
oh AALY GQ v EO 


aay tasmanian LE ORE RTT LEO TELE 
Ae me oe ef 
RR ea 


a 
- 


7M GOODY 
és OO09 S09 FS a e 
| 600 ‘I. eG) vy 


of gO00¥ 
SOOO Aa? nor y 
‘ a. Nae 


ll 2002280 ¥ 
ER ad 


oF EA S000s 6000 ve 
ER FF 


Memory location 400 write protected, 


therefore it could not be modified. One 
byte only in error. 


$2 is not defined for two parameters. 
The hash code for S2 is IE. 
Three parameters only permitted. 


X is not a valid Hex digit. 


ID may not be FF or 00... 


ID must be FF. 


No RAM at 6000, therefore it cannot be 
modified. 


ROM at 8000, therefore it cannot be 
modified 


Deposit not defined for 2 parameters. 
D = ASCH 44, 


No RAM at locations 5000-6000, there- 
fore no modification was possible. The 
“number of bytes which were not correctly 


changed is greater than or equal to 22? 
(decimal). 7 
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CHAPTER 6 
PROGRAMMING THE SYM-1I 


Creating a program on the SYM-I involves several steps. First, the input to the 
program and its desired output must be carefully defined. The flow of program logic 
is usually worked out graphically in the form of a flowchart. Next, the symbols on 
the flowchart are converted to assembly language instructions. These instructions are 
in turn translated into machine language, which is entered into memory and executed. 
If (as usual) the program does not run correctly the first time, you must debug it to 
uncover the errors in the program. This chapter illustrates the steps involved in 
creating a program to add two 16-bit binary numbers, and provides two other pro- 
gramming problems with suggested solutions. All three programs are designed to 
communicate basic programming principles and techniques and to demonstrate a pro- 
grammer's approach to simple problems. 


6.1 HARDWARE 


All the sample programs listed here can be loaded and run on the basic SYM-1 with 
the minimum RAM. The only I/O devices required are the on-board keyboard and 
display. 


If a printing or display terminal is available, by all means use it instead of the Hex 
keyboard provided. Both types are more comfortable for most users . and allow much 
more data to be displayed at once. 


Connect the terminal cable to the appropriate connector on the left edge of the card 
as described in Chapter 3. Verify that the switches on the terminal are set for 
full-duplex operation and no parity. The duplexing mode switch will usually be labelled 
HALF/FULL or H/F; the parity switch will be labelled EVEN/ODD/NO. If your terminal 
has a CRT, wait for it to warm ss To log on to a terminal, enter a "Q" en ineciatel 
after reset. 


6.2 DOUBLE-PRECISION ADDITION 


Since the eight bits of the accumulator can represent positive values only in the range 
0-255 (00-FF Hex), 255 is the largest sum that can be obtained by simply loading one 
8-bit number into the accumulator and adding another. But by utilizing the Carry 
Flag, which is set to "1" whenever the result of an addition exceeds 255, multiple-byte 
numbers may be added and the results stored in memory. A 16-bit sum can represent 
values greater than 65,000 (up to FFFF Hex). Adding 16-bit rather than 8-bit numbers 
is called "double-precision" addition, using 24-bit numbers yields triple precision, etc. 


6.2.1 Defining Program Flow 


Flowcharting is an orderly way of representing a procedure. Much easier to follow 
than a list of instructions, a flowchart facilitates debugging and also serves as a handy 
reference when using a program written weeks or months earlier. Some common 
flowcharting symbols are shown in Figure 6-1. below. : 
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[| _ INPUT/OUTPUT 

| ‘ PROCESSING © 
<: | DECISION — 

| C.) | TERMINATOR 
iC) * ON PAGE CONNECTOR 


Figure 6-1. COMMON FLOWCHARTING SYMBOLS 


The object of our program is to add two 16-bit numbers, each stored in two bytes of 
RAM, and obtain a 16-bit result. The sequence of operations the processor must 
perform is shown in the flowchart in Figure 6-2. 


To accomplish double-precision addition, first clear the Decimal Mode and the Carry 
Flags. (The addition is in binary, so the system must not be expecting decimal numbers. 
The Carry Flag is used in the program and must start at zero.) Load the low byte 
of the first 16-bit number into the accumulator and add the low order byte of the 
second number using an Add With Carry (ADC) command. The contents of the 
accumulator are the low order byte of the result. The Carry Flag is set if the low-byte 
sum was greater than FF (Hex). | 


You now store the accumulator contents in memory, load the high order byte of the 
first number into the accumulator, and add the high order byte of the second number. 
The ADC command automatically adds the carry bit if it is set. After the second 
addition, the contents of the accumulator are the high order byte of the result. The 
example below shows the addition of 384 and 128. 


0000 0001 1000 0000 384 (0180 Hex) 
0000 0000 1000 0000 128 (0080 Hex) 


Add low order bytes: (clear carry) 
1000 0000 
1000 0000 
Carry = | 0000 0000 


Add high order bytes: (carry = 1) 


0000 0001 
0000 0000 


1 CARRY | 
Carry = 0 0000 0010 | 


Result = 0000 0010 0000 0000 = 512 (0200 Hex) 
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START 


| CL. DEC MODE 
CLEAR CARRY 


|LOAD LOW BYTE 
| Ist NUMBER 


| ADD LOW BYTE 
2nd NUMBER 


STORE LOW 
BYTE RESULT 


ILOAD HIGH BYTE 
| Ist NUMBER 


ADD HIGH BYTE 


2nd NUMBER 


STORE HIGH 
BYTE RESULT 


RETURN TO 
~~ \. MONITOR 


Figure 6-2. DOUBLE-PRECISION ADDITION FLOWCHART 
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6.2.2 Coding and "Hand Assembly" 


Once you have flowcharted a :program, you may "code" it onto a form like the one 
shown in Figure 6-3. SY6502. Microprocessor Assembly Language is described in Sections 
4.3.3 and 4.3.4. Additional information is available in the Synertek "Programming 
Manual" (MNA-2) for the 6500 family. Figure 6-4 shows the coding for our example. 


The first step involves finding the SY6502 commands that correspond to the operations 
specified in the flowchart. A summary of the commands and their mnemonic codes 
is given in Table 4-7. . Arbitrary labels were assigned to represent the addresses of 
the monitor, the two addends and the sum and entered in the operand field. As 
written, the assembly language program does: hot ‘specify where in memory the program ~ 
and data will be stored. 


To store and execute the program, you must "assemble" it by feansiiing the mnemonics 
into hexadecimal command codes and assign the program to a set of addresses in user 
RAM. Performing this procedure with pence and / Paper, rather than with a special 
assembler program, is "hand assembly". 


The SUPERMON monitor begins at Hex location 8000, and the addends and the sum 
have been arbitrarily assigned to locations 0301 through 0306. You should note that 
the high and low order bytes of a 16-bit number need not be stored in contiguous 
locations, although they are in this example. . | 


The program will be stored beginning in location 0200, another arbitrary choice. Data 
-and programs may be stored anywhere in user RAM. Columns Bl, B2, and B3 represent 
the three possible bytes in any 6502 instruction. Bl always contains the Hexadecimal 
operation code. B2 and B3 represent the operands), Looking at the coding form, you 
can see that the CLD and CLC instructions each occupy one byte and that the LDA 
instruction occupies three bytes. On your instruction set summary card, you'll see 
that the LDA mnemonic represents several different operation codes depending on the 
addressing mode chosen. AD indicates absolute addressing and specifies a three-byte 
command. When all the operation codes and operands have been translated into pairs 
of Hex digits, the program is ready to. be entered into memory and executed. 


6.2.3 ‘Entering and Executing the Program 


The procedure for entering the double. precision addition program is shown below. 


YOU KEY IN ~ DISPLAY SHOWS EXPLANATION | 

(RST) | : 

(CR) SY Lalss : a8 - 

(MEM) 200 (CR) 0200.**. Enter memory display and modify mode 

D8 ~ Q0201.**, Store D8 in location 0200, advance to 

| | next location 

18 _ | ~~ 0202.**, - Store 18 in location 0201, advance to 
a ae é | 13 " next location _ 

AD | - 0203.**. e: 

02 °° | ~ 0204.**,- ‘ 

03 | 0205.**. : 

-6D , 0206.**. : 
~ BO. eo 217, eae : a -e we 

(CR) 217.**... ~~ Exit memory display and modify mode > 


Page Of 


SYNERTEK SYSTEMS CORPORATION PROGRAM 
PROGRAMMER | 


DATE 


INSTRUCTIONS 
OMM 
soon aera Se a a 


Figure 6-3. SAMPLE CODING FORM 


ae auc ros | 


9-9 - 


[ged 27 7 A ET 


{see | | te #302. 


tel TT fas | = [ese 
ecco TT Meme [= cece ren 


law [ep | es| es | 


Page Of 


SYNERTEK SYSTEMS CORPORATION es 


PROGRAMMER 


DATE, 


DovBLé — PREC! S/oNM. ADO ROUTINE - 


Te 28 | 
Zol /@ 


sal letles] [ase [e 
= Parcs eee cae ana aa eee. eared 
ers ee EE NE oN OAS op 


24 lac 


Low ORDER. Bye CE RESULT 


_ Figure 6-4. DUAL-PRECISION ADD ROUTINE 


The program is now entered. Examine each location to make sure that all values are 
correct. Then store the addend values in locations 0301-0304 as shown below. We'll 
use the numbers that were used in the example in Section 6.2.1, 0180 (Hex) and 0080 
(Hex). 


YOU KEY IN . DISPLAY SHOWS EXPLANATION 

(MEM) 301 (CR) 0301.**, 

01 0302.**., Enter high order byte, first addend 
80 ~ 0303.**, Enter low order byte, first addend 
00 0304,**, Enter high order byte, second addend 
80 0305.**, Enter low order byte, second addend 
(CR) 305.**., 


To execute the program, enter the command shown below. 


YOU KEY IN DISPLAY SHOWS EXPLANATION 


(GO) 200 (CR) g 200. Execute program starting at lo- 
: cation 0200. 


Now use MEM to examine locations 0305 and 0306. Verify that they are high and 
low order bytes of the result, 02 and 00. If you find other data at these locations, 
you will be pleased to know that the next section of this chapter tells you how to 
debug the program. 


6.2.4 Debugging Methods 


The first step in debugging is to make sure that the program and data have been 
entered correctly. Use the MEM command to examine the program starting address, 
and use the right-pointing arrow key to advance one location at a time and verify 
that the contents of each are correct. If you have a terminal, you can generate a 
listing by entering an SP command without turning on the tape punch or by using the 
VER command. Also examine the locations that contain the initial data. 


If the program and data are correct, but the program still does not execute properly, 
you may want to use the SYM-I| DEBUG function. If DEBUG is ON when the execute 
(GO) command is entered, the program will execute the first instruction, then return 
control to the monitor. The address on the display will be the address of the first 
byte of the next instruction. If you again press GO (CR) to execute (do not specify 
an address this time), the computer will execute the next instruction, then halt as 
before. The program may be executed one step at a time in this manner. 


By entering a non-zero Trace Velocity (at location A656), execution will automatically 
resume after a pause during which the zc u eats is displayed. Depress any key to 
halt automatic resumption. 


After certain instructions, you will want to examine the contents of memory locations 
or registers. Use the MEM or REG commands, then resume operation by entering 
another GO command. 


To examine the Carry Flag after the low order addition, for example, use the REG 
command as shown Ree 
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YOU KEY IN. ._—s*ODISPLAY SHOWS ~=——~—«~EXPLANATION 


(ON) unimportant Turn DEBUG function ON 
(GO) 200 (CR) © 0201.2. | Execute D8 instruction 
(GO) (CR) 0202.2 . | Execute 18 instruction 
(GO) (CR). 0205.2 . - Execute AD instruction 
(GO) (CR). 0208.2 .. —.. Execute 6D instruction, low érder 
vais _* gis aee .. add with carry | 
(REG) (CR)  P 0208. | Program Counter 
oe | orl Fd | Stack pointer 
, : r2 63. = «- | _ Status register 
(CR) | :7 2 63. —_ End register examination 
(GO) (CR) 020B.2 . Execute 8D instruction 


The Carry Flag is the lowest (rightmost) bit of the Status Register. To determine 
whether the flag was set, convert the Hex digits 63 to binary. The result of this 
conversion is 0110 OO11, and since the low bit is "1", this confirms that the sum of 
the .two low order bytes was greater than 255 (FF Hex). 


You may turn the DEBUG euiech OFF after any instruction. When you next press. 
- GO, the program will finish executing. 7 | 2 


Since reading from or writing to any I/O port is the same as reading from or writing 
to a memory location, the DEBUG feature may also be used to debug I/O operations. 
When the port address is examined with a MEM command, the two Hex digits that 
represent data indicate the status of each line of the port. For example, if the value 
C2 is Pree pin status is as follows: : 


PIN 76543210 


—”N 
=] 
> 
— 
Cc 
N 
— 
© 
© 
© 
© 
a 
© 


0 = Low 


For more advanced. debugging techniques, including how to write and use your own 
trace routines, see Sections 9.5 and 9.6. 


You now know how to code, enter, and debug programs on the SYM- 1. Let's go look 
at two more examples that illustrate useful prog amine concepts. 


6.3 . CONDITIONAL TESTING 


Most useful computer programs don't go in straight lines -- they don't simply execute 
a series of instructions in consecutive memory locations. They do perform different. 
operations for different data by testing data words and jumping to different locations 
- depending. on the results of the test. Typical tests answer the following kinds of 
questions: 


“ae Is a selected bit of a specified data word a l or a 0? 3 
2 Isa specified data word set to a selected ASCII character or numeric 
value? 
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The sample program discussed below will answer question "1". It can be patched easily 
to answer question "2", You can use the principles you learn in the first two examples 
to make many more complicated tests. 


Bit Testing 


This sample program looks at the word in Hex location 31 and tests bit 3. If bit 3 
is set to one, it jumps to location 8972; if bit 3 is zero, it returns to the executive. 
Location 8972 is a monitor subroutine that makes the SYM-1 go "beep". 


The only problem involved is in isolating bit 3. The simplest way is to use a mask 
-- a word in memory with bit 3 set and none other. If we logically AND the mask 
with the sample word, the resultant value will be zero if bit 3 was zero and non-zero 
otherwise. The BIT test performs the AND and tests the value without altering the 
state of the accumulator. 


Here is the flow chart. The code is in Figure 6-5. The mask (08 Hex) is in location 
30, the test value in location 31. 


GET MASK 


GO TO 8972 
NO | | 


Hint 


If you wish to test bit 0 or bit 7 of a byte, you need not use a mask. Simply use a 
shift operation to place the selected bit in the CARRY status bit and use a BCC or 
BCS to test CARRY. This saves one or more program locations. Note that it alters 
the accumulator - you may have to shift it back for later processing. a 


Character, Value, or Magnitude Testing 


To test whether a byte is exactly equal to an ASCII character or a value, use the 
Compare command or first set a mask location exactly equal to the character or value. 
Then use the EOR command to find the exclusive OR of the two values and test the 
result for zero. It will be zero if and only if the values were identical. Note that 
this destroys the test value -- keep another copy of it if you must use it again. 


To test whether a byte is greater, equal to, or less than a given value, use the Compare 
command or set a mask to the test values and subtract it from the test value. The 
test value will be destroyed. Test the result to see whether it is positive, negative, 
or zero (this takes two sequential tests) and skip accordingly. Try writing a program 
that makes a series of magnitude tests to determine whether a given byte is an ASCII 
control character (0-1F Hex), punctuation mark, number, or letter. The values of the 
ASCII character set are listed on the summary instruction card. 
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Page Of 


| ROGRAM 
SYNERTEK SYSTEMS CORPORATION c 
2589 Scott Boulevard : PROGRAMMER 


ON 
' 


— 
© 


Santa Clara, California 95050 | 
(408) 247-8940 | . > % DATE 


Birr 3 JEsT ROOTIWNE 


soor| Hef es Ts S| tapen—_|newowrc 
of | Mase _| 


3e MAS. 


a 
* 


OPERAND COMMENTS 


l 


Biz 3 MASK 
CUSE DIFFERENT VALUES) 


Y 

R 
N 
oe 
KK 


| RER 


zea fee bar 

ort TH a 

zoel el 72 [7 | mr | seer 
atone 


z09| og HeHé RTS 


Figure 6-5. BIT 3 TEST ROUTINE 


| 


6.4 MULTIPLICATION 


The sample program described here multiplies two one-byte unsigned integers and stores 
the results in two bytes. Note that in any base of two or more, the product of two 
numbers may be as long as the sum of the lengths of the numbers. In decimal, 99 
X 99= 9801; in Hex FF X FF= FEOI. 


Since many programs will involve multiplication, it is not good practice to write a _ 
multiplication routine every time the need comes up. The sample is set up as a 


subroutine to allow it to be used by many programs. Serious programmers will usually 
wind up with libraries of subroutines specialized for their applications. 


How to Multiply 


Multiplication is normally introduced to students as a form of sequential addition. 
Humans can in fact multiply 22 (decimal) by 13 by performing an addition: 


22422 4 22s 6-4:.« 22S -286 
This technique is of course foolish -- it involves a lot of work and a high probability 
of error. It would be easy to write a program that would multiply this way (try it) | 


but it would be a terrible waste of time. 


How then to multiply? We could use a table. Humans use memorized tables that 
work up to about 10 X 10: 


7X 8 = 56 
Humans cannot, however, remember well enough to know that: 
22 X 13 = 286 


Computers, of course, can "remember" an arbitrarily large table. But the table for 
the problem at hand would have FFFF entries, which is far too many for practicality. 


Humans solve the problem by breaking the multiplication down into smaller steps. We 
multiply one factor, one digit at a time, by each digit of the other factor in turn. 
Then we shift some of the partial products to the left and add: 


100011110 
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SET TEMP. 
RESULT LOCATIONS 
TO ZERO 
SET X REG 
TO 8 (COUNT SHIFTS) 


I 
N 
I 
T 
ay 

A 
i 
r 
Z 


SHIFT LSB OF _ 
MULTIPLIER INTO 
CARRY 


CLEAR CARRY | 
ADD MULTIPLICAND,LO TO RESULT,LO 


ADD MULTIPLICAND,HI TO RESULT,HI 


A 
D 


_|SHIFT MULTIPLICAND, LO ORDER 
LEFT ONE BIT 
(BIT 7 INTO CARRY) 


SHIFT MULTIPLICAND, HI ORDER 
 ” LEFT ONE BIT ,. °/ 
(CARRY INTO BIT 0): 


DECREMENT 


X REG 


YES 
RETURN FROM *LSB = least Significant Bit 
SUBROUTINE MSB = most Significant Bit 


Figure 6-6. GENERAL MULTIPLICATION FLOWCHART 
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A little figuring will verify that the result is correct. Note that the "tables" for 
multiplying binary numbers by a single digit are very simple -- a number times one 
is itself; a number times zero is zero. We can multiply, then, by using a series of 
additions and shifts, as shown in the flow chart below. The first factor is eight bits 
long; the second is extended to two bytes (the high-order byte is zero), and the result 
goes into two bytes set initially to zero. The flowchart in Figure 6-6 is general and 
not suitable for direct coding. | 


This procedure could be coded quite easily. Each bit test on the first factor could 
be made with a different mask as shown in the previous example. Note, however, 
that the same basic set of instructions is repeated eight times, wasting memory space. 
A more efficient routine would loop over the same code eight times. 


The more efficient routine could also use eight masks, but there's a simpler way. 
Simply shift the factor to the left once per addition. The bit to be tested will wind 
up in the CARRY indicator, and we can simply test that. Figure 6-7 is a more formal 
flowchart of the multiply routine as it is coded that it includes the coding details. 
The coding chart is shown in Figure 6-8. 


Testing 


The listing below shows one way to key in the program. The code occupies the RAM 
space from 200 to 222 Hex. The factor come from locations 21 and 22; the product 
goes to locations 23 and 24. | 


Note that the original factors are destroyed by the routine. If it is necessary to 
preserve them for other subroutines, simply copy them into unused memory locations 
and perform the multiplication on the copies. 


Division 

Try to write a parallel routine for performing integer division that divides a two-byte 
quotient and a two-byte remainder. You may wish to test the remainder and, if its 
MSB is one, round the result by incrementing the quotient. 

Arithmetic 

The examples given so far show some basic integer arithmetic techniques. They may 
be expanded easily for double-precision operation. (Multiply two bytes by two bytes 


for a four-bit product. Use double-precision addition and fifteen shifts instead of 
seven.) | 
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MULTIPLIER = P 


 MULTIPLICAND = Q. 


IS BIT 0 OF P 
7 a _ YES 

ADD TO OUTPUT 
1 SHIFT Q ONE BIT LEFT | 


IS BIT 1 OF P = 1% 


| YES 
ADD Q TO OUTPUT 
SHIFT Q ONE BIT LEFT ~ | 


* 
o 


(etc., through bit 7) 


Figure 6-7. DETAILED MULTIPLICATION FLOWCHART 
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Figure 6-8. SINGLE-PRECISION MULTIPLY ROUTINE 


CHAPTER 7 


OSCILLOSCOPE OUTPUT FEATURE 


7.1 INTRODUCTION 


Your SYM-! module is hardware-equipped to allow you to use an ordinary oscilloscope 
as a display device. In this section, we will describe the hardware and connections 
between the system and the oscilloscope and also provide a listing of a software driver 
for this output. This listing is just one way of handling the oscilloscope output; you 
may wish to modify it or develop your own. | 


7.2 OPERATION OF OSCILLOSCOPE OUTPUT 


The circuitry shown in the detail on the schematic (Figure 4-9) enables the SYM to 
output alphanumeric characters to an oscilloscope. The circuitry is adapted from a 
published schematic and was included on the SYM to help relieve the bottleneck found 
on most single-board computers, i.e., the 7 segment displays. Many things can be done 
with the scope-out circuit, like displaying alphanumeric characters, bar graphs, and 
game displays. The alphanumeric output is usually organized as 16 or 32 characters, 
each character being a 5-by-7 dot matrix. The characters could be English, Greek or 
Cuneiform, or could even be stick-men, cars, dog houses, or laser guns. 


The "video" signal from the collector of QIO, is 3V peak-to-peak with a cycle time 
of about 50 ms (using the suggested software driver included in section 7.3). The sync 
pulse which begins the line should synchronize all triggered sweep scopes and most 
recurrent sweep scopes. In the driver which follows, sync could be brought out on a 
separate pin by replacing the code from SYNC to CHAR with a routine that would 
output a pulse on PB4 or some other output line. 


7.2.1 Connection Procedures 


Connect the oscilloscope vertical input to pin R on connector AA ("scope out") and 
connect scope ground to pin | of connector AA (SYM ground). Start the software and 
adjust the scope for the stable 32-character display. If the sync pulse was output on 
PB4, connect the scope's trigger to pin 4 of connector AA. 


7.2.2 Circuit Operation 


The operation of the circuit is simple. Basically, the circuit is a sawtooth waveform 
generator whose output is sometimes the sawtooth and sometimes ground. The sawtooth 
is generated by the current source, Q9-Q17-R42-R43, charging C9. When C9 gets up 
to about 3V the discharge path, Q19-Q18-R41-R44, shorts it back to ground due to a 
pulse sent out by CA-2. The sawtooth waveform is shown below and forms the columns 


By pulling the sawtooth to ground with QI0O any columns or portions thereof can be 
"removed" from the display. The result of this can be seen below: 


Nan > pa rar 


The sawtooth is pulled to ground by bringing CB-2 high. 
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Because Q10 in the "ON" state will cause loading of C9 (thru R45) and C9 will charge 
a little more slowly, the time for a "dark" column should be slightly longer than for 
a "light" column. 7 | | 


If more than 8 vertical dots are desired, the diacging rate of C9 must be slowed by 
_ lowering the charging current. R42 controls the charging current and can be increased 
up to about 10K before the loading effects of Ri get completely out of hand. 


7.3 USING OUR SOFTWARE 

The program listing in Table 7-1 is one way of handling oscilloscope output. ‘After 
entering the program and character table and attacmne an oscilloscope to the near 
output, enter the following commands: 


Comments 


SD 500, A670(CR) = Change SCANVEC. (DISPLAY GOES BLANK) 


SD 58C, A664(CR Change OUTVEC. 
‘SD 360, A66INCR) © Change INVEC. 


Now enter any stream of characters from the HKB to ‘fill SCPBUF. 

Put the scope input on AC. couple and the trigger on DC couple. Adjust the time 
base, attenuation, and trigger until the display becomes readable. If your screen is 
very small, you may wish to change the number of characters per line by adjusting 
the value at location $0506. 

Example: Creating translation table for scope driver. 


Character: ) (Greek capital letter sigma) 
1 2 4S 


| Dot 


Hex Equivalent 


Each byte corresponds to a single column, with each bit corresponding to a single dot. 
sigma = $C6, SAA, $92, $82, $Cé 


Bit 0 is always — to raise the character off of the Ground line. 
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COME 


OSCILLOSCOPE OUTPUT DRIVER SOFTWARE LISTING 


LINE # LOC L. TNE 
SCOPE LINE DRIVER OS/01778 
USES CHARACTER SET IN TABLE 
~Y RYTES FER CHAR 
ENTRY “LINES IS ANALOGOUS TO “SCANT 
ee INTERFACE 
SET FPROVITED IS FOR HEX KE 


0000 
0000 
0000 
0000 
0000 
0000 


0002 
0003 
0004 
0005 
0006 
0007 


SYMBLS 


TO HEX KE 
CHAR 


0008 
0009 
0010 
O01] 
0012 
0013 
0014 
0015 
OO1646 
0017 
0018 
0019 
0020 
0021 
0022 
0023 
0024 


0000 
OO00 
0000 
0000 
0000 
0000 
0000 
0000 
0000 
0000 
0000 
0000 
0000 
0000 
0000 
0000 
OSO0 


ANT 
THIS 


REEF RS 
ASCIMIL 
RESALL. 
POR S 


RELATED 


DRIVER 
=PBAOS 


(= BAGS 


TO ASCII 
CAN ACCESS A MAX OF Si 


‘Sr “RS “A> “Sr "AS Bh “EDP “Ee 
ot 
Pr 
i 
a 
= 
= 
7 
er 
Sees? 
= 
we 
— 
ma 
5 
ta PP 
“—— 
me 
a 
~< 
= 
Se 
= 
= 
— 
a 
~ 


= BOAR | 


mh OD 23 
=$S188 
ebEO AS 
ah O REE 
bo 1l4 


TXTCTR = 


COLCTR 
TEXT 
SYMBLS 


LINE 


=h OBR FE 
sBAGOO 
= fhO4OO 
K= GOO 


GEE 


TABLE IN MONITOR KOM 
CHARS 


SCOPE 


gC AR y CBRL = 


SCORE BUFFER IN SYS RAM 
CHARACTER TABLE 


a 
y 
* 
y 


CAF 


: ; UI SCHARGE 
PCRS ; 
#3244 
TXTCTR 
CC 
PCRS 
HEA 


O502 80 oC AC STA 
O505 APY 21 Lda 
O507 8b FE 03 | STA 
O50A A? CC SYNC LA 
O50C sn oc Ac STA 
OS0F A2 EA Lx 
O511 CA HEX 
O512 00 FC BNE LULY+4 
O514 CE FE 03 VEC TXTCTR 
O517 AE FE 03 LUX TXTCTR 
O51A LO O38 ENE POIMFG 
O510 40 23 989 JMF KEYQ 
OS1F : 

O314F BO FF AS 
O522 OA 

0040 O823 OA 

0041 O824 18 

0042 0525 70 FF AS 
0043 0528 AA 

0044 O329 AVY 06 
0045 O52 8 FF 03 
0046 OS2E AX EE 
0047 O530 8b oc AC 
0048 O533 CE FF 03 
0049 0536 30 LC 
0050 O538 0 02 
OOS1 O33A AB OO 
OO52 O583C Ag EC 
0053 O33F 80 oc AC 
0084 OF741 ES 

OOS 0542 BA 

0056 O84%5 48 


0025 
0026 
0027 
0028 
0029 
0030 
0031 
0032 
0033 
0034 
0035 
0036 
0037 
0038 
0039 


ho: CHARS FER LINE 
gCHARGE CAF FOR SYNC 


Loy FLONG DELAY ! 


CHAR gLOOP HERE FOR CHAR 


EXIT SCAN KB AND RETURN 
gPOINTER MANUFACTURER 


3 
POTMFG 
| ge TR X 4 + PTR 


LuA TEXT 1X 
ASL A 

ASL A 

CLE 
ALC 
TAX 
LA #4 

STA COLCTER 
LOA BEE 
STA FORS 
NEC COLCTR 
GMI CHAR 
BNE COLUF 
LUX RO 

LOA BEC 
STA FORD 
INX 

TXA 

FHA 


TEXT~1L eX gMUL TRY BY S 


SLOOP HERE FOR COL 7S 
gNISCHARGE CAF 


COLUMN 


PRRANCH TF DONE W/6& COL’S 
PINTER CHAR SFACKE 

gSTART RAMF LIF 2 ¢o 

eee BUT HOLD GOT DOWN 
sNEXT COL 

PGAVE xX 


~COLUPF 


LINE 


0057 
0058 
OOS9 
0060 
0041 
0042 
0063 
0064 
0065 
0064 
9067 
0068 
0049 


O07). 


007 1 


O07 2 | 


0073 
0074 
0075 
0076 
0077 
0078 
0079 
0080 
0084 
0082 
0083 
0084 
0085 
00864 
0087 
0088 
0089 
0090 
0094 
0092 
0093 
0094 
0095 
0096 
0097 


+ Table 7-1.. OSCILLOSCOPE. OUTPUT DRIVER SOFTWARE LISTING (Continued) 


LOC 


O544 
O54? 
O54? 
OO4A 


0540 


O40 
OB 4F 
OSS 1 
O85 53 
Of SS 
OS58 
OS SE 
OS SC 
O35 
OF60 
GO 
O36O 


05463: 


(0566 
0569 

SOA 
O56C 
OS6F 

BOF 
O87 1 
O37 4 


O576 


(OS77 
On79 

a 
OO7Tt 
OS 7E 
O80 
O82 


0583 


O585 
O8B6 
0589 
O58C 
O5BF 
O892 


CODE 


FF 


08 


03 


AC 
OS 


81. 


BA 
i 


3 OS 
" AG 


LINE 


LOT - 


DARK | 


LIGHT 


CLEAN 


§ SEARCH ASCII 


NREL 
QuUD2 


GOTX 


GOOU 


Hou T 


DEY 


BNE 


oA 
LOY #3 
BMI CLEAN 
LSR A 2 
BCS LIGHT 
LUX #6EC 
KE4 
ECC 
FCR3 
HoT 


1. Tix 
STX 
JME 
PLA 
TAX 


JME COLUMN 


JSR GETKEY 
JSk SAVER 
AND #BZF 
CMF #607 
BNE NBELL 
JME BEEPS 
LOX #36 
CMP 
REQ GOTX 
THE X 
BNE 
JME 
TEX 
TXA 
CMF 
RCC 


QUT 
RES ALL. 


BOR 
GOOL 


SEC 


SEC aS 


ISR TXTSHYV 
JMF RESALL 
JSk SCFISE . 


JMF SCNVEC 
eEND 
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SYMELS~1»X 
§NEXT DOT IN CARRY 


gFULL QUTFUT LOW 


“FOUTFUT FOLLWS RAMP UP 


ASCIMI » X 


—$GET COL. 
—$COUNT LOTS 


gC SET = LIGHT» C CLEAR = LIAR 


sRESTORE X | 


§GET KEY + ECHO TO SCOFE 


$FILL SCPBUF FROM ASCII IN A 


9 BELL? 


TABLE IN. MONITOR ROM 


“SNOT IN TABLE 


;TABLE NOT CONTINUOUS 


SALJUST DISCONTINUITY 
$SHOVE SCFBUF DOWN 


SCHAR TO SCP BUF ANID SINGLE SCAN 


Srp “Gr “> Se WP SP SP 


Table 7-1. OSCILLOSCOPE OUTPUT DRIVER SOFTWARE LISTING (Continued) 


MSE = TOP 


K=$400 $F AGE 4 ALLOCATED 


eRYT 
eRYT 
RYT 
e RYT 
RYT 
+BYT 
RYT 
eBRYT 
oRYT 
aBYT 
RYT 
oHYT 
«RYT 
eBYT 
+BRYT 
oRYT 
eBRYT 
RYT 
eBRYT 
RYT 
oBYT 
RYT 
oBRYT 
o BYT 
oRYT 
eBYT 
RYT 
oBRYT 
RYT 
RYT 
eBYT 
RYT 
eo RYT 
BYT 
RYT 
o RYT 
e RYT 
o RYT 
eRYT 
eBYT 
+BYT 
oBYT 
oBYT 
eBYT 
o BY T 
RYT 
+RYT 
RYT 
+BYT 
ENT 


FOO VEZ CV EPL ye FAS B7CO 


$00» $42 9 $F Ey $029 600° 


HAE PHEPPe HPL y HPD” HH? 
$449 4829692 e692 ¥ 6460 
$18 2$29 9649 eo h6FE x $08 
SE Ay FAS y FAL y FAD OC 
$3C eo PGS eo HPL HPS ye KOC 
$859 $BB 9490+ SAO SCO 
$hC SPS HEODy $92» $40 
$OOr BP Qo FPD YFP 4Y BIB 
$3ZE vbr $FOr BIO y SSE 
FOOvFLEytGhy F4Ay $32 
$LOvbLOs$1LOro$10¥ 610 
$320 hb4AyF2Gyb1LOe FOO 
$F Es SPE y $F Ey GFE» $F E 
$7C»$B29 $82 9 $8Ay $4E 
$FE vy bP Or EPR Ye $949 6462 
$F Eo $409 $307 $409 $F E 
$FEy $029 $02 9 $029 $02 
HAAyVPAL EPS ye HOA t44 
$BO0r$SOr $80 % F809 $80 
FOP y FOL FOL OL e KO? 
$B2y hB2v$O2y$H2e $2 
$F Er bOOy FOr $OOy £OO 
FE» BOOr $007 $002 FE 
$LEyHlOrF$L2rHl Avs 1lL 
$F Ov BIOs bIOr bIPOy SFO 
$809 $809 880% $809 $FO 
HOV BOZS eo bODs FO2Dy SFC 


SEOr S182 $0469 6189 SEO 


$F Fo SEF 9 SEF 9 SFE 9 OFF 
$FEy $92 9 $929 $92 9 $C 
$7Cy$B27$B2rKB2 $44 
$F Ey $82 ¥ $829 4829670 
$FE 9 $929 $92 9 $829 $82 
SFE» $90 » $90 9 $BOy BO 
$449 GAZ HID» HBA 4A 
$LOPSLOoBIC 2 $109 $10 
$OOy $109 $28 9$44y $82 
$00 » $00 » $00 » $009 $00 
SFE» $029 $029 $029 $02 
$449 FAQ FIPS» FBAY $44 
SFE» $049 6089 $049 $F E 
$FE» $02 ¥ 60296029402 
$44 FAQ FIZ» EBAY HAA 
$OOs $069 $062 $00» $00 
$OOy $009 $00 9 $00» $00 
$40» $80 o $BAr $90» $40 
$FE $90 9 $90 9 $90 9 $60 


8XS MATRIX CHAR SET FOR SCORE LINE DRIVER 
CONTAINS ALL HEX KB CH 
FIRST BYTE OF TABLE MU 
EACH CHAR 3 FIRST BYTE 


ARS 
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CHAPTER 8 
SYSTEM EXPANSION 


This chapter discusses the means by which you can expand your SYM-1| microcomputer 
system by adding memory and peripheral devices to its basic configuration. By now, 
you realize that data access, whether from RAM, PROM or ROM is a function of 
addressing interface devices (i.e., 6522's and 6532). Hardware has been built into your 
SYM-1l module to allow large-scale expansion of the system. A thorough understanding 
of the SYM-1 System Memory Map (Figure 4-10) will aid considerably in understanding 
how to expand your system. 


8.1 MEMORY EXPANSION 


Your SYM-1 module comes equipped with IK of on-board RAM. It also contains all 
address decoding logic required to support an additional 3K on-board with no changes 
by you. In other words, to add 3K of on-board RAM, all you need to do is purchase 
additional SY2114 devices and plug them into the sockets provided on your board. 
Your PC board is marked. for easy identification of 1K memory blocks. RO equals 
the lower IK block and R3 equals the upper IK block. LO means low order data lines 
(DO-D3) and HI means high order data lines (D4-D7). 


You will recall that the lowest 8K memory locations are defined by an address decoder 
included.on your SYM-1 module (a 74LS138). The eight outputs of this decoder (00-IC) 
each define a 1K block of addresses in the lowest 8K of the Memory Map. Four of 
the outputs (00, 04, 18: 0C) are used to select the on-board static RAM. The remaining 
four outputs (To, 18, IC) are used to interface to the Application Connector 
(Connector "A"), ae you can use them to add another 4K of off-board memory. 
Again, no external decoding logic is required. By this simple means, you can convert 
your SYM-1! module into an 8K device quickly. Figure 8-1 shows you how to interface 
these decode lines at the connector for your SYM-1 system. 


To go beyond this 8K size, eoneiVably: up to the maximum 65K addressability limit 
of the SYM CPU, you could build or buy an additional memory board with on-board 
decoding logic. In this case, you will use the Expansion Connector (Connector "E") in 
a manner shown schematically in Figure 8-2. Note that the three high-order address 
bits (AB13-AB15) not used in the earlier expansion are brought to this connector as 
shown. These are then used with a decoder to create outputs MO through M7, which 
in turn are used to select and de-select additional decoders (line receivers), You need 
add only as many decoders (one for each 8K block of memory) as you need for the 
expansion you require. 


Incidentally, the line receivers shown in Figure 8-2 are provided for electrical reasons. 
There are loading limitations on the address bus lines of the 6502 CPU, which require 
the insertion of these receivers. (For your information,- each 6502 address line is 
capable of driving one standard TTL load and 130pf of capacity.) 


You should make a careful study of the loading limitations of the required SYM-1 lines 
before deciding on memory expansion size and devices. It is likely you will want to 
use additional buffer circuits to attain "cleaner" operation of your expanded memory 
in conjunction with your SYM-1 system. 
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8.2 PERIPHERAL EXPANSION. 


As you already know, the SYM-! microcomputer system includes 51 I/O lines. This 
means, theoretically, that you could drive as many as » 1 peripheral lines (plus. 4 control 
lines) with your SYM-1. 


Using ‘either Application Connector ("A" or "AA"), you can add most commercially 
available printers or other devices requiring parallel interfaces, although you will have 
to create your own software driver for the printer. Since the provision of that driver 
is, to some extent, dependent upon the printer you purchase, we do not attempt to 
discuss the implementation of the software in this manual. 


You can expand your SYM-1 system's peripheral I/O capability easily and quickly merely 
by installing an additional SY6522 in the socket provided for that device. This will 
joe you 16 additional on-board data lines with no requirement for additional work 

beyond the software driver) on your part. To go beyond that level, you must use the 
Expansion Port (Connector "E") described earlier. 


Again, we emphasize that the proper understanding and use of the Memory Map in 
Figure 4-10 will allow you to use your imagination in expanding the I/O capability of 
your SYM-1 system. Its flexibility is extremely broad and the fact that all I/O and 
memory are handled as an addressing function allows you expandability to the full 
capability of the 6502 CPU itself. 


CHAPTER 9 
ADVANCED MONITOR AND PROGRAMMING TECHNIQUES 


This chapter contains information which you will find useful as you explore the more 
sophisticated capabilities of your versatile SYM-1 microcomputer system. As we have 
pointed out many times, the SYM-1 is the most flexible and expandable monitor of 
its kind. The SUPERMON monitor uses transfer vectors and other techniques to allow 
you to modify its operation, and these are provided in detail in this chapter. In 
addition, the extended use of debug and trace facilities, which are invaluable tools as 
your programming skill advances, are explained. The use of the Hex keyboard provided 
on your SYM-1 for configurations using a printer (or other serial device) without a 
keyboard is also described. And last, an example and discussion of extending 
SUPERMON's command repertoire. 


9.1 MONITOR FLOW 


SUPERMON is the 4K byte monitor program supplied with your SYM-l. It resides in 
locations 8000-8FFF on a single ROM chip. It shares the stack with user programs 
and uses locations 00F8-O00FF in Page Zero. In addition, it uses locations A600-A67F 
(RAM on the 6532), which are referred to as 'System RAM!'. Since these locations are 
dedicated to monitor functions SUPERMON write protects them before transferring 
control to user programs. 


The flowcharts in Figures 9-1 through 9-5 will demonstrate the major structure of 
SUPERMON. You will notice that GETCOM (and its entry, PARM), DISPAT, and 
ERMSG are subroutines, and therefore available for your programs' use. Note that a 
JSR to ACCESS to remove write protection from System RAM is necessary before 
using most monitor routines. Also, notice that the unrecognized command flow (error) 
is vectored. Thus, you can extend the monitor with your own software. 


9.2 MONITOR CALLS 


SUPERMON contains many subroutines and entry points which you will want to use in 
order to save memory and code and avoid duplication of effort. Table 9-1 is a summary 
of calls and their addresses. 


The three calls which you will most commonly use are: 


JSR ACCESS (address 8B86) (must be called before MSIE LED display) 
JSR INCHR (address 8A1B) 
JSR OUTCHR (address 8A47) 


ACCESS is used to unwrite-protect system RAM. In performing the input/output, these 
routines save all registers and use INVEC and OUTVEC, so all you need be concerned 
with when using them are the ASCII characters passed as arguments in the accumulator. 


9.3 MONITOR CALLS, ENTRIES AND TABLES 


Table 9-1, which occupies the next several pages of this Chapter, provides you with 
a comprehensive list of important subroutine symbolic names, addresses, registers and 
functions of SUPERMON monitor calls, entry points and tables. With this data, you 
can more easily utilize SUPERMON to perform a wide variety of tasks. All (except 
those marked with an asterisk) are callable by JSR. 


Table 9-1. MONITOR CALLS, ENTRIES AND TABLES 


REGISTERS. 
NAME ADDRESS _ALTERED FUNCTION. ‘9 | 
*MONITR 8000 7 7 | : ie Cold entry to monitor. Stack, D flag initialized, 
nee sat System RAM unprotected. | | 
*WARM - 8003 o . Warm entry to monitor 
USRENT 8035. | | : ~ User. pseudo-interrupt entry - saves all registers 


when entered with JSR. Displays PC and code 3, 
Passes eonte to monitor. , 


SAVINT 3064 : ALL Saves sepistets when called after snberept: Re- 
| oo ra 2 turns by RTS. _ - 

DBOFF . 80D3 A,F - ——_—s Simulates depressing debug off key. 

DBON 80E4 A,F ..-_... Simulates depressing debug on key. 

DBNEW  . 80F6. . ASF Release debug mode to key control. | 

GETCOM .80FF> A,F _-Get command and 0-3 parameters. 


No error: A=0D (carriage return) 
Error: A contains erroneous entry. 


DISPAT. 814A > A,F Dispatch to execute blocks. 
2 | |  . Dispatch to URCVEC if error. 
At return, if error: Carry set, A contains byte in 


| error. 
ERMSG 8171 S ae ‘If; Carry set, print (CR)ER NN, where NN is con- 
7 tents of A. _ - 
“SAVER - 8188: .. > | None. = .—ss- Save all registers on stack. At return, stack looks 
a a ee ee ee likes - F (See paragraph 9.9) 
xX 
*RESXAF 81B8 restored Jumped to after SAVER, restore registers from 


stack except A,F unchanged, perform RTS. 


*RESXF 8IBE © restored “Jumped to after SAVER, restore registers from 
stack except F unchanged, perform RTS. | 


*RESALL 81C4 ‘restored — Jumped to after SAVER, restore all registers from 
| stack, perform RTS. 


INBYTE 81D9 A,F - Get 2 ‘ASCII Hex digits from INCHR and pack to 

| | | of byte in A. If Carry set, V clear, first digit non-Hex. 

If Carry set, V set, second digit nonHex. N and 

Z reflect compare with carriage return if. Carry 
set. st | 


*Do not enter by JSR. 
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NAME 


PSHOVE 


PARM 


ASCNIB 


OUTPC 


OUTXAH 


OUTBYT 
NIBASC 
COMMA 
CRLF 
DELAY 


INSTAT 


GETKEY 


HDOUT 


SCAND 


KEYQ 


KYSTAT 
BEEP 


HKEY 


*Do not enter by JSR 


Table 9-1. 


8208 


8220 


8275 


82EE 
82F4 
82FA 
8309 

833A 
834D 


835A. 


8386 


88AF 


8900 


8906 


8923 


896A 
8972 
89BE 


X,F 


A,F 


F,X 


None 


MONITOR CALLS, ENTRIES AND TABLES (Continued) 


ADDRESS REGISTERS FUNCTION (S) 


Shove Parms down 16 bits; 
Move: P2 to Pl 

P3 to P2 

zeros to P3 
Get 0 to 3 parameters. Return on (CR) or error. 
A contains last character entered. Flags reflect 
compare with (CR). 


Convert ASCII character in A to 4 bits in LO 
nibble of A. Carry set if non-Hex. 


Print user PC. At return, A=PCL, X=PCH. 
Print X,A (4 Hex digits) 

Print A (2 Hex digits) 

Convert LO nibble of A to ASCII Hex in A. 
Print comma. 


Print (CR) (LF). 


Delay according to TV. (Relation is approximately 


logarithmic, base=2). Result of INSTAT returned 


in Carry. 


If. key down, wait for release. 
down. . (Vectored thru INSVEC) 


Carry set if key 


Get key from Hex keyboard (more than one if 
SHIFT or ASCII key used) return with ASCII or 
HASH code in A. Scans display while waiting 
(vectored through SCNVEC). 


ASCII character from A to Hex display, scan display 
once, return with Z=l1 if key down. 


Scan the LED display once from the data in 
DISBUF. Return Z set if a key on hex keyboard 
is down. | | , 


Determine if key down on Hex keyboard. If down, 
then Z=1l. 3 | 


Determine if key down. If down, then Carry set. 
BEEP on-board beeper. 
Get key from Hex keyboard and echo in DISBUF. 


ASCII returned in A. Scans display while waiting 
(vectored thru SCNVEC) 
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Table 9-1. MONITOR CALLS, ENTRIES AND TABLES (Continued) _ 


NAME ADDRESS BECDIERS FUNCTION (S) 


OUTDSP 389C1 
TEXT 8A06 
INCHR 8AIlB 
NBASOC 8A44 
OUTCHR 8A47 


INTCHR 8A58 


TSTAT 8B3C 


*RESET  8B4A 


*NEWDEV 8B64 
ACCESS 8886 
NACCESS 5 8BIC | 
“TTY 8BA7 


*DFTBLK 8FAO. 


*ASCII 8BEF: 


*SEGS 8C29 


None 


None 


A,F 


A,F 


All 


None 


None 


-A,X,F 


Table 


7 Table 


Table 


*Do not enter by JSR 


aeenvee ASCII in A to segment code, put in 
_DISBUP. a a 


Shove scope buffer Owns: push A onto SCPBUF. 


, Get character (vectored thru INVEC). Drop parity, 
convert to upper case. If character CTL O (OF), 


toggle Bit . of TECHO and get another. 


Convert ey nibble of A to ASCI, a hee 
thru OO aES 


Output ASCII from A (vectored thru OUTVEC). 
Output inhibited by Bit 6 of TECHO. , 


Get character from serial ports. . Echo inhibited 
by Bit 7 of TECHO. Baud rate determined by 
SDBYT. Input, echo masked with TOUTFL. | 


See if break key down on terminal. If down, then 
Carry set. | 


Initialize all. registers, disable POR, stop tape, 


initialize system RAM to default values, determine 


input on keyboard or terminal, determine baud rate, 
cold monitor entry. 


ase Determine pane rate, cold monitor entry. | 


Un-write protect metem RAM. 


Write protect. System RAM. 


‘Set vectors, TOUTFL, and SDBYT for TTY. 


Default block - entirely alas into System RAM 


(A620 - A67F) at reset. 


Table of ASCII codes and HASH codes. 


Table of segment codes: corresponding to ASCII | 
codes sabove). | 


a 


MAIN MONITOR FLOW 


MONITOR 
INIT S, P 
UNPROTECT 
SYSTEM RAM 
WARM 
| Get command 
JSR GETCOM and 0-3 parameters 


4 p 


Dispatch to execute 
JSR DISPAT block or unrecognized 
| command vector. 

Set Carry if error 


| | Print 2 digit representation 
JSR ERMSG of Accumulator if carry set. 


RESET/POWER ON 


Perform all initialization, 


POWER ON or 
RESET 
ENTRY 


including move default values 
to System RAM 


Go to Main Monitor 


Figure 9-1. MAIN MONITOR FLOW 
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GETCOM 


PRINT CRLF ™ 


GET CHAR 
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STORE CMD 
IN LSTCOM 


ZERO THE PARAMETERS 


_ Figure 9-2, GETCOM FLOWCHART 
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PARM 


GET CHAR 


SHOVE ALL 
PARAMETERS 
DOWN 
Pl P2 
P2 = P3 
P3 = 0 


CONVERT TO 
BINARY 


if 


ROL 4 BITS 
INTO P3 


INCREMENT 
PARNR 


RETURN, 
LAST CHAR 
ENTERED 
IS IN ACC 


Figure 9-3. PARM FLOWCHART 
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DISPAT 


no 


LOAD LSTCOM 
INTO ACC 


LOAD PARNR 
INTO X 


~ 
S 7 
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yes_ | 


Figure 9-4. 
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ERMSG 


CARRYNX_ no : 
SET p{ RETURN 
? 


PRINT _ 
E,R,SPACE 


PRINT 2 DIGITS FROM 
ACCUMULATOR 


RETURN 


Figure 9-5. ERMSG FLOWCHART 


9.4 VECTORS AND INTERRUPTS 


A concept which is very important in understanding the SY6502 and SUPERMON is 
that of a transfer vector. A transfer vector consists of two or three locations at a 
fixed address in memory. These locations contain an address, or a Hex 4C (JMP) and 
an address. The address is in low-order, high-order byte order. 


As an example, consider the function of outputting a character. In some cases, the 
character is to go to the display, in others to a terminal device. The action required 
in each case is radically different. It would be inefficient, in code and in time, to 
make the decision before outputting each character. The solution is a transfer vector. 
Whenever SUPERMON must output a character, it performs a JSR to OUTCHR. 
OUTCHR saves all registers, then performs a JSR to OUTVEC (at A663, in System 
RAM). If you are working at the Hex keyboard OUTVEC will contain a JMP HDOUT. 
HDOUT is the subroutine which will enter a character, in segment code, into the 
display buffer. If you are using a TTY or CRT, OUTVEC will contain a JMP TOUT. 
TOUT is the subroutine which sends a character, one bit at a time, to the serial I/O 
ports. When HDOUT or TOUT performs an RTS, control passes back to OUTCHR. 
OUTCHR restores the registers and performs — an RTS, returning control to the caller. 


Notice that the calling routine need not worry where the output is going. It is all 
taken care of by OUTCHR and OUTVEC. | 


When a vector is to be referenced by a JMP Indirect, only two bytes are required. 
Two-byte vectors are normally used ony for IDEEXTOP Es: 


An INTERRUPT is a method of transferring program control, or interrupting, the 
processor during execution. There are three inESETUp KS defined on the SY6502: 


NMI -- non-maskable interrupt 
RST -- reset/power-on 
IRQ - interrupt request 


When one of these interrupts occurs, the processor pushes the PC register and the 
Flags register onto the stack, and gets a new PC from the INTERRUPT VECTOR. 
The interrupt vectors are located at the following addresses: 


FFFA,FFFB -- NMI _ 
FFFC,FFFD - RESET 
FFFE,FFFF -- IRQ 


These locations must contain the addresses of programs which will determine the cause 
of the interrupt, and respond appropriately. 


In the SYM-1, System RAM (A600-A67F) is duplicated at FF80-FFFF (it is "echoed" 
there). On Reset, SUPERMON points these vectors to its own interrupt-handling 
routines. When an interrupt occurs, SUPERMON displays the address where the interrupt 
occurred with one of the following codes indicating the cause of the interrupt: 


0 ex BRK instruction 

1 - IRQ 

2 = NMI 

3 x USER ENTRY (caused by JSR to USRENT at 8035) 


Because all registers are saved, a (G) (CR) will cause execution to resume at the 
point of interruption. The user can intercept interrupt handling by inserting pointers 
to user interrupt routines in TRCVEC, UBRKVC, NMIVEC, or IRQVEC. See Section 
9.8.2 for a discussion of the User Entry pseudo-interrupt. Table 9-2 describes all 
vectors used by the Monitor. 
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NAME 
INVEC 
OUTVEC 


INSVEC 


URCVEC 


SCNVEC 


EXEVEC 


TRCVEC 
UBRKVC 
UIRQVC 


NMIVEC 


IRQVEC 


Table 9-2. SUPERMON VECTORS 


- LOCATION 


A660-A662 
A663-A665 


A666-A668 


A66C-A66E 


A66F-A671 


A672-A673_ 


A674-A675 
A676-A677 
A678-A679 


A67A-A67B 


A67E-A67F 


9.5 DEBUG ON and TRACE 


FUNCTION 


Points to input driver. 
Points to output driver. 


Points to routine which determines whe- 
ther or not a key is down. 


Unrecognized command. All unrecog- 
nized commands and parameter entry er- 


rors vectored here. Points to a sequence 
— of: 


SEC - Set Carry 
RTS - Return 


Points to routine which performs one 
scan of display from DISBUF. 


Points to RIN - get ASCII from RAM 
subroutine. 


The Execute (E) command temporarily 
replaces INVEC with EXEVEC, saving 
INVEC in SCRA, SCRB. The Hi byte of 
EXEVEC must be different from the Hi 
byte of INVEC. 


May be used to point to user trace rou- 
tine after TRCOFF (See Section 9.6). 


May be used to point to user BRK routine 
after IRQVEC. 


May be used to point to user NON-BRK 
IRQ routine after IRQVEC. 


Points to routine which saves registers, 
determines whether or not to _ trace, 


based on TV. 


Points to routine which saves registers, 


determines whether or not BRK has oc- 
curred, and continues thru UBRKVC or 


UIRQVC. 


When the DEBUG ON key on your SYM-1 is depressed, DEBUG mode is established. 
In DEBUG mode, an NMI interrupt occurs every time an instruction is fetched from 


an address that is not within the monitor. 


SUPERMON's response is to save the 


registers and display the PC, with code 2 (for NMI). With each (G) (CR), one instruction 


of the user program will be executed. 


This is called Single-Stepping. 


In order to TRACE, alter the Trace Velocity (TV, at A656) to a non-zero value. (09 
is a good value.) If you now enter (G) (CR), SUPERMON will display the PC and the 
contents of the accumulator, pause, and resume execution. Addresses and accumulator 
contents will flash by one at a time. To stop the flow, depress any key (Hex keyboard) 
or the BREAK key (terminal). Execution will halt. A (G) (CR) will resume execution. 
The length of the delay is related to TV (not linearly; try different values) and, of 
course, the baud rate, if you are working from a terminal. 


9.6 USER TRACE ROUTINES 

As the complexity of your programs increases, you may wish to implement other types 
of trace routines. To demonstrate how this is done, an example of a user trace routine 
is provided in Figure 9-6. It prints the op code of the instruction about to be executed, 
instead of the accumulator contents. 

But first of all, we don't want to be interrupted during trace mode by responding to 
an interrupt (a problem called recursion). SUPERMON will handle this by turning 
DEBUG OFF, then back ON. However, to implement this program control of DEBUG, 
you must add jumpers W24 and X25 to your SYM-1 board (see Chapter 4). 


Now that you have added the jumpers, we are ready to enter the program UTRC and 
change vectors. 


First, enter the program UTRC as given in Figure 9-6. Then change NMIVEC to ssitst 
to TRCOFF, which will save registers, turn DEBUG OFF, and vector thru TRCVEC: 


SD 80C0,A67A (CR) 
Now, point TRCVEC to UTRC. 
SD 0380,A674 (CR) 
Enter a non-zero value in TV, depress _ DEBUG ON, and you're: ready to trace. 


NOTE: BRK instructions with DEBUG ON will operate as two-byte instructions 
and should be programmed as 00,EA (BRK,NOP). 


Also, the first instruction after leaving SUPERMON will not be traced. 
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LINE dk LOC 


Q002 
0003 
0004 
000% 
0006 
0007 
0009 
0009 
QO10 
OO1L 
O01? 
OO1S 
OO14 
0015 
OO16 
0017 
0018 
0019 
0020 
002 1 
O08? 
O02 
OOR4 
002% 
0024S 
0027 
0028 
O02? 


OO00 
0000 
0000 
0000 
0000 
0000 
0000 
0000 
0000 
0000 
09000 
0000 
0000 
0380 
O383 
0386 
0388 
O3BE 
OST 
OSB 


O39. 


0394 
0397 
0399 
O39C 
O39E 
O3AL 
O3A4 


CODE 


Be 
AG 


AG 


83 
AG 


33 


80 
80 


Figure 9-6. 


1. TNE: 


PECOM 
CLR 
POHES 
OBCR LF 
DELAY 
WARM 
TRACQN 
TV 


¥ 


3 
9 
? 
( 
[* 
UTRC 


NOGO 
GO 


WRC 
PRINT NEXT 


=ho ss? 
=hAGUS 
= AGIA 
= hE 34a 
= SA 
=hGOOS 
x$hGord 
=hAGIS 


K=h FEO 


JSR OFF COM 


LLY #0- 


LIA CFO) yY 
JSR OBCRLE 


LOX TV 


BEQ NOGO 
JSR TELAY 


BCC GO 


JME WARM 
JMP TRACON 


USER TRACE 
QF 


ROUTINE - 
INSTEAL OF ACCUMULATOR 


PPRINT FCs PRINT COMMA 


PRRINT BYTE FROM ACCy FRINT CRLF 
FOELAY BASE ON TV 

SWARM MONTTOR ENTRY 

STURN TRACE ON»y RESUME EXECUTION 
9TRACE VELOCITY 


gRUT IN HI RAM CENTIRELY RELOCATES 
gPRINT FC» COMMA 
FUSE FC AS FYR TO OF CODE 


gPICK UF OF CONE 
FQUTFUT OF CONE s CRLF 
IGET TRACE VELOCITY 
gNOGO TF ZERO 

FOELAY ACCORDING TO TV 
gCARRY SET ITF KEY DOWN 
FHALT 

§CONTINUE 


LISTING OF SAMPLE USER TRACE ROUTINE 


USER TRACE EXAMPLE 
-V 200,20A (CR) 
00 AY 11 AY 22 AY 33,0A 
0208 4C 00 02,58 7 
0358 7S i. ae 
SD 80C0,A67A (CR) Vector modification 
SD 380,A674 (CR) Vector modification © 
-G 200 (CR) Single-Step (Remember 
0202,A9 to set DEBUG ON before 
each (G) (CR) | 

G (CR) _ 
0204,A9 


-M_A656(CR) Lee 
A656,00,09(CR) Trace Velocity = 9 
A657,4D (CR) _ er oa 

-G 200 (CR) 

0202,A9 

0204,A9 

0206,A9 

0208,4C é e+ aks Continuous trace of op codes 
0200,A9 | ae 7 woe os 
0202,A9 

0204,A9° 

0206,A9 

0208,4C 

0200,A9 

0202,A9 


9.7. MIXED I/O CONFIGURATIONS 


The Reset routine that is activated when power is turned on or RST is pressed 
establishes the terminal I/O configuration by loading a specified value into a location 
in System RAM, TOUTFL (A654). The high-order four bits of TOUTFL define which 
terminal devices may be used for input and output. A "1" signifies that a device is 
enabled, a "0" that it is disabled. The meaning of each bit and the values assigned 
at system reset are shown below. The routine referenced by entry (1) in the JUMP 
table will enable the TTY for input. For other configurations, load the appropriate 
value into TOUTFL. | | 


TOUTFL bit: 7 6 as 4 
default value: 1 0 1 4 
meaning: CRT TTY TTY CRT 


INPUT |-= INPUT OUTPUT OUTPUT 


Bits 6 and 7 of another location in System RAM, TECHO (A653), are used i 
serial output (bit 6) and to control echo to a terminal (bit 7). Bit 6 may be . 
by entering "(CONTROL) O" (OF Hex) on the terminal keyboard or in software. 
possible values for TECHO are shown below. 


TECHO 80 echo (default value) 

output 

CO echo 
no output 

40 no echo 
no output 

00 no echo 
output 


With this information, you can alter the SUPERMON standard I/O configurations to 
suit your special needs. A common use would be routing your output to a terminal 
while using the Hex keyboard as an input device. Two possible ways of doing this 
will be discussed. 


First, by merely altering SDBYT and OUTVEC, your input and echo will! use the on-board 
keyboard and display, while Monitor and program output will go to the serial device. 
Choose the proper baud rate value for your device from the following table and put 
it in SDBYT (at A651) with the "M" command. Then enter the address of TOUT into 
OUTVEC from the hex keyboard as follows: 


-SD_8AA0,A664 (CR) 


Terminal Baud Rate © Value Placed in SDBYT 
110 | D5 
300 i 4C 
600 24 
1200 | | 10 
2400 06 
4800 01 


Second, if you wish your input to be echoed on the terminal device, a small program 
must be entered. First, complete the sequence discussed above. Then, enter the 
following program: 


UIN JSR  GETKEY 20 AF 88 
BIT TECHO 2C 53 A6 
BPL UOUT 10 03 
JMP OUTCHR 4C 4/7 8A 


UOUT RTS 60 


_ Enter the program called "UIN" above at any user RAM location. Then use the "SD" 
command to put the address of UIN into INVEC (at A661) as follows: 


-SD (UIN),A661 (CR) (ENTER AT HKB) 


where (UIN) is the address of the program. UIN. 


9.8 USER MONITOR EXTENSIONS 


Having pend the section on Monitor flow, you will have noticed ‘that unrecognized 
commands and parameter entries are vectored through URCVEC (A66C- -A66E), which 
normally points to a SEC, RTS sequence at 81D1. By pointing URCVEC toa user-supplied 
routine in RAM or PROM, SUPERMON can easily be extended. The following example 
will illustrate the basic principle; many more sophisticated extensions are left to your 
imagination. | | | 


9.8.1 Monitor Extension Example 


This example will define UO with two parameters as a logical AND. The parameters 
and the result are in Hexadecimal. 


LOGAND CMP #514 ;USRO 
BNE NEXT : 
CPX #2 stwo parms— 
BNE NEXT a 
DOAND LDA P2H | a 
AND P3H shere's the ‘and! hi 
TAX | 
LDA P2L | 
AND. P3L stand! lo 
JSR CRLF sget new line 
JSR SPACE | | 7 
JMP OUTXAH — ;PRINT X and A 
NEXT SEC slast 
RTS 
-END 


To attach LOGAND to the monitor, it must be assembled (probably by hand), entered 
into memory, and URCVEC altered to contain a JMP to LOGAND. Notice that more 
than one command could have been added, by pointing NEXT to the next possible 
command, instead of a RTS. 


9.8.2 SUPERMON As Extension to User Routines 


Because SUPERMON contains a user entry, it can easily be appended to your software. 
An example of the utility of this feature is a user trace routine, which could have an 
'M' command, which would direct it to make SUPERMON available to the user. Here's 
what the code: would look like. 


UTRACE 
Trace code 
JSR INCHR 
CMP #'M 
BNE ELSE 
JSR USRENT 
JMP UTRACE | 
ELSE _ 7 | | Code executed if character 


input is not 'M'. 


In this example, the user will type an 'M' to get into monitor, and a (G) (CR) to return 
to the calling portion of UTRACE. Note that the user PC and S registers should not 
be modified while in monitor if a return to UTRACE is intended. 3 


9.9 USE OF SAVER AND RES ROUTINES 


SAVER and the RES routines are designed to be used with subroutines. Their usage 
is as follows: | 


UPROG JSR USUB USUB JSR SAVER 
(UPROG CODE) (USUB CODE) 
JMP RESALL 


In this example, UPROG calls USUB. USUB calls SAVER, performs its function, and 
then jumps to RESALL. RESALL restores all registers and returns to UPROG. If 
RESXF or RESXAF were used instead of RESALL, UPROG would receive the F, or F 
and A registers as left by USUB. 


APPENDIX A 


IMMEDIATE ACTION 


Your SYM-1 microcomputer has been thoroughly tested at the factory and carefully 
packed to prevent damage in shipping. It should provide you with years of trouble-free 
operation. If your unit does not respond properly when you attempt to apply power, 
enter commands from the keyboard, or attach peripheral devices to the system, do 
not immediately assume that it is defective. Re-read the appropriate sections of this 
manual and verify that all connections have been properly wired and all procedures 
properly executed. 


If you finally conclude that your SYM-1 is defective, you should return it for repair 
to an authorized service representative. Specific instructions for obtaining a service 
authorization number and shipping your unit are contained with warranty information 
on the card entitled "LIMITED WARRANTY AND SERVICE PLAN" that is included 
with system reference material. 


APPENDIX B 
PARTS LIST 


MATERIALS AND ACCESSORIES 


QTY. DESCRIPTION MANUFACTURER/PART NUMBER 
I CONNECTOR, DUAL 22/44 Microplastic 15622DPIS 

I CONNECTOR, DUAL 6/12 Teka TP3-061-E04 

6 RUBBER FEET 3M $J5018 


1 SYNERTEK SOFTWARE MANUAL MNA-2 
I SYM-1 REFERENCE CARD SRC- | 
| SYM REFERENCE MANUAL MNA-1 
| SYM-1 PC BOARD ASSEMBLY 

] RED FILTER 


SYM-1 PC BOARD COMPONENTS 


QTY. DESCRIPTION MFR. NO. | REFERENCE DESIGNATION 
1 CPU SY P6502 U5 

2 «VIA sy P6522 U25,U29 
1 RAM-I/O SY P6532 U27 

2 4K BIT RAM SYP2114 U12, U13 
1 32K BIT ROM SY P2332 U20 

1 | NAND GATE 7400 U8 

1 | HEX INVERTER 7404 U2 

1 AND GATE 7408 U24 

2 HEX INVERTER-O.C. 74.16 U30, U38 
1 | NAND GATE 741500 U4 

1 | HEX INVERTER 74LSO4 U9 

1 TRIPLE NOR GATE 74LS27 U3 

1 TIMER 555 U6 


14 


10 


13 


10 


DESCRIPTION 


DECODER 
TRIPLE 3 INPUT NAND | 


DECODER 


DECODER 
COMPARATOR 
RES-100 ohm, %W, 5% 


RES-200 ohm, %W, 5% 


RES-300 ohm, %W, 5% 


RES-470 ohm, %W, 5% 


RES-IK, %W, 5% 


RES-IM, %W, 5% 
RES-2.2K, %W, 5% 
RES-3.3K, %W, 5% 


RES-10K, %W, 5% 


RES-47K, %W, 5% 
RES-330K, %W, 5% 
RES-27K, %W, 5% 
RES-150 ohm, %W, 5% 
RES-6.8K, %W, 5% 
CAP-l0pf 

CAP - .01 mfd, 100V 


CAP - 10 mfd, 25V 


“MFR. NO. 


74LS138 


74LS10 


74145 


74LS145 
311 


-RF14J100B 


RF143200B 
RF14J300B 
RF14J470B 


RFI4J1KB 


RF 14J1MB 


RJ1432.2KB 


RF 143.3KB 


RF14J10KB 


-RF14I47KB 
RF 143330KB 
RF 14J27KC 
RF 14J150B 
RF14J6.8KB 
DM15100J 


DB203Y Z1032 


REFERENCE DESIGNATION 
Ul oe 
U7 


U37 


U10, ULL 


U26 
R128 

R43, 111, 114 
R107 | 
R84, 88, 124, 127 


R9-12, 41, 61-63, 73, 78, 
85, 92, 97, 101, 113, 123 


R72 
R103 

R42, 59, 60, 70, 74, 79-82, 87, 
94, ; 

95, 98, 126 


R45, 67-69, 75, 76, 83, 
89, 93, 104 | 


R44, 46,71 
R77 - 
R90, 96 
R99, 110 
R100 

C13 


Cl, 3, 5, 7, 10, 11, 17, 19, 21, 
23, 25, 29 


T368B106K025PS C2, 4, 6, 8, 12, 20, 22, 24, 


26, 30 


QTY. 


Il 
11 


DESCRIPTION 
CAP - .1 mfd, 50V 
CAP - .22mfd, 
CAP - .47 mfd 
CAP - .0047 mfd 


NPN TRANSISTOR 


‘PNP TRANSISTOR 


DIODE, G.P. 
DIODE, ZENER 

SOCKET - 24-PIN DIP 
SOCKET - 40-PIN DIP 
SOCKET - 18-PIN DIP 
KEYBOARD 

PC BOARD 

7-SEGMENT DISPLAY, 0.3" 
LED | 

SPEAKER 

CRYSTAL 

TAPE - 1%" x 2" STRIP 
RES. PACK - 150 ohm 
RES. PACK - 3.3K ohm 


RES. PACK - IK ohm 


MFR. NO. | REFERENCE DESIGNATION 
3429-050E-104M C9, 18 
C16 

C330C474M5V5EA C15 
UR2025100X7R472K C14 
2N2222A QI-4, 10, 18, 19, 27-29, 32, 33 
2N2907A Q9, 17, 20-26, 30, 31 
IN914 CR25-33, 37, 38 
1N4735 CR34 
TIC8424-02  SK20-23 
TIC8440-02 SK5, 25, 27-29 
TIC8418-02 SK12-19 

KB 

PC] 
MAN 71A __U31-36 


RL43850 CR 35,36 
70057 SP 1 
CYIA Yl 


898-3-R150 RN2 
899-3-R3.3K RNI 


899-3-R 1K RN3, RN4 


LAOAVT LNANOdWOO 


14 A I 6 : ! 22 : . nN 1 
oe 7 4cR33 R CONNECTOR A rower ¢ F PCONN A : Zz C CONNECTOR M Cc» ca A 
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“1605; ( 9 ie $4cR32 41 - HH i POAT tbe I i) aa a be + 
eS nea es U25 casa aa ' ro ii ot 14 14 »o4 1 ot 1 Mee 
—" R89 SY6522 ' of 14 io | 14 ot 1 ot ' us £29 
R85 Q27 R88 | cece, Wena | I 1 { 1 I I t i] 1 t ' t 1 I t i SY6502 
290 Ss J aon a ee ee, 1 \ ‘ to 14 1 ot ot 1 ot to 14 1 ofr | de 
1 ! i ro rot tot to tot 14 Io it i 
ro 2 u23 1 ' ' 1 rot » ot ,o4 14 to » ot 5 1 
iat tg Poe ' ' 1 ot ot it ot ‘ot rot ee ce ae 1 
2 , oF tM3n P3 ' ; u12 ul4 U16 ul8 U13- IS: s«UI7 u19 : laze 
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ci7 ' 1 Lo LO mite) LO HI HI H! Hi \ i 
— R97 wa mn won ne -- t ' to 1 
nize [ Sas ! 1 i ' 
1 I ' \ 
R95 Fe wre 
a ; 2716 1 1 S k S aN! C i 1 (0 
- | - 7 ynerteK Systems Corp. : ; 
ER 
ne cRr2e : : ue hee 
ie | CRIG. ees - i ' ' A RR 
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4 es C25 ! —_— 0—h—hCltt~<“CSsti‘<C ‘é‘“CSé™CSCS”C OURS i < 17 
> 1 : ' 1 
CR37 u21 C26 A [oe hlCf hl lk : : 


2716 
' U2 7404 
Der ot, AAs ee eer eee a 74LS145 uid 
R 4 Tw 7aisias 
o™ ei Bice ar a yest a ! ' 1 
) ! ' \ 1 
Me = u20-1 1 ae ee 
a ; Q28 2332 1 ~ 7: 
: : 1! - 
A a) en R10 oe i 4 , 22 =U gay 
K 3 , a ee eee ee ee 4 . $Y6532 
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ee si, a 
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S !o1 . 40 u28 ™ 1 1 1 11 1 
oe SY6522 ' 1 1 ioe i 
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.y 
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= 
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’ 
' 
t 
i 
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t 
4 
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Re es, 7 i cee eae a eo aS ae 
ae ey ae es oar u38 
aio ( | 
{ 7416 Fo rg Mag tae te . : 
ay ‘ se \- “C19 
R46 ~~ 
ais | u7 
ieee as, BE i ete nes s et 
- 29 $Y6522 u29 af? ee 
22 / C2 rss 
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at hs + 42 R123 Zz 
B4 og B6 ne a = © 1978 SYNERTEK SYSTEMS CORP. 


SYNERTEK SYSTEMS SYM MODEL 1 v1 Ci3 MADE IN U.S.A. 
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29 — 10.14 


10.72 


, een ey A 
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4E a! a 3.570 *: —" 


t. OOO 
3.570 —. 0OS 


./87 OLA 
37 HOLES 


/56 D/A 
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9-8 


PART OF ‘A CONNECTOR 


GNO #4 
+5V A 
B 
c 
D 
E 
(ur-1) 16 F 
(ut -10) 14 H 
(ur -1IC J NOTES; 
JUMPER 41 K I. LAST REF, DESIGNATIONS USED : 
JUMPER-47,MM. RIZ8, Q33,CR37, 
C18,U38,RN4. 
2. REF. DESIGNATIONS NOT USED ; 
QUMPER LL RIN“ 40, 61-66, 86,91,125, 
+EV CRS-24, @5-B,AN-I. C27,28 
pcan CHT WP2K R47-S8, RIS -RIZZ,RIOZ,105,100,108,109, 
=Vy UUMPER KK 2,03 87,94, 96- 
Vv 
+5V +5 ‘OK 3. UNLESS OTHERWISE SPECIFIED 
R127 | cut. 3>—WP3k EDGE CONNECTOR PINS: 
4710 | SuMPER Ju UNUSED EDGE CONN PINS: N/C 
>DO-7 - ON BOARD JUMPERS: ,-7 >. 
cR 
35 AD-9 


SHT.2(UZ5-22) DATA 


(u29-22) Hg 210 alisite 4 TO SHT PART OF 
ia = 


Gan 3 Zt E’ CONNECTOR 
a2 U20 Ves Be U22 | Ag — SYNC (US-7) 
ne atie/2aieB/ |__| 2716/28 6B/ || atte /23168/ peau 
ZING/2316 
tM 2332/2364. _| 2332/2304[ | 233 BLN | 3 61 (us-3) 
| | nae ee | 2 TRQ(US-4) 
é || | 4 SO (us-38) 
Hh RC) = | 23) ees 
xy 22 ae | 22} NMI(US-6) 
ar 19 —_ 19) RES (us-40) 
= 24 | 24 .asy 
12. 


ja) 24 2 mm S| 2) 2 @ 2 2 418 aD 1 
6 4 = 
+5v $01 S02 @e st S12) «8 $24 $22 : S34 $32 
Ql RF (Rraca] HH SH (MMos $2 $22 (Syoe Bi 32 (#)\ru08 
R7Be POR 9 10 S| [4 42] |i rit) 
bi $13 $23 $33, Ge te 
(«) (1) . (M) PART OF AA CONNECTOR 
z RES —113 | 
= +vp —1B 


POR (u7-2) 


SES< SCIAFOGVS YHZPSE Sr Gx 0c Or wPMagGa»aoagn>— 


8 a 
T4iS145 TALSI45 


= ; VIO le als 
EP el : 


4 02929 = OU rey S¥Ay ) 4 
vers 
Bie pitisiz k Vaiss & 
ww, + 9 a alee 
O aad oe. S, 
a 


SHT.2 U2S-25 3 
SNT.3 Uze-25 ©7404 
U29-%S 


7413 04 
' & ADDRESS 


RAM RW{LUIZ-10) 


G2 ett 


ex O Dp 
G OB OSes 


O al 
7 
Nx 


E-Y¥ 


Gut 2) UMPER 22 


BISHOP GRAPHICS/AGCUPRESS 
FREORDER NO A 2977 


ANT -A-2 


A-x 
(A466- ss He eae) Lit Ce) Lay 


Y won 


SFCOL _A-21 a2 
a 3{> GND 

= APAX 

APAZ 
APA1 
APAG 
APAS 
APA 
APAT 
APBG@ 
APB1 
AUD IN 
APB2 
AUD OUT LO 
APB3 


miler? (434i suMPER 
9FEdCbA APBG 


DATA 
FROM SHT 4 
WPM R83 


SHT.3 +5V 
UUMPER MM i 1OK 


T 


TS2myY eM AWN p- 


11 


FROM SHT 4 
vf 
U25 (hggq) 


us AUD OUT HI 
| aoe 2N2907 
SERSERE FROM TTY KBCAR® L Q20-25 0S¢-085 
TTY OUT APB7 eee ety | 


1S ae Out 
17 §3-~§ 


To TTY (+)RO DETAIL C. 


+5y 
R124 470 n. 


U3@ APBS 
FROM TTY KB(—)RIOO 


Z2a<pneCUrtevArygvgaAZzns 


RW ies ‘na To TTY (—) FF 
G2 aD & YZ KB-8& 
(P \e22. ‘—-L_] USs KB-I2 
a /2N2222 SPI L IT KB- 4 
KB-4 
KB- 7 
KB-10 
B-3 
“oon ce 
KB-& 
KB-2 
Us5 
(°K BR” DESIGNATES KEYBOARD) 
top EOERERE 
iINST4 ~ 3 
+SV, 
; LFF 38 Rio7 Vy A Gc 
Thy acsores 300 
@S)" Rito DISPLAY 
(6x) HP 5082-7730 
re Pa EQUIV.) PART OF E CONNECTOR 
_ f (u2s-21) TRQ 
of Fs [a_i d A (u25-34) RES 
80 0 ef “fc {ucs-28) ga 
j ey ==!" dp (U8 -3) POR 
y Agee = é (U2S-22)R/w 
‘ Fr oe a9 U7 -3)Rw 
3 (SHT.1 Ulo- S)>AAb A> #sv = ls 32 (u7-3) 
SV +5V a ol 3.3 = Zz (u20-7) AUD Ber 
"ph ++ qd 
8 ue | we 22: EX . fa 
i ata. ee | ere 
tr 
CApatier AUD he =V >> 7 
lew at EY) |&P2 exp 


; CE-¥ ) 
100n toon 4 
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APPENDIX C 
AUDIO TAPE FORMATS 
HIGH-SPEED FORMAT -- High speed data transfer takes place at 185 bytes per second. 
Every byte consists of a start bit (0), followed by eight data bits. The least significant 


bit is transmitted first. A "1" bit is represented by 1 cycle of 1400 Hz, while a "0" 
bit is represented by % cycles of 700 Hz. Physical record format is shown below. 


+1 +] 


6 sec. of SYN (16 Hex) - Allows the tape to advance beyond the leader and 


creates an inter-record gap. (Controlled by TAPDEL 
$A630.) Filled with ASCII synch characters that allow 
the SYM-1l to synchronize with the data stream. 


* (2A Hex) ASCII character that indicates the start of a valid record. 
ID Single byte that uniquely identifies the record. 
SAL Low order byte of the Starting Address from which data was 
taken from memory. 
SAH High order byte of the Starting Address from which data 
was taken from memory. 
EAL +l Low order byte of the address following the Ending Address 
from which data was taken from memory. 
EAH +l High order byte of the address following the Ending Address 
from which data was taken from memory. 
DATA Data bytes. 
/ (2F Hex) ASCII character that indicates the end of the data position 
of a record. 
CKL Low order byte of a computed checksum. 
CKH High order byte of a computed checksum. 


EOT (04 Hex) 


ASCII characters that indicate the end of the tape record. 


, Typical boundary 
a we age value (HSBDRY = $ 46) 
| location $A632 


ANALOG O 


| 
| 
«| 
| 
| 


; 7 : 1 | | 
2551S 450 us —— 


aes +? DEFAULT - - ee 
~ NAME LOCATION VALUE. ts DESCRIPTION 
HSBDRY A632 $46 (560uS) HS Boundar 

TAPET1 A635 ($33 (2555) HS First ret 1" Bit 
TAPET2 A63C $5A (450uS) HS Second Half “|” Bit 


HIGH SPEED AUDIO FORMAT BIT WAVEFORMS 


KIM FORMAT -- Data transfer in KIM format takes place at approximately 8 bytes 
per second. A "I" bit is represented by 9 cycles of 3600 Hz followed by 18 cycles 
of 2400 Hz, while a "0" bit is represented by 18 cycles of 3600 Hz followed by 6 
cycles of 2400 Hz. Each 8-bit byte from memory is represented by two ASCII 
characters. The byte is separated into two half-bytes, then each half-byte is converted 
into an ASCII character that represents a Hex digit. The least significant bit is 
transmitted first. The KIM physical record format is shown below. 


128 SYN chars. 


The sync characters, the ASCII characters "*" (2A Hex) and "/" (2F Hex) as well as 
ID, SAL, SAH, CKL, CKH and EOT serve the same functions as in HIGH-SPEED format. 
Sync characters, *, / and EOT are represented by single ASCII characters, while the 
remaining record items require two moce characters. Note that EAL and EAH are 
not used in the KIM format. 


Co 


APPENDIX D 
PAPER TAPE FORMAT 


When data from memory is stored on paper tape, each 8-bit byte is separated into 
two half-bytes, then each half-byte is converted into an ASCII character that represents 
a Hex digit (O-F). Consequently, two ASCII characters are used to represent one byte 
of data. In the paper tape record format shown below, each N, A, D, and X represents 
one ASCII character. 


; NINo A3A5A Aq (D Do), (D Doo + + + (D,Do), X3XoX Xo 


; - Start of record mark 

N No ~ Number of data bytes in (Hex) contained in the record 
A3zA5A)Aq - Starting address from which data was taken 

X3X5X Xo - 16-bit checksum of all preceding bytes in the record including 


NiNo and A3A5,A)Ag ) but excluding the start of record mark. 


A single record will normally contain a maximum of 16 (10 Hex) data bytes. This is 
the system default value that is stored in system RAM at power-up or reset in location 
MAXRC (A658). You can substitute your own value by storing different number in 
MAXRC. To place an end of file after the last data record saved, place the TTY in 
local mode punch on, and enter __ ;00 followed by (CR). | 


APPENDIX E 
SYM COMPATABILITY WITH KIM PRODUCTS | 


If you are a SYM-1 user who has peripheral devices which you have previously used | 
with the KIM system or software which has been run on a KIM module, you'll find 

SYM to be generally upward compatible with your hardware and software. The following 

two sections describe the levels of compatability between the two systems to allow 

you to undertake any necessary modifications. 


E.1 HARDWARE COMPATABILITY 


Table E-1 describes the upward compatability between SYM and KIM at the Expansion 
(E) connector, while Table E-2 describes the compatability on the Applications (A) 
connector. 


I/O port addresses differ between the two systems; you should consult the Memory 
Map in Figure 4-10 for details. 


Power Supply inputs are provided on a separate connector with SYM-1, which means 
that if you have been using your power supply with a KIM device it will be necessary 
to rewire its connections to use the special connector on the SYM-1 board. 


E.2. SOFTWARE COMPATABILITY 


Table E-3 lists important user-available addresses and routines in the KIM-1 monitor 
program and their counterparts in SYM-l's SUPERMON. Most of the routines do not 


perform identically in the two systems. Before using them, check their operation in 
Table 9-1. 


Table E-l1. EXPANSION CONNECTOR (E) COMPATABILITY 


SYM |PIN |. KIM | 
SYM DESCRIPTION | NAME | # | NAME KIM DESCRIPTION 


Jumper (Y,26) Selectable: DBOUT 17 | SSTOUT 
OFF - Open Pin 
di 


ON - Debug On/Off 
E-1 


51 ees 
(SYNC o NOT MONITOR) 
U26-6 


Output (U8-8) 


Power On Reset Signal No equivalent 


Output: 
"0" After power on 
"I" When reset by 
software 


Table E-2. APPLICATION CONNECTOR w COMPATABILITY 


SYM DESCRIPTION NAME ld NAME 


sunset (V,23) Selectable: 
OFF - Open Pin. — 
ON - Remote Audio 
Control Out 


KIM DESCRIPTION _ 


+12V. Not required on “SYM 


DECODE 
Enable 


Jumper (HH, 41) Selectable: 
OFF Open Pin 
ON ICXX Decode Out 


Enable 8K Decoder 


Table E-3. SYM-KIM SOFTWARE COMPATABILITY 


Address(es) Address(es) 

Program Counter - low 
Program Counter - high > 
Status Register 

Stack Pointer 
Accumulator 

Y - Register 
X - Register 

‘Checksum - low 

| Checksum - high 


A659 OOEF 
A65A |. OOFO 
A65C | OOFIL 
A65B OOF 2 
A65D 7 0OF3 
A65F OOF4 . 
A65E — OOF5 
A636 OOF6 © 
A637 OOF7 


A64C I7F5 
A64D 17F6 
A64A 17F7 
A64B . 17F3 
A64E 17F9 


Start Addr Low - audio/paper tape 

Start Addr High - audio/paper tape 
End Addr+l Low - audio/paper tape 
End Addr+1 High - audio/paper tape 
ID Byte audio Tape 


| NMIVEC 


RSTVEC 
IRQVEC 


DUMPT 


| LOADT 


CHKT 
OUTBTC 
HEXOUT 


A67A-B 
FFFA-B 
FFFC-D 


A67E-F 
FFFE-F 


8E37 
8C78 
8E78 
SF4A 
8F 52 


| ouTBTC 
HEXOUT 


17FA-B 
FFFA-B 
17FC-D 
FFFC-D 
17FE-F 
FFFE-F 


1800 
1873 
194C 
195E 
196F 


NMI Vector 
Reset Vector 


IRQ Vector 


Dump memory to audio tape 

Load memory from audio tape 

Compute checksum for audio tape 

Output one KIM byte 

Convert LSD of A to ASCII AND write to 
audio tape 
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Table E-3. SYM-KIM SOFTWARE COMPATABILITY (Continued) 


FUNCTION 


Address(es) 


Labe! |Address(es)| Label 


OUTCHT 
RDBYT 
PACKT 


RDCHT 
RDBITK 
SVNMI 
RESET 
OUTPC 
INCHR 
LP2B+7 
SP2B+4 
OUTS2 — 
OUTBYT 
INCHR 
DLYF 
DLYH 
INSTAT 


OUTDSB 
SCAND 
INCCMP 
GETKEY 
CHKSAD 
INBYTE 


8F5D 


8E2C 
8E3E 


8E61 


8EOF 
809B 

8B4A 
82EE 
8A1B 
841E 
869C 
8319 

82FA 


8AlLB. 


8AE6 
8AE9 
8386 


89C1 
8906 
82B2 
88 AF 
82DD 
81D9 


OUTCHT 
RDBYT 
PACKT 


RDCHT 


RDBIT 
SAVE 
RST 
PCCMD 
READ 
LOAD 
DUMP 
PRTPNT 


PRTIBYT 


GETCH 
DELAY 
DEHALF 
AK 


SCAND 
SCANDS 
INCPT | 
GETKEY 
CHK 

GETBYT 


LO7A 
19F3 
1A00 


LA24 


—1LAGL 
1C0oO | 


1C22 
ICDC 


IC6A 
—LCE7 © 


1D42 
IELE 


LE3B - 


LE5A 
LED4 
1EEB 
IEFE 


IFI9 


~IFIF 
—1F63 


IF6A 
IF9] 


IFID 


Write one ASCII character to audio tape 


Read one byte from audio tape 


Pack ASCII to nibble 


Read one character from audio tape 
Read one bit from tape 

Monitor NMI entry 

Monitor RESET entry 

Display PC 

Get character 

Load paper tape 

Save paper tape 

Print pointer 

Print | byte as 2 ASCII character 
Get character 

Delay 1 bit time 

Delay % bit time 

Determine if key is down 


Output to LED display 
Scan LED display 
Increment pointer 

Get key 


Compute checks um 


Get 2 Hex characters and pack 
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APPENDIX F 
CREATING AND USING A SYNC TAPE 


To read serial data from tape, the SYM-1 makes use of a stream of SYNC characters 
which form the leader of every tape record. For a complete description of audio tape 
record formats, refer to Appendix C. 


The audio signal appears on the T and A connectors in two forms: Audio Out (HI) 
and Audio Out (LO). The only difference between these signals is their magnitude. 
It is usually best to connect Audio Out (LO) to the MIC input of your recorder. 


When the SYM-1 searches for a record, an 'S' and a decimal point are displayed until 
the SYNC characters are recognized. However, if the volume and tone controls on 
the recorder are not set correctly, the SYNC characters will not be recognized, the 
'S' on the display will not go out, and no data will be loaded into memory. 


Before attempting to save and load data for the first time, it will be helpful to 
generate a SYNC tape to use for adjusting the controls. 


To generate a SYNC tape, modify memory location TAPDEL, A630 to FF: 


.M A630 } 
A630, 04, FF 


A631, 2C, } 


ed 


Place a blank tape in the recorder, depress RECORD and PLAY on the recorder, and 
enter a SAVE command: 


‘$2 1-200-201 ) 
The length of the tape leader, determined by TAPDEL will be over 6 minutes. 


When the recording is finished (the display re-lights), rewind the tape. Enter the load 
command: 


12) 


The 'S' and decimal point should light. Start the tape with the PLAY button on the 
recorder and adjust the volume and tone controls on the recorder until the 'S' goes 
out and stays out. 


You can now remove the SYNC tape and proceed to save and load actual programs 
and data. | 
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APPENDIX G 
MONITOR ADDENDA 


The DBOFF routine does not debounce the DEBUG-ON switch; therefore, user 
programs should not be interrupted by depressing DEBUG-ON while using a user 
trace routine or while OUTVEC points to a user routine. (This will cause 
recursive interrupts.) 


The audio cassette software will not read or write location SFFFF. Use SA67F 
(SA600 thru SA67F is echoed at SFF80 thru SFFFF). 


The DEBUG-ON switch bounces, therefore it should not be used to interrupt 
user programs while using a user trace routine or while OUTVEC points to a 
user routine. (This will cause recursive interrupts.) 


APPENDIX H 


SUPPLEMENTARY INFORMATION 


Changing Automatic Log-On 


After power is applied to the SYM, SUPERMON waits for the keyboard or the device 
connected to PB7 on the 6532 (normally the RS232 device) to become active. PB6 
(the current loop device) is ignored because a disconnected current loop always looks 
active. 


If you expect always to log-on a current-loop device, the following jumper change will 
eliminate the necessity of entering (SHIFT) (JUMP) (1): 


Change CC-32 and BB-31 
to CC-31 and BB-32 


Now the log-on for your current loop device is simply a "Q", entered at the device. 
(Note that you cannot now log-on automatically to the keyboard unless the current 
loop device is connected, and powered-up.) 


Using On-Board LED Display 


Because of the extensive use of transfer vectors in SUPERMON, the same monitor 
calls can be used to activate the LED display as for terminal devices. The major 
difference is that you must call ACCESS (address 8B86) before outputting the first 
character in order to remove write-protection from the display buffer (DISBUF, address 
A640 thru A645). 


If the SYM-1 was logged-on to from the HKB, each call to OUTCHR (address 8A47) 
will examine the ASCII character in the Accumulator, look up its segment code, shift 
everything in the display buffer of segment codes left one digit, place the new code 
in the rightmost digit, and scan the display once. 


If the SYM-1 was logged-on to the HKB, each call to INCHR (address 8A1B) will scan 
the display from the codes in DISBUF continuously until a key is depressed (2 keys in 
the case of SHIFT keys, 4 in the case of SHIFT ASCII keys). The key will be fully 
debounced, the beeper beeped, the ASCII or HASHED ASCII code taken from a table, 
and passed back to the caller in the Accumulator. The Flags will reflect a compare 
with carriage-return. 


Other useful routines are: 


GETKEY Same as description of INCHR above, but disregard log-on and no compare 
(88AF) performed. — 


OUTDSP Same as description of OUTCHR above, but disregard log-on. 
(89C 1) | 


KEYQ Test for key depressed on HKB. On return, Z Flag = | if key down. 
(8923) : 

SCAND Scan display once from segment codes in DISBUF. On return, Flags 
(8906) reflect call to KEYQ. 


H-| 


INSTAT If logged-on to HKB, check for key down (else check for BREAK key). 
(8386) On return, carry set if key down (or BREAK key). Leading edge of key 
debounced. 


See also chapter 9 for discussion of monitor calls. 


Adding DEBUG Indicator 


While using trace routines which turn DEBUG on and off, it is often desirable to have 
an external indication of the DEBUG state. The addition of an LED and a resistor 
as follows will achieve this. 


330 2 


U8 is a 14 pin package located above the beeper. 


The LED will remain on while DEBUG: is-6n. 
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SY6502 DATA SHEET 


Family 


Syneritek 


INTORPORATE ID 


Single 5 V +5% power supply 

N channel, silicon gate, depletion load technology 
Eight bit parallel processing 

56 Instructions 

Decimal and binary arithmetic 
Thirteen addressing modes 

True indexing capability 
Programmable stack pointer 
Variable length stack 

Interrupt capability 

Non-maskable interrupt 

Use with any type or speed memory 
Bi-directional Data Bus 


8-Bit Microprocessor 


SY6500 


MICROPROCESSOR 
PRODUCTS 


APRIL 1979 


Instruction decoding and control 
Addressable memory range of up to 65 K bytes 
“Ready” input 

Direct memory access capability 

Bus compatible with MC6800 

Choice of external or on-board clocks 
1 MHz, 2 MHz, and 3 MHz operation 
On-chip clock options 

* External single clock input 

* Crystal time base input 

40 and 28 pin package versions 
Pipeline architecture 


The SY6500 Series Microprocessors represent the first totally software compatible microprocessor family. This family of 


products includes a range of software compatible microprocessors which provide a selection of addressable memory range, 
interrupt input options and on-chip clock oscillators and drivers. All of the microprocessors in the SY6500 family are 


software compatible within the group and are bus compatible with the MC6800 product offering. 


The family includes six microprocessors with on-board clock oscillators and drivers and four microprocessors driven by 


external clocks. The on-chip clock versions are aimed at high performance, low cost applications where single phase inputs 
or crystals provide the time base. The external clock versions are geared for the multi-processor system applications where 
maximum timing control is mandatory. All versions of me microprocessors are available in 1 MHz, 2 MHz, and 3 MHz 
maximum operating frequencies. 


pe OF THE FAMILY 


| PARTNUMBERS | NUMBERS 


[Pastic [Coram 


SYP6502 
SYP6503 
SYP6504 
SYP6505 
SYP6506 
SYP6507 
SYP6512 
SYP6513 
SYP6514 
SYP6515 


SYNERTEK® INC. 


SYCG502 
SYC6503 
SYC6504 
SY C6505 
SYC6506 
SYC6507 
SYC6512 
SYC6513 
SYC6514 
SYC6515 


e P.O. BOX 552 


On-Chip 


e SANTA CLARA, CALIFORNIA 95052 


16 (64 K) 
12 (4 K) 
13 (8 K) 
12 (4 K) 
12 (4 K) 
13 (8 K) 
16 (64 K) 
12 (4K) 
13 (8 K) 
12 (4K) 


TEL. (408) 988-5600 ¢ TWX: 910-338-0135 


COMMENTS ON THE DATA SHEET : | oa 

The data sheet is constructed to review first the basic ‘‘Common Characteristics” — those features which are common to 
the ‘general family of microprocessors. Subsequent to a review of the family characteristics will be sections devoted to each 
member of the group with specific features of each. _ | a 


SY6500 INTERNAL ARCHITECTURE 


REGISTER SECTION CONTROL SECTION ————_-—__—_> 


RES IRQ NMI 


INDEX 
REGISTER 
Y 


ABO 


INTERRUPT 


LOGIC 
AB1 


INDEX 


AB2 
REGISTER 
xX 


RDY 
AB3 


- STACK 
POINT. 
REGISTER 
(s) 


AB4 


AB5 


AB6 


INSTRUCTION 


DECODE 
AB7 


ADDRESS 
_ BUS 


INTERNAL ADH 
INTERNAL ADL 


PROCESSOR 
STATUS 
REGISTER 
P 


CLOCK 
GENERATOR nent SY650X 


malaga 


INPUT DATA 
LATCH 
(DL) @, OUT 
0, OUT 
R/W 
DATA BUS INSTRUCTION DBE 
BUFFER REGISTER 
| DBO 
LEGEND: Seeeeaee DBI 
cae = 8 BIT LINE | Ae a ee ee DB2 
tt art OBS | DATA BUS 
————__ = 1 BIT LINE a DB4 |. 
DB5 
DB6 
> DB7 
NOTE: : ‘ 


1, CLOCK GENERATOR IS NOT INCLUDED ON SY651X. — 
2. ADDRESSING CAPABILITY AND CONTROL OPTIONS VARY WITH 
EACH OF THE SY6500 PRODUCTS. 
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D.C. CHARACTERISTICS 
MAXIMUM RATINGS COMMENT 


Storage Temperature —55 to +150 ae 


ELECTRICAL CHARACTERISTICS (Vcc = 5.0V + 5%, Ta = 0-70°C) 
(01, @ applies to SY651X, Oo (in) applies to SY650X) 


a 


Input High Voltage 
Logic, @ b (in) (650X) 
0,, 0, (651X) 

Input Low Voltage 
Logic, 0 


0 (in) 


This device contains input protection against damage due to high 
static voltages or electric fields; however, precautions should be 
taken to avoid application of voltages higher than the maximum 
rating. 


(650X) 
aA) (651X) 
Input Loading 
os OV, Voc = 5.25 V) 
RDY,S.O. 
Input Leakage Current 
(V,_ = 0 to 5.25 V, V., = 0) 
Logic (Excl. RDY, S.O.) 
0,. @, (651X) 
Lay (650X) 
Three-State (Off State) Input Current 
(V. = 0.4 to 2.4 V, VQ, = 5.25 V) 
DBO-DB7 


Output High Voltage 
| -100uAdc, Veg = 4.78 V) 
SYNC, DBO-DB7, A0-A15, R/W 


(1 oad = 


Output Low Voltage 
1.6mAdc, Veg = 4.75 V) 
SYNC, DBO-DB7, AO-A15, R/W 
Power Dissipation 
1 MHz and 2 MHz 
3 MHz 
Capacitance 
(V,, = 0,T, = 25°C, f= 1 MHz) 
RES, NMI, RDY, IRQ, S.0., DBE 
DBO-DB7 
AO-A15, R/W, SYNC 
0, (in) (650X) 
(651X) 
0. (651X) 


(oaD = 


Note: !|RQ and NMI require 3 K pull-up resistors. 


me, a _ SY6500 


TIMING DEFINITIONS = 
~ $Y651X INPUT CLOCK TIMING 


REF “A” REF B™ RE 


By (IN) 


g, (OUT) 


8, (OUT) 


sm - a ce ee A 


ma — 


aX = 


REF A, RE BRE CY 


(READ) 
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DYNAMIC OPERATING CHARACTERISTICS 
(Vec = 5.0 + 5%, Ta = 0° to 70°C) 


Device 
Type Parameter 


651X 


650X 


650X 
651X 


NOTES: 


OOO O 


Cycle Time 

@, Pulse Width 

a Pulse Width 

Delay Between 0, and 0, 
0, and 0, Rise and Fall Times 


Cycle Time 
®% 
® (IN) High Time 

®o Neg to @, Pos Delay 
Oo Neg to 0, Neg Delay 
Q Pos to 0, Neg Delay 


pq Pos to @, Pos Delay 


(IN) Low Time 


Rise and Fall Time 
0, (OUT) Pulse Width 
®%(ouT) Pulse Width 
Delay Between 0, and ®, 
0, and 0, Rise and Fall Times 
R/W Setup Time 

R/W Hold Time 
Address Setup Time 
Address Hold Time 
Read Access Time 
Read Data Setup Time 
Read Data Hoid Time 
Write Data Setup Time 
Write Data Hold Time 
Sync Setup Time 
Sync Hold Time 

RDY Setup Time 


1IN) 


O® 


Measured between 10% and 90% points on 


waveform. 
Measured at 50% points. 
Load = 1 TTL load +30 pF. 


RDY must never switch states within Tes to 


end of 0,. 


ee 


SY6500 


Load = 100 pF. 


The 2 MHz devices are identified by an “A” 
suffix. 


The 3 MHz devices are identified by a “B” 
suffix. 


PIN FUNCTIONS 


Clocks (0,, 0, ) 


The SY651X requires a two phe non- overlapping clock 
that runs at the Vie ¢ voltage level. 


The SY650X eee are supplied with an aernal clock 
“generator. The frequency of these clocks is externally con- 
trolled. Clock generator circuits are shown elsewhere in this 
data sheet. 


Address Bus (Ay -A 15) (See sections on each micro for 
respective address lifes on those devices.) 


These outputs are TTL compatible, capable of driving one 
standard TTL load and 130 pF. 


Data Bus (DB,-DB._) 


Eight pins are used for the data bus. This is a bi-directional 
bus, transferring data to and from the device and peripherals. 
The outputs are three-state buffers, capable of driving one 
sancare TTL load and 130 pF. 


Data Bus Enable (DBE) 


This TTL compatible inpue allows external control of the 
‘three-state data output buffers and will enable the micro- 
-processor bus driver when in the high state. In normal 
operation DBE would be driven by the phase two (0, ) clock, 
thus allowing data output from microprocessor only during 
@,. During the read cycle, the data bus drivers are internally 
disabled, becoming essentially an open circuit. To disable 
data bus drivers externally, DBE should be held low. This 
signal is available on the SY6512, only. | 


Ready (RDY) 


This input signal allows the user to halt the microprocessor 
on all cycles except write cycles. A negative transition to 
_the low state during or coincident with phase one (@,) will 
halt the microprocessor with the output address lines 
reflecting the current address being fetched. This condition 
will remain through a subsequent phase two (@,) in which 
the Ready signal is low. This feature allows microprocessor 
interfacing with low speed PROMS as well as fast (max. 2 


cycle) Direct Memory Access (DMA). If ready is low during - 


a write cycle, it is ignored until the following read opera- 
tion. Ready transitions must not pe permitted during a: 
time. 


Interrupt Request (IRQ) 


This TTL level input requests that an interrupt sequence 
begin within the microprocessor. The microprocessor will 
complete the current instruction being executed before 
recognizing the request. At that time, the interrupt mask 
bit in the Status Code Register will be examined. If the 
interrupt mask flag is not set, the microprocessor will begin 
an interrupt sequence. The Program Counter and Processor 
Status Register are stored in the stack. The microprocessor 
will then set the interrupt mask flag high so that no further 
interrupts may occur..At the end of this cycle, the program 
counter low will be loaded from address FFFE, and program 
counter high from location FFFF, therefore transferring 
program control to the memory vector located at these 
addresses. The RDY signal must be in the high state for any 
interrupt to be recognized. A 3KQ external resistor should 
be used for proper wire-OR operation. 


SY6500 


Non-Maskable Interrupt (Nmi) 


A negative going transition on this input requests that a 
non-maskable interrupt sequence be generated within the 
microprocessor. 


NMI is an‘unconditional interrupt. Following completion of 
the current instruction, the sequence of operations defined 
for IRQ will be performed, regardless of the state interrupt 
mask flag. The vestor address loaded into the program 
counter, low and high, are locations FFFA and FFFB 
respectively, thereby transferring program control to the 
memory vector located at these addresses. The instructions 
loaded at these locations cause the microprocessor to 
branch to a non-maskable interrupt routine in memory. 


NMI also requires an external 3KQ resistor to Vo, for 
proper wire-OR operations. 


Inputs [RQ and NMI are hardware interrupts lines that are 
sampled during @ (phase 2) and will begin the appropriate 
interrupt routine on the 0, (phase 1) following the comple- 
tion of the current instruction. 


Set Overflow Flag (S.O.) 


A NEGATIVE going edge on this input sets the overflow 
bit in the Status Code Register. This signal is sampled on 
the trailing edge of @, . 


SYNC 


This output line is provided to identify those cycles in 
which the microprocessor is doing an OP CODE fetch. The 
SYNC line goes high during 0, of an OP CODE fetch and 
stays high for the remainder of that cycle. If the RDY line 
is pulled low during the @, clock pulse in which SYNC went 
high, the processor will stop in its current state and will 
remain in the state until the RDY line goes high. In this 
manner, the SYNC signal can be used to control RDY to 
cause single instruction execution. 


Reset (RES) 


This input is used to reset or start the microprocessor from 
a power down condition. During the time that this line. ts 
held low, writing to or from the microprocessor is inhibited. 
When a positive edge is detected on the input, the micro- 
processor will immediately begin the reset sequence. 


After a system initialization time of six clock cycles, the 
mask interrupt flag will be set and the microprocessor will 
load the program counter from the memory vector locations 
FFFC and FFFD. This is the start location for program 


' control. 


After Vig reaches 4.75 volts in a power up raunin: reset 
must be held low for at least two clock cycles. At this time 
the R/W and SYNC signal will become valid. 


When the reset signal goes high following these two clock 
cycles, the microprocessor will proceed with the normal 
reset piocesure detailed above. 


Read/Write (R/W) | 


This output signal is used to control the direction of data 
transfers between the processor and other circuits on the 
data bus. A high level on R/W signifies data into the pro- 
cessor; a low is for data transfer out of the processor. 
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PROGRAMMING CHARACTERISTICS 
INSTRUCTION SET — ALPHABETIC SEQUENCE 


Push Accumulator on Stack 
Push Processor Status on Stack 
Pull Accumulator from Stack 
Pull Processor Status from Stack 


Decrement Memory by One 
Decrement Index X by One 
Decrement Index Y by One 


Add Memory to Accumulator with Carry 
“AND” Memory with Accumulator 
Shift left One Bit (Memory or Accumulator) 


Branch on Carry Clear 

Branch on Carry Set 

Branch on Result Zero 

Test Bits in Memory with Accumulator 
Branch on Result Minus 

Branch on Result not Zero 

Branch on Result Plus 

Force Break 

Branch on Overflow Clear 

Branch on Overflow Set 


““Exclusive-or’’ Memory with Accumulator 

Rotate One Bit Left (Memory or Accumulator) 
Rotate One Bit Right (Memory or Accumulator) 
Return from Interrupt 

Return from Subroutine 


Increment Memory by One 
Increment Index X by One 
Increment Index Y by One 


Subtract Memory from Accumulator with Borrow 
Set Carry Flag 

Set Decimal Mode 

Set Interupt Disable Status 

Store Accumulator in Memory 

Store Index X in Memory 

Store Index Y in Memory 


Jump to New Location 
Jump to New Location Saving Return Address 


Load Accumulator with Memory 

Load Index X with Memory 

Load Index Y with Memory 

Shift One Bit Right (Memory or Accumulator) 


Clear Carry Flag 
Clear Decimal Mode 


Clear Interrupt Disable Bit 

Clear Overflow Flag 

Compare Memory and Accumulator 
Compare Memory and tndex X 
Compare Memory and Index Y 


No Operation 


ADDRESSING MODES 
Accumulator Addressing 


This form of addressing is represented with a one byte 
instruction, implying an operation on the accumulator. 


Immediate Addressing 

In immediate addressing, the operand is contained in the 
second byte of the instruction, with no further memory 
addressing required. 

Absolute Addressing 


in absolute addressing, the second byte of the instruc- 
tion specifies the eight low order bits of the effective 


address while the third byte specifies the eight high. 


order bits. Thus, the absolute addressing mode allows 
access to the entire 65K bytes of addressable memory. 


Zero Page Addressing 


The zero page instructions allow for shorter code and 
execution times by only fetching the second byte of the 
instruction and assuming a zero high address byte. Care- 
ful use of the zero page can result in significant increase 
in code efficiency. 


Indexed Zero Page Addressing — (X, Y indexing) 


This form of addressing is used in conjunction with the 
index register and is referred to as “Zero Page, X” or 
“Zero Page, Y.” The effective address is calcuated by 
adding the second byte to the contents of the index 
register. Since this is a form of ‘Zero Page” addressing, 
the content of the second byte references a location in 
page zero. Additionally due to the ‘Zero Page” address- 
ing nature of this mode, no carry is added to the high 
order 8 bits of memory and crossing of page boundaries 
does not occur. 


Indexed Absolute Addressing — (X, Y indexing) 


This form of addressing is used in conjunction with X 
and Y index register and is referred to as ‘‘Absolute, X,” 
and “‘Absolute, Y.” The effective address is formed by 
adding the contents of X or Y to the address contained 
in the second and third bytes of the instruction. This 
mode allows the index register to contain the index or 
count value and the instruction to contain the base 
address. This type of indexing allows any location 
referencing and the index to modify multiple fields 
resulting in reduced coding and execution time. 


“OR” Memory with Accumulator 


Transfer Accumulator to Index X 
Transfer Accumulator to Index Y 
Transfer.Stack Pointer to Index X 
Transfer tndex X to Accumulator 
Transfer Index X to Stack Pointer 
Transfer Index Y to Accumulator 


Implied Addressing 


In the implied addressing mode, the address containing 
the operand is implicitly stated in the operation code of 
the instruction. 


Relative Addressing 


Relative addressing is used only with branch instructions 
and establishes a destination for the conditional branch. 


The second byte of the instruction becomes the operand 
which is an “Offset” added to the contents of the lower 
eight bits of the program counter when the counter is 
set at the next instruction. The range of the offset is 
~128 to +127 bytes from the next instruction. 


Indexed Indirect Addressing 


In indexed indirect addressing (referred to as (Indir- 
ect,X)), the second byte of the instruction is added to 
the contents of the X index register, discarding the 
carry. The result of this addition points to a memory 
location on page zero whose contents is the low order 
eight bits of the effective address. The next memory 
location in page zero contains the high order eight bits 
of the effective address. Both memory locations specify- 
ing the high and low order bytes of the effective address 
must be in page zero. 


Indirect Indexed Addressing 


In indirect indexed addressing (referred to as (Indir- 
ect),Y), the second byte of the instruction points to a 
memory location in page zero. The contents of this 
memory location is added to the contents of the Y index 
register, the result being the low order eight bits of the 
effective address. The carry from this addition is added 
to the contents of the next page zero memory location, 
the result being the high order eight bits of the effective 
address. 


Absolute Indirect 


The second byte of the instruction contains the low 
order eight bits of a memory location. The high order 
eight bits of that memory location is contained in the 
third byte of the instruction. The contents of the fully 
specified memory location is the low order byte of the 
effective address. The next memory location contains 
the high order byte of the effective address which is 
loaded into the sixteen bits of the program counter. — 


PROGRAMMING CHARACTERISTICS 


PROGRAMMING MODEL 


At+M+C—A 
AAM—A 
c<f7_oj«o 
BRANCH ON C=@ 
BRANCH ON C=1 
BRANCH ON Z=1 
AAM - ‘ 
BRANCH ON N=1 
BRANCH ON 2-0 
BRANCH ON N=0 
(See Fig 1) 
BRANCH ON V-=@ 
BRANCH ON V=1. 

| @~C 
@~0D. 


X+1-x 

Ye 1—y. 

JUMP TO NEW LOC 

(See Fig. 2) JUMP SUB 
“MA 


NO OPERATION” 
AVM—A 


(See Fig. 1) RTRN INT. 


(See Fig. 2) RTRN SUB 
A-M-C A 

1-C 

1-D 


@9)2 | 2j}e0)4. 


3785 }3 
3) 8613 
34 84 (3 


7 1 


sorte “lor Lefer 
le 3425 2 
3} 66 2]@A\2 


i 


CO;l4 
EC|4 
CC}4 


:. INDEX REGISTER x 


STACK POINTER 


ACCUMULATOR A. 
INDEX REGISTER Y 


PROGRAM COUNTER = “PC” 


“si 


SY6500 


PROCESSOR STATUS REG “P” 


CARRY 


1= TRUE 
ZERO 1 = RESULT ZERO 
IRQ DISABLE 1 = DISABLE 
DECIMAL MODE 1=.TRUE 
BRK COMMAND 1= BRK 
OVERFLOW 1= TRUE 
‘NEGATIVE 1= NEG. 


aie Gene 


A6 Ey haar 
A4 
46 2/1 
@5 


4/3 


B 


914 


(RESTORED) 
vv-- 
vv- - 
RESTORED) 


eee 


ADD 1 TO “N” IF PAGE BOUNDARY 'S CROSSED 


ADD 1 TO "'N” 
AOD 2 TO "N"” 


CARRY NOT = BELOW 


IF BRANCH OCCURS TO SAME PAGE 
IF BRANCH OCCURS TO DIFFERENT PAGE 


IF IN DECIMAL MODE Z FLAG IS INVALID 
ACCUMULATOR, MUST BE CHECKED FOR ZERO RESULT 


INDEX X 
INDEX Y 
ACCUMULATOR 
MEMORY PER EFFECTIVE ADDRESS 
Ms MEMORY PER STACK POINTER 


ADD 
SUBTRACT 
AND 

OR 


EXCLUSIVE OR 
MODIFIED 


- ‘NOT MODIFIED 
M, MEMORY BIT 7 
Mg MEMORY BIT 6 
N NO CYCLES 
# NO. BYTES 
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SY6502 — 40 Pin Package 


1 
2 
3 
4 
5 
16 
7 
8 
9 


|) 8, (OUT) 
7) Bp (IN) 
[)R/w 
|_| DBO 
[] DB1 
] 082 
] 0B3 
|_| OB4 

| |} DBS 
-} DB6 
|_| DB7 
} AB11 
|_| AB10 


SY6500 


Features 


e 65K Addressable Bytes of Memory 
e IRO Interrupt e NMI Interrupt 
e On-the-chip Clock 

/ TTL Level Single Phase Input 

/ Crystal Time Base Input 


e SYNC Signal 
(can be used for single instruction execution) 


e RDY Signal 
(can be used for single cycle execution) 


e Two Phase Output Clock for Timing of Support Chips 


Features 


e 4K Addressable Bytes of Memory (ABO0-AB11) 
e On-the-chip Clock 

e |RO Interrupt 

e NMI Interrupt 


e 8 Bit Bi-Directional Data Bus 


Features 


e |RQ Interrupt (6504 only) 

e RDY Signal (6507 only) 

e 8K Addressable Bytes of Memory (ABO0-AB12) 
e On-the-chip Clock | 


e 8 Bit Bi-Directional Data Bus 


SY6505 — 28 Pin Package 


1 
Vs 2 By (IN) 
RDY(] 3 | R/w 
ROC] 4 } DBO 
Veo L] 5. ret 
Aso(] 6 TJ DB2 
ABi(] 7 7} 0B3 
8 
9 


9, (OUT) 


r} 8, (OUT) 


Featu res 


¢ 4K Addressable Bytes of Memory (ABO0-AB11) 

| "e On-the-chip Clock ae. _ 
' iRO Interrupt 

- @ RDY Signal 


e 8 Bit Bi-Directional Data Bus 


Features 


e 4K Addressable Bytes of Memory (ABO0-AB11) 


e On-the-chip Clock 
e IRO Interrupt 


e Two phases off 


@ 8 Bit Bi-Directional Data Bus 


Features 


e 65K Addressable Bytes of Memory 
e IRO Interrupt | | 
e NMI Interrupt 

e RDY Signal 


_e 8 Bit Bi-Directional Data Bus 


e SYNC Signal 
e Two phase input 


e Data Bus Enable 
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SY6513 — 28 Pin Package 


Features 


e 4K Addressable Bytes of Memory (ABO0-AB11) 
e Two phase clock input 


e IRQ Interrupt 


1 
2 
3 
4 
5 
6 
7 
8 
9 


e NMI Interrupt 


e 8 Bit Bi-Directional Data Bus 


Features 


e 8K Addressable Bytes of Memory (AB00-AB12) 
e Two phase clock input 
e [RO Interrupt 


e 8 Bit Bi-Directional Data Bus 


SY6515 — 28 Pin Package 


Features 


¢ 4K Addressable Bytes of Memory (AB00-AB11) 


e Two phase clock input 


oo nr OM a WH 


e IRQ Interrupt 


e 8 Bit Bi-Directional Data Bus 


Sa SY6500 


CLOCK GENERATION CIRCUITS 


[ OSCILLATOR CIRCUIT DIVIDE BY 2OR 4 CIRCUIT , 
(ONE TTL PACKAGE REQUIRED) (ONE TTL PACKAGE REQUIRED) 


| | 
| 0.05 pF | | 
| | | | A | 
yok Go (650X) 
| 1.5K | ar [ 0, (51x) 
2.2K 2.2K | sy” | 
| : 7 [| ; O- = O - 0. (651X) 
| | | | 
| a) | | 
| = +5V | 
; : JUMPER “A” = =4 | 
i: JUMPER “BY = =2 
—— «ae cum an au oe) GE 0 Do ewen oa ee eee Geiiailsacs > aawimintandes” Speibaemaslaids ceases < <Saeaamensie’ “ theelistadsle. “stints. “aieinnmin:* spapaanilie ; Siuaamil 
SY650X 
Ry = 1.8K ohms 


XTAL = 1 MHz - 5 MHz 


(CTS KNIGHT MP SERIES 


33K OR EQUIVALENT) 


R, = 330K ohms 
C, = 10 pF 


XTAL - CTS KNIGHT MP SERIES 
OR EQUIVALENT 


+5V 
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SY6522 DATA SHEET 


P . WS 
' 
eo sees . * ‘ 4 7 Sy 
dn ht ‘ ; < ‘ iy 
Re = ee Tee 7 i Fg 3 . ba ~ . 2 at * “ 5, 


Versatile 


(VIA) 


Synertek 


INCORPORATED 


S 


Two 8-Bit Bidirectional 1/O Ports 

Two 16-Bit Programmable Timer/Counters 
Serial Data Port 

Single +5V Power Supply 

TTL Compatible 

CMOS Compatible Peripheral Control Lines 


The SY6522 Versatile Interface Adapter (VIA) is a 
very flexible 1/O control device. In addition, this de- 
vice contains a pair of very powerful 16-bit interval 
timers, a serial-to-parallel/parallel-to-serial shift re- 
gister and input data latching on the peripheral ports. 
Expanded handshaking capability allows control of 
bi-directional data transfers between VIA‘s in multiple 
processor systems. 


Control of peripheral devices is handled primarily 
through two 8-bit bi-directional ports. Each line can 


INTERRUPT 
CONTROL 


ENABLE 
(IER) 


DATA 
BUS 
BUFFERS 


PERIPHERAL 


AUXILIARY 
(ACR) 


FUNCTION 
CONTROL 


LATCH 
(T1L-H) 


COUNTER 
(T1C-H) 


CHIP TIMER 1 
ACCESS 


LATCH 
(T2L-L) 


COUNTER | 
(T2C-H) 


Interface Adapter 


LATCH 
(T1L-L) 


COUNTER 
(T1C-L) 


COUNTER 
(T2C-L) 


SY6522 


SY6522A 


MICROPROCESSOR 
PRODUCTS 


Preliminary 
APRIL 1979 


Expanded ‘‘Handshake”’ Capability Allows Positive 
Control of Data Transfers Between Processor and 
Peripheral Devices 

e Latched Output and Input Registers 

@ 1 MHz and 2 MHz Operation 


be programmed as either an input or an output. Several 
peripheral !/O lines can be controlled directly from 
the interval timers for generating programmable fre- 
quency square waves or for counting externally gen- 
erated pulses. To facilitate control of the many power- 
ful features of this chip, an interrupt flag register, an 
interrupt enable register and a pair of function con- 
trol registers are provided. 


INPUT LATCH 
BUFFERS 
(PA) 


DATA DIR. 
(DDRA) 


PORT A REGISTERS 


HANDSHAKE 
CONTROL 


SHIFT REG. | 
(SR) 


PORT B REGISTERS 


INPUT LATCH 


BUFFERS 
Cee KK ___ > Ports 
DATA DIR. F 
(DDRB) 


Figure 1. SY6522 Block Diagram 
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SY6522/SY6522A 


~ ABSOLUTE MAXIMUM RATINGS 


Supply Voltage | ‘\ -0.3 to +7.0| V 

Input Voltage - | -0.3to+7.0)} V 

Operating Temperature 
‘Range 

Storage Temperature 

Range 


This device contains circuitry to protect the inputs | 
against damage due to high static voltages. However, 

it is advised that normal precautions be taken to 
avoid application of any voltage higher than maxi- 
mum rated voltages. 


0 to +70° 


-55 to +150 


Input Leakage Current — Viy = 0 to 5 Vde 
RW, RES, RSO, RS1, RS2, RS3, CS1, CS2, 
CA1, 62 


Off-state Input Current — Vin =.4 to 2.4V 
Vec = Max, DO to D7 


Input High Current — Viy = 2.4V 
PAO-PA7, CA2, PBO-PB7, CB1, CB2 


Input Low Current — Vi, = 0.4 Vde 
PAO-PA7, CA2, PBO-PB7, CB1, CB2 
Output High Voltage | 
Vec =min, load = -100 uAdc 
| PAO-PA7, CA2, PBO-PB7, CB1, CB2 
4 Output High Current (Sourcing) 


Von = 2.4V | 
Von = 1.5V (PBO-PB7) 


Output Low Current (Sinking) 
Voi = 0.4 Vde 


NH 

He 

VoH 

VoL 

IOH . 

lot | 

lOFF Output Leakage Current (Off state) 
IRQ . 

Cin . 


Input Capacitance — Ta = 25°C, f=1MHz ~ 
(R/W, RES, RSO, RS1, RS2, RS3, CS1, CS2, 
DO-D7, PAO-PA7, CA1, CA2, PBO-PB7) 
(CB1, CB2) : 

(@2 Input) 


| Cour | Output Capacitance —Tap = 25°C, f= 1 MHz 
[Po | Power Dinsinstion 


Lot 


SY6522/SY6522A 


SY6522 
PIN 


Figure 2. Test Load (for all Dynamic Parameters) 
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Figure 3. Read Timing Characteristics 


READ TIMING CHARACTERISTICS (FIGURE 3) 


Peripheral Data Set-Up Time 


Data Bus shia Time 


NOTE: tr, tf = 10 to 30ns. 


5 ___sv6522/sv6s22A 
SFr is 


; Figure 4. Write Timing Characteristics 
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PERIPHERAL INTERFACE CHARACTERISTICS 


Symbol Characteristic 


tr, tf Rise and Fall Time for CA1, CB1, CA2, and CB2 
Input Signa!s 

Tca2 Delay Time, Clock Negative Transition to CA2 Negative 
Transition (read handshake or pulse mode) 

Trs1 Delay Time, Clock Negative Transition to CA2 Positive 
Transition (pulse mode) | 

TR 

D 


ry) Delay Time, CA1 Active Transition to CA2 Positive 
Transition (handshake mode) 
S 


Unit 


= 

oO 
= 

nw 


— 
. 
”n 


NO 
oO =) 
“ wv 


TWHS Delay Time, Clock Positive Transition to CA2 or CB2 
Negative Transition (write handshake) 
T Delay Time, Peripheral Data Valid to CB2 Negative 
Transition | 
TrRs3 Delay Time, Clock Positive Transition to CA2 or CB2 
Positive Transition (pulse mode) 
Trs4_ Delay Time, CA1 or CB1 Active Transition to CA2 or 
CB2 Positive Transition (handshake mode) 
Tit Set-up Time, Peripheral Data Valid to CA1 or CB1 
Active Transition (input latching) | 300 
Tsp Shift-Out Delay Time — Time from $2 Falling Edge © 
to CB2 Data Out 
Tsr2 Shift-In Setup Time — Time from CB2 Data In to 
$2 Rising Edge 
Pulse Width — PB6 Input Pulse 
Pulse Width — CB1 Input Clock 


lips | Pulse Spacing — PB6 Input Pulse 
Pulse Spacing — CB1 Input Pulse 


_ 
© 


_ 
ol 
” 


3 
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0 


O1 
= 


N : 
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oO 
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SY6522/SY6522A 


READ iRA 
OPERATION 


CA2. 
“DATA TAKEN” 
tcaz — - trs1 


Figure 5a. CA2 Timing for Read Handshake, Pulse Mode 


READ IRA 
OPERATION 


CA2 
“DATA TAKEN” 


tca2 


CAi 
“DATA READY” 


| ACTIVE 


TRANSITION 


Figure 5b. CA2 Timing for Read Handshake, Handshake Mode 


$2 


WRITE ORA, ORB 
OPERATION 


CA2,CB2 
“DATA READY” 


Eee \\\\\\\“ 


Figure 5c. CA2, CB2 Timing for Write Handshake, Pulse Mode 


WRITE ORA, ORB 
OPERATION 


“DATA READY” 


PERIPHERAL 


CA1, CB1 
“DATA TAKEN” 


PERIPHERAL. 


INPUT DATA 


CA1, CBI 
CONTROL 


_ (OUTPUT) 


UT OR 
OUTPUT) 


02 7 
tWHsS 


rat nt te 


tos 


___ ——e 


TRANSITION 


TRANSITION 


Figure 5e. Peripheral Data Input Latching Timing 


SR 


2 
FALLING EDGE AFTER CB1 FALLING EDGE. 


‘ec 


INPUT. 


ne oe SY6522/SY6522A 


. G2 


CB2 . 
SHIFT DATA 


(INPUT) 
. | | 
CBI = . 
SHIFT CLOCK 
(INPUT OR 
OUTPUT) 
SETUP TIME MEASURED TO THE FIRST #5 
RISING EDGE AFTER CB1 RISING EDGE. 
Figure 5g. Timing for Shift In with Internal or External Shift Clocking 
cB1 
SHIFT CLOCK 


Figure Sh. External Shift Clock Timing 


PBE 
PULSE COUNT 
INPUT 


Figure 5i. Pulse Count Input Timing . 


SY6522/SY6522A 


Lo 


PIN DESCRIPTIONS DBO-DB7 (Data Bus). 


RES e . ‘- ¢ | 

RES (Reset) Reset . The eight bi-directional data bus lines are used to 
The reset input clears all internal registers to togic:0 transfer data between the SY6522 and the system 
(except T1 and T2 latches and counters and the Shift processor. During read cycles, the contents of the sel- 


Register). This places all peripheral interface lines in ected SY6522 register are placed on the data bus lines 
the input state, disables the timers, shift register, etc. and transferred into the processor. During write 
and disables interrupting from the chip. cycles, these lines are high-impedance inputs and data 
| is transferred from the processor into the selected re- 


2 (Input Clock) ree 
; ; gister. When the SY6522 is unselected, the data bus 
The input clock is the system $2 clock and is used to ; tet 
lines are high-impedance. 


trigger all data transfers between the system processor 


and the SY6522. CS1, CS2 (Chip Selects) 7 
R/W (Read/Write) The two chip select inputs are normally connected to 


processor address lines either directly or through de- 
coding. The selected SY6522 register will be accessed 
when CS1 is high and CS2 is low. 


The direction of the data transfers between the 
SY6522 and the system processor is controlled by the 
R/W line. If R/W is low, data will be transferred out 


of the processor into the selected SY6522 register RSO-RS3 (Register Selects) 


(write operation). If R/W ishigh and the chip is select- The four Register Select inputs permit the system pro- 
ed, data will be transferred out of the SY6522 (read cessor to select one of the 16 internal registers of the 


operation). SY 6522, as shown in Figure 6. 


Register 
Number 


RS Cod 


3 


ORB/IRB Output Register ‘’B’’ Input Register ‘’B’’ 


ORA/IRA | Output Register ““A’”’ Input Register “A”’ 


DDRB Data Direction Register ‘‘B’”’ 
DDRA Data Direction Register “A” | 


ing Description | 

3 
j [rit [Trio toenee [ 
eR | eran Enable Regier 


ORA/IRA | Same as Reg 1 Except No “‘Handshake”’ 


Figure 6. SY6522 Internal Register Summary. 


IRQ (Interrupt Request) -_ 

The Interrupt.Request output goes low whenever an 
internal interrupt flag is set and the corresponding in- 
terrupt enable bit is a logic 1.. This output is “‘open- 
drain” to. allow the interrupt request signal to be 
“wire-or’‘ed’’ with other equivalent signals in the 
system. — 


PAO-PA7_ (Peripheral A Port) 

The Peripheral A port consists. of. 8 lines which can 
be individually programmed to act as inputs or out- 
puts under control of a Data Direction Register. The 
polarity of output pins is controlled by an Output 


Register and input data may be latched into an in-- 


ternal register under control of the CA1 line. All of 
these modes of operation are controlled by the sys- 
tem processor through the internal control registers. 
These lines represent one standard TTL toad in the 
input mode and will drive one standard TTL load in 
the output mode. Figure 7 illustrates the output 
circuit. 


CAi, CA2 (Peripheral A Control Lines) 
The two Peripheral A control lines act as interrupt in- 


puts or as handshake outputs, Each line controls an 


_ internal interrupt flag with a corresponding interrupt 


enable bit. In addition, CA1 controls the latching of 
data on Peripheral A port input lines. CAI is a high- 
impedance input only while CA2 represents one stan- 
dard TTL load’ in the input mode. CA2 will drive one 
standard TTL load in the output mode. 


PAO-PA7, 
CA2. 


i 

1/0 CONTROL I 
OUTPUT DATA i 
| 


INPUT DATA ~ 


Figure 7. Peripheral A Port Output Circuit 


PBO-PB7 iPeriphatal B Port) 

The Peripheral B port consists of eight bi-directional 
lines which are controlled by an output register and a 
data direction register in much the same manner as the 
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PA port. In addition, the polarity of the PB7 output 
signal can be controlled by one of the interval timers 
while the second timer can be programmed to count 
pulses.on the PB6 pin. Peripheral B lines represent one 
standard TTL toad in the.input mode and will drive: 
one standard TTL load in the output mode. In addi- 
tion, they are capable of sourcing 1.0mA at 1.5VDC 
in the output mode to allow the outputs to directly 
drive Darlington transistor circuits. Figure 8 is. the 
circuit schematic. 


CB1, CB2 (Peripheral B Control! Lines) 


The Peripheral B control lines act as interrupt inputs 
or as handshake outputs. As with CA1 and CA2, each 
line controls an interrupt flag with a corresponding in- 
terrupt enable bit. In addition, these lines act as a 
serial port under control of the Shift Register. These 
lines represent one standard. TTL load in the input 
mode and will drive one standard TTL load in the 
output mode. Unlike PBO-PB7, CB1 and CB2 cannot 
drive Darlington transistor circuits. 


INPUT/ 
OUTPUT 
CONTROL 


PBO-PB7, 
” CB1,CB2 


~ ouTPUT 
DATA 


INPUT DATA 


Figure 8. Peripheral B Port Output Circuit. 


FUNCTIONAL DESCRIPTION 


Port A and Port B Operation 

Each 8-bit peripheral port has a Data Direction hee 
ister (DD RA, DDRB) for specifying whether the peri- 
pheral pins are to act as inputs or outputs. A O ina 
bit. of the Data Direction Register causes the corres- 
ponding peripheral pin to act as an input. A 1 causes 


the pin to act as an output. 


Each Seripheral pin is also controlled by a bit in the 
Output Register (ORA, ORB) and an Input Register 
(IRA, IRB). When the pin is programmed as an out- 
put, the voltage on the pin is controlled by the cor- 


Uy 


responding bit of the Output Register. A 1 in the Out- 
put Register causes the output to go high, and a “0” 
causes the output to go low. Data may be written into 
Output Register bits corresponding to pins which are 
programmed as inputs. In this case, however, the out- 
put signal is unaffected. 


Reading a peripheral port causes the contents of the 
Input Register (IRA, IRB) to be transferred onto the 
Data Bus. With input latching disabled, [RA will always 
reflect the levels on the PA pins. With input latching 
enabled, IRA will reflect the levels on the PA pins at 
the time the latching occurred (via CA1). 


The IRB register operates similar to the IRA register. 
However, for pins programmed as outputs there is a 
difference. When reading IRA, the level on the pin 
determines whether a0 ora 1 is sensed. When reading 
IRB, however, the bit stored in the output register, 
ORB, is the bit sensed. Thus, for outputs which have 
large loading effects and which pull an output “1” 
down or which pull an output ‘’0” up, reading IRA 
may result in reading a ‘‘0’’ when a “1” was actually 
programmed, and reading a ‘’1’’ when a “0”’ was pro- 
grammed. Reading IRB, on the other hand, will read 
the “1” or ‘‘0” level actually programmed, no matter 
what the loading on the pin. 


Figures 9,10, and 11 illustrate the formats of the port 
registers. In addition, the input latching modes are 
selected by the Auxiliary Control Register (Figure 
16.) 


Handshake Control of Data Transfers 


The SY6522 allows positive control of data transfers 
between the system processor and peripheral devices 


REG 0 — ORB/IRB 


OUTPUT REGISTER “B”’ (ORB) 
OR 
INPUT REGISTER ‘’B” (ORB) 


Pin 
Data Direction WRITE 
Selection 7 

DDRB = "1" (OUTPUT) {| MPU writes Output Level {MPU reads output register bit 
(ORB) in ORB. Pin level has no affect. 


MPU writes into ORB, but | MPU reads input level on PB 
no effect on pin level, until} pin. 
DDRB changed. 


MPU reads IRB bit, which is 
the level of the PB pin at the 
time of the last CB1 active 
transition. 


DORB = “0” (INPUT) 
(Input latching disabled) 


DDRB = “0” (INPUT) 
(Input latching enabled) 


Figure 9. Output Register B (ORB), 
Input Register B (IRB) 
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REG 1—ORA/IRA 


OUTPUT REGISTER “A” (ORA) 
OR 
INPUT REGISTER “A” (IRA) 


Pin 
Data Direction 
Selection 
DDRA = “1” (OUTPUT) 
(Input latching disabled) 
DDRA = "1" (OUTPUT) 
(Input latching enabled) 


READ 


MPU writes Output Level 
(ORA). 


MPU reads level on PA pin. 


MPU reads IRA bit which is 
the level of the PA pin at the 
time of the last CA1 active 
transition. 

DDRA = "0" ([NPUT) MPU reads level on PA pin. 
(Input latching disabled) 


MPU writes into ORA, but 
no effect on pin level, until 
DDRA changed. 
MPU reads IRA bit which is 
the level of the PA pin at the 
time of the last CA1 active 
transition. 


DDRA = “0” (INPUT) 
(Input latching enabled) 


Figure 10. Output Register A (ORA), 
Input Register A (IRA) 


REG 2 (DDRB) AND REG 3 (DDRA) 


eee 


L__ PBO/PAO 


f 


PB1/PA1 
PB2/PA2 
PB3/PA3 
| [hp aaa 

PB5/PAS 


PB6/PAG6 


DATA DIRECTION REGISTER 
“B’ OR “A” (DDRB/DDRA) ~ 


PB7/PA7 


"0" ASSOCIATED PB/PA PIN 1S AN INPUT 
(HIGH-IMPEDANCE) 


“1 ASSOCIATED PB/PA PIN IS AN OUTPUT, 
WHOSE LEVEL IS DETERMINED BY 
ORB/ORA REGISTER BIT. 


Figure 11. Data Direction Registers (DDRB, DDRA) 


through the operation of “‘handshake” lines. Port A. 
lines (CA1, CA2) handshake data on both a read and 
a write operation while the Port B lines (CB1, CB2) 
handshake on a write operation only. 


Read Handshake 


Positive control of data transfers from peripheral de- 
vices into the system processor can be accomplished 
very effectively using Read Handshaking. In this case, 
the peripheral device must generate the equivalent of 
a “Data Ready” signal to the processor signifying that 
valid data is present on the peripheral port. This signal 
normally interrupts the processor, which then reads — 
the data, causing generation of a “Data Taken” signal. 
The peripheral device responds by making new data 
available. This process continues until the data trans-. 
fer is complete. | 


eT Le Ls el 
“DATA READY” 
(CA1) . 


1RQ OUTPUT 


READ IRA OPERATION 


“DATA TAKEN” | 
HANDSHAKE MODE ... 
(CA2) . 


“DATA TAKEN” 
PULSE MODE 
(CA2) 


WRITE ORA, ORB 
OPERATION 


“DATA READY” 
HANDSHAKE MODE . 
(CA2, CB2) 


“DATA READY” 
PULSE MODE 
(CA2, CB2) 
“DATA TAKEN 
(CA1, CB1) 


{RQ OUTPUT 


SY6522/SY6522A 


ZZ 


: Figure 1 3. Write Handshake Timing | 


In the SY6522, automatic ‘““Read’’ Handshaking is 
possible on the Peripheral A port only. The CA1 in- 
terrupt input pin accepts the ‘‘Data Ready”’ signal 
and CA2 generates the “Data Taken’ signal. The 
“Data Ready” signal will set an internal flag which 
may interrupt the processor or which may be polled 
under program control. The “Data Taken” signal can 
either be a pulse or a level. which is set low by the sys- 
tem processor and is cleared by the “Data Ready’’ 
signal. These options are shown in Figure 12 which 
illustrates the normal Read Handshaking sequence. 


Write Handshake 


The sequence of operations which allows handshaking . 


data from the system processor to a peripheral device 


is very similar to that described for Read Handshaking. 


However, for Write Handshaking, the SY6522 gener- 
ates the ‘Data Ready” signal and the peripheral de- 
vice must respond with the ‘Data Taken” signal. This 


can be accomplished on both the PA port and the | 


PB port on the SY6522. CA2 or CB2 act as a ‘Data 
Ready”’ output in either the handshake mode or pulse 
mode and CA1 or CB1 accept the ‘Data Taken” sig- 
nal from the peripheral device, setting the interrupt 
flag and cleaning the “Data Ready” output. This 
sequence is shown in Figure 13. 7 | 


Selection of operating modes for CA1, CA2, -CB1,. 


and CB2 is accomplished by the Peripheral Control 
Register (Figure 14). a nae 
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Timer Operation . 


Interval Timer T1 consists of two 8-bit latches and a 
16-bit counter. The latches are used to store data 
which is to be loaded into, the counter. After Toading, 
the counter decrements at $2 clock rate. Upon reach- 
ing zero, an interrupt flag will be set, and IRQ will go 
low if the interrupt is enabled. The timer will then 
disable any further interrupts, or will automatically 
transfer the contents of the latches into the counter 
and will continue to decrement. In addition, the timer 
may be programmed to invert the output signal on a 

peripheral pin each time it “times-out’’. Each of 
these modes is discussed separately below. 


-.The T1 counter is depicted in Figure 15 and the 
latches in Figure 16. 


REG 12 — PERIPHERAL CONTROL REGISTER 


CB2 CONTROL ea : 


I7/6|5|OPERATION 
10/0 [0 | INPUT-NEGATIVE ACTIVE EDGE] 


Pes INDEPENDENT INTERRUPT 

INPUT-NEG EDGE 

10 {1[0 | INPUT-POSITIVE ACTIVE EDGE |. 

eileen 
INPUT-POS EDGE : 


[1]0|0|HANDSHAKE OUTPUT 


- CA1 INTERRUPT CONTROL 
0 = NEGATIVE ACTIVE EDGE 
1 = POSITIVE ACTIVE EDGE 

CA2 CONTROL 


[3/2] 1] OPERATION 
10 || O| INPUT-NEGATIVE ACTIVE EDGE] 


INDEPENDENT INTERRUPT 
INPUT-NEG EDGE 


Figure 14, CA1, CA2, CB1, CB2 Control _ 
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Two bits are provided in the Auxiliary Control Reg- 
ister (bits 6 and 7) to allow selection of the T1 oper- 
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ating modes. The four possible modes are depicted 
in Figure 17. 


REG 4 — TIMER 1 LOW-ORDER COUNTER 


felts |etsf2frfo 

1 
2 
4 

—8 COUNT 
16 | VALUE 
32 
64 


128 


WRITE — 8 BITS LOADED INTO T1 LOW-ORDER 
LATCHES. LATCH CONTENTS ARE 
TRANSFERRED INTO LOW-ORDER 
COUNTER AT THE TIME THE HIGH. 
ORDER COUNTER IS LOADED (REG 5). 


READ — 8 BITS FROM T1 LOW-ORDER COUNTER 
TRANSFERRED TO MPU. IN ADDITION, 
. TITINTERRUPT FLAG IS RESET (BIT 6 
“IN INTERRUPT FLAG REGISTER). 


REG 5 — TIMER 1 HIGH-ORDER COUNTER 


DEEGREEE 


2048 COUNT 
VALUE 


8192 
16384 
32768 


WRITE — 8 BITS LOADED INTO T1 HIGH-ORDER 
LATCHES. ALSO, AT THIS TIME BOTH 
HIGH AND LOW-ORDER LATCHES 
TRANSFERRED INTO T1 COUNTER. 
T1 INTERRUPT FLAG ALSO IS RESET. 


READ — 8 BITS FROM T1 HIGH-ORDER COUNTER 
TRANSFERRED TO MPU. 


Figure 15. T1 Counter Registers 


REG 6 — TIMER 1 LOW-ORDER LATCHES 


BEEREBEE 


a 


2 
4 

8 COUNT 
1g | VALUE 
32 

64 

128 


WRITE —8 BITS LOADED INTO T1 LOW-ORDER 
LATCHES. THIS OPERATION IS NO 
DIFFERENT THAT A WRITE INTO 
REG 4. 

READ — 8 BITS FROM T1 LOW-ORDER LATCHES 
TRANSFERRED TO MPU. UNLIKE REG 4 
OPERATION, THIS DOES NOT CAUSE 
RESET OF T1 INTERRUPT FLAG. 


REG 7 — TIMER 1 HIGH-ORDER LATCHES 


qOUGHEEo 


WRITE — 8 BITS LOADED INTO T1 HIGH-ORDER 
LATCHES. UNLIKE REG 4 OPERATION 
NO LATCH-TO-COUNTER TRANSFERS 
TAKE PLACE. 


READ — 8 BITS FROM T1 HIGH-ORDER LATCHES 
TRANSFERRED TO MPU. 


Figure 16. T1 Latch Registers 


REG 11 — AUXILIARY CONTROL REGISTER 


BOBSanno 
T1 TIMER Sat eae ed 


[7|6|OPERATION __| 


TIMED INTERRUPT 
EACH TIME T1 1S 


LOADED DISABLED 
CONTINUOUS 
EU ivtennuers 
TIMED INTERRUPT | ONE-SHOT 
EACH TIME T11S | OUTPUT 
LOADED 
1| CONTINUOUS SQUARE 
INTERRUPTS WAVE 
OUTPUT 


T2 TIMER CONTROL 


| §| OPERATION 
| 0] TIMED INTERRUPT 


COUNT DOWN WITH 
PULSES ON PB6 


PA LATCH ENABLE/DISABLE 


PB O=DISABLE | 
1 = ENABLE LATCHING 


SHIFT REGISTER CONTROL 


fa[s[2]OPeRATION.——SsSSSCSCSC~*” 
fofoforpisastep SSCS 
fo[o|1[SHieT in UNDER CONTROLOFT2___ 
[1 [0]|SHIFT IN UNDER CONTROL OF02___| 
[1 [SHIFT IN UNDER CONTROL OF EXT. CLK] 
[0[0] SHIFT OUT FREE-RUNNING AT T2 RATE | 
roy 
To) 


SHIFT OUT UNDER CONTROL OF T2 
SHIFT OUT UNDER CONTROL OF 02 
[1/1] 1[ SHIFT OUT UNDER CONTROL OF EXT. CLK. 


Figure 17. Auxiliary Control Register 


Note: The processor does not write directly into the low order counter (T1C-L). Instead, this half of the counter is loaded auto- 
matically from the low order latch when the processor writes into the high order counter. In fact, it may not be necessary to 
write to the low order counter in some applications since the timing operation is triggered by writing to the high order counter. 
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- WRITE T1C-H 
OPERATION 


{RQ OUTPUT 
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| 


N+ 1.5 CYCLES — 


Figure 18. Timer 1 and Timer 2 One-Shot Mode Timing 


Timer 1 One-Shot Mode 


The interval timer one-shot mode allows generation 
of a single interrupt for each timer load operation. As 
with any interval timer, the delay between the “‘write 
T1C-H” operation and generation of the processor 


interrupt is a direct function of the data loaded into © 


the timing counter. In addition to generating a single 
interrupt, Timer 1 can be programmed to produce a 
single negative pulse on the PB7 peripheral pin. With 
the the output enabled ( (ACR7=1) a “write. T1C-H” oper- 


“ation will cause PB7 to go low. PB7 will return high 


when Timer 1 times ‘out. The -result is a single pro- 
grammable width pulse. 


In the one-shot mode, writing in into the ‘high order 
ean CRP CA RNS PES, 
latch has no effect on the o Operation ‘of Timer 1. How- 


‘ever, it will be necessary to assure that the low order _ 


latch contains the proper data before initiating the 


VIRGIL EHR ORR EB Rot tt 


count-down with a “write TIC: H’’. operation. When 
“the ‘processor writes in into the high ‘order counter, the 
T1 interrupt flag will be cleared, the contents of 
the low order latch will be transferred into the low 
order counter, and the timer will begin to decrement 
at system clock rate. If the PB7 output is enabled, 
this signal will go low on the phase two following the 
write operation. When the counter reaches zero, the 
T1 interrupt flag will be set, the [RO pin will go low 
(interrupt enabled), and the signal on PB7 will go 
high. At this time the counter will continue to decre- 
ment at system clock rate. This allows the system 
processor to read the contents of the counter to de- 
termine the time since interrupt. However, the T1 
interrupt flag cannot be set again unless it has been 
cleared as described in this specification. 


Timing for the SY6522 interval timer one-shot modes 
is shown in Figure 18. 


Timer 1 Free-Run Mode 


The most. important advantage associated with the | 


latches in T1 is the ability to produce a continuous 
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All interval timers in the SY6522 are “’ 
‘Rewriting the counter will always re-initialize the 
oS time- out period 


series of evenly spaced interrupts and the ability to 
produce a square wave on PB7 whose frequency is 
not affected by variations in the processor interrupt 
response time. This is accomplished in the ‘‘free- 
running” mode. | 


In the free- e-running mode, the acenraet flag i is set and 
the signal or on PB7*is “inverted each time the counter 
reaches zero. However, instead of continuing to decre- 
ment from zero after a time-out, the timer automati- 
cally transfers. the contents of the latch into the 
counter (16 bits) and continues to decrement from 
there. The interrupt flag can be cleared by writing 
TIC- H, by reading T1C- L, or by writing directly int into” 
the _flag as_ described | jater. However, it is not neces- 
sary to rewrite the timer to enable setting the inter- 
rupt flag on the next . time- out. 


re-triggerable”’. 


eriod. In fact, the time-out can be prevent- 
“ed completely if the processor continues to rewrite 


the timer before it reaches zero. Timer 1 will operate 


in this manner if the processor writes into the high 
order counter (T1C-H). However, by loading the 


latches | only, the processor can access the timer dur- 


PM Neen 


ing “each down-counting operation without affecting 
the time- -out, in process. Instead, the ‘data loaded ir into 
the jatches will determine the length of the next time- 
out period. This capability is particularly valuable in 


the free-running mode with the output enabled. In 


this mode, the signal on PB7 is inverted and the in- 


terrupt flag is set with each time-out. By responding 
to the interrupts with new data for the latches, the 
processor can determine the period of the next half 
cycle during each half cycle of the output signal on 
PB7. In this manner, very complex waveforms can be 


: generated. Timing for the free- ‘running mode is shown 


in: Figure 19. 


Lo 


2 


WRITE T1C-H ee 
OPERATION 


OUTPUT 


PB7 OUTPUT 
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Note: A precaution to take in the use of PB7 as the timer output concerns the Data Direction Register contents for PB7. Both 
DDRB bit 7 and ACR bit 7 must be 1 for PB7 to function as the timer output. If one is 1 and the other is 0, then PB7 functions 


as a normal output pin, controlled by ORB bit 7. 


Figure 19. Timer 1 Free-Run Mode Timing 


Timer 2 Operation 


Timer 2 operates as an interval timer (in the ‘‘one- 


slot" mode only), or as a counter for counting nega- 


Messed On 


tive pulses on the PB6 peripheral pin. A single con- 
trol bit is provided in the Auxiliary Control Register 
to select between these two modes. This timer is com- 
prised of a “‘write-only’’ low-order latch (T2L-L), a 
“read-only’’ low-order counter and a read/write high 
order counter. The counter registers act as a 16-bit 
counter which decrements at ®2 rate. Figure 20 illus- 
trates the T2 Counter Registers. 


REG 8 — TIMER 2 LOW-ORDER COUNTER 


BOBEREde 


WRITE — 8 BITS LOADED INTO T2 LOW-ORDER 
LATCHES. 

READ— 8 BITS FROM T2 LOW-ORDER COUNTER 
TRANSFERRED TO MPU. T2 INTERRUPT 
FLAG IS RESET. 


Timer 2 One-Shot Mode 


vs 


As an interval timer, T2 operates in the ‘one-shot 
mode similar to Timer 1. In this mode, T2 provides a 
single interrupt for each “‘write T2C-H’’ operation. 
After timing out, the counter will continue to decre- 
ment. However, setting of the interrupt flag will be 
disabled after initial time-out so that it will not be set 
by the counter continuing to decrement through zero. 
The processor must rewrite T2C-H to enable setting 
of the interrupt flag. The interrupt flag is cleared by 
reading T2C-L or by writing T2C-H. Timing for this 
operation is shown in Figure 18. 


REG 9 — TIMER 2 HIGH-ORDER COUNTER 


256 

512 

1024 

2048 COUNT 
VALUE 

4096 

8192 


16384 


32768 


WRITE — 8 BITS LOADED INTO T2 HIGH-ORDER 
COUNTER. ALSO, LOW-ORDER LATCHES 
TRANSFERRED TO LOW-ORDER 
COUNTER. IN ADDITION, T2 INTERRUPT 
FLAG IS RESET. 


8 BITS FROM T2 HIGH-ORDER COUNTER 
TRANSFERRED TO MPU. 


READ — 


Figure 20. T2 Counter Registers 


OY 


_ terrupt flagand allows the counter to decrement each . 


Timer 2 Pulse Counting Mode 


In the pulse counting mode, T2 serves primarily to 
count a predetermined number: of negative-going 
pulses‘on PB6. This is accomplished by first loading 
a number into T2. Writing into T2C-H clears the in- 


time a pulse is applied to PB6. The interrupt flag will 
be set when T2 reaches zero. At this time the counter 
will continue to decrement with each pulse on PB6. 
However, it is necessary to rewrite T2C-H to allow 
the interrupt flag to set on subsequent down-counting 
operations. Timing for this mode is shown in Figure 
21. The pulse must be low on the leading edge of ®2. 


Shift Register Operation - 
The Shift Register (SR) performs serial data transfers 


into and out of the CB2 pin under control of an in- 


ternal modulo-8 counter. Shift pulses can be applied 
to the CB1 pin from an external source or, with the 
proper mode selection, shift pulses generated inter- 


nally will appear on the CB1 pin for controlling ex- 


ternal devices. 


The control bits which select the various shift register . 


operating modes are located in the Auxiliary Control 
Register. Figure 22 illustrates the configuration of the 
SR data bits and the SR control bits of the ACR. 


Figures 23 and 24 illustrate the operation of the vari- 
ous shift register modes. 


WRITE T2C-H 
OPERATION 


PB6 INPUT 


IRQ OUTPUT 


N | N-1 


| 
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Interrupt Operation 


Controlling interrupts within the SY6522 involves 


three principal operations... These are flagging the in- 


-terrupts, enabling interrupts and signaling to the pro- 


cessor that an active interrupt exists within the chip. 
Interrupt flags are set by interrupting conditions 
which exist within the chip or on inputs to the chip. — 
These flags normally remain set until the interrupt 


~ has been serviced. To determine the source of an in- 


terrupt, the microprocessor must examine these flags 
in order from highest to lowest priority. This is ac- 
complished by reading the flag register into the pro- 
cessor accumulator, shifting this register either right 
or left and then using conditional branch instructions 


to detect an active interrupt. 


Associated with each interrupt flag is an interrupt 
enable bit. This can be set or cleared by the proces- 
sor to enable interrupting the processor from the cor- 
responding interrupt flag. If an interrupt flag is set to 
a logic 1 by an interrupting condition, and the corres- 
ponding interrupt enable bit is set to a 1, the Inter- 
rupt Request Output (IRQ) will. go low. IRO is an 
“open-collector’’ output which can be ‘‘wire-or’ed’”’ 
with other devices in the system to interrupt the 
processor. 


In the SY6522, all the interrupt flags are contained 
in one register. In addition, bit 7 of this register will 
be read as.a logic 1 when“an interrupt exists within 
the chip. This allows very convenient polling of sev- 
eral devices within a system to locate the source of 
an interrupt. . 


P oe 


N-2 Sf 2 | qc | 0 


Figure 21. Timer 2 Pulse Counting Mode 


REG 10 — SHIFT REGISTER 


TWh 


SHIFT 
REGISTER 
BITS 


NOTES: 

1. WHEN SHIFTING QUT. BIT 7 1S THE FIRST BIT 
OUT AND SIMULTANEOUSLY IS ROTATED BACK 
INTO BIT 0. 

2. WHEN SHIFTING IN, BITS INITIALLY ENTER 
BIT 0 AND ARE SHIFTED TOWARDS BIT 7. 


REG 11 — AUXILIARY CONTROL REGISTER 


BORSREag 


ae ee 


| SHIFT REGISTER 


MODE CONTROL 


L4{3|2] OPERATION 
Lofoto} olsaBLED 
LO}o|1] SHIFTINUNDERCONTROLOFT2 | 
LO} 1/0] SHIFTINUNDERCONTROLOF 42 
10} 1] 1] SHIFT IN UNDER CONTROL OF EXTCLK _| 
Lijofo| 
Lijo}i| 
[1 {1 Jo! 
yi ti 


Figure 22. SR and ACR Control Bits 
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SR Disabled (000) 

The 000 mode is used to disable the Shift Register. In this mode the microprocessor can write or read the SR, but the 
shifting operation is disabled and operation of CB1 and CB2 is controlled by the appropriate bits in the Peripheral . 
Control Register (PCR). In this mode the SR Interrupt Flag is disabled (held to a logic 0). 


Shift in Under Control of T2 (001) 

In the 001 mode the shifting rate is controlled by the low order 8 bits of T2. Shift pulses are generated on the CB1 pin 
to control shifting in external devices. The time between transitions of this output clock is a function of the system 
clock period and the contents of the low order T2 latch (N). 


The shifting operation is triggered by writing or reading the shift register. Data is shifted first into the low order bit. 
of SR and is then shifted into the next higher order bit of the shift register on the negative-going edge of each clock 
pulse. The input data should change before the positive-going edge of the CB1 clock pulse. This data is shifted into 
the shift register during the $2 clock cycle following the positive-going edge of the CB1 clock pulse. After 8 CB1 
clock pulses, the shift register interrupt flag will be set and IRO will go low. 


D2 


WRITE OR READ 


pa LL. MLL —2_ KI? Lf TX XL —— 


Beecasesncueveane A 


Shift in Under Control of $2 (010) 

In mode 010 the shift rate is a direct function of the system clock frequency. CB1 becomes an output which 
generates shift pulses for controlling external devices. Timer 2 operates as an independent interval timer and has no 
effect on SR. The shifting operation is triggered by reading or writing the Shift Register. Data is shifted first into 

bit O and is then shifted into the next higher order bit of the shift register on the trailing edge of each $9 clock pulse. 
After 8 clock pulses, the shift register interrupt flag will be set, and the output clock pulses on CB1 will stop. 


» JSUT 


{ 1 
READ SR 
OPERATION 


CB1 OUTPUT 
SHIFT CLOCK 


pata LLL 22 XX XS XX _* LLL 
fe 


Shift in Under Control of External CB1 Clock (011) 

In mode 011 CB1 becomes an input. This allows an external device to load the shift register at its own pace. The 
shift register counter will interrupt the processor each time 8 bits have been shifted in. However, the shift register 
counter does not stop the shifting operation; it acts simply as a pulse counter. Reading or writing the Shift 
Register resets the Interrupt flag and initializes the SR counter to count another 8 pulses. 


Note that the data is shifted during the first system clock cycle following the positive-going edge of the CB1 shift 
pulse. For this reason, data must be held stable during the first full cycle following CB1 going high. 


2 


CB1 INPUT 1 2 3 4 8 
SHIFT CLOCK 


pata LLL LLU 2__ KL NUL LETTE? RL, 


| 
(a i ania i a aia aaa ere 


Figure 23. Shift Register Input Modes 
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Shift Out Free-Running at T2 Rate (100) 


Mode 100 is very similar to mode 101 in which the shifting rate is set by T2. However, in ‘mode 100 the SR Counter 
does not stop the shifting operation. Since the Shift Register bit 7 (SR7) is recirculated back into bit 0, the 8 bits 
loaded into the shift register will be clocked onto CB2 repetitively. In this mode the shift register counter is disabled. © 


2 


WRITE SR 
'’ OPERATION 


N+2 CYCLES N+2 CYCLES 


CB1 OUTPUT 
SHIFT CLOCK 


segue TMK XXX EK 


Shift Out Under Control! of T2 (101) 


In mode 101 the shift rate is controlled by T2 (as in the previous mode). However, with each read or write of the shift 
register the SR Counter is reset and 8 bits are shifted onto CB2. At the same time, 8 shift pulses are generated on CB1 
to control shifting in external devices. After the 8 shift pulses, the shifting is disabled, the SR Interrupt Flag is set and 
CB2 remains at the last Gate level. 


®, 
CLOCK | 
WRITE SR 
OPERATION 
N+2 CYCLES N+2 CYCLES 
! 
CB1 OUTPUT 4 2 3 
SHIFT CLOCK . 


DATA» NNN? 


Shift Out Under Control! of ¢2 (110) 
In mode 110, the shift rate is controlled by the o2 system clock. 


2 
CLOCK . 


{ {. : 
WRITE SR 
OPERATION 


CB1 OUTPUT Ay J aa 
SHIFT CLOCK ? re aes cae |e . u aan % 


c82 QUTPUT | MX) aco 


—senekemaseanecensenarsreace, Sl 


Shift Out Under Control of External CB1 Clock (111) 

In mode 111 shifting is controlled by pulses applied to the CB1 pin by an external device. The SR counter sets the SR 
Interrupt flag each time it counts 8 pulses but it does not disable the shifting function. Each time the microprocessor 
writes or reads the shift register, the SR Interrupt flag is reset and the SR counter is initialized to begin counting the 
next 8 shift pulses on pin CB1. After 8 shift pulses, the interrupt flag is set. ane microprocessor can then load the 
shift register with the next byte of data. 


WRITE SR 
OPERATION 


ore COX > 


Figure 24. Shift Register Output Modes 
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The Interrupt Flag Register (IFR) and Interrupt En- 
able Register (LER) are depicted in Figures 25 and 
26, respectively. 


The IF R may be read directly by the processor. In ad- 
dition, individual flag bits may be cleared by writing 
a “1” into the appropriate bit of the IFR. When the 
proper chip select and register signals are applied to 
the chip, the contents of this register are placed on 
the data bus. Bit 7 indicates the status of the |RQ out- 
put. This bit corresponds to the logic function: |RQ= 
IFR6xlER6+IFR5~x IER5+IFR4x IER4+IFR3~x 
1ER3 +1FR2x 1/ER2+1FR1x IER1 + IFROx JERO. 
Note: X = logic AND, + = Logic OR. 


The tFR bit 7 is not a flag. Therefore, this bit is not 
directly cleared by writing a logic 1 into it. It can 
only be cleared by clearing all the flags in the register 
or by disabling all the active interrupts as discussed 
in the next section. 


REG 13 — INTERRUPT FLAG REGISTER 


SET BY CLEARED BY 
CA2 ACTIVE EDGE READ OR WRITE 
REG 1 (ORA) 
CA1 ACTIVE EDGE READ OR WRITE 
REG 1 (ORA) 
COMPLETE 8 SHIFTS | READ OR WRITE 
SHIFT REG 


CB2 ACTIVE EDGE READ OR WRITE ORB 
DB1 ACTIVE EOGE READ OR WRITE ORB 


TIME-OUT OF T2 READ T2 LOW OR 
WRITE T2 HiGH 
ATIME-OUT OF T1 READ T1 LOW OR 
WRITE T1 HIGH 
ANY ENABLED CLEAR ALL 
INTERRUPT INTERRUPTS 


Figure 25. Interrupt Flag Register (IFR) 


For each interrupt flag in IF R, there is a correspond- 
ing bit in the Interrupt Enable Register. The system 
processor can set or clear selected bits in this register 
to facilitate controlling individual interrupts without 
affecting others. This is accomplished by writing to 
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address 1110 (IER address). If bit 7 of the data placed 
on the system data bus during this write operation is 
a 0, each 1 in bits 6 through 0 clears the correspond- 
ing bit in the Interrupt Enable Register. For each zero 
in bits 6 through 0, the corresponding bit is un- 
affected. 


Setting selected bits in the Interrupt Enable Register 
is accomplished by writing to the same address with 
bit 7 in the data word set to a logic 1. In this case, 
each 1 in bits 6 through 0 will set the corresponding 
bit. For each zero, the corresponding bit will be un- 
affected. This individual control of the setting and 
clearing operations allows very convenient control of 
the interrupts during system operation. 


In addition to setting and clearing IER bits, the pro- 
cessor can read the contents of this register by placing 
the proper address on the register select and chip 
select inputs with the R/W line high. Bit 7 will be 
read as a logic 0. | 


REG 14 — INTERRUPT ENABLE REGISTER 


CA2 
CA 


SHIFT REG 

CB2 0= INTERRUPT DISABLED 
CBI 1= INTERRUPT ENABLED 
TIMER 2 

TIMER 1 

SET/CLEAR 


NOTES: ; 

1. IF BIT 71S A “0”, THEN EACH “1” IN BITS 0- 6 DISABLES THE 
CORRESPONDING INTERRUPT. 

2.1F BIT 71S A 1", THEN EACH “1” IN BITS 0 - 6 ENABLES THE 
CORRESPONDING INTERRUPT. 

3. IF A READ OF THIS REGISTER IS DONE, BIT 7 WILL BE “0” AND 
ALL OTHER BITS WILL REFLECT THEIR ENABLE/DISABLE STATE. 


Figure 26. Interrupt Enable Register (IER) 
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PACKAGE OUTLINE 
, 10° max. 
21 { nega ae 
600 max. (15.87) 625 — 
(15.24 mm) (15.11) .595 
‘ ‘potorNotcH 7°] t 
TO LOCATE 
- PIN NO. 1 .155 max. 
| (3.93 mm) 
2.020 max. 
<————— .190 max. 
(51.30 mm) (4.82 mm) 
é 310 max. 
(7.87 mm) 
(1.65) .065 | 
a ao YP. 100 min. 
2.54 
a [[— (29) 222 aye ei 
— (.45) .018 : 010 min. 
(.25 mm) 


1.910 (48.51 mm) 
7.890 (48.00 mm) . 


19 EQUAL SPACES 
100 G TOL. NONCUM. : 
(2.54 mm) 


NOTE: Pin No. 1 is in lower left corner when 
symbolization is in normal orientation 
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- ORDERING INFORMATION 


Order Package Frequency 
Number Type Option 
SYP 6522 Plastic — 1 MHz 
SYP 6522A _s—~ Plastic 2 MHz 
SYC 6522 Ceramic 1 MHz 
SYC 6522A = Ceramic _ 2 MHz 
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PIN CONFIGURATION 
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RAM, |/O, Timer Array SY6532 
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The SY6532 is designed to operate in conjuction with the SY6500 Microprocessor Family. It is comprised of a 
128 x 8 static RAM, two software controlled 8 bit bi-directional data ports allowing direct interfacing between the 
microprocessor unit and peripheral devices, a software programmable interval timer with interrupt capable of timing in 
various intervals from 1 to 262,144 clock periods, and a programmable edge-detect interrupt circuit. 


8 bit bi-directional Data Bus for direct communication e Programmable Interval Timer 

with the microprocessor Programmable Interval Timer Interrupt 
Programmable edge-sensitive interrupt TTL & CMOS compatible peripheral lines 

128 x 8 static RAM | Peripheral pins with Direct Transistor Drive Capability 
Two 8 bit bi-directional data ports for interface to High Impedance Three-State Data Pins 

peripherals 

Two programmable I/O Peripheral Data Direction 

Registers 


Figure 1. 6532 BLOCK DIAGRAM 


PAO PA7 PBO PB7 
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REGISTER 
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OUTPUT PERIPHERAL PERIPHERAL ~ OUTPUT DIRECTION 
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128 x8 INTERRUPT 
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ADDRESS CHIP SELECT 
DECODER tOGIC 
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MAXIMUM RATINGS 


RATING SYMBOL VOLTAGE | © U: 


Supply Voltage 


Input/Output Voltage a ae ee ee 
Operating Temperature Range eae 


-—o1070 
Storage Temperature Range _ TstG. oe eke 


nett ag hs atv 
_ [Input Leakage Current; VIN = Vss +5V. 
AQ-A6, RS, R/W, RES, 02, CS1, CS2 = 
Input Leakage Current for High Impedance State — 
-. (Three State); VIN = .4V to 2.4V; D@-D7 
Input High Current; VIN = 2.4V 
PAQ-PA7, PBQ-PB7 
Input Low Current; VIN = .4V 
PAQ-PA7, PB@-PB7 
Output High Voltage 
Vcc = MIN, ILOAD <-100uA (PAQ-PA7, PBO-PB7, D¢- D7) 
~ ILOAD< 3MA CHE!) 
Output Low Voltage 
Vcc = MIN, ILOAD S1.6MA 
Output High Current (Sourcing); 
- VOH = 2.4V (PAQ-PA7, PBQ-PB7, D@-D7) 
2 1.5V Available for direct transistor 
drive (PBQ-PB7) 


‘Outpt Low Curent (Sinking); YoLS < 4V 


- Input Capacitance nt 
Output Capacitance got 
Crepes eee 


All inputs contain protection circuitry to prevent damage due to high static charges. Care should be exercised to Bie. 
vent unnecessary application of voltage outside the specification range. 
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WRITE TIMING CHARACTERISTICS 


| TcYc 


TR | Tc TF 
2.4V 
CLOCK INPUT 
; 0.4V 
Twcw 
2.4V 
R/w 
0.8V 0.4V 
TACW 
2.4V 
, 2.0V 
ADDRESS y, ar 
<—9— THW 
a 2.4V 
DATA BUS Ce 
; : | 0.4V 
c Vcc -30% 
2.4V 
PERIPHERAL 4 2.0V 
DATA 0.8V 
, 0.4V 
TCMOS 
READ TIMING CHARACTERISTICS 
eee 2.4V 2.4V 
K INPUT ‘a 


2.0V ~96 
R/w | a ae 
TWCR AN 
em! TACR . 


2.4V 
a 2.0V 
ADDRESS a. 


0.4V 
TPCR — [| | 
2.4V 
PERIPHERAL 2.0V 
DATA N oosv 


0.4V 
TCDR 
oP, 2.4V 
DATA BUS 4a > 
0.8V : 0.4V 
TIC 
2.4V 
0.4V 


sv65s2 


WRITE TIMING CHARACTERISTICS 


| CHARACTERISTIC _ | SYMBOL] MIN. | TYP.| MAX.| UNIT | 


ne ee 
| Rise &FallTimes 0 TRF 


Address valid before positive transition of clock 


Data Bus valid before negative transition of clock TDCW | NS | 


Data Bus Hold Time ; | THW 
Peripheral data valid after negative transition of clock 


Peripheral data valid after negative transition of clock driving CMOS 
(Level = Vcc = 30%) | 


READ TIMING CHARACTERISTICS 


CHARACTERISTIC. __ | symBor| min. | 


UNIT 
R/W valid after positive transition of clock | | TWCR | 180 | | Ns | 
Address valid before positive transition of clock . | a 


TF 
TecR [300[ |_| xs_| 

a 

Beal 


ae 
Data Bus Hold Time — 
IRQ (Interval Timer Interrupt) valid before positive transition of clock za 200 ae 


Loading = 30 pf+1 TTLload for PAQ-PA7, PBQ@-PB7 
= 130 pf + 1 TTLload for D@-D7 


INTERFACE SIGNAL DESCRIPTION 


Reset (RES) | 

During system initialization a Logic “‘0”’ on the RES input will cause a zeroing of all four I/O registers. This in turn 
will cause all I/O buses to act as inputs thus protecting external components from possible damage and erroneous data 
while the system is being configured under software control. The Data Bus Buffers are put into an OFF-STATE during 
Reset. Interrupt capability is disabled with the RES signal. The RES signal must be held low for at least one clock 
period when reset is required. | Oo ) | 

Input Clock | | | 

The input clock is a system Phase Two clock which can be either a low level clock (V IL < 0.4, Vi > 2.4) or high 
level clock (VIL, < 0.2, Vip = Vcc ie ). 


Read/Write (R/W) 


The R/W signal is supplied by the microprocessor array and is used to control the transfer of data to and from the 
microprocessor array and the SY6532. A high on the R/W pin allows the processor to read (with proper addressing) 
the data supplied by the SY6532. A low on the R/W pin allows a write (with proper addressing) to the SY6532. 


Interrupt Request (IRQ) 


The IRQ pin is an interrupt pin from the interrupt control logic. It will be normally high with a low indicating an 
interrupt from the SY6532. IRQ is an open-drain output, permitting several units to be wire-or’ed to the common IRQ 
microprocessor input pin. The IRQ pin may be activated by a transition on PA7 or timeout of the interval timer. 


Data Bus (D0-D7) 


The SY6532 has eight bi-directional data pins (DO-D7): These pins connect to the system’s data lines and allow transfer 
of data to and from the microprocessor array. The output buffers remain in the off state except when a Read operation 
occurs. 


SY6532 


Peripheral Data Ports 


The SY6532 has 16 pins available for peripheral I/O operations. Each pin is individually programmable to act as either 
an input or an output. The 16 pins are divided into two 8-bit ports, PAO-PA7 and PBO-PB7. PA7 may also function 

as an interrupt input pin. This feature is described in another section. The pins are set up as an input by writing a 

“QO” into the corresponding bit of the data direction register. A “1” into the data direction register will cause its 
corresponding bit to be an output. When in the input mode, the peripheral output buffers are in the ‘“‘1” state and a 
pull-up device acts as less than one TTL load to the peripheral data lines. On a Read operation, the microprocessor unit 
reads the peripheral pin. When the peripheral device gets information from the SY6532 it receives data stored in the 
data register. The microprocessor will read correct information if the peripheral lines are greater than 2.4 volts for a “1” 
and less than 0.4 volts for a “‘O”’ as the peripheral pins are all TTL compatible. Pins PBO-PB7 are also capable of 
sourcing 3 ma at 1.5 v thus making them capable of direct transistor drive. 


Address Lines (A0-A6) 


There are 7 address pins. In addition to these, there is the RS pin. The above pins, AO-A6 and RS, are always used as 
addressing pins. There are 2 additional pins which are used as CHIP SELECTS. They are pins CS1 and CS2. 


INTERNAL ORGANIZATION 


A block diagram of the internal architecture is shown in Figure 1. The SY6532 is divided into four basic sections: 
RAM, I/O, Timer, and Interrupt Control. The RAM interfaces directly with the microprocessor through the system 
data bus and address lines. The I/O section consists of two 8-bit halves. Each half contains a Data Direction Register 
(DDR) and an I/O register. 

RAM 128 Bytes (1024 Bits) 


A 128 x 8 static RAM is contained on the SY6532. It is addressed by AO-A6 (Byte Select), RS, CS1, and CS2. 
Internal Peripheral Registers 


There are four 8-bit internal registers: two data direction registers and two output registers. The two data direction 
registers (A side and B side) control the direction of data into and out of the peripheral I/O pins. A logic zero in a bit 
of the data direction register (DDRA and DDRB) causes the corresponding pin of the I/O port to act as an input. A 
logic one causes the corresponding pin to act as an output. The voltage on any pin programmed as an output is deter- 
mined by the corresponding bit in the output register (ORA and ORB). 


Data is read directly from the PA pins during a peripheral read operation. Thus, for a PA pin programmed as an output, 
the data transferred into the processor will be the same as the data in the ORA only if the voltage on the pin is allowed 
to be 2 2.4 volts for a logic one and <0 4 volts for a zero. If the loading on the pin does not allow this, then the data 
resulting from the read operation may not match the contents of ORA. 


The output buffers for the PB pins are somewhat different from the PA buffers. The PB buffers are push-pull devices 
which are capable of sourcing 3ma at 1.5 volts. This allows for these pins to directly drive transistor circuits. To assure 
that the processor will read the proper data when performing a peripheral read operation, logic is provided in the 
peripheral B port to permit the processor to read the contents of ORB, instead of the PB pins as is the case for the 

PA port. 


interval Timer 


The timer section of the SY6532 contains three basic parts: preliminary divide down register, programmable 8-bit 
register and interrupt logic. These are illustrated in Figure 2. 


The interval. timer can be programmed to count up to 256 time intervals. Each time ifiterwal’e can be either 1T, 8T, 

64T of 1024T. ificrements, where T is the system clock period. When a full count is reached, and interrupt flag is set to 
a logic: *T*"After the interrupt flag is set the internal clock begins counting down to a maximum of -255T. Thus, after 
the interrupt flag is set, a Read of the timer will tell how long since the flag was set up to a maximum of 255T. 


The 8-bit system Data Bus is used to transfer data to and from the Interval Timer. If a count of 52 time intervals were 
to be counted, the pattern 0 0 1 1 0 1 0 0 would be put on the Data Bus and written into the Interval Time register. 


o 


At the same time that data is being written to the Interval Timer, the counting intervals of 1,8, 64, 1024T are decoded 
from address lines AO and Al. During a Read or Write operation address line A3 controls the interrupt capability of — 
IRQ, ie., A3 = 1 enables IRQ, A3 = 0 disables IRQ. In either case, when timeout occurs, bit 7 of the Interrupt Flag 
Register is set. This flag is cleared when the Timer register is either read from or written to by the processor. If IRQ is 
enabled by A3 and an interrupt occurs IRQ will go low. When the timer is read prior to the interrupt flag being set, the 
number of time intervals remaining will be read, ie. , 51, 50, 49, etc. 


When the timer has counted down to0000000 0 on the next count time an interrupt will occur rand the counter 
will read 1 1 111111. After interrupt, the timer register decrements at a divide by “1” rate of the system clock. 

If after interrupt, the timer is read and a value of 111001 0 Ois read, the time since interrupt is 28T. The value read 
is in two’s complement. 


Value read =11100100 
Complement =00011011 


Add 1 — =00011100=28. 


Figure 2. BASIC ELEMENTS OF INTERVAL TIMER 


RW PAT AB D7 D6 DS D4 D3 D2 D1 DO RW OAT AO 


~_ INTERRUPT PROGRAMMABLE DIVIDE — 


CONTROL REGISTER 


62 


© 


DOWN 


D7 D6 D5 D4 D3 D2 D1 DO 


Thus, to arrive at the total elapsed time, merely do a two’s complement add to the original time written into the timer. 
Again, assume time written as 00 1 10 100 (52). With a divide by 8, total time to interrupt is (52 x 8) + 1 = 417T. 
Total elapsed time would be 416T + 28T = 444T, assuming the value read after interrupt was 1 1100100. 


After interrupt, whenever the timer is written or read the interrupt is reset. However, the reading of the timer at the 
same time the interrupt occurs will not reset the interrupt flag. : 


Figure 3 illustrates an example of interrupt. 


Figure 3. TIMER INTERRUPT TIMING 


© _ ®... © © © 


213 214 415 416 500 gf 501- 


WRITE T 


2 
rs) 


SY6532 


Lo 


SY6532 


1. Data written into interval timers is00110100=5239 4 Interrupt has occurred at 92 pulse #416 


2. Data in Intetval timer isO001100 1 = 2510 Data in Interval timer=11111111 
52- g -1=52-26-1=25 5. Data in Interval timer is 10101100 
ae re ee wt _ two’s complement is01010100=84)9_ 
. Data in Aey timer is 00000=0)9 84 + (52 x 8) = 50019 


S2- g -12=52-51-1=0 


When reading the timer after an interrupt, A3 should be low so as to disable the IRQ pin. This is done so as to avoid 
future interrupts until after another Write operation. 


Interrupt Flag Register 


The Interrupt Flag Register consists of two bits: the timer interrupt flag and the PA7 interrupt flag. When a read 
operation is performed on the Interrupt Flag Register, the bits are transferred to the processor on the data bus, as 
the diagram below, indicates. 


Figure 4. INTERRUPT FLAG REGISTER 
ee eee | 
| MW] 
‘0’ 


PA7 FLAG 
TIMER FLAG 

The PA7 flag is cleared when the Interrupt Flag Register is read. The timer flag is cleared when the timer register is 

either written or read. 


ADDRESSING 


Addressing of the SY6532 is accomplished by the 7 addressing pins, the RS pin and the two chip select pins CS1 and 
CS2. To address the RAM, CS1 must be high with CS2 and RS low. To address the I/O and Interval timer CS1 and RS 
must be high with CS2 low. As can be seen to access the chip CS1 is high and CS2 is low. To distinguish between 
RAM or I/O Timer the RS pin is used. When this pin is low the RAM is addressed, when high the I/O Interval timer 
section is addressed. To distinguish between timer and I/O address line A2 is utilized. When A2 is high the interval 
timer is accessed. When A2 is low the I/O section is addressed. Table 1 illustrates the chip addressing. 


Edge Sense Interrupt 

In addition to its use as a peripheral I/O line, the PA7 pin can function as an edge sensitive input. In this mode, an 
active transition on PA7 will set the internal interrupt flag (bit 6 of the Interrupt Flag napster): When this occurs, 
and providing the PA7 interrupt is enabled, the IRQ output will go low. 


Control of the PA7 edge detecting logic is accomplished by performing a write Spetation te to one of four addresses. 
The data lines for this operation are “don’t care”’ and the addresses to be used are found in Figure 4. 


The setting of the internal {nterrupt flag by an active transition on PA7 is aways enabled, no matter whether PA7 
is set up as an input or an output. 


The RES signal disables the PA7 interrupt and sets the active transition to the negative edge-detect state. During the 
reset operation, the interrupt flag may be set by a negative transition. It may, therefore, be necessary to clear the flag 
before its normal use as an edge detecting input is enabled. This can be achieved by reading the Interrupt Flag Register, 
as defined by Figure 4 immediately after reset. | 


1/O Register - Timer Addressing 


Table 1 illustrates the address decoding for the internal elements and timer programming. Address line A2 distin- 
quishes I/O registers from the timer. When A2 is low and RS is high, the I/O registers are addressed. Once the I/O 
registers are addressed, address lines Al and AO decode the desired register. 


When the timer is selected Al and AO decode the “divide-by”’ matrix. This decoding is defined in Table 1. In sddition: 
Address A3 is used to enable the interrupt flag to IRQ. 


OT 


SY6532 


Table 1 ADDRESSING DECODE 


OPERATION 
Write RAM 
Read RAM 
Write DDRA 
Read DDRA 
Write DDRB 
Read DDRB 
Write Output Reg A 
Read Output Reg A 
Write Output Reg B 
Read Output Reg B 
Write Timer 
a Wb 
+ 8T 
+ 64T 
+ 1024T 
Read Timer 
Read Interrupt Flag 
Write Edge Detect Control | pas 


—-=—= O© = ©O —_ © — OO —- ©. 
Hm OOK KF OC] | 


oo o Oo 0 6 ©: | 


NOTES: —= Don’t Care, “1” = High level (=2.4V), “0” = Low level (<0.4V) 


(a) A3 =0 to disable interrupt from timer to IRQ (c) AO = 0 for negative edge-detect 
A3 = | to enable interrupt from timer to IRQ. AO = 1 for positive edge-detect 


(b) Al =0 to disable interrupt from PA7 to IRQ 
Al = 1 to enable interrupt from PA7 to IRO 


PACKAGE OUTLINE ; | | . ~ PIN DESIGNATION 


10° max. 


(15.87) 625. 
(15.11) .595 


DOT OR NOTCH 600 max. 
TO LOCATE (15.24 mm) 
PIN NO. 1 


1 20 t 


os .155 max. 

ie is 

: -190 max. 
“" mm) — 


310 max. 
(7.87 mm) 


(1.65) .065 E 
(1.01) 040 TYP: I — 100 min. 


(2.54 mm) 

(.55) .022 
(45) 018 TYP-—>]I<—- 010 min. 
1.910 (48.51 mm) (.25 mm) 


1.890 (48.00 mm) 


~ 19 EQUAL SPACES 
100 G TOL. NONCUM. 
(2.54 mm) 


NOTE: Pin No. 1 is in lower left corner when 
symbolization is in normal orientation 
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SY2114 RAM DATA SHEET 


1024x4 Static Random 


SY2114 
Access Memory a 


MEMORY 
PRODUCTS 


Synerick 


INCORPORATED 


SEPTEMBER 1978 


200 ns Maximum Access 

Low Operating Power Dissipation 
0.1 mW/Bit 

No Clocks or Strobes Required 
Identical Cycle and Access Times 
Single +5V Supply 


The SY2114 is a 4096-Bit static Random Access 
Memory organized 1024 words by 4-bits and is fabri- 
cated using Synertek’s N-channel Silicon-Gate MOS 
technology. It is designed using fully DC stable (static) 
circuitry in both the memory array and the decoding 
and therefore requires no clock or refreshing to 
operate. Address setup times are not required and 
the data is read out nondestructively with the same 
polarity as the input data. Common Input/Output 
pins are provided to simplify design of the bus oriented 
systems, and can drive 1 TTL load. 


PIN CONFIGURATION 


ORDERING INFORMATION 


| Supply 
Order Package Access Current 
Number Type Time (Max) Range 


Temperature 


O°C to 70°C 
O°C to 70°C 
0°C to 70°C 
O°C to 70°C 
0°C to 70°C 
0°C to 70°C 
0°C to 70°C 
O°C to 70°C 
0°C to 70°C 
O°C to 70°C 
0°C to 70°C 
O°C to 70°C 


SYC2114 Ceramic 450nsec 100mA 
SYP2114 Molded 450nsec 100mA 
SYC21143 Ceramic 300nsec 100mA 
SYP2114-3 Mo!ded 300nsec 100mMA 
SYC2114L Ceramic 450nsec 70mA 
SYP2114L Moided 450nsec 7O0mA 
SYC2114L-3 Ceramic 300nsec 70mA 
SYP2114L-3 Molded 300nsec 70mA 
SYC21142 Ceramic 200nsec 100mMA 
SYP2114-2 Molded 200nsec 100mA 
SYC2114L-2 Ceramic 200nsec 70mA 
SYP2114L-2 Molded 200nsec 7OmMA 


@ Totally TTL Compatible: 
All Inputs, Outputs, and Power Supply 
Common Data !/O 
400 mv Noise Immunity 
High Density 18 Pin Package 


The SY2114 is designed for memory applications 
where high performance, low cost, large bit storage, 
and simple interfacing are important design objectives. 
It is totally TTL compatible in all respects: inputs, 
outputs, and the single +5V supply. A separate Chip 
Select (CS) input allows easy selection of an individ- 
ual device when outputs are or-tied. : 
The SY2114 is packaged in an 18-pin DIP for the 
highest possible density and is fabricated with N- 
channel, lon Implanted, Silicon-Gate technology — a 
technology providing excellent performance charac- 
teristics as well as improved protection against con- 
tamination. 


BLOCK DIAGRAM 


MEMORY ARRAY | 
64 ROWS 
64 COLUMNS 


s COLUMN 
H/o circuits 


COLUMN SELECT 
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ABSOLUTE MAXIMUM RATINGS — COMMENT 


Temperature Under Bias - 10°C to 80°C Stresses above those listed under ‘Absolute Maximum Rat- 
_. Storage Temperature —65°C to 150°C ings’ may cause permanent damage to the device. This isa 
. Voltage on Any Pin with : stress rating only and functional operation of the device at 

| Respect to Ground —0.5V to +7 V these or any other conditions above those indicated in the 7 


earn operational sections of this specification is not implied. 
Power Dissipation 1.0W e p Bais 


D.C. CHARACTERISTICS Ta = 0°C to +70°C, Voc = 5V # 5% (Unless otherwise specified) 


2114-2 | 2114L-2 | 
2114-3,2114 |2114L.2114L-3 | 
Symbol Parameter | Min | Max | Min | Max Unit | Conditions 


Iot Input Load Current VIN = 0 to 5.25V 
(All input pins) 
ILO 1/O Leakage Current 3 CS = 2.0V, 
| V1/0 = 0.4V to Vcc 
Icc1 Power Supply Current | Vcc = 5.25V, l1/9 =O mA, 
4 : | TA=25°C | 
Icc2 Power Supply Current Vcc = 5.25V, 11/9 =O mA, 
| TA=0°C 
VIL Input Low Voltage | 
VIH Input High Voltage 
VOL Output Low Voltage 4A ; lIOL = 3.2 mA 
VOH Output High Voltage Ae. 1IOH = -1.0 mA 


CAPACITANCE Ta = 25°C, f = 1.0 MHz 


_ Input/Output Capacitance 
Input Capacitance 


NOTE: This parameter is periodically sampled and not 100% tested. 
A.C. CHARACTERISTICS Ta =0°C to 70°C, Vcc = 5V +5% (Unless Otherwise Specified) 


| 2114-2,2114L-2 12114-3,2114L-3] 2114,2114L 
__tarameter [in [on in | a. [i [ | 


Symbol 


Read Cycle 
tre Read Cycle Time nsec 
ta Access Time nsec 
tco Chip Select to Output Valid nsec 
tex Chip Select to Output Enabled nsec 
toTtp Chip Deselect to Output Off nsec 
toHA Output Hold From Address Change nsec 

Write Cycle 
twe Write Cycle Time nsec 
taw Address to Write Setup Time nsec 
tw Write Pulse Width nsec 
twrR Write Release Time nsec 
totw Write to Output Off nsec 
| Data to Write Overlap nsec 


Data Hold 


A.C. Test Conditions , a | — 
Input Pulse Levels...... a a ee eee Patra! doin eit ee Sa Sie adetis abn eres RS wale Var shines beans eae 0.8V to 2.0V 
IpUcRiserane: Fal IMG: sce: o's whe, a alee € sends eae Se Mi ceca tne Sr ea Rearastish ae at Where oie ere eo Qceeinesbts 10 n sec 
Timing Measurement Levels: Input ........ 0. ccc eee ee ee eee eee eee eens 1.5V 
OUT BUT 243.2 See a EN ACh eee a ee avd Sa ae ae 0.8 and 2.0V 
OUTpGE OG: i. soe. 2. aa eee. daa Sl oe oS. 4 ee ee EOE ee 1TTL Gate and 100pF 


wy) 


TIMING DIAGRAMS 


Read Cycle © 


SY2114 


ANDRESS 


SSRIS 


CS QRS £5252 QS 


ex 
S55 
32552525260 


Ce then thea 


Dout 


Write Cycle 


—_— twe 


ADDRESS 


COU OOOL4 
RRA, 
R552} 


x A AV AT A AY 


oO 
~Y 
©, 


OG 


—— totw 


taw 
OSS SD) 


Diny 


NOTES: 


@) WE is high for a Read Cycle 


—=—— twrR 


OOO OO OOO 00,0, 00,0 OO 
2 >, S82 0, £5 RX 6,0, 0, 


BSS RRR RRS 


PY YO aaa a 


POO ORO 
KRXXKKXM “y OOL55 LoS 


oO) tw is measured from the latter of CS or WE going tow to the earlier of CS or WE going high. 


DATA STORAGE 


When WE is high, the data input buffers are inhibited 
to prevent erroneous data from being written into 
the array. As long as WE remains high, the data stored 
cannot be affected by the Address, Chip Select, or 
Data 1/O logic levels or timing transitions. 

Data storage also cannot be affected by WE, Addresses, 
or the I/O ports as long as CS is high. Either CS or 
WE or both can prevent extraneous writing due to 
signal transitions. 

Data within the array can only be changed during 
Write time — defined as the overlap of CS low and 


WE low. The addresses must be properly established 
during the entire Write time plus twrR 


Internal delays are such that address decoding prop- 
agates ahead of data inputs and therefore no address 
setup time is required. If the Write time precedes the 
addresses, the data in previously addressed locations, 


‘or some other location, may be changed. Addresses 


must remain stable for the entire Write cycle but the 
Data Inputs may change. The data which is stable 
for tpw at the end of the Write time will be written 
into the addressed location. 
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TYPICAL CHARACTERISTICS 


SUPPLY CURRENT 


SUPPLY CURRENT 
VS VOLTAGE 


ACCESS TIME VS 
VS TEMPERATURE | VOLTAGE 


300 | 


250 
Z - 
< = € 200 
= ae 
O - 
2 
150 
100 
4.0 
Ta (°C) 
ACCESS TIME VS INPUT VOLTAGE LIMITS ACCESS TIME VS 
TEMPERATURE vs TEMPERATURE = CAPACITIVE LOAD 
3 3 
= 2 
$ = 


Vin (V) 


0 100 200 300 400 500 600 
Cy (pF) 


PACKAGE DIAGRAM 


CERAMIC PACKAGE 


MOLDED PACKAGE 


PIN NO. 1 
IDENT. 


PIN NO. 1 
IDENT. 


(.065) 
(1040) J c | 


(.120) I (.015) 


i (020) (.320) 

“(290)” 
(. 110) (.021) 

(090) (015) 
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APPENDIX M 


VERSION I.1 MONITOR ENHANCEMENTS 


SY1.1, the second release of the SUPERMON monitor program, includes several enhance- 
ments and fixes to SY1.0. 


All entry point addresses in the main monitor program remain unchanged from version 
SY1.0. In the cassette routines, however, only LOADT and DUMPT can be relied upon 
to be at the old addresses. 


The most useful enhancements come in the cassette software. First, the high speed 
tape leader time is now variable. It can be changed by modifying location TAPDEL, 
A630. TAPDEL is interpreted in units of 1.5 seconds of SYNC characters. 


While reading a cassette file, its file ID will be displayed in non-decoded form on the 
leftmost LED. The display may be interpreted as follows: 


where the numbers alongside the segments indicate the binary bit which corresponds 
to that segment. 


Example: File 01 

File 02 

File 54 

File FE 

File 03 
During the SYNC search (while the "S." is lit on the display), the tape load operation 
may be interrupted by depressing the CR button on the hex keypad and Pe off 


the recorder. The message Er 8C will be displayed. 


The high speed write waveform is now variable. For information on using this feature, 
see technical note #72-SSC. ; 


The error count after a paper tape load operation is displayed. The first digit of the 
error number indicates the number of invalid characters of checksums encountered in 
the tape, and the second digit indicates the number of memory errors (invalid readbacks), 
In each case, the digit 'F' indicates greater than or equal to 15 errors. 


APPENDIX N 
SYM 1/0 SOFTWARE 


Using the SYM's character I/O routines in your software is easy and provides great 
flexibility. 


The I/O devices to be discussed are: 


- CRT An RS-232 serial ASCII terminal 

- TTY A 20mA loop serial ASCII device 

- HKB The 25 key ASCII keyboard on the SYM 

- DSP The 6 digit 7 segment ASCII display on the SYM 
- SCP The oscilloscope driver circuitry on the SYM 

- UIN A user provided special input device 

- UOUT A user provided special output device 


The software modules are: 


- VEC | I/O Vectors in Monitor RAM 

- TIO Serial Terminal drivers in ROM 

- HDOUT, HKEY HKB and DSP Drivers in ROM 

- SCD SCP drivers in RAM 

- INCHR, OUTCHR Character I/O subroutines in ROM 
- UIO User I/O drivers in RAM 


- MON The monitor program itself, 
| exclusive of I/O 


The easiest to use method of CHAR I/O is used by MON, this method is explained 
first. 


Whenever the monitor wants to output a character, it places the ASCII value of the 
character in A and calls OUTCHR. The character is output and monitor resumes. 
That character may have gone out to a CRT, TTY, or both, DSP, SCP, or UOUT. 


The vector OUTVEC controlled which device received the output by containing the 
address of the driver for the receiving device. If the output device is a CRT or TTY, 
then OUTVEC contains the address of ("points to") a driver called TOUT (Terminal 
OUT). When the DSP is the output device, OUTVEC points to HDOUT. The decision 
of which output driver to point to is made initially by monitor at sign on time. If, 
after RESET, a key on HKB is pressed, OUTVEC is left pointing to HDOUT (and INVEC 
pointing to HKEY). If a "1" or "Q" is pressed on the CRT, then OUTVEC is loaded 
with the address of TOUT. The I/O Vectors will not be changed again until RESET 
or the user loads them himself. If you wish to output characters to the device that 
you signed in on, then place the character in A and JSR to OUTCHR. Output will 
be disabled if the OUTPUT DISABLE FLAG (bit 6 of TECHO) is set. 


When monitor needs to input a character, it calls INCHR. Control is vectored thru 
INVEC so that input is obtained from the device, CRT or HKB, that was signed in 
on. Several things occur to the character as it is being input. If it is lower case 
alphabetic, it is changed to upper case. Bit 7 is cleared. If the character is Control 
0, ASCII ~F, then the OUTPUT DISABLE FLAG is toggled, and another character is 
obtained. The ASCII CHAR is returned in A. Both INCHR and OUTCHR are transparent 
to the X and Y registers. 


When you connect a UIN or UOUT to the SYM, you must also write the I/O driver 
for it. If UIN is an unencoded keyboard, for instance, you must connect it to a 6522 
VIA's I/O ports, and write the driver that will configure the VIA, scan the keys, 
debounce them, and return the ASCII character in A. To use this UIN, sign in on 
HKB or CRT, then change INVEC to point to the UIN input driver subroutine. The 
MON command SD is provided for this purpose. Now whenever MON or BASIC or a 
user program calls INCHR, the character will be obtained from UIN. Similarly, if the 
output device is to be an. oscilloscope, then the scope driver subroutine provided in 
this. manual should be installed in RAM and OUTVEC (if necessary) and SCNVEC should 
be pointed to this SUbrOUrines All characters sent to eres will appear on the 
scope. | 


While HKB and DSP are in use, the following vectors are meee INVEC, OUTVEC, 
INSVEC (points to the routine that checks the input device for a BREAK condition), 


and SCNVEC (lights up the display, or oscilloscope, etc. while Sees for an input 
key). | 


By vectoring the I/O on the SYM, any I/O devices can be used by all the software by 
calling INCHR and OUTCHR. If you wish to input lower case letters, then JSR INVEC 
directly or duplicate the code in bytes 8A1B thru 8A40 in RAM and change bytes 8A23 
thru 8A2C to NOP's. Note that placing I/O routines in RAM can cause difficulties 
during Trace or Debug because the 1/0 routine used to print the Trace ney itself get 
traced. 


If your software needs special capability, you may choose to call MON I/O subroutines 
directly. For instance, lighting up the DSP to do a "video" game like ping-pong requires 
that. you display some patterns that may not have ASCII equivalents. In this case the 
six locations of DISBUF should be poked to display the desired pattern and SCAND - 
repeatedly called to light up the display. The subroutine ACCESS can be called to 
unwrite-protect the MON RAM. To control the game the HKB keys "4" and "CR" are 
especially useful. The subroutines KYSTAT and LRNKEY will tell you whether any 
key is down or not, and if so, which key is down, in ASCII. When an oscilloscope is 
used for output, the subroutine TEXT can do the pook«eepIng for RESP ING. the last 32 
CHARS in SCPBUF ready for use. | 


Since all character I/O on the SYM can be in ASCII, even with the HKB and DSP, 
your software can use the HKB and DSP, CRT, TTY, SCP, or special I/O devices, 
without having to be rewritten. MON, for instance, doesn't even know" whether the 
HKB and DSP or a CRT are being used for /O. | | 


If you have used other systems, maybe the KIM, for instance, some diftereness Scud 
be apparent. More I/O- capability exists on the SYM than is typical. While no two 
systems handle I/O alike, most of the I/O routines accomplish the same task. In the 
KIM, the display can be lighted with hexadecimal characters, alas with no decimal 
points, by storing the hex in three bytes 00F9, OOFA, and OOFB. In the SYM the same 
thing. is done by calling OUTBYT three times with the hex bytes in A. Or call 
OUTCHR up to 6 times, or store the 7 segment codes in DISBUF. To get a keycode 
from the HKB use: _ HKEY, GETKEY, GK, LRNKEY, and/or KYSTAT. Note that if 
you call GK, not only is the ASCII code returned in-A, but X contains a "key code". 
The key codes for 0 thru F are ~ thru @F, .the hex nibble. equivalents, very handy. 
Since MON is 85% subroutines, the potential to save time and code by calling MON | 
subroutines is unusually large. The program listing in the back of the manual provides 
the details of how all subroutines work. ~ | , 


SUPERMON FROGRAM....+-PAGE 0001 


LINE 


0002 
0003 
0004 
0005 


# LOC 


0000 
0000 
0000 
0000 
0000 
A600 
A620 
A&20 
A630 
ASS1 
Ab32 
A633 
A634 
ASSS 
Ab36 
AbS7 
A638 
AS&SY 
A&S3A 
ASSE 
A6b3C 
ASSL 
ASGSE 
AGSE 
AGS SF 
ASAD 
AGb4S 
A646 
A649 
A&é4A 
A&é4A 
AGb4A 
AGbA4A 
ASb4A 
ASAE 
AGb4C 
Ab64D 
AG4E 
A&4F 
ASSO 
A651 
AbS2 
AbS3 
ASbSS 
A654 
A654 
AbSS 
ASSS 
A657 
A&S8 
ASS? 
AES? 
AEBS? 
AbS9? 
AbSA 


CONE 


SUPERMON Monitor Listing 


COPYRIGHT 1979 SYNERTEK SYSTEMS CORFORATION 


4/13/79 


"SY¥1-1° 

9SYS RAM CECHOED AT TOF OF MEM) 
s;SCOPE BUFFER LAST 32 CHRS 
sNEFAULT BLK FILLS STARTING HERE 
3 BJUMFS - ABS ADDRe LO HI ORDER 
sHS TAPE DELAY 

#KIM TAPE READ BOUNDARY 
7HS TAFE READ BOUNDARY 
sRAM SCRATCH LOCS 3-F 


gHS TAFE 172 BIT TIME 


¢HS TAPE 1/72 BIT TIME 


yDISPLAY BUFFER 


yRIGHT MOST DIGIT OF DISPLAY 
yNOT USED | 
SNUMBER OF FARMS RECEIVED 


LO HI ORDER 
TO EXECUTE BLOCKS 


7PAD BRITS FOR CARRIAGE RETURN 
S;SPEED BYTE FOR TERMINAL I/0 
y ERROR COUNT (MAX $FF) 


= ECHO /NO ECHO» BIT 6 = CTL Q TOGGLE SW 


LINE 
; 
OKO 
OOK 
;KKKKK VERSION 2 
K=$A600 
SCERUF *=*+$20 
RAM =K 
JTABLE *=*+4+$10 
TAPLIEL *=xX+1 
KMBDRY k=K+1 
HSBDRY x=k+1 
SCR3 k= K+1 
SCR4 X= K+1 
TAPETL *=*+1 
SCR6 X= K+4 
SCR7 k= K+4 
SCRA X= K+4 
SCR k= K+4 
SCRA k= k+1 
SCRE  X=X+1 
TAPET2 *=x+1 
SCRE | -k=*4+4 
RC =SCRI 
SCRE  *=K+1 
SCRF = - k= X+4 
DISBUF X=*+5 
RDIG  *=k+t1 
K=K+3 
FARNR x=k+1 
ys 
; 3 16 BIT FARMS» 
; PASSED 
g 
PSL. K=K+1 
FSH K=K+1 
POL K=K+1 
OH K=K+1 
Paik K=K+1 
PAH K=2K+4 
PADBIT *=x+1 
SDBYT x=x+4 
ERCNT *=xk+1 
; BIT 
TECHO  *=*+4+4 
; BIT7 =CRT IN» 
TOUTFL *=x+t1 
KGHFL k=xk+d 
TV k=K+1 
LSTCOM x=xk+4 
MAXRC  *=xX+1 
y 
; USER REG’S FOLLOW 
y 
FCLR  *=xk+1 
PCHR = *=k+1 


6 =TTY 


TERMINAL ECHO FLAG 

INy S = TTY OUT» 4 = CRT OUT 
sOUTFUT FLAGS 

*KEYBOARD SHIFT FLAG | 

9TRACE VELOCITY (O=SINGLE STEP) 
*STORE LAST MONITOR COMMAND 
gMAX REC LENGTH FOR MEM DUMP 


gFROG CTR 


SUPERMON PROGRAM. ....+FAGE 0002. 


LINE 


00357 
0058 
0059 
0060 


0061 - 


0062 


0063 


0064 
0065 
0066 
0067 
0068 
0049 
0070 
OO71 
0072 
0073 
0074 
0075 
0076 
0077 
0078 
0079 
0080 
0081 
0082 
0083 
0084 
0085 
0086 
0087 
0088 
0089 
0090 
QO0F1 
0092 
0093 
0094 
0095 


0096. 


0097 
0098 
0099 
0100 
O101 
0102 
0103 
0104 
0105 
0106 
0107 
0108 
0109 
0110 
O11 


# LOC 


ASSE 
A6SC 


A6SD 


ASSE 
AéSF 


A660. 
A660 


AGSO 


ASSO 


A663 


AGb66 
A659 
AS6C 
A6SF 
A672 
A672 
A672 
AG72 
Aé74 
A676 
A678 
A678 
A6é7A 
A&7A 
Ab7C 
ASb7E 
A6BO 
A680 


A480. 


A&80 
A480 
A6EBO 
A680 
A680 
A680 
AdS80 
A680 
A580 
AS80 
“R480 
B000 
8003 
8006 
8009 


800C | 


B800F 
S00F 
B00F 


800F 


BO10 
8011 
8012 
8013 
BO14 
8017 


CORE 


04 
19 


Ol 


PCR 


Pat “er Go sao 


LINE 


SR 
FR 


AR. 0 


YR 


ee 
JINVEC 


QUTVEC 


INSVEC. 


URSVEC 
URCVEC 
SCNVEC 


¥ 
¢ TRACE,» 


? 
EXEVEC 
TROVEC 
UBRKYVC 
UBRKYV 
UIRQYVC 
UTRQYV 
NMIVEC 
RSTVEC 
TRQVEC 

¥ 


a 


9 


31/0 REG 


FALIA 
PEDIA 


K=K+1 
K=oK+1 
mK of 
K=K-+ 1 
K=K+ 1 


aa pea 
3 I70 VECTORS FOLLOW 


K=eK+3 

=K+3 
KKB 
K=K+3 
X=K+3 
KK+S 


K=KED 
KEKE 
eID 
=UBRKVC 
K=K+EQ 
=UTRQVC 
KEK+2 
K=K+2 
KeK+2 


=$A400 OK 


ORSA=$ACOL 
DOIRSA=ORSA+F2 
ORIB=$A000 


¢ MONITOR MAINLINE 


MONITR 


WARM © 


-DDRLB=$A002 5 
=$A00C 


*= $8000 
MP 


MONENT 
GETCOM 
QISFAT 


mS OR 
JSR 


JSR ERMSG 


RQERK 


MP WARM 


PHP 

FHA 

TXA 

FHA 

TSX 

LUA $1049xX 
AND #410 


DEFINITION 


=#A402 1)! a2) 


sINIT:S» 


gSTACK 
9F LAGS. 


§AREG © 
9 XREG 


eYREG 


3IN CHAR 


FOUT CHAR 


9¥IN STATUS 


sUNRECOGNIZED SYNTAX VECTOR | 
a ace CMD/ERROR VECTOR | 
SCAN ON~ BOARD DLTSPLAY 


INTERRUPT VECTORS 


EXEC CMD ALTERNATE INVEC 
S TRACE 


$USER BRK AFTER MONITOR 
FUSER NON-BRK IRQ AFTER MONITOR 


NMI 


yRESET 
yIKRQ 


*KEYROARD/DISFLAY 
¥SERTAL 1/0 

*WFy DRONy DBOFF 

SATA DIRECTION FOR SAME 


3 POR/TAPE REMOTE 


CLO, GET ACCESS 
3GET COMMAND + FARMS (0-3) 
SDISFATCH CMD,FARMS TO EXEC 
sUISF ER MSG IF CARRY SET 
AND CONTINUE 


BLKS 


TRACE AND INTERRUPT ROUTINES 


“FIRG OR BRK ? 


sFPICK UP FLAGS. 


oN 


SUPERMON FROGRAM..+++-+F AGE 0003 


LINE # LOC CODE LINE 

0112 8019 FO 07 | REQ DETIRG 

0113 801B 68 DETBRK FLA SBRK 

0114 801C AA TAX 

0115 801D 68 PLA 

0116 S801E 28 PLP 

O117 SO1F 6C Fé FF JMP ($F FF6) 

0118 8022 68 DETIRG FLA ;IRQ (NON BRK) 
0119 9023 AA TAX 

0120 8024 68 PLA 

O121 9025 28 PLP 

0122 9026 6C F8 FF JMP ($F FFS) 

0123 8029 20 86 BB SVIRQ JSR ACCESS SSAVE REGS AND DIGPLAY CODE 
0124 8020 38 SEC 

0125 8020 20 64 80 JSR SAVINT 

0126 9030 A? 31 LOA #4 

0127 8032 4C 53 80 JME IDISF 

0128 8035 08 USRENT FHF sUSER ENTRY 
0129 8034 20 86 SR JSR ACCESS 

0130 8039 38 SEC 

0131 803A 20 64 80 JGR SAVINT 

0132 9030 EE 59 A6 INC FCLR 

0133 8040 20 03 BNE x+5 

0134 8042 EE SA AS INC PCHR 

O135 9045 A? 33 LOA #3 

0136 9047 4€ 53 80 JMP IDIS 

0137 804A 20 86 SR SVBRK JSR ACCESS 

0138 804n 18 CLC 

0139 804E 20 64 80 JSR SAVINT J 
0140 8051 AX 30 LOA #0 

0141 8053 ; INTRFT CODES © = BRK 

0142 8053 ; 1 = IRQ 

0143 8053 ; 2 = NMI 

0144 9053 ; 3 = USER ENTRY 
0145 8053 48 IDISF FHA SOUT PC, INTRPT CODE (FROM AD 
0146 8054 20 D3 80 JSR UBOFF SSTOP NMI‘S 
0147 8057 20 4D 83 JSR CRLF 

0148 805A 20 37 83 JSR OPCCOM 

0149 g805D 68 PLA 

0150 S05E 20 47 8A JSR OUTCHR 

0151 8061 4C 03 80 MF WARM 

0152 8064 8D SD Ab SAVINT STA AR ;SAVE USER REGS AFTER INTRFT 
0153 8067 8E SE Aé STX XR 

0154 806A 8C SF Aé STY YR 

0155 806D BA TSX 

0156 806E D8 | CLO 

0157 806F BD 04 O41 LUA $1049X 

0158 98072 69 FF ALC #$FF 

0159 8074 80 59 Ab STA PCLR 

6160 98077 BD OS 01 LDA $105 "XxX 

0161 807A 69 FF ALC #$FF 

0162 807C 8D SA AS STA FPCHR 

0163 SO7F BD 03 O1 LDA $103%X 

0164 8082 8D 5C AG STA FR 

0165 9085 BD 02 01 LUA $102%X 


0166 8088 9© 05 O1 STA $1059X 


SUFERMON FROGRAM...+++FPAGE 0004 


LINE # LOC COLE LINE 
0167 SO0SB ED O1 O11. | LOA $1019X 
0168 S08E 90 04 OL © STA $1045xX 
O169 8091 ES | «NX 
0170 8092 ES TNX 
0171 8093 ES TNX 
0172 8094 9A a : TXS | 
0173 8095 £8 Oo oe INX 
0174 8096 E8 TNX 
0175 8097 SE SE AG STX SR 
0176 809A 60 RTS 
0177 8098 20 864 8B SYUNMI JSR ACCESS ©  $TRACE IF TV NE O 
0178 B09E 38 os SEC Be hs a 
0179 B809F 20 64 BO JSR SAVINT © 9° 
0180 80A2 20 3 80 JSR DBOFF STOP NME/’S 
0181 S80A5 Al 5é& AG | LA TY pokes 
O182 S80A8S TO 05 BNE TVNZ 
018% B80AA AD 32. 7 LIA #°2 
0184 S80AC 4C 53 80 © MP TDISP a 
0185 S80AF 20 37 83 ~TUNZ > JSR OFCCOM | *TRACE WITH DELAY 
0186 S0B2 AN 5D Ad” LIA AR 7 a | 
0187 SOBS 20 4A 83 JSR ORCRLF DTS SFLAY ACC 
0188 S80B8 20 SA 83. re JSR DELAY “eS 
0189 SOBRB 90 10 BCC TRACON — $8TOP IF KEY ENTERED 
0190 #8SOBD 4C 03 80 © JME WARM 
0191 80CO 20 846 8B TRCOFF JSR ACCESS sDISARLE NMIS 
0192 80C3 38 SEC 
0193 80C4 20 464 80 : JSR SAVINT 
0194 80C7 20 03 80 JSKk OBOFF . 
0195 80CA 6C 74 AS JMF (CTROVEC)  $3AND GO TO a hen TRACE 
01946 80chb 20 E4 BO TRACON JSF DBON SG ENARBLE NMI’ 
0197 sono 4C FO 83 JMF GOLENT+3 7AND RESUME ae WRITE FROT) 
0198 8003 AD 01 AC DROFF LOA ORZA SFPULSE DEBUG OFF 
0199 8006 29 DF AND #$DF 
0200 8008 09 10 © | ORA #$10 
—O201 800A 8 01 AC | STA ORZA | 
0202 800m AD O03 AC LOA DURA 
0203 80EO 09 30 ORA €$30.. 7 2 2 ee 
0204 S80E2 ho oF BNE DENEW-3 | FRELEAS 3E FLIF FLOF SO KEY WORKS 
0205 80E4 AD O01 AC DEON LIA ORZA $PULSE DERUG ON 
0206 B80E7 29 EF ANI #$EF 9° - 
0207 80E9 OF 20 wh ORA #$20 
0208 S0EB 8b 01 AC «STA ORSA 
0209 SO0EE AnD 03 AC LOA DLRZA 
0210 80F1 O99 30 _ 4 ORA #$30 
‘O211 80OF3 8b 03 AC | STA DORA. 3 
O212 S80F6 AL 03 AC DENEW LOA DORSA $RELEASE FLIP FLOF 
0213 80F9 29 CF AND #$CF a? : 
0214 SOFB 80 03 AC | STA DDIRZA - 
0215 S80FE 60 | RTS 
0216 8OFF -  § eo 
0217 SOFF $ GETCOM ~ GET COMMAND AND 0-3 FARMS | 
0218 S0OFF “ae og 7 ao - st 
0219 SOFF 20 41 83 GETCOM JSR CRLF ex 
0220 8102 AD 2E - ' LIA #%5 - 9 PROMPT 


0221 8104 20 47 BA JSR OUTCHR 


SUPERMON FPROGRAM...+++FAGE 0005 


LINE 


0222 
9223 
0224 
92235 
0226 
9227 
0228 
0229 
02390 
0231 
0232 
0233 
0234 
0235 
0236 
0237 
0238 
9239 
0240 
O241 
0242 
0243 
0244 
0245 
0244 
0247 
0248 
O249 
O250 
O201 

7 


252 
0252 
0252 
Q253 
O254 
0255 
0256 
0257 
0258 
—O259 
0260 
0261 
0262 
0263 
0264 
0269 
0266 
02467 
0268 
0269 
0270 
0271 
0272 
0273 
0274 


# LOC 


8107 
810A 
810C 
810E 
8110 
8112 
8114 
8114 
81146 
8118 
811A 
B811C 
81i1E 
8120 
8123 
8126 
8129 
812C 
812F 
8131 
8133 
8134 
8135 
8138 
8138 
8130 
B13E 
8141 
8143 
8145 
8147 
$148 
8149 
814A 
814A 
S14A 
814A 
814C 
S14E 
8151 
$154 
8156 
8159 


8iSB | 


8iSn 
- 8160 
86162 
8164 
$167 
81469 
814k 
816E 
8171 
8171 
$171 


COTE 


1k 
FS 
7F 
F7 
00 
F3 


SA 


AS . 


AG 


AS 


83 


84 


86 


87 
AG 


LINE 


GETOL 


STOCOM 


HASHL. 


HASHUS 


ry 
9 
9 
a 
9 
[ 


IISFAT 


M12 
M13 
M14 


HIFN 


JSR 
REQ 
CMF 
BEQ 
CMF 


BEQ 
> L»eSeU NEED 


CMF 
REQ 
CMF 
BER 
CMF 
REQ 
STA 
JSR 
ASR 
JSR 
JMF 
LIA 
RPL. 
ASL 
ASI. 
STA 
JSR 
BEQ 
CLC 
ALC 
AND 
ORA 
RPL 


+BYT $FF e $F Fe SFE 


CMF 
BNE 
L.A 
Lox 
BNE 
JMF 
CPX 
BNE 
JMF 
CFX 
BNE 
JIMF 
CFX 
BNE 
JMF 
JMF 


; 
§ ERMSG ~ 


INCHE 
GETCOM 
#$7F 
GETC1 
#0 
GETC1 


#°S 
HASHUS 
#°U 
HASHUS 
#°L. 
HASHL 
LSTCOM 
SPACE 
FP SHOVE 
FPSHOVE 
FARM 
#$01 


HASHUS+2 


A 

A 
LSTCOM 
INCH 
GETCOM 


LSTCOM 
#GOF 
#$10 
STOCOM 


#$OTI 
HIFN 
LSTCOM 
PARNER 
M12 . 


RZPARM 


#901 
M13 
BIFARM 
#$O2 
M14 
B2FARM 
#903 
HIFN 
B3FARM 


(URSVEC+1) 


TO BE HASHED 2 


9 ANT! 


gCARRIAGE RETURN? 
sUELE TE? 


sNULL? 


SZERO FARMS 


9 HASH 


SHASH 
9UQO = 


7GET S 


LOAD 


“USER ‘ 


BYTES TO ONE 


GO GET FARMS 
CMOS 


TO ONE BYTE 


CMIS TO ONE BYTE A 


$14 THRU U7? =$1B 


ECONT 


*CARRIAGE RETURN? 


¥NOT 


WISFATCH TO EXEC BLK OPARMy 


USED 


LF ARM» 


2FARMs OR 3PARM 


9C/R IF OK ELSE URSVEC 


90 FARM BLOCK 


$1F ARM BLOCK 


73 FARM BLOCK 


$2 FARM BLOCK 


SELSE UNREC SYNTAX VECTOR 


PRINT ACC IN HEX IF CARRY SET 


SUPERMON FROGRAM.....+FAGE 0006 


LINE 


0275 
0276 
0277 
0278 
O279 


0280 


O281 
0282 
0283 
0284 
0285 
0286 
0287 
0288 
0289 
0290 
0291 
0292 


0293 


0294 


0295 
0296 
O297 
0298 
0299 
0300 
0301 
0302 
0303 
0304 
0305 
0306 
0307 
0308 
0309 
0310 
O311 
0312 
0313 
O314 
0315 
0314 
0317 
0318 
O319 
0320 
O321 
0322 
0323 
O324 
0325 
0326 
0327 
0328 
0329 


# LOC 


8171 
8173 
8174 
8177 
8179 
817C 
B1i7E 
$181 
8184 
8185 
8188 
8188 
8188 
8188 
$188 
8189 
818A 
8i8B 
81i8C 
8180 
S81iBE 
819F 
8190 
8191 
8194 
8197 
819A 
8190 
B81A0 
81A3 
BLAS 
S1A9 
B1AC 
_B1LAF 
B81B0 
Bibs 
81iB4 
81iBS 
S1BSG 
81B7 
81B8 
81B8 
81B9 
BIBA 
SiBn 
S1BE 
SiBE 
SLBF 


8iCO 


81C1 
8104 
81C4 
81CS 
81C6 
81iC7 


CODE 


44 


04 


04 


O1 


01 


LINE 


ERMSG RCC M15 
BHA 
JSR CRLF 
LDA #’E 
JSR OUTCHR | 
LUA #/R 
JSR OUTCHR 
JSR SPACE 
PLA 
JMF OUTBYT 


RETURN WITH FrAsXy» 
STACK HAS 
AVER FHP. 

PHA 

FHA 

PHA _. 

PHP 

FHA 

TXA, 

FHA 
_TSx. 

LUA. $01099xX 
STA $0105%xX 
LUA $0107>%xX. 
STA: $0109 9X 
LDA $O1019X% — 
STA $0107%X 
LIA $0108+xX 
STA $01049X | 
LUA $01069x 
STA $0108%X 


{fh ~e> ~e> ~ar ‘er 


STA $0106%x _ 


M15 RTS | 
+ RESTORE EXCEFT ArF 
RESXAF FHP ee 
TSX 
STA $01049X 
PLP 
; RESTORE EXCEPT F 
RESXF FHF 
a PLA 
TSX 


SAVER ~ SAVE ALL REG‘’S + FLAGS ON STAC 


Y UNCHANGED 


FLAGS »AyX*eY PUSHED | 
ag | 


“ay. “ae 


STA $01049X ~ 


; RESTORE ALL 100% 
RESALL FLA 
TAY 
PLA 
TAX 


K 


SUFERMON FROGRAM..++++FAGE 0007 


LINE # LOC CODE LINE 
0330 8108 68 PLA 
0331 81C9 28 PLP 
0332 B81CA 60 RTS 
0333 s1CB ; 

0334 81CE ; 

0335 S8iCE ; 

0336 81CB C9 20 ADVCK CMF 
0337 81CD FO 02 REQ 
0338 81CF C9 3E CMP 
0339 8101 38 M1 SEC 
0340 8102 60 RTS 
0341 81D3 20 FA 82 OBCMIN JSR 
0342 8106 20 3A 83 COMINE JSR 
0343 8109 20 18 8A INBYTE JSR 
0344 810C 20 75 82 JSR 
0345 S1DF BO 14 ECS 
0346 S81E1 OA ASL 
0347 81E2 OA ASL 
0348 81E3 OA | ASL 
0349 S1E4 OA ASL. 
0350 81E5 8b 33 Ab STA 
O351 S1E8 20 18 8A JSR 
0352 S1EB 20 75 82 JSR 
0353 S81EE BO ii ECS 
0354 81FO OD 33 A4 ORA 
0355 81F3 18 Goon cle 
0356 81F4 60 RTS 
0357 S1F5 C9 3A QUT4 = CMF 
0358 81F7 DO 05 BNE 
0359 81F9 20 1B BA JSR 
0360 81FC DO FS ENE 
0361 S81FE B88 OUTL  CLY 
0362 81FF 50 03 RVC 
0363 8201 2C 04 82 QUT? BIT 
0364 8204 C9 OD CRCHK CMP 
0365 8206 38 SEC 
0366 8207 40 RTS 
0367 8208 A2 10 FSHOVE LDX 
0368 820A OF 4A AG FRMIO ASL 
0369 8200 2E 4B AG ROL 
0370 8210 2E 4C Aé ROL. 
0371 8213 2E 4D AG ROL 
0372 8216 2E 4E AG | ROL 
0373 8219 2E 4F Aé ROL. 
0374 821C CA DEX 
0375 821D DO EB BNE 
0376 821F 60 RTS 
0377 8220 20 88 81 PARM JSR 
0378 8223 Ag 00 LOA 
0379 8225 8D 49 Aé STA 
0380 8228 4D 33 Aé STA 
0381 822R 20 08 82 PMI JSR 
0382 822E 20 18 8A  FARFIL JSR 
0383 8231 C9 2C CMP 
0384 8233 FO 04 BEQ 


MONTTOR UTILITIES 


OUTBYT 
COMMA 
INCHR 
ASCNIE 
OUT 4 

A 

A 

A 

A 

SCRS 
INCHR 
ASCNIB 
OUT2 
SCR 


#°3 
OUTIL 
INCHR 
GOOn 


CRCHK 
CRCHK 
#$0OD 


#$10 
PSL. 
F3H 
Pet. 
P2H 
Pit 
F1H 


FRM1O 


»SFACE? 


sFW ARROW? 


s0UT BYTE» OUT COMMA, IN BYTE 
s;OUT COMMAs IN BYTE 


¥COLON ? 


SCARRIAGE RETURN? 


SCHECK FOR C/R 


s;FUSH FARMS DOWN 


7GET FARMS ~ RETURN ON C/R OR ERR 


SVALIOG DELIMITERS ~ » 


SUPERMON FROGRAMN...-++FAGE 0008 


LINE 


0385 
0386 
0387 
0388 
0389 
0390 
0391 
0392 
03593 
0394 
0395 
0396 
0397 
0398 
— 0399 
0400 
0401 
0402 
0403 
0404 
0405 
0406 
0407 
0408 
0409 
0410 
O411 
0412 
0413 
0414 
OAILS 
0416 
0417 
0416 
0419 
0420 
0421 
0422 
0423 
0424 
0425 
0426 
0427 
0428 


0429. 


0430 
0431 
0432 
0433 
0434 
0435 
0436 
0437 
0438 
0439 


# LOC 


8235 
8237 
8239 
8238 
B23E 
8241 
8244 
8246 
8248 
B24A 
824] 
B24F 
8251 
8254 
8257 
8258 
825A 
8251 
8240 
8262 
8265 
8267 
826A 
B826C 
B26F 
8271 
8272 
8275 
8277 
8279 
$278 
8271! 
827F 
8281 
82383 
8285 
8297 
8289 
826K 
828C 
8260 
828F 
8291 
B292 
8293 
B296 
B29 


CODE 


20 
11 


2 FF 
, 33 
» 49 
, 49 
OF. 


ES 
it 


7S 


18 
04 
4A 
48 


AS 
AG 
AG 


Ad 


AG 


LINE 


ASCNIB 


CMF 
BNE 
L. DIX 
STX 
INC 
Lx 
CFX 
BNE 
BEQ 
JSR 
BCS 
L.Dx 
ASL 
ROL. 
TIE X 
BNE 
ORA 
STA 
LOA 
STA 
BNE 
RIT 
BEQ 
INC 
CMF 
CLC 
JMF 
CMF 
BEQ 
CMF 
BCC 
CMF 
BCS 
CMF 


— BCS 


CMF 


BCC 


P3SCR 


CMF 
SEC 
RTS 
SBC 
AND 
CLC 
RTS 
INC 
BNE 
INC 
RTS 
LOX 
STX 
LUX 
STX 
RTS 
LINX 
STX 


FARNR 


PARNK 
#403 
PMI 
M24 
ASCNIB 
M24 

#4 

PSL 
PSH 


M23 
PSL 
PSL 
#4FF 
SCR3 
PARFIL 
SCR3 
M25 
FARNK 
#00 


RESXAF 
#400 
M29 
#‘O 
M26 
#°G 
M26 
#'°A 
M27 
#': 
M28 
#'0O 


#337 
#$0OF 


PSL. 
x+5 
PSH 


F2H 
$F F 
Fal. 
$FE 


PSH 
$FF 


SC/RP 


CARRY SET - NON HEX: 


y INCREMENT F3 (16 BITS) 


FMOVE F2 TO FEOFF 


—9MOVE FS TO FE FF 


SUPERMON FROGRAM...+++PAGE 0009 


LINE # LOC Cone LINE 

0440 82AC AE 4A AS LOX F3L 

0441 S82AF 86 FE STX $FE 

0442 82R1i 60 RTS : 

0443 S82R2 E6 FE INCCMF INC $FE | SINCREM FEyFFr COMPARE TO F3 
0444 8284 oO 14 ENE COMPAR | ~ 
0445 82R6 ES FF INC $FF 

0446 8288 fo 10 WRAF BNE COMPAR >TEST FOR WRAF AROUND 
0447 S82RA 2C ED 82 BIT EXWRAF 

0448 S2krn 60 EXWRAF RTS . 

0449 S2RE AS FE DECCMF LOA $FE SDECREM FEyFF AND COMPARE TO F3 
0450 8200 HO 06 BNE M32 | 

0451 82C2 AS FF LOA $FF 

0452 8204 FO F2 REQ WRAF 

0453 8206 Cé FF NEC $FF 

0454 8208 Cé FE M32 NEC $FE 

0455 82CA 20 88 81 COMPAR JSR SAVER SCOMPARE FEyFF TO FS 
0456 82C0D AS FF LOA $FF | 
0457 82CF Cr 4B AS} CMF FSH 

0458 8202 nO 05 BNE EXITCF 

0459 8204 AS FE LOA FE 

0460 8206 Ch 4A AG CMF OF SL. 

0461 82n9 &8 EXITCFE CLY 

0462 820A 4C BE St JMF RESXF | 
046% 820 o8 CHKSAD FHF $16 BIT CKSUM IN SCR6,7 
0464 S82DE 48 FHA 

0465 S820F 18 CLC 

0466 S82EO 6D 36 AG ALC SCRS 

0467 82E3 8h 36 AG STA SCRS 

0468 S82E6 90 03 BCC M33 

0469 S2E8 EE 37 AG INC SCR? 

0470 S82ER 68 M33 FLA 

0471 S2EC 28 LF 

0472 82EI 60 RTS 

0473 @82EE AD 59 AG OUTFC LIA FCLR SOUTFUT FC 

0474 82Fi AE SA AG LouX FCHR | 

047% 82F4 48 OUTXAH FHA 

0476 S82FS 8A TXA 

0477 82F4& 20 FA 82 JSR OUTRYT 

0478 82F9 68 PLA 

0479 82FA 48 QUTBYT FHA SQUTFUT 2 HEX DIGS FROM A 
0480 82FR 48 FHA 

0461 G82FC 4A LSR A 

0482 82FI 4A LSR A 

0483 S2FE 4A LOR A 

0484 S82FF 4A | | LSR A 

0485 8300 20 44 BA JSR NBASOC 

0486 8303 48 FLA 

0487 8304 20 44 BA | JSR NEASOC 

0488 8307 68 PLA 

0489 8308 640 RTS 

0490 8309 29 OF | NIBASC AND #$0F sNIBBLE IN A TO ASCII IN A 
0491 830B C9 OA CMF #%0A yLINE FEED : 
0492 8300 KO 04 RCS NIBALF oe 

049% S30F 69 30 ANC #%$30 


0494 8311 90 O2 BCC EXITNE 


SUFERMON FROGRAM..+.-++FAGE OO10 


LINE # LOC CODE LINE 


0495 8313 49 36 NIBALF ADC #$36. 

0496 98315 60 | EXITNB RTS | - i 
0497 8316 20 40 83 CRLESZ JSR CRLE SPRINT CRLF, FFr FE 
0498 8319 AS FF QUTSZ LOX $FF 

0499 S831B AS FE LDA $FE 

O500 S831D 4C F4 82 JME OUTXAH 

0501 8320 A 3F QUTOM LDA #°? | 

0502 8322 4C 47 BA JME OUTCHR 

0503 8325 20 3A 83 OCMCK JSR COMMA OUT COMMAy CKSUM LO 
0504 8328 AD 36 AS - «LDA SCRS 

O505 832R 4C FA 82 ~~ JMF QUTBYT 

0506 832E A 00  ZERCK LDA #0 — $INIT CHECKSUM 

0507 8330 80 36 AS STA SCR6 

0508 8333 8D 37 Ab STA SCR? 

0509 8336 40 RTS 

O510 8337 20 EE 82 OPCCOM JSR OUTPC «$PC OUT, COMMA OUT 
OS11 833A 48 COMMA FHA COMMA OUT 

O512 833B A 2C LIA #%» 

0513 8330 DO 06 BNE SFCFS 

O14 833F 20 42 83 SPC2 JSR SFACE $2 SPACES OUT 

O515 8342 49 SPACE PHA $1 SPACE OUT 

0516 8343 A? 20 LIA #$20  $SPACE 

O5S17 8345 20 47 BA SPCF3 JSR OUTCHR 

0518 8348 68 FLA 

0519 8349 60 RTS 3 
0520 834A 20 FA 82 OBCRLF JSR OUTBYT SRYTE OUT, CRLE OUT 
O521 8340p 48 CRLF = PHA 

O522 834E AD OD LUA #$00 

0523 8350 20 47 BA JSR OUTCHR 

0524 8353 Ag OA LIA #$0A ;LINE FEEL 

0525 8355 20 47 8A JSR OUTCHR 

0526 8358 68 PLA 

0527 8359 60 RTS | 

0528 835A AE 56 AG DELAY Lox TY SNELAY DEPENDS ON TY 
0529 8350 20 88 81 LL 4 JSR SAVER 

0530 8360 AD FF LIA #$FF 

0531 9362 80 39 Aé STA SCRY 

0532 83465 80 38 Ad STA SCRE | 
0533 83468 OF 38 Aé DLY1 ASL ScRe § (SCRP»8) =F FF F-2kkX 
0534 8368 2E 39 Ad ROL SCRY 

O535 936E CA LEX 

0536 836F TO F7 BNE DLY1 : 

0537 8371 20 03 89 DLY2 JSR TJSCNY SSCAN DISPLAY 

0538 8374 20 86 83 JSR INSTAT ;SEE IF KEY LIOWN 
0539 8377 BO OA RCS DLYO 7 
0540 8379 EE 38 Aé INC SCRE $SCAN 2kKX+1 TIMES _ 
0541 9376 no 03 BNE +5 a 
0542 837E EE 39 Aé INC SCR9 

0543 98381 00 EE BNE DLY2 


0544 8383 4C BE 81 BLYO JMP RESXF ee 

0545 8386 y INSTAT ~ SEE IF KEY: DOWN» RESULT IN CARRY 
05446 8386  § KYSTATs TSTAT RETURN IMMEDTATELY W/STATUS 
0547 8386 > INSTAT WAITS FOR RELEASE 

0548 8386 20 ?2 83 INSTAT JSR INJISV 

0549 8389 90 06 BCC INST2 


SUPERMON FROGRAM....++PAGE 0011 


LINE # LOC CONE LINE 

0550 S838R 20 92 83 INST1 JSR INJISY 
0551 838E KO FE BCS INSTI 
0552 8390 38 SEC 

0553 8391 60 INST2 RTS 


0554 8392 46C 67 Ad INJISV JMF CINSVEC+H1) 
0555 8395 
0506 8395 
OS57 8395 
OS58 8395 


KKK EXECUTE BLOCKS BEGIN HERE 


“S> Wd “Er Sr 


OSS9 8395 BZFARM=x 

0560 8395 § ZERO FARM COMMANDS 
O561 8395 , 

0562 8395 CY S32 REGZ CMF FSR sNISF REGISTERS 
0563 8397 TO SA BNE GOZ gFCrSeF vArXe¥ 
0564 8399 20 40 83 RGRACK JSR CRLF 

0565 839C AP SO LrA #°F 

0566 839E 20 47 BA JSR OUTCHR 
O567 S83A1L 20 42 83 JSR SPACE 
0568 83A4 20 EE 82 JSR OUTFC 
0569 83A7 20 hé Si JSR COMINE 
0570 B83AA BO 13 BCS NHS 

0571 83AC 80 34 AG STA SCRA 

0572 S83AF 20 09 Si JSR INBYTE 
O573 8382 BO OF BCS NHS 

0574 83584 80 S? Aé STA PCLR- 
O3575 83R7 Al 34 AG LOA SCRA 

05746 83BA 80 SA ASG STA FPCHR 

OS77 S83Bn 90 OF RCC M34 

0578 S83EF 0 02 NHS BNE NOTCR 
0579 83C1 18 EXITRG CLC 

OS8Q0 83C2 60 EXRGP1 RTS 

0581 83C3 20 CB 81 NOTCR JSR ADVCK 
OS82 83C6 DO FA BNE EXRGFI 
0583 8308 Ad 00 M34 LOY #0 

O584 83CA C8 M35 INY 

0585 83CR CO 06 CFY #4 

0586 83Ch FO CA BEQ RGBACK 
OS87 S83CF 20 40 83 JSR CRLF 

0588 8302 89 99 BF NXTRG LIA RGNAM-1,7Y 9GET REG NAME 
0589 8305 ¢ OUTFUT 3 SPACES TO LINE UF DISPLAY 
0590 8305 20 47 BA JSR OUTCHR 
OS91 8308 20 42 83 JSR SPACE 
OS92 8308 20 3F 83 JSR SPC 

0593 S830E BP SA AG LOA PCHRy Y 
0594 83E1 20 D3 81 JSR OBCMIN 
O3S?°5 S83E4 BO 0S BCS M36 

OS96 B83E& 99 SA AG STA PCHRy ¥ 
OS97 83E9 990 DF BCC M35 

0598 83ER FO D4 M36 BEQ EXITRG 
OS99 S83En 20 CB Bl JSR ADVCK 
0600 83FO FO D8 © REQ M3S 

0601 83F2 40 RTS 

0602 83F3 CP 47 GOZ CMP #°G 

0603 83F5 DO 20 BNE LFPZE 


0604 83F7 20 41 83 GO2 JSR CRLF 


SUPERMON FROGRAM. «++ > »P AGE 0012 


LINE 


0605 
04606 
0607 
0608 
0609 
0610 
0611 
0612 
0613 
0614 
0615 
0616 
0617 
0618 
0619 
062 

0621 


0622. 


0623 
0624 
062% 
0626 
0627 
0628 
0629 
0630 
0631 
0642 
0633 
0634 
0635 
0636 
0637 
0638 
0639 
0640 
0641 
0642 
0643 
0644 
0645 
0644 
0647 
0648 
0649 
0650 
0654 
0652 
0653 
0654 
0655 
0656 
0687 
0658 
0659 


# LOC 


BFA 
BSF Is 
8400 
8401 
BAOA4 
8405 
8408 
8409 
840C 
840] 
8410 
8413 
8414 
8417 
8419 
841k 
B41E 


8421. 


8424 
8426 


8429 2 


8420 
842F 
8431 
8433 
8436 
8438 
843A 
8430 
S43F 
8440 
8443 
84465 
8449 
844B 
$440 
8450 
8452 
SAGA 
8457 
8459 
8458 
8450 
B845F 
84461 
8464 
8444 
8448 
B46A 
844 
8470 
8473 
84735 
8478 
847A 


COBE 


eC 


va 2 


OB 
AS 


AG 
A& 


AS 


. B4 


Ab 


AG 
B22 
A& 
81 


AS 


LINE 


GOLENT JSR 
LIX 
TXS 
LOA 


FHA. 


LUA 
FHA 
Loa 
PHA 
Lory 
Lx 
LiA 
RTI 
CMF 
BEQ 
JMF 
JSR 
JSR 
Loa 
STA 
JSR 
JSR 
CMF 
ENE 
JSR 
BCS 
BNE 
LOA 
REQ 
SEC 
JMF 
STA 
JSK 
ECS 
STA 
JSR 
BCS 
STA 
JSR 
RCS 
LOY 
STA 
CMF 
REQ 
LEA 
ANTI 
CMF 
BEQ 
ING 
JSR 
NEC 
BNE 
JSk 
BCS 
CMF 


NRO | 


LFZE 


LZ 
LF 


EXITLF 


NUREC 


MOREL! 


LFud 


SR 
PCHR 
FCLR 
FR 


YR 
XR 
AR 


#411 
K+5 
DEF Z 
SAVER 
CRLF 

#0 
ERCNT 
ZERCK 
INCHR 
#335. 
LP 
LORY TE 
TAFERR | 
NUREC 
ERCNT 
K+3 


RESXAF 
RO. 
LOBYTE 
TAPERR 
$F F 
LOEYTE 
LEZ 

$FE 
LOBYTE 
TAPERR 


+ ‘ 
SFE) 9Y 


($FE) *¥ 
LFGo 
ERCNT | 
#$0OF | 
#SOF 
K+5 
ERCNT . 


INCCMF 


RC 7 
MOREL 
INBYTE 


TAPERR 


SCR7 


NACCES — | 


OSWRITE FROT MONTTOR KAM 
— SRESTORE REGS 


LOAD PARFER TAPE 


$SEMI COLON 


gERRORS ? 


SUFERMON FROGRAM.....+-PAGE 0013 


LINE 


0640 
O661 
0662 
0663 
0664 
0665 
0666 
0667 
0668 
0669 
0670 
0671 
0672 
0673 
0674 
0675 
0676 
0677 
0678 
0479 
0680 
0681 
0682 
0683 
04684 
04685 
0686 
0687 
0688 
04689 
04670 
O691 
0692 
06973 
O5694 
0695 
0696 
04697 
0698 
0699 
0700 
0701 
0702 
0703 
0704 
0705 
0706 
0707 
0708 
0709 
0710 
O711 
O712 
0713 
0714 


# Loc 


8470 
S47F 
8482 
8484 
8487 
8489 
848 
848E. 
8491 
8493 
8495 
8497 
BAFA 
849C 
BASF 
B4Al 


CODE 


OC 
ng 


81 


AS 


BS 


BC 


AG 


LINE 


BADLY 
TAFERR 


LOBY TE 


DEP Z 


MEMZ 


VERZ 


Lize 


Lid 
L2Zk 


EZPARM JMF CURCVEC#1) 
BRIFARM= ; 


Ret wes <e> “er 


EF 1 


NEWL.N 


DEPRYT 


BNE 
JSR 
BCS 
CMF 
BEQ 
BNE 
JSR 
LA 
ANT 
CMF 
REQ 
LDA 
ALC 
STA 
BNE. 
JSR 
JMF 
CMF 
BNE 
JMF 
CMF 
BNE. 
JME 
CMF 
BNE 
LIA 
STA 
LOA 
STA 
JMF 
CMF 
BNE 
LOY 


JMF 


CMF 
BNE. 
Loy 
BNE 


x 


CMF 
BNE 
JSR 
JSR 
LUY 
Lox 
JSR 
JSR 
BCS 
STA 
CMF 
REQ 


RADY 
INBYTE 
TAFERR 
SCRSG 
LEZ 
TAFERR 
INBYTE 
ERCNT 
#$FO 
#$FO 
LFZ 
ERCNT 
##10 
ERCNT 
LEZ 
INRYTE 
CHKSAN 
#1 
MEMZ 
NEWLN 
#/°™ 
VERZ 
NEWLOC 
#°V 
Lizk 
$FE 
PS. 
$FF 
P3H 
VERI+4 


LENTRY 
#913 
EZFAKM 
#$80 
Li 


#0 
MEM 
P3SCR 
CRLFSZ 
#0 

#8 | 
SPACE 
INBYTE 
NH44 


($F EY 
C$FED 9 ¥ — 


NEFN 


¥ (ALWAYS) 


SNEPOSITs O FARM ~- USE COLD) 


9MEMs O FARM ~ USE COLD) 


a 
+ 
s 
¥ 


a 
y 


VERIFY» 


eo 8 


LOAD 


IMODE = | : 
7G0 TO CASSETTE ROUTINE 


sLOAD 


« 
9 


MODE = 


0 


DO 8 BYTES 


KIM» 


KI 


HS » 


HS 


§ (ALWAYS) 
sELSE UNREC COMMAND 


1 FARAMETER COMMAND EXEC BLOCKS 


PARM ~- USE (COLD) 
(LIKE VER 1 FARM) 


ZERO FARM 
M 


ZERO FARM 


sDEFOSITs 1 FARM 


“a 
y 


VERIFY 


SUPERMON FROGRAM..++.+FAGE 0014 


LINE # LOC CODE LINE 
O715 B4F6 20 20 83 

0716 84F9 20 B2 82 DEPN 
0717 84FC CA 

0718 84FD DO E9 

O719 84FF FO EO 

0720 8501 FO OR NH4 1 
0724 8503 C9 20 

0722 8505 DO 4C 

0723 8507 70 FO 

0724 8509 20 42 83 

0725 880C 10 ER 

0726 S850E 18 NEFEC 
0727. SSOF 60 © 

0728 8510 C9 4D MEM1 
0729 8512 D0 65 

0730 8514 20 A7 82 | 
0731 8517 20 16 83 NEWLOC 
0732 851A 20 3A 83 

0733 85ip AO 00 

0734 S85iF Bi FE 

O73% 8521 20 03 a1 

0736 8524 HO 11 

0737 8526 AO 00 

0738 8528 91 FE 

0739 852A Di FE 

0740 8520 FO 03 

0741 852E 20 20 83 

0742 8531 20 B2 82 NXTLOC 
0743 8534 18 

0744 8535 90 EO 

0745 8537 FO 3E NH42 
0746 8539 5O 04 

0747 853R C9 3C 

0748 8530 FO ne 

0749 853F C9 20 

O7H0 8541 FO EE 

O751 8543 C9 3E 

0752 8545 FO EA 

0753 8547 C9 2B 

0754 8549 FO 10 

O755 854R C9 3C 

0756 854D FO 06 

0757 8S54F C9 2D 

0758 8551 FO 16 : 

0759 8553 38 DEPES 
0760 8554 60 

0761 8555 20 BE 82 PRVLOC 
0762 8558 18 

0763 8559 90 BC 

0764 855B AS FE LOCFS 
0765 8550 18 

0766 S855SE 69 08 

0767 85460 85 FE 

0768 8562 90 02 

0769 8564 E6 FF 


JSR 
JSR 
LIE X 
BNE 
BEQ 


BER 


CMF 
BNE 
BVS 
JSR 
BP L 
CLC 
RTS 
CMP 
BNE 
JSR 
JSR 
JSR 
Ly 
LDA 
JSR 
BCS 
LY 


STA 


CMP 
BEQ 
JSR 
JSR 
CLC 
BCC 
BEQ 
BVC 
CMF 
BEQ 
CMF 
BEQ 
CMP 
BEQ 
CMF 
BEQ 
CMF 
BEQ 
CMP 
BEQ 
SEC 
RTS 
JSR 
CLC 
BCC 
LIA 
CLC 
ALC 
STA 


BCC 


INC 


QOUTQM 


INCCME 


DEPBYT 


NEWLN 
EPEC 
#$20 
DEPES 
DERN 
SPACE 
NEPN 


#’M 
GO1 
P3SCR 


CRLF SZ 


COMMA 
#0 


(SFE) 2 


DECMIN 
NH42 
#0 


($F E) ¥ 
($FE) 9 


NXTLOC 
OUTOM 
INCCMF 


NEWLOC 
EXITM1 
K+6 
$5 
NEWLOC 
#$20 
NXTLOC 
°° 
NXTLOC 
#/ + 
LOCFS 
#°< 
PRYVLOC 
#/- 
LOCMS 


DECCMP 


NEWLOC 
$FE 


#$08 


SFE 


M42 
$FF 


yTYFE °"?" IF NG 


9SPACE = FWII 


SMEMORYs 1 PARM 


IVERTFY MEM 


sTYFE ? AND CONTINUE 


ySFPACE 7? 


;BACK ONE RYT 


7G0 FWO 8 BYTES 


SUPERMON FROGRAM...+.++PAGE OO1S 


LINE # LOC CODE LINE 

0770 8566 18 M42 CLC 

0771 8567 %0O AE BCC NEWLOC 

0772 85469 AS FE LOCMB8 LIA $FE  § GO BACKWO 8 BYTES 
0773 8568 38 SEC 

O774 H6C ES 08 SEC #08 

0775 856E w FE STA $FE 

0776 8570 BO O2 BCS M43 

0777 8572 Cé FF DEC $FF 

0778 8574 18 M43 CLC 

0779 8575 70 AO RCC NEWLOC 

0780 85377 18 EXITM1 CLC 

0781 8578 60 KTS | 
0782 8579 C9 47 GOL CMF #°G , GO» 1 FARM CRTRN ADDR ON STR) 
0783 8578 00 19 RNE VER y «oe PARM IS ADDR TO GO TO 
0784 8570 20 40 83 JSR CRLF 

0785 8580 20 9C SB JSR NACCES IWRITE FROT MONITR RAM 
0786 8583 Az FF LIX #$FF 9FUSH RETURN ADDR 
0787 8585 PA TXS 

0788 8586 A? 7F LOA #¢7F 

0789 8588 48 FHA 

0790 8589 AP FF LDA #¢FF 

0791 8S8B 48 FHA 

0792 858C AD 4B AG LOA FOH 

0793 S858F 48 FHA 

0794 8590 AL 4A ASG LQA FSL 

0795 8593 4C 08 84 JMP NRLO 

0796 8596 CY 36 VERIL CMF #°V SVERIFYs 1 FARM (8 BYTES» CRSUM) 
0797 8598 fO 1A BNE JUMP 1 | 

0798 859A AD 4A AG LOA FL. 

0799 8590 8 4€ Ad STA Fak. 

0800 85AQ 18 CLC 

0801 S85A1l 69 07 ANC #07 

O802 85A3 80 4A AG STA PSL 

0803 85A6 AL! 4B AG LOA FSH 

0804 8SA9 8 40 AS STA F2H 

0805 8S5AC 69 00 ANC #0 

0806 S85AE 80 4B AG STA POH 

0807 S8SB1 4C 40 86 JMF VERS+4 

O808 8584 C9 4A JUMP 1 CMF #°J : $JUMF (JUMP TABLE IN SYS RAM) 
O809 85846 G0 1F BNE L1Iik 

0810 8S5B8 All 4A AG LOA POL 

0811 SSBB C9 08 CMF #8 9 O-7 ONLY VALID 
O812 SSB KO 26 BCS JUM2 

0813 S8S5BF 20 9C SB JSR NACCES FWRITE FROT SYS RAM 
0814 85C2 OA ASL A 

0815 685C3 As . TAY 

0816 S85C4 A2 FF LOX #$FF sINIT STK FTR- 

0817 S85C46 PA TXS 

0818 85C7 A? 7F LOA #$7F #FUSH COLD RETURN 
0819 85C9 48 PHA 

0820 S8SCA AD FF LOA #$FF 

0821 85CC 48 FHA 

0822 85C0 EY 21 AG LOA JTABLE+1,/Y $sGET ADIK FROM TABLE 
0823 8500 48 FHA #PUSH ON STACK 


0824 8501 BY 20 AS LOA JTABLEsY 


SUPERMON PROGRAM. ...++FAGE 0016 


LINE # LOC COLE LINE 

0825 8504 4C 08 84 JME NRLO | ;LOAD UF USER REG’S AND RTI 
0826 857 C9 12 LiiB CMF #$12 SLOAD KIM FMT, 1 PARM 

0827 85D9 DO 14 - BNE L218 _ | : 

0828 85DR AO 00 LUY #0 $NODE = KIM 

0829 8500 AL 4A Aé6 LiiC LOA PSL : 

0830 85EO C9 FF CMF &$FF «4 ¢ TD MUST NOT RE FF. 

0831 85E2 no 02 BNE +4 | _ 

0832 85E4 38 SEC 

0833 85E5 640 JuM2 RTS ; 

0834 S85ES 20 08 82 JSR F SHOVE ;FIX PARM POSITION 

0835 85E9 20 08 82 Liit} JSR PSHOVE 

0836 85SEC 4C 78 8C JMP LENTRY 7 

0837 SSEF C9 13 L2ik CMF #$13 « $LOAL TAPE, HS FMTy 1 FARM 
0838 85F1 no 04 : BNE WPRIE | 

0839 85F3 AO 80 LY #$80 | MODE = HS 

0840 S5F5 m0 E6 BNE Liic | 

0841 85F7 C9 57 WERIB CMP €/W « SWRITE PROT USER RAM 

0842 85F9 0 1R | BNE ELPARM | | 
0843 @5SFR AL 4A Aé6 LIA FL ; FIRST DIG IS 1K ABOVE 0» 
0844 85FE 29 11 AND #$14 = ¢ SECOND IS 2K ABOVE O | 
0845 8600 C9 08 CMF €8 | >» THIRD IS 3K ABOVE 0. 
0846 84602 2A ROL. A | 

0847 8403 4E 48 AG LSR 3H 

0848 8606 2A ROL A 

0849 8607 OA ASL A 

O80 8608 29 OF AND #$0F 

O851 860A 49 OF | EOR #$0F 30 1S PROTECT 

O852 @860C 8h O01 AC STA ORZA 

0853 860F A OF LDA #$0F 

0854 8611 SD 03 AC. STA DDRIA 

O855 8614 18 CLC 

O86 8615 60 RTS 

0857 8616 4C 27 98 ELPARM JMP CALC3 

0858 8619 ROP ARM=% 

0859 98619 ; 

0860 8619 3 2 PARAMETER EXEC BLOCKS 

0841 8619 ; | | , 

0862 8619 C9 10 STD2 CME #$10 | STORE DOUBLE BYTE 

0863 861B D0 12. BNE MEM? | 

0864 98611 20 A7 82 JSK P3SCR 

0865 98620 AL 4D Aé LOA P2H 

0866 8623 AO O1 | LOY #4 

0867 8625 91 FE STA (SFE) rY 

0848 98627 988 oe DEY 

0869 8628 AL 4C Ab LOA F2L 

0870 862k 91 FE STA ($FE)2Y 

0871 8620 18 CLC 

0872 S862E 640 RTS 7 _ s- £¢..2%..., 2 
0873 862F C9 4n MEM2 CMF #/M $CONTINUE MEM SEARCH W/OLD FTR 
0874 8631 10 09 BNE VER2 Be ay : 
0875 8633 AD 40 Aé LDA F2L 

0876 8636 8 4E Ad STA FAL 

0877 84639 4C 08 38 . JMP MEM3C | 2 = 
0878 8630 C9 54 VER? CMP #/°U VERIFY MEM W/CHKSUMS » 2 FARM | 


0879 S863E oO 48 BNE Li2k 


SUPERMON FROGRAM...+++PAGE 0017 


LINE 


0880 
O881 
0882 
0883 
0884 
0885 
O88S 
0887 
0888 
0889 
0890 
0891 
0892 
0893 
0894 
0895 
0896 
0897 
0898 
0899 
0900 
O701 
0902 
0903 
OFO4 
0903 
0906 
0907 
0908 
0909 
0910 
OF 14 
OP12 
O913 
O914 
O91LS 
0916 
O917 
O9718 
O919 
O920 
0921 
0922 
0923 
0924 
0925 
0926 


0927 


0928 
O929 
0930 
0931 
0932 


0933 — 


0934 


# LOC 


8640 
8643 
8646 
B449 
844K 
8464E 
8450 
8652 
8455 
8658 
865B 
65D 


B45F 


8461 
8462 
84664 
84667 
844A 
866C 


B44 - 
84646E » 


84671 
8473 
84675 
84676 
84678 
8478 
8467E 
84681 
84684 
84687 
8488 
848A 
848C 
8S48F 
8491 
8693 
8695 
8498 
849A 
8469C 
S469. 
846A0 
86A3 
84A6 
846A8 
S6AB 
846AE 


86B1 - 


86B3 
B4B6 
8488 
B6BA 


S6RIr 


B4RF 


CODE. 


oC 


2E 
16 
08 
42 
00 
FE 
Oe 
FA 

ey 
11 
02 
on 


B2 
83 
83 


83 


83 
83 


A& 


AS 


SA 


LINE 


ISR 


VANIR 


V2 


VOCK 


V1. 


SF LC 


SFPEXIT 
SP 20 


SP2E 


SP2F 


JSR 
JSR 
LEX 
JSR 
Loy 
LIA 
JSR 
JSR 
JSR 
BVS 
BEQ 


— BCS 


TE. X 
BNE 
JSR 
JSR 
BCC 
CLC 
RTS 
JSR 
CPX 
REQ 
TNX 
BRL 


F2SCR 


($FE) + ¥ 


CHRSAD 
OUTBEYT 


INCCMF. 


Vi 
K+4 
Vi 


V2 
OCMCK 
INSTAT 
VADDR 


NECCMF 


SCR? 


OUTXAH 


#$12 
SPOR © 
Pek 
ESFF 
Li2k-1 
#0 


‘£110 
* #$1C 


E2FARM 


¢ SAVER 


P2SCR 
DIFFZ 


S SF2yn 


RESALL. 


CRLF 
MAXRC 


» SP2E 


MAXRC 
SP2F 
#1 
RO 
#338 
QUTCHR 


7L.OAD KIM FMT TAPE» 


9f0 MUST BE FF 
FER 
»MODE = HS 


$SAVE PAPER TAPE » 


3SEMI COLON 


“> 


On 


2 FARM 


S 


PARMS _ 


SUFERMON PROGRAM......FPAGE 0018 


LINE 


O935 
0936 
0937 
0938 
0939 
0940 
O941 
0942 
O94S 
0944 
O94S 
O946 
O947 
0948 
0949 
0950 
OPS 
0952 
0953 
0954 
0955 
0956 
0957 
0958 


0959 | 


0940 
0961 
0962 
0963 
O964 
0965 


0966 


0967 
OF 48 
0969 
07790 
O97 1 
0972 
0973 
O974 
0979 
0976 
0977 
0978 
0979 
0980 
09781 
0982 
0983 
0984 
0985 
0986 
0987 
0988 
0989 


# LOC 


84C2 
846CS 
84CS 
8é6CA 
84CH 
846CF 
8402 
8604 
S406 
S409 


8é60C 


S46E 
86E1 
86E3 
BS6E6 
846E8 
86EB 
846EE 
86F i 
B84F2 
Sé6F4 
SSF 7 
S4FA 
Sé6F I 
8700 
8701 
8703 
$704 
8707 
8709 
8708 
870C 
B70E 
870F 
8710 
$711 
8714 
8714 
8714 
8714 
8714 
8716 
8718 
8718 
8710 
8720 
8723 
8725 
8727 
8729 
8725 
872E 
8731 
8733 
8735 


CODE 


Sn 


F4 
FF 
F4 
FE 
F4 
00 
FE 
FA 
86 
CA 
2 
cs 


30 


EA 


37 
36 
F4 


AF 
ng 
FA 
2E 


4A 


FE. 


AB 
FF 
04 


FF 


AG 


B64 
Bé4 


84 


ASé 


88 


87 


ry 


a 


LINE 


MORET2 


SVEYTE 


DIFF Z 
DIFFL. 


QNIFF 1 


LDA 
JSR 
LDA 
JSR 
LOA 
JSR 
LDY 
LIA 
JASK 
JSR 
BCS 
JSR 
BYVS 
DEC 
BNE 


LD 


LIA 
JSR 
CLC 
BCC 
JSR 
JMP 
JSR 
LOA 
SEC 
SEC 
FHA 
LOA 
SBC 
BE.Q 
FLA 
LDA 
RTS 
PLA 


TIFFL2 RTS 


E2PARM JMP 
B3PARM=% 


> 


5 
3 
FILLS 


Fi 


FS 


RC 
SVBYTE 
$FF 
SUBYTE 
$FE 
SVEYTE 
$400 
C$FE)D 9 ¥ 
SUBYTE 
INSTAT 
SPEXIT 
INCCMP 
SPEXIT 
RC 
MORED2 
SCR? 
SCR6 | 
OUT XAH 


SF2C 
CHKSAD 
OUTBYT 
ZERCK 
PSL. 


$FE 
PSH 
$FF 
DIFF A 


$F F 


CALCS 


6 °F 


BLKS 


¢ F2SCR 


#0 ) 
ERCNT 
Fit 
#0 


FS 
BRTT 
INCCMP 
Bi 

Fi 

Fi 


(SFE) 9 ¥ 
" (SFE *¥ 


$STOP IF KEY DEFRESSED 


MAY BE CALC OR EXEC. 


3 PARAMETER COMMAND EXECUTE BLOCKS 


9F ILL MEM 
;ZERO ERROR COUNT 


+VERIFY 


SINC ERCNT (UP TO FF) 


SUPERMON PROGRAM...+-++PAGE 0019 


LINE # LOC CODE LINE 
0990 8737 BO 76 Fe 
O991 8739 CP? 42 BLAS 
0992 8738 FO 03 

0993 8730 4C Co 87 

0994 8740 AX 00 

0995 8742 8 S2 Aé 

O996 8745 20 9C 82 

0997 8748 AI! 4E Ad 

0998 8748 85 FC 

0999 $874f AD AF AS 

1000) 8750 85 FD 

1001 8752 CS FF 

1002 8754 OO 06 

1003 87546 AS FC 

1004 8758 CS FE 

1005 875A FO 53 

1006 875C BO 14 

1007 875E 20 B7 87 BLF 
1008 8761 E646 FC 

(1009 8763 10 02 

1010 8765 E64 FI 

1011 8767 20 B2 82 

1012 876A 70 43 

1013 8746C FO FO 

1014 876E 990 EE 

1015 8770 BO 3D 

1016 8772 AS FC Be 
1017 8774 18 

1018 8775 60 4A AG 

1019 8778 85 FC 

1020 877A AS FD 

1021 877C 40 4B AG 

1022 877F 85 FU 

1024 8781 38 

1024 8782 AS FC 

1025 8784 ES FE 

1024 8786 85 FC 

1027 8788 AS FI 

1028 878A ES FF 

1029 878C 85 FI 

1030 878E 20 A7 82 

1031 8791 AD 4C AS 

1032 8794 80 4A Ad 

1033 8797 AD 40 AG 

1034 879A 8D 4B AG 

1035 8790 20 B? 87 BLF I 
1034 87AO0 AS FC 

1037 87A2 f10 02 

1038 87A4 Cé FO 

103? @87A& C4& FC 

1040 87AG 20 BE 82 

1041 87AB 70 O02 

1042 87A0) BO EE 

1043 S7AF AD S2 AG Bl 
1044 8782 38 


BCS 
CMF 
REQ 
JMP 
LOA 
STA 
JSR 
LDA 
STA 
LOA 
STA 
CMP 
BNE 
LDA 
CMF 
REQ 
BCS 
JSR 
INC 
BNE. 
INC 
JSR 
BVS 
BEQ 
BCC 
BCS 
LOA 
CLC 
ALC 
STA 
LDA 
ANC 
STA 
SEC 
LOA 
SBC 
STA 
LDA 
SEC 
STA 
JSR 
LOA 
STA 
Loa 
STA 
JSR 
LIA 
BNE 
DEC 
DEC 
JSR 
BYVS 
BCS 
LIA 
SEC 


9 (ALWAYS) 
FRBLOCK MOVE COVERLAP ON) 


Rl 
#° Es 
K+S 
$Si3k 
#0 
ERCNT 
F2SCR 
Pit. 
$FC 
Fit 
$F Tt 
$F RF 
*+S 
$FC 
$FE 
Bi 

B2 
RMOVE 
$FC 
xX+4 
$F i 
INCCMF 


gWHICH DIRECTION TO MOVE? 


$16 BITS EQUAL THEN FINISHED 
yMOVE DEC’ NG - 
s>MOVE INC’NG 


sCALC VALS FOR MOVE DEC’NG 


yMOVE DEC’NG 


$FC 
NECCMF 
Bi 
BLP 1 


ERCNT sFINISHED,s TEST ERCNT 


SUPERMON PROGRAM...+.-FPAGE 0020 


LINE 


1043 


1046 
1047 
1048 
1049 
1050 
1051 
1052 
1053 
1054 
1055 
1056 
1057 
1058 
1059 
1040 
1061 
1062 
1063 
1064 
1065 
1046 
10467 
1068 
1069 
1070 
1071 
1072 
1073 
1074 
LO7S 
1076 
1077 
1078 
1079 
1080 
1081 
1082 
1083 
1084 
1085 
L084 
1087 
1088 
1089 
1090 
L091 
LO92 
L093 
1094 
1095 
1096 
1097 
1098 
1099 


# LOC 


8783 
87BS 
87S 
8787 
87B9 
87BB 
8760 
S7BF 
87C1 
87C4 
8706 
87C8 
87C9 
87CC 
87C0 
S7CF 
8701 
8703 
8701S 
8718 
B7N9 
87DA 
87 0C 
S7DE 
87 0F 


87E0 


S7E3 
B7EG 


B87ES | 
B7EA . 
B7EC 


B7EE 
87FO 
B7F2 
B7FS 


87F 7 . 


B87F9 


B14 


8816: 


8818 
881A 
8818 
881C 
SB1F 
8821 


CODE 


Ol 


AGS 


ASG 


AG 


ea 
ee 


8E 


LINE 


BNE 


CLE 


BMOVE 


BRT T 


RRT 
SiSk 


S13c 


SING 


L23Pr 


MENS 


MEMSC 


MEM3D 


MEM.SEX 


MEMSE 


RTS 


LEY 


LIA 
STA 
CMP 
BEQ 
LOY 
CrY 
BEQ 
INY 
STY 
RTS 
CMF 
BNE 
Loy 


- LOA 


BNE 
SEC 
RTS 
CMF 
BNE 
SEC 
RTS 
JSR 
JM 
CMP 
BNE. 
Loy 
BNE. 
CMP 
BNE. 
LOA 
CMP 
BNE. 


K+3 


a ¢ 
($FE°Y 
($FC) v¥ 
(SFC) 


BRT 
ERCNT 
#$FF 
K+6 


ERCNT 


#4611) 
G2 3K 
$$0 
Fi 
K+4 


$$FF 
KE4 


INCES 
SENTRY | 
#$1E 0... 


L2or 
#$80— 
S13C | 
#313 
MEMS 
Pil 
SFE 
SING 
INCE S | 
#$80 
LENTRY 


2 #°M 


CALCS 
P2SCR 
Pit. 
#90 


(C$RED + Y 


MEMSE 
INCCMF 
MEM3EX 


MEM3C | 


MEMSC 


MEMSF 
#°G 


;1D MUST NOT 


7M 
~ 9 
eL. 


SMOVE. 1 RYT + VER. 


sINC ERCNTs DONT FASS FF 


#SAVE KIM FMT TAFE» 3 FARMS - 


SMODE = KIM 
31D MUST NOT = 0 


if 
_ F 
Ty 


SUSE END ADIR + 4 


SAVE HS FMT TAPE, 3 PARMS — 


ODE = HS 


OAL HS» 3 FARMS 


71D MUST BE FF 
;ERR RETURN 
SUSE END ADDR + 1 

;MODE = HS 


;MEM 3 SEARCH - BYTE _ 


;FOUND SEARCH BYTE? 
;NOr INC BUFFER ADDR 
SWRAF AROUND? | 


. $SEARCHED TO BOUND. 
NEWLOC - 


;FOUND SEARCH BYTE 


 SENTERED G? 


SUPERMON FPROGRAM..+..+.++PAGE 0021 


LINE # LOC COLE LINE 

1100 8823 FO EC BEQ MEM3D 

1101 8825 38 SEC 

1102 8826 60 MEM3F RTS 

1103 8827 C9 43 CALC3 CMP #‘C CALCULATE? 1» 2 OR 3 FARMS 

1104 8829 0 264 BNE EXE SRESULT = PItP2-F3 

1105 882R 20 40 83 C1 JSR CRLF 

1106 882E 20 42 83 JSR SPACE 

1107 8831 18 CLC 

1108 8832 All 4E Aé LOA PAL 

1109 8835 4D 4C Aé ANC P2b 

1110 8838 A8 TAY 

1111 8839 AD 4F A6 LOA FP1H 

1112 883C 6h 40 A4 ADC F2H 

1113 883F AA TAX 

1114 8840 38 SEC 

1115 8841 98 TYA 7 

1116 8842 ED 4A AG SEC P3L 

1117 8845 A8 TAY 

1118 88446 8A TXA 

1119 8847 ED 4B ASG SEC P3H 

1120 884A AA TAX 

1121 884B 98 TYA 

1122 884C 20 F4 82 JSR QUTXAH 

112% 884F 18 CLC 

1124 8850 40 RTS 

1125 8851 C9 45 EXE3 CMP #°E EXECUTE FROM RAMs 1-3 FARMS 
1126 8853 ho 57 ENE ESFARM | 
1127 8855 > SEE IF VECTOR ALREADY MOVED 

1128 8855 AD 62 Aé LIA INVEC+2 SINVEC MOVED TO SCRAy SCRE 
1129 8858 > HI BYTE OF EXEVEC MUST BE DIFFERENT FROM INVEC 
1130 8858 Cr 73 AG CMF EXEVEC+1 s$FAy $FR USED AS RAM FTR 
1131 885B FO 15 | BEQ F TRIN 

1132 885N SD 3B AG STA SCRAt1 #SAVE INVEC IN SCRA+R 
1133 8860 AD 461 AG LOA INVEC+1 

1134 8863 80D 3A AG STA SCRA 

1135 8866 AD 72 Ad LOA EXEVEC sPUT ADDR OF RIN IN INVEC 
1136 8869 8D 61 Ad STA INVECHI 

1137 886C AL 73 AS LOA EXEVEC+1 

1138 886F 80 62 Ad — STA INVEC+H2 

1139 8872 AD 4B Aé FTRIN LOA P3H SINIT RAM PTR IN SFA» $FB 
1140 8875 85 FB STA $FB 

1141 8877 AD 4A AG LOA F3L 

1142 887A 835 FA STA SFA 

1143 887C 18 CLC 

1144 887D 40 RTS 

1145 687E 20 88 81 RIN JSR SAVER >GET INPUT FROM RAM 

1146 8881 AO 00 LLY #%$0 sRAM FTR IN $FAr $FR 

1147 8883 51 FA ba LDA (SFA) *Y | 
1148 8885 FO 12 REQ RESTIV ¢1IF 00 BYTE» RESTORE INVEC 
1149 8887 E6 FA INC $FA 

1150 8889 0 02 BNE *+4 

1151 888B E6 FB | INC $FB | 

1152 888D 2C 53 Ad © BIT TECHO sECHO CHARS IN ? 

1153 8890 10 03 BRL X45 


1154 8892 20 47 BA : JSR OUTCHR 


SUPERMON FPROGRAM...+++FPAGE 0022 


LINE # LOC CODE LINE 

1155 8895 18 3 CLC 7 

1156 8896 4C BS 81 JMF RESXAF 

1157 8899 AD 3A AS RESTIV LDA SCRA © yRESTORE INVEC 
1158 889C 8p 61 Aé , STA INVECH er al 

1159 S889F AD 3B AG LUA SCRAtTI 

1160 88A2 80 62 AS STA INVECt2 

1141 88AS 18 CLC 

1142 88A4 20 1B BA JSR INCHR 

11463 8B8A9 4C BS G1 JMF RESXAF 


1164 8BAC 6C SD AG ESPARM JMF CURCVET+I) §...+ ELSE UNREC CMD 


11465 88AF $k | 
1146 88AF > *KK HEX KEYBOARD 1/0 

1167 88AF 30K | 

1168 88AF 20 88 81 GETKEY JSR SAVER ;FIND KEY 

11469 8882 20 CF as JSR GK 

1170 88B5 C9 FE CHP #$FE 

1171 8887 DO 13 ENE EXITGK 

1172 8889 20 CF a8 JSR GK 

1173 88BC BA TXA 

1174 88BD OA ASL A 

1175 88RE OA ASL A 

1176 88RF 0A ASL A 

1177 88CO OA ASL A 

1178 88Ci 8D 3E Aé STA SCRE 

1179 88C4 20 CF a8 JSR GK 

1180 88C7 8A TXA 

1181 88ce8 18 CLC 

1182 8809 4D 3E Aé ADC SCRE 

1183 88CC 4C BB 81 EXITGK JMF RESXAF 

1184 88CF A? 00 — GK LUA #0 

1185 88D1 80 55 Aé STA KSHFL 

1186 8804 2003 89 GKI JSR IJSCNY ;SCAN KE 

1187 8807 FO FB BEQ GK1 

1188 8819 20 2C 89 JSR LRNKEY sWHAT KEY IS IT? 

1189 88DC FO Fé BEQ GK1 

1190 S88E 48 FHA 

1191 880F 8A TXA 

1192 88E0 48 PHA 

1193 88E1 20 72 a9 JSR BEEF 

1194 88E4 20 23 89 GK2 JSR KEYQ : 

1195 88E7 LO FB BNE GkK2 ss $Z=#1 IF KEY DOWN 

1196 88E9 20 9B 89 JSR NOBEEP ;DELAY (OEBOUNCE) W/O BEEP 
1197 88EC 20 23 a9 JSR KEYQ 7 
1198 88EF DO F3 ENE GK2 

1199 88Fi 68 PLA 

1200 88F2 AA TAX 

1201 88F3 68 PLA | a or 
1202 88F4 C9 FF CMP #$FF «9 $F SHIFT, SET FLAG + GET NEXT KEY 
1203 88F4 0 07 BNE EXITG — | i 
1204 88F8 Ag 19 LIA #$19 

1205 S88FA 8 55 Aé STA KSHFL 

1206 S88FD DO D5 : BNE GK1 

1207 88FF 60 EXITG RTS | 7 

1208 8900 20 C1 89 HOUT JSR OUTDSP == $CHAR OUT, SCAN KB 


1209 8903 6C 70 AG TJSCNY JMF (SCNVEC+41) 


SUPERMON FROGRAM...+++F AGE O023 


LINE 


1210 
1211 
1212 
1213 
1214 
L215 
1216 
1217 
1218 
1219 
1220 
1221 


1222 


1223 
1224 
1225 
1226 
1227 
1228 
1229 
1230 
1231 
1232 
1233 
1234 
1235 
1236 
1237 
1238 
1239 
1240 
1241 
1242 
1243 
1244 
L245 
1246 
1247 
1248 
1249 
1250 
1251 
. 1252 
1253 
1254 
12355 
1256 
(12357 
1258 
1259 
1240 
1261 
1262 
1253 
1264 


# LOC 


8906 
8908 
8908 
890r 
890F 
8912 
8915 
8918 
8915 
S9ift 
B91E 
8920 
8921 
8923 
8926 
8929 
892k 
892C 
B92E 
8931 
8933 
8936 
8939 
S9O3E 
8930 
89 SF 
$942 
8944 
8946 
$948 
8944 
8945 
894C 
8940 
894E 
S94F 
B89S0 
8951 
8954 


8956 | 


BIO? 
8958 
B9SC 
BOSE. 
895F 
894690 
B9SG1 
BP62 
B96S 
8946 
BI49 
B9SA 
8960 


896E - 


8970 


COLE 


O09 
AS 
OS 
00 
AQ 
00 
02 
00 
10 


Ft 


EA 
AS 
00 
7F 


3F 
SF 
OS 
AS 
O2 
07 
07 
OS 
00 
1A 
04 
O2 
03 


SF 


LG 


05 


89 


ASG 
A4 
AA 
A4 


89 
A4 


AG 


B39 
AA 


A4 


AS 


BE 


AG 


8R 


89 


LINE 


SCAND 


$Cl1 


KEYQ 


LRNKEY 


~LKI 


LKS 


NOKEY 


FOUND 


KYSTAT 


#9 SCAN DISPLAY FROM DISKUF 
CONFIG | 

#5 

#0 

TLISEUF » X 

FAA 

PRIA 

FATIA 

#$10 


$C2 


$C1 

KSCONF > KEY DOWN ? CYES THEN Z=1) 
PATIA 

#3 7F 


#3 3F yDETERMINE WHAT KEY IS DOWN 
SCRF 
#$0O5 
CONFIG 
FBIIA 
#$07 
#407 
LAI 
FADA 
NOKEY 
#04 
LK2 
#$03 


>PDDpDPD D> 


SCRF 
#619 
SYM» xX 
FOUNT 


LKS 


KSHFL. 
ASCII yx 
KREYQ sKEY DOWN? RETURN IN CARRY 


X+3 


SUPERMON PROGRAM...+-+-+FAGE 0024 


LINE 


12638 
1264 
1267 
1248 
1269 
1270 
1271 
1272 
L273 
L274 
1275 
1276 
1277 
12768 
1279 
1280 
1281 
1282 
1283 
1284 
1283 
1286 
1287 
1288 
1239 
1290 
12921 

292 
1293 
1294 
1299 
1296 
1297 
1298 
1299 
1300 
1301 
1302 
1303 
1304 
1303 
1306 
1307 


# LOC 


8971 
8972 
89735 
8977 
897A 
B97C 
897E 
8981 
8984 
8986 
8989 
$98C 
898n 
8S98F 
8992 
8995 
8997 
9998 
B99A 
8998 
S99E 
B9AO 
BPAS 
89AS 
B89A8 
89AA 
B9AB 
B9AE 
B9BIL 
89B4 
8987 
89RS 
B89 BY 
89BE 
SORE 
S9C1 
B9C4 
B89CS6 
89C8 
BOCA 
S9CK 
BPO 
89DB2 
89T4 
B89 D7 
B9n9 
B9DC 
BODE: 
89EO 
B9ES 
B9ES 
S9ES 
B89E8 
S9EA 
SIED 


m3!) 


2Q 
A? 
29 
Az 
A? 
80 
20 
Ag 
8i 
ag 
CA 
lo 


20. 


AC 


CODE 


88 
on 
AS 
79 
08 
O2 
9S 
06 
O2 
9S 


$1 


89 


A4 
89 


A4 


89 - 


~—689 


B1 


SE 


BC 


LINE 


BEEP 


BEEFFS 
BEEPFS 


BE 1 


BE 2 
BES 


NOBEEF 


KSCONF 
CONFIG 


CON1 


HKEY 
OUTISF 


NBELL 


OUDL 
OUL2 


GETSGS 


L.DX 
CMF 
BEQ 
Iv: X 
BNE 
BER 
LOA 
CMF 


| SAVER 


#501 
CONFIG 


BEL 


< KSCONF  . 
RESALL 


#$1A 
BES 


. SAVER 


#$0O1 


‘ REEPPS 


#31 


¢ SAVER 


#$0O1 


VALSP29X | 


PRIA ¥ 
VALS »X 
FALA:Y 


CON1 


*" RESALL 
¢ GETKEY 


SAVER 
#¢7F 
#$07 
NEELL 


BEEPFS 
< TEXT 


#$20 


- OUTS 


ROIG 
#$80 
ROIG 
EXITOL 
#$3A 


ASCIML»X 


GETSGS 


OUD 
EXITOR 


SEGSM1 » xX 


#$FO 


sUELAY CBOUNCE) W/BREEF 


- $DURATION CONSTANT | 


SDELAY W/O BEEF 


$CBNE BEEPPS? $FF) 
;CONFIGURE FOR KEYBOARD 
;CONFIGURE 1/0 FROM TABLE VAL 


9GET KEY FROM KE AND 
PDISFLAY OUT 


 FRELL? 


¥YES ~ 


BEEF 


yPUSH INTO 


— $ COMMA? 


ECHO ON KB 


SCOPE BUFFER 


STURN ON DECIMAL FT 


IGET CORR SEG CODE FROM TABLE - 


SUPERMON PROGRAM...+++FPAGE 0025 


LINE 


1320 
1321 
1322 
1323 
1324 
1325 
1326 
13527 
1328 
1329 
1330 
1331 
1332 
1333 
1334 
1335 
1336 
1337 


1338 ~ 


1339 
1340 
1341 
1342 
1343 
1344 
1345 
1346 
1347 
1348 
1349 
1350 
1351 
1352 
1353 
13554 
130% 
1356 
1357 
1358 
1359 
1340 
1361 
1342 
1343 
1344 
1345 
13466 
1367 
1368 
1349 
1370 
1371 
1372 
1373 
1374 


# LOC 


8S9EF 
BOF 1 
B9F 3 
B9F 4 
SPF 7 
SOFA 
SOFRB 
S9FI 
SOF F 
BA00 
BA03 
BANS 
B8A07 
8A08 
8A09 
BAOB 
SAO0E 
8A11 
B8A12 
BA14 
8A1S 
8A16 
8A17 
8SAI1A 
SALE 
SA1B 
SA1B 
SALE 
SA1KB 
S8ALE 
SA21 
8A23 
8A25 


8A27 


BAZ? 
BAL 

8A2ZH 
BA2LF 
BASI 
BAS4 
BASS 
8A39 
BABA 
BASC 
BASE 
BA41 
8A44 
BA47 
BA4A 
BA4n 
BA4F 
BAS2 
BAGS 
BASB 
BASE 


CODE 


12 


00 


4l 
40 


05 
FS 
45 


C4 


1E 
00 
01 


F7 


00 


AS 
ASG 


ASG 
8i 


AS 
AS 


AG 


81 
BA 


AS 


/ AG 


QUTCHR . 


LINE 


BEQ 
L. TX 
FHA 
OuUDnS LTA 
STA 
TNX 
CFX 
BNE 
PLA 
STA 
EXITOD MF 
TEXT FHA 
TXA 
FHA 
L.0x 
TXTMOV LOA 
STA 
QE X 
BFL 
PLA 
TAX 
FLA 
STA 
RTS 
; 


9 KXX 


EXITOLR 
#0 
DISBUF+i*sX sSHOVE DOWN DISPLAY BUFFER 
LIISBUF »X 
#5; 
QOuUnS 
RNIG 
RESALL . 
IUF TATE SCOPE BUFFER 
ISAVE X 
#$1E 7PUSH DOWN 32 CHRS 
SCFPRUF »X 
SCP BUF +1 +X 
TXTMOV 
sRESTORE X 
SRESTORE CHR 
SCF BUF ISTORE CHR IN EMFTY SLOT 


9KKK TERMINAL I/0 


9 KKK 
INCHR JSR 
JSR 
AND 
CMF 
BCC 
~ CMP 
BCS 
AND 
INRTi CMP 
BNE 
LDA 


INRT2 CMF 


INJINY JMP 
NBASOC JSR 


SINJOUY) IMP 


SAVER 
INJINV 
#$7F 
#$41 
INRT1 
#%$75 
INRT1 
#¢0F 
¥#$0F 
INRT2 
TECHO 


: #$40.. 


TECHD 


INCHR+3 
#300 
RESXAF 
CINVEC+H1) 
NIBASC 


TECHO - 

+5 
INJOUV-.. 
RESALL 
(OQUTVECHT) » 
SAVER >: 
#0 


yINPUT CHAR 


sUROF FARITY 
yALFPHA? 


yCVRT TO UPPER CASE 
sCTL O ? 


yTOGGLE CTL O BIT 


$G0 GET ANOTHER CHAR. 
SCARRIAGE RETURN? 


INIBBLE TO ASCII» OQUTCHR 


sLOOK AT CTL O FLAG 


“SIN TERMINAL CHAR 


SUPERMON PROGRAM....+.-PAGE 0026 


LINE 


1375 
1376 
1377 
1378 
1379 
1380 
1381 
1382 
1383 
1384 
1385 
1584 
1387 
1386 
1389 
1390 
L391 
1392 
L393 
L394 
1395 
1394 
1397 
1398 
L399 
1400 
1401 
1402 
1403 
1404 
140% 


1406 © 


1407 
L408 
1409 
1410 
1411 
1412 
1413 
1414 
1415 
1414 
1417 
1418 
1419 
1420 
1421 
1422 
1423 
1424 
1425 
1426 
1427 
1428 
1429 


# LOC 


SAS 
SASF 
B8AS2 
8A65 
8A66 
8A68 
B8A6A 
SA6D 
8A70 
BA73 
BA74 
8A7S6 
8A79 
8A7E 
8SA7E 
8ASil 
8A8BS 
SAB4 
BAGS 
8A87 
BAB9 
8A8C 
8aAsD 
SASF 
BAI0 
BAI2 
BAIS 
8A96 
BAI? 
SA9E 
SA9D 


‘BAAD 


BSAA2 
BAAS 
8AAB 
8AAA 
SAAD 
BAAF 
SAB1 


CONE 


F9 
O02 


34 


40 
FS 
E9 
02 
54 


AQ 
we 
06 
h4 
87 
07 


A4 
AG 


BA 


A4 
AG 


ASG 


8A 
BA 


8A 


8A 


BA 


81 


81 
SA 


AA 


BA 
BA 


LINE 


LOOK 


TIN 


IMY 1 
TLFI 


SAVE 


TOUT - 


OUTC 


FHAKE 


$F 9 
PEDA 
TOUTFL. 


#$40 
LOOK 
DLYH 
F BDA 
TOUTFL 


» $$40 


TECHO 


DoMY1 


OUT 


* SAVE 


#7 
TLP1 


$F9 


DL YH 


Ox 


TIN 
DLYH 


sINVERT DATA 


SFIND LEADING EDGE 


sTERMINAL BIT 


$OR BITS 697 (TTY/CRT) 


gECHO BIT? 


yTIMING 


$TERMINAL CHR OUT 


#DELAY 1/72 BIT TIME 


9SET FOR OUTPUT 
S$DATA- DIRECTION 
FRECOVER CHR DATA | 


SSTART RIT, BATA, 3S9TORS 
$START BIT | 
SOUTPUT BIT FROM CARRY 
;WAIT FULL BIT TIME 


CARRIAGE RETURN? 
SYES-PAD IT 
SPAD LINE FEED TOO 


SUPERMON FROGRAM....++PAGE 0027 


LINE 


1430 
1431 
1432 
1433 
1434 
1438 
1436 
1437 
1438 
1439 
1440 
1441 
1442 
1443 
1444 
1448 
1446 
1447 
1448 
1449 
1450 
1451 
1452 
1453 
1454 
1455 
1436 
1437 
1438 
1459 
1440 
1461 
1462 
1443 


1464 


1445 
1464 
1467 
—6 14468 
14469 
1470 
1471 
1472 
1473 
1474 
14735 
1476 
1477 
1478 
1479 
1480 
1481 
1482 
1483 
1484 


# LOC 


BALL 
8An4 
BAS 
SAD8 
SADA 
SAIC 
SADE 
BAE1 
SAE 4 
BAES 
SAES6 
BAESG 
SAES 
SAEA 
SAE R 
BAEC 
BAED 
BAEE 
SAF 1 
SAF 3 
SAF 4 
BAF S 
SAF 7 
SAF9 
SAFA 
SAFE 
SAFC 
SAFD 
SAFE 
SAFF 
GEOL 
SEO2 
8EOS 
BROS 
8kOS8 
BROB 


BBOD | 


8E10 
SHi2 
8B1S 
8E1S8 
8SB1iB 
SBiD 
8R20 
BSR23 
BE24 
8B25 
8B27 
BSE28 
BELA 
SER2E 
BR2D 
B8B30 
BE31 
8B32 


CODE 


C4 


02 
OF 
02 
30 
v4 


02 


E9 


wl 


OS 
Fors 


FS 


81 
A4 


AS 
A4 


BSA 


AS 


A4 


AS 


LINE 


LEAVE 
OUT 


QUTONE 


DLYF 
DLYH 


DL. YX 
DL YY 


BAUD 


SEEN 


CLEAR 


SET 


TE AF 


AGAIN 


INK 


—INKI 


PAD 


LOX 


RESALL 


PBA 


#$0OF 


, OUTONE 


#530 
TOUTFL 
PRIA 


DL YH 


SUEY T 
#3 


DLYY 


LL YX 


#0 


PEDA 

A 

SEER 

INK 
CLEAR 
INK 

SET 
SOBY T 
DECK TS »X 


* SOERYT 


AGAIN 
STLIIVAL »X 
SOBYT 


DEAF 
#$1C 
INK1 
PRDA 
A 


FADERIT 


yTERMINAL BIT QUT 


sMASK OUTPUT 


SDELAY FULL 
STELAY HALF 


sDETERMINE BAUD RATE ON FR? 


sLOAD CLOSEST STL VALUE 


IFAD CARRIAGE RETURN OR LF 


SUPERMON PROGRAM.....-FPAGE 0028 


LINE 


1485 
1486 
— 1487 
1488 
1489 
1490 
1491 
L492 
1493 
1494 


1495 


1494 
1497 
1498 
1499 
1500 
1501 
1502 
1503 
1504 
1505 
1506 
1507 
1503 
1509 
1510 
1511 
1512 
1513 
1514 
1915 
1516 
1517 
tS16 


1519 


1920 
1521 
1522 
1523 
1524 
1525 
1526 
1527 
1528 
1529 
1530 
1531 
1532 
1533 
1534 
18535 
1536 
1537 
1538 
1539 


# LOC 


8B35 
8B38 
SR39 
SB3B 
BERS3C 
SE3F 
8SB42 
8B45 
SB46 
SB48 
8BR49 
SB4A 
SB4A 
SB4A 
8B4A 
8BR4A 
| SBAC 
SB4D 
SBAF 
SBS2 
8B54 
SESS 
8BS6 
BRS? 
SBSE 
8ESE 
SBS1 
8B62 
8B64 
SESS 
SB49 
8R4C 
BERS6F 
BR71 
8R74 
BE7S 
BB79 
B8B7C 
BEE 
B8R7F 
SRS8O 
BBS3 
B8BB6 
BRE9 
BESC 
8BSE 
SEP 1 
SEI4 
BE9S 
BR9I9 
SRIC 
BROF 
SEAZ2 
BERA4 
SEAS 


CODE 


EG 
FA 
AS 
02 


v4 


49 


8A 


89 
AA 
Ad 


AQ 


LINE 


FATAL 


TSTAT 


KX 


@> “> “> 


KX 


> 


9 
RESET 
FOR 


DF TXFR 


NEWDEV 


SWITCH 


SWLP 


MONENT 


ACCESS 


ACCI 


NACCES 


JSR 


EX 
BNE 
RTS 
JSR 
LOA 
AND 
SEC 


SBC 


RTS 


DLYF 


FAD 


KSCONF 


PEIA 
TOUTFL 


#$40 


«BYT $FF 


KX¥K RESET 


L Tx 
TXS 
LDA 
STA 
LDA 
FHA 
PLF 


JSR 


Lox 
L.A 
STA 
TeX 
BFL 
LOA 
JSR 
JSR 
JSR 


~ TURN OFF 


#$FF 
#$CC 
FCRI 
#4 


ACCESS 
#$5F 


DF TBLK » X 


RAM» X 


DF TXFR+2 


#7 
QUTCHR 


KSCONF 
KEYQ+3 


MONENT 
FRDA 
SWLP 
VECSW 
BAUD 
#$FF 


ACCESS © 


WARM 
SAVER 


| ORSA 


#1 
ORSA 
DIRSA 


gWITH EXTRA STOF BITS 


$SEE IF BREAK KEY DOUN 


yNOT USED 


FOR: INIT SYS RAM» ENTER MONITOR 


yINIT STACK FTIR 


;UISABLE POR, TAFE OFF 


SINIT Fr DISABLE IRQ DURING DFTXFR 


SUN WRITE FROT SYS RAM 


sINIT SYS RAM (EXCFT SCFPRUF ) 


7CHANGE DEVC/BAUD RATE 
yBEEP 
FREYROART OR TERMINAL? 


SWITCH VECTORS 


sMONITOR ENTRY 


SUNWRITE FROT MONITOR RAM 


GUN WRITE PROT SYS RAM 


$WRITE PROT SYS RAM 


SUPERMON FROGRAM...++-FAGE 0029 


LINE # LOC CODE LINE 

1540 SEA7 20 86 SRB TTY JSR ACCESS sUN WRITE FROT RAM 
1541 8BAA Ad INS LYA #605 9110 BAUT 

1542 8RAC Sn S1 AG STA SOBYT 

154% SBAF AD S4 AG LOA TOUTFL 

1544 SBR2 OF 40 DORA #840 

1545 8BR4 80 54 Ab STA TOUTFL. 

1544 8BB7 20 86 8B VECSW JSK ACCESS s;UN WRITE FROT RAM 
1547 S8SEBA A2 08 Lux #$8 

(1548 SRBC BD 6F BC SWLF2 LOA TRMTBL »X 

1549  SEREF 9D 460 A& STA INVEC »X 

1550 8BC2 CA TEX 

1551 8BC3 10 F? BFL SWLF2 

1552 8BCS 60 RTS 

1553 S88Cé4 y 

1554 8BC6é 9 KXX 7 
1555 8skCS skKK TABLES (I/0 CONFIGURATIONS» KEY CODES, ASCIT CODES) 
15546 8BCS6 9 KXX 

1557 88C& 00 VALS «RYT $00%%$80»$08s%37 ¢KE SENSE® A=1 


1557 enc7 80 

1557 8BC8 0O8 

1557 S88C9 37 

1558 S8ECA 00 sRYT $00°$7F +$00%%$30 $KB LRN» A=5 
1558 S8BCR 7F | 

1558 S88CC 00 

1558 e8Co 30 

1559 S8BCE 00 eBYT $00°$FF s$00°¢3F 3¢SCAN DSF y A=9 
1559 S8BCF FF 

1559 8BL0 00 

i559 SBA 3F 

1560 S8Bn2 00 cBYT $00r$002$072$3F S$ BEEF, A=I 
15460 SBD3 00 

1560 SBn4 07 

15460 SBOS 3F Sey 
15461 S8BLIG VALSP2 =VALS42 | 


Yer. 
1542 S8B06 SYM =K sKEY CODES RETURNED BY LRNKEY 
15463 &BDS TABLE=x | 
1564 88N6& O1 *BYT $01 99/U0 
154635 SBI? 41 eBYT $41 91/01 
15366 8Bne si eBYT $81 92/U2 
1567 8809 Cl *BYT $C1 93/03 
15468 SERA O2 eBYT $02 94/U4 
1549 SBR 42 *BYT $42 FO/US 
1570 88DC ea »BYT $82 ¥6/U6 
1571 S8bOoOn C2 *BYT $C2 97/7 
1572 SBE 04 »BYT $04 38/7 JMF 
1573 SBEF 44 eRYT $44 99/VER 
1574 8BEO 84 »BYT $84 . rA/ASCII 
1575 SBE1 C4 +BYT #C4 | sR/BLK MOY 
1576 SBE2 08 *RYT $08 | §C/CALC 
13577 S8BE3 48 »BYT #48 sO /DEF 
1578 S8BE4 88 +BYT $88 §E/EXEC 
i579 S8BES C8 -BYT $C8 gF/FILL 
1380 8SBES 10 +BYT #10 ICR/SO 
1581 S8BE7 30 »BYT $50 gf + 


1582 S8RE8 90 eBYT $90 aft 


SUPERMON PROGRAM...+++PAGE 0030 


LINE 


1583 
1584 
1585 
1586 
1587 
1588 
1589 
1590 
1591 
1592 
1593 
1594 
1593S 
1596 
1597 
1598 
L599 
1400 
1401 
1602 
1603 
1604 
1605 
14606 
1407 
1608 
1609 


1610 © 


1611 
1612 


1613 


1614 
1615 
1616 
1617 
1618 
1619 
1620 
1621 
1622 
1623 


1624. 


1625 
14626 
1627 
1428 
1629 
1630 
1631 
1632 
1633 
1434 
163% 
1636 
1437 


# LOC 


SBE9 
SBEA 
SBERB 
8BBEC 
SRED 
SBEE 
SBEF 
SBEF 
SBEF 
SBFO 
SBF A 
SBF2 
SBF 3 
SBF A 
SEFS 
SRF 6 
SBF 7 
SERFS 
SBF9 
SBFA 
SRFE 
SBFC 
SBF 
SBFE 
SBFF 
8C00 
8COl 
8CO02 
8CO3 
8C04 
8COS 
8C06 
8007 


—Bcoe 


8008 
BCO9 
BCOA 
8COB 
8COC 
SCO 
SCOE 
SCOF 
8010 
BC11 
8C12 
8013 
BC14 
8015 
8016 
8017 
8C18 
8019 
BC1A 
8C1B 
8C1C 


CONE 


LINE 


eRYT 
eBYT 
»BYT 
eBYT 
»BYT 
 BYT 
ASCIMI =*-1 
ASCII =* 
»RYT 
+BYT 
»BYT 
+BYT 
»BYT 
sBYT 
»RYT 
sBYT 
eRYT 
»RYT 
»BYT 
~BYT 
BYT 
»RYT 
BYT 
eBYT 
eBYT 
+BYT 
»BYT 
-RYT 
eRYT 
/BYT 
eBYT 
»BYT 
~BYT 


$hi0 
$20 
$640 
$A0 
$00 


$40 


$30 
$351 
$32 
$33 
$34 
$35 
$364 
$37 
$36 
$39 
$41 
$42 
$43 
$44 
$45 
$46 
$00 
$20 
$3E 
$F F 
$47 
$52 
$40 
$13 
$1E 


§ KE UPPER CASE 


eBYT 
*BYT 
+ BYT 
*BYT 
oBYT 
«BYT 
oBYT 
oBYT 
+BYT 
+BYT 
«BYT 
eBYT 
+BYT 
oBYT 
+BYT 
RYT 
+ BYT 
oBYT 
»RYT 


$14 


eB 


sSHIFT 


4G0/LF 
— #REG/SP 
FS MEM/WF 
— $LQ/L1 
(39$2/81 


ASCII CODES AND HASH CODES 


$ZERO 
ONE 


¥ TWO 

9 THREE 
yFOUR 
9F IVE 
ISX 

# SEVEN 
yE TIGHT 
¥NINE 
7A 

Bs 

iC 


90D 


aE 
9F 


7G 
aR 
7M 


#L2 


9S2 
¥U0 
yU1 


gU2 


—4U3 
-$U4 


sUS 


FUSS 
$U7 


3] 
¥V 
FASCII 


SUPERMON FPROGRAM....+-+FAGE 0031 


LINE # LOC CONE LINE 
1638 8Cip 1c “BYT $1C 
1639 S8C1E 57 »BYT $57 
1640 S8CiF 12 »BYT $12 
1641 8C20 10 »BYT $10 
1642 8C21 2E eBYT $2E 
1643 8C22 20 «BYT $20 
1644 8C23  3F eBYT $3F 
1645 8C24 5O sBYT $550 
1646 8C25 07 eBYT $07 
1647 8026 53 «BYT $53 
1648 8C27 58 »BYT $58 
1649 8c28 59 «BYT $59 
1650 8C29 ; SEGMENT CODES 
1651 8029 SEGSML =k-1 

1652 8C29 3F eBYT $3F 
1653 8C2A 06 »BYT $06 
1654 8C2B 5B »BYT $58 
1655 8C2C 4F »BYT $4F 
1656 8C2D 66 »BYT $66 
1657 8C2E 4D »BYT $60 
1658 8C2F 70 eBYT $70 
1659 98C30 07 RYT $07 
16460 8C31 7F eBYT $7F 
1661 8C32 67 sBYT $67 
1662 8C33 77 «BYT $77 
1663 8C34 7C »BYT $7C 
16464 8C35 39 RYT $39 
1665 98C36 SE «BYT $5E 
16466 8C37 79 »BYT $79 
16467 8C38 71 BYT $71 
1668 8C39 FO -BYT $FO 
1649 8C3A 40 -BYT $40 
1670 8C3B 70 eBYT $70 
1671 8C3C 00 »BYT $00 
1672 8C3D 6F eBYT $6F 
1673 8C3E 50 »BYT $50 
1674 8C3F 54 ~BYT $54 
1675 8C40 38 -BYT $38 
1676 8C41 60D ~BYT $60 
1677 8042 o1 «BYT $01 
1678 8C43 08 RYT $08 
1679 8044 09 »BYT $09 
1680 8C45 30 sBYT $30 
1681 8C46 36 eBYT $36 
1682 8C47 5C »BYT $5C 
1683 8C48 63 «BYT $63 
1684 8C49 03 BYT $03 
1685 8C4A 1E -RYT $1€ 
1686 8C4R 72 ; BYT $72 
1687 8C4c 77 »BYT $77 
1688 8c4aD 7C eBYT $7C 
1689 8C4E 39 »BYT $39 
1690 S8C4F SE BYT $5E 
1691 8C50 79 »BYT $79 
1692 8CS1 71 ,BYT $71 


¥Y 


FOR ON-BOARD DISFLAY 


7ZERO 
3 ONE 

§ TWO 

§ THREE 
yFOUR 
gF IVE 
yS1IX 
#SEVEN 
yEIGHT 
yNINE 
A 

$B 

3C 

rT 

yE 

aF 

ICR 

+ DASH 
a 


>SHIFT 


SUPERMON FROGRAM.++++e+PAGE 0032 


LINE 


1693 
1494 
14695 
L696 
1697 
1498 
1699 
1700 
1701 
1702 
1703 
1704 
1705 
1706 
1707 
1708 
1709 
1710 
1710 
1710 
1710 
1710 
1710 
1711 
1711 
1711 
1712 
1713 
L714 
1715 
1716 
1717 
1718 
1719 
1720 
1721 

1722 
1723 
1724 
1725 
1726 
1727 
1728 
1729 
1730 
1731 

1732 
1733 
1734 
1734 
1735 
1736 
1736 
1737 
1737 


# LOC 


SC52 
8C53 
8054 
8CS5 
8056 
8C57 
8C5e 
8C59 
8C5A 
8C5B 
SC5C 
SC5D 
SC5E 
8C5F 
8060 
8Cé1 
8062 
80463 
8064 
8C65 
B04 
8067 
8068 
BC49 
8C6B 
SCén 
SC46F 
SC6F 
8072 
8C75 
8C78 
8078 
8078 
8C78 
8C78 
8078 
BF AO 
BFA 
BFAZ 
BFA4 
SFAG 
8FAS 
BFAA 
SFAC 
OFAE 
BF BO 
SFB1 
SF R2 
er BS 
SF B4 
SF BS 
SFR 
SFR? 
SF RS 
SFR9 


CODE 


ac 
10 
O14 


wo 
AO 
3C 


SA 
SA 
8B 


LINE 


a RYT 


+BYT 
+BYT 


_«BYT 


+ BYT 


eBYT 
+ BYT 
eBYT 
RYT 
eBYT 
RYT 
*BYT 
oBYT 


«BYT 


a eRYT 


DECETS 


STOVAL . 


> 110%30096007120022400%4800 BAUD 


eRYT 
BYT 
eBYT 


$40 
$76 
$46 
$00 
$38 
$46 
$1C 
$38 
$40 
$80 
$00 
$53 


($73 — 


$49 
$40 
$64 
$6E 


¥% 
9LF 
9SF 
9W 
911 
9S 
os 


> SPACE 


i? 


yF 
iS 
+X 


a 


~#Y 


$979 $3TiyS1F 1 $10%$089 $00 


$SHIFT 


RELL 


TO DETERMINE BAUD RATE 


- DEY $0540» $24107$0601 $STD VALS FOR BAUD RATES 


TRMTBL JMF INTCHR 
JME TOUT 
JMF TSTAT 


9 KKK 


X=$SF 


DF TBLK=% 


+WORTD 
»WORD 
»WORD 
»WORT 
«WORT 
»WORD 
«WORD 
+WORE 
»BYT 


—#BYT 
«@BYT 


+BYT 


+BYT 
+BYT 


+BYT 


AO 


$C000 


TTY 
NEWDEY 
$0000 
$0200 
$0300 
$C 800. 
$1000 
$04 
$2C 
$46 
$007%00 


$33 
$0000 


$002 $00» $0027 $00 


“ALTERNATE VCTRS FOR TIO | 


;BASIC 4k JUMP TABLE vee 


yPAGE ZERO 


yTAPE TELAY (9.0 SEC) 
yKIM TAPE BOUNDARY 
sHS TAPE BOUNTIARY 


#SCR3rSCRA4 


¥SCREB~SCRE 


$HS TAPE FIRST 1/2 BIT 
§SCRS6»9SCR7 


SUPERMON PROGRAM. ..+++FAGE 0033 


LINE # LOC CONE LINE 


1737 S8SFBA OO 
1737 8FBB 00 


1738 8FEC SA “RYT $58 | 3HS TAFE SECOND 1/2 BIT 
1739 8FEBI OO sBYT $00%%007400 5SCRO-SCRE 


1739 SFBRE 00 

1739 SFEBF 00 

1740 B8FCO 900 sBYT $00%$00+¢40r$6E2$9867$06 SDISF BUFFER (SY1L.1) 
1740 SFC1I OO 

1740 #B8FC2 60 

1740 SFCS GE 

1740 8FC4 86 

1740 S8SFCS 06 

174i = BFC4S 900 sBYT $00%%$00%$00 sNOT USED 
1741 8FC7? O00 

1741 8FC8 90 

1742 SFC9Y 00 eBYT $00 gFARNK 

1743 8FCA 00 00 sURYT $00007$00007%0000 *FARMNS 
1743 8FCC 00 00 

1743 8FCE 00 00 


1744 SFO O1 »BYT $01 sFADBIT 

1745 8FoL 4€C »sBYT $4C 9SLUBYT 

1746 S8F02 00 RYT $00 yERCNT 

1747 SFOS 80 «RYT $80 9 TECHO 

1748 SFin4 BO »BYT $BO ys TOUTFL 

1749 SFOS 090 “RYT $00 yKSHFL 

1750 SFG 00 “BYT $00 yTV 

1751 8FDZ 00 RYT $00 IL STCOM 

1752 SFHS8 10 «BYT $10 IMAXRC 

1753 8FI? 4A BR WORD RESET FUSER REG’S 

1754 SFOR FF sRYT $FF ySTACK 

1755 8FDC 00 sBYT $00 gFLAGS 

1756 SFOD 00 *BYT $00 9A 

L757 SFE 00 +BYT $00 ¥ xX 

1758 S8FIF 00 eBYTF $00 | ¥Y¥ 

1759 SFEO y VECTORS 

1760 SFEO 4C BE 89 JMF HKEY yINVEC 

1741 SFES 4C 00 89 JMP HOOUT sOUTVEC 

1762 SFEG 4C 6A 89 JMF KRYSTAT yINSVEC 

1763 8FE9 4C D1 81 JMF M1 UNRECOGNIZED SYNTAX CERROR) 
1764 SFEC 4€ D1 8l JMF M1 sUNRECOGNIZED COMMAND CERROR) 
1765 S8FEF 4 06 89 JMF SCAND ySCNVEC 

17466 8FF2 7E 88 *WORD RIN IN FTR FOR EXEC FROM RAM 
1767 S8FF4 CO 80 WORD TRCOOFF sUSER TRACE VECTOR 
1768 GFFG 4A BO *WORD SVERK- 9 BRK 

1769 S8FFS 29 80 «WORT SVIRQ USER TRA 

1770 = SFFA EB &8O »~WORD SVNMI yNMI 

1771 SFFC 4A 8B | »WORD RESET #RESET 

1772 SFFE OF 80 +WORD TRQBRK TR 

1774 9000 LENTRY =$8C78 

1775 © =9000 SENTRY =$8C78+%20F 


1776 9000 RGNAM =$8F9A sREGISTER NAME PATCH 


SUPERMON FROGRAM...+++FAGE 0034 


LINE # LOC CODE LINE 


1778 9000 eEND 


ERRORS = 0000 <0000> 


SYMBOL 


ACT 
ATIVOK 
AGA TN 
ARE 
ASCII 
ASC IMA 
ASCN IE 
BANTIY 
BAUT 
BEER 
BEEPS 
BEEFES 
GEL 
BER 
WES 
BLN 
BILF 
GLE 
BMOVE 
BRT 
BRTT 
BZF ARM 
BI. 

BILE ARM 
Re 

BOF ARM 
BSP ARM 
CALCS 
CHRSAL 
CLE AR 
COMINE 
COMMA 
COME AR 
CONFIG 
CON A 
CROHK 
CRLF 


CRLF SZ 
Ci 
ENE W 
DRBOFF 
CeON 
QR LG 
DOR SA 
QEAF 
QECCME 
NECETS 
DELAY 
VEPEY T 
QEPEC 
QERPES 
EF N 


VALUE 


BBS 
BEBE 
8108 
B24 
AGI 
BREF 
GREE 
8275 
BABE 
BAFF 
B972 
B9 75 
8977 
B97C 
BPS 
8997 
8739 
B75E 
8790 
B87H7 
B70C 
B71 
8395 
B7AF 
840A 
8772 
B419 
8714 
8827 
8200 


BROS 


S106 
B33A 
B20 A 
BAS 
9 AK 
B2O4 
BS4T 


S314 
8&2 kt 
BOF S 
BOL 
SOE 4 
AND? 
ACOS 
SBS 
B2 RE 
BOGS 
SSSA 
Bak & 
WO 
a 
Bar > 


QE TNE 


L327 
LS3o 
33h 
L4a7S 
oY 
Lo9Q 
L339 
42 
666 


991 
L007 
1LO3% 
1048 
LOS 
1083 

wa? 
1043 

O99 
LOG 

B38 

97 1 
1103 

ABS 
1444 

34D 

Si 

4S 
L288 
L291. 

3h4 


wand 


AQ? 
1105 
212 
198 
205 
24 
B9 
1469 
449 
L710 
528 
709 
726 
759 
716 


L223 
LOSS 
S83 1. 
LAZ id 
132 
Less 
L3is 
344 
640 
Lod 
LIDS 
1304 
1286 
Ler? 
Lee 
L282 
974 
LOLS 
1042 
LOO? 
LOS? 
98S 
261 
997 


— 264 


LOO6 
Lor 
27Q 
833 7 
676 

14465 
49 
342 
44M 

Lend 

L297 
362 
147 
924 
706 

KCK OK 
204 
146 
L396 

WORK K 
202 

L476 
761 

L4d? 
L8s 
718 
720 
Pon 


714 


129 
BOY 


LBS 


“gee ) 


ud ad ae 


L27S 


LO1L4 


LOSS 


99O 


970 
837 


wOS 
4H Ad 
1230 
5635 
21? 
L105 
731 


LO 


2QY? 


BO 


Lad 


CROSS 


La? 


LOOG 


LO8S 


95555 


PSS 


L268 


oP? 


B32 


194 


edi 


1940 


725 


REFERENCES 


177 9 1S0O7 AS25 1440 


LOLe LOLS 1041 


497 S64 “S87 604 622 


2l2 214 854 1931 1543 


7¢ 


3 


LAs 


4 


POS 


SYMBOL 


DEPZ 
KEFS. 
HE TBR 
HETIRG 
LF TRL 
UF TXFR 
WIFFL, 
VIFFL2 
WIFEZ 
(FFA 


NISBUF: 
QISFAT. 


CL YF 
OL YH 
OLYO 
TH. YX 
rth. ¥'¥ 
TH. ¥ 1. 
OLY? 
| 
CMY 1. 
E RCN T 


ERMSG 
EXEVEC 
EXE S 
EXITCE 
EXITG 
EXITGR 
EXIT 
EXIT TMI 
EXITNE 
EXITON 
EXITRG 
EXRGF 1 
EXWRAE 
EZPARM 
ELF ARM 
E2PARM 
ESrARM 
POLLS 
FOUND 
FR 


Fie 

FS 

3k TCOM 
GETCI 
GETREY 
GETSGS 
GK 

GN 
GK2 
GOO 
GOrAQ 
GO2 
OZ 


VALUE 


84A7 
840A 
SOLE 
GO22 
SF AO 
SRD 
B4F0 
8710 
84FA 
B70F 
AGAO 
814A 
GAES 
BAED 
Q383 
SARL 
SAFE 
8368 
O37 1 
S350 
BAB L 
AGS2 


Oi7 1 
AG? 2 
BBS 1 
B209 
Es oe 
Ssccd 
Ba Ser 
8577 
O315 
BAO 
8301 
B30 2 
B20 
84yi7 
Bé616 
8711 
Ssacr 
8714 
8940 
AGbSC 
B87 20 
3737 
B87 2K 
BOF F 
8107 
SSAr 
B89 A 
BSCr 
Bena 
SOE 4 
Sirs 
BACK 
Gah 7 
83k 3 


LINE DEFINED 


&77 
703 
113 
118 
L722 
1508 
93S 
94? 
a7 
Pho 
wi? 
we 
144i 
1442 
ee 
1448 
L449 
aS 
37 
a 
1390 
AS 


278 

74 
1125 
48S 1, 
1207 
1183 
b34 
780 
ADS 
330 
“79 
OO 


4493 


&FPB 
B87 
970 
L164 
975 
L205 
wo 
93 1 
990 


P64 | 


219 
wee 
L168 
1318 
L184 
L186 
LI94 
i Ss 
1429 
4504 
402 


G20 
OK HC KOK 
EK ACK 

Lie 
L509 
LS12 
NOKIA 
OK K 

923 

964 
L214 

99 
LALS 
L331 

are ar 
L4se2 
L430 

Ma) 

43 
MOK KK 
L3g? 

624 
LOSS 

1LO0 
L130 


Liss 

340 
L426 
KKK 


aT 


149% 
L323 


L145 


L39S 


O32 
1037 


113% 


L317 


12 


9B9 


oy ey “z 


Bee Bee % 


ad 


L172 
Lis? 
L198 


CROSS-REFERENCES 


L324 


1400 1408 1441 


649 653 467 671 673 979 995 1043 


L137 


L320 | 


ZAG 


117? 
1206 


SYMBOL 


GO1 
GOLENT 
HASHL. 
HASHUS 
HOOUT 
HIPN 
HKEY 
LUISr 
LJSCNV 
INRBYTE 
INCCME 
INCHR 
INCE 
INJINYV 
INJISYV 
INJOUY 
INK 
INK1 
INRT A 
INRT2 
INSTAT 
INSTI 
INST2 
INSVEC 
INTCHR 
INVEC 
TROQERK 
TRAVEC 
JTABLE 
JUMPS, 
JUM2 
KEYQ 
KSCONF 
KSHFIL. 
KYSTAT 
LBY TE 
LEAVE 
LENTRY 
LK A 
LK? 
LINKS 
LOCMS 
LOCFS 
LOOK 
LPGI 
LEZ 
LEZE 
LF 
LRNKEY 
LSTCOM 
Lad 
Lizk 
Lik 
Liaic 
Lian 
Li2k 
Li2c 


VALUE 


8379 
BFA 
Bi2F 
9133 
B9OO 
B146E 
B9 BE 
BOSS 
8903 
Bin9 
82 Be 
BALE 
BLO S 
BA4L 
B92 
BASS 
B27 
GRA 
BALL 


BASIC 


8386 
8338 
B39 1. 
A666 
BASS 
AG460 
SOOF 
AGZE 
AGRO 
BSkR4 
BSES 
BY 23 
BIAS 
AKSS 
896A 
B41 
BAT 
8078 
8944 
894A 
89S 
8369 
SSSH 
SASF 
S44I 
8429 
8417 
8420 
B92C 
AG6S?7 
8400 
8406 
B07 
S300 
BSE9 
84638 
B48C 


LINE EF TNE D 


7B2 
605 
240 
LAL 
1208 
a7 
L299 
143 
L209 
343 
HAS 
1348 
ARDY 
L365 
4 
L372 
1477 
L479 
L356 
1363 
348 
erate 
Me ba 
4&7 
L373 
63 
1LO& 
B12 

9 


729 
19? 
2b4 
23Q 
L754 
ea? 
L7 SS 
127 
ae Wd 
27 2 
654 
Raed 
L070 
1.349 
B48 
1370 
L464 
L480 
L3S2 


L357 


1713 


a id 
269 
136 
L186 
657 
716 
24h 


Losi 


1444 
1354 


B96 


CROSS 


184 


661 
FAD 
Loe 


944 


1128 1133 1136 


1745 


B24 


Lig? 
1278 
L208 


637 


B34 


664 


244 


P15 


L261 
L489 
L2O7 

640 


1083 


&7Q 


248 


“REFERENCES 


666 675 710 
B89 946 9846 LOLL 109) 
343 S51 3359 S82 626 1162 1362 


L138 2158 11460 1365 1549 


674 


mas 


SYMBOL 


Leak 
LOik . 
L2sPr 
MAXRO 
MEMZ 
MEM 
MEM? 
MEMS 
MEMS3C 
MEMS) 
MEM SE 
MEM SEX 
MEM SE 
MONENT 
MONITE 
MORE 
MORETI2 


NACCES 
NRASOC 
NBELL. 
NEWDEYV 
NEWL.N 
NEWLOC 
NHS 
NH4 1 
NH42 
NIBALF 
NIBASC 
NMIVEC 
NOBGEEF 
NOKEY 
NOTCK 
NRLO 
NUREC 
NXTLOC 
NATRG 


VALUE 


B4CF 
S5EF 
B7EE 
AbuR 
B4AE 
8510 
B62F 
8801 
8808 
8811 
8810 
881A 
8826 
GR7C 
8000 
84554 
86112 
8104 
8159 
8160 
B167 
BLE? 
8239 
8240 
8251 
8267 
B26F 
8289 
8280 
828F 
8292 
8208 
B2EH 


8308 


B3ca 
S3ER 
B44 
8574 
BEIC 
BA4A4 
B9Ct 
SE4S4 
84k i. 
S317 
B3RF 
S301 
8337 


S513 


3309 
AG&7A 
BIO 
BOSE 
8303 
8409 
“Baas 
BS 1 
B S02 


LINE 


DEFINED 


H94 
G37 
1076 
a 


SB0 


FRB 


87 3 
L084 
1087 
LO9l 
LO? 
1093 
L102 
L522 

97 

643 

94 1. 

339 

Loe 

265 

2O8 

314 

387 

394 
B97 

4AQS 

Ag? 

ADR 

425 

ADS 

42 

44 

4709 

38 4 

3B4 

898 

770 

778 
L335 
L364 
L305 
L513 


Fl 
B27 
1LO73 
Gi? 
578 


7O4 


B45 
LO?7? 
377 
1100 
LO9O 
LO?P2 
1098 
97 
OK 
G36 
949 
B37 
ZOO 
263 
246 
ee 
S04 
SBS 
4OQ 


BR 


407 
413 
Al? 
42 
ALS 
43g 
443 
ua? 
uP? 
9S 
768 
77& 
605 
ASS 
1303 
L728 
679 
4B2 
370 


rae 


734 


AG 
1366 


OK AOK 
LL? 
L236 
ws 


79% 


H3i 
740 
OK KOK 


CROSS-REFERENCES | 


929 


LO9S 


LS17 


L/S7 


B95. 


AL? 


600 
435 
Ag? 
719 


744 
wed 


Bi 


vaNle) 


LO94 


813 
OL 


449 763 FPL 779 1097 


veers 


SYMBOL. 


ORCMIN 
OBCRILE 
OCMCK 
OF CCOM 
CR 
ORBA 
Qui 
QuUNIZ 
UTS 
QUT 
OUTBY T 
OuTC 
QUT CHR 


OUTS 
QUTONE 
OUTEC 
QUTOQM 
OUTSZ 
QUTVEC 
OUT XAM 
OUT I 
OUT? 
QUT 4 
PAgI 
FATIA 
FADE T T 
PALI 
PARP TL. 
FARM 
PARNE 
PRIA 


CHES 
PLR 
POR IT 
PHARE 
PM 1. 
FC) Fe 
PRMILO 
PRYLOC 
EF SHOVE 
TRIN 
Plt 
Feit. 
PH 
Pel. 
P2SCR 
Fst 


PSL. 


P3SCR 
RAM 
RC 
ROLG 
REGZ 


VALUE 


8103 
S34A 
8325 
S337 
AQOY 
ACO IL 
89 TK 
B9EO 
BOF 4 
SATIA 
Ser A 
BARA 
SAA? 


BOC 1 
BATE 
Sd 
8320 
8319 
AGEGS 
HLF 4 
SIRE 
B20 1 
SAF S 
B32 
A4OO 
AGO 
BESS 
82k 
BL20 
AG4Y 
AYO? 


A&SA 
AGS 
AVODCL 
SABC 
822k 
Sk4n 
B2LOA 
S338 
8208 
8972 
AG4F 
AS4E 
AGb4TI 
Ab4( 
BL29C 
Aé64E 


AG4A 


B2A7 
AG2Z0 
AGS 
AG4aS 
Bad 


LINE 


NEF TNE 


4d, 
wat 
BOS 
O10 
ae) 
83 
L312 
L313 
L323 
1431 
47 
L413 
L367 


L300 
L436 
47S 
OL 
47S 
46 
47S 
36]. 


BGS 


Ba7 
1484 
84 
41 
L485 
382 
377 
30 
87 


OG 
va) 
92 
1418 
381. 
L302 
368 
7&1 
347 


wD a 
18? 
BON 
148 
KKK 

BY 
L307 
13164 
L327 
1388 
284 
1423 
1S0 
934 
1208 
L434 
wih 
71S 
YOK IK 


L372. 


WOO 
S58 
B3 
340 
L429 
L215 


1484 


1487 . 


40% 
2uae 
29 
L216 
1461 
134 
Lae 
L503 
1419 
392 


KKK 


B75 
756 
237 
1131 
373 
B7 a 
371 
370 


PSS 


9O4 
18% 


198 


L402 
341. 


209 4 


Bor tee 


LIS4 


OG 
ZAI 


PO8 


1217 


379 
L231 
1481 

162 

Lay 


238 


P9Y 
876 
ASS 
ASS 
Pa 


398 


1310 


CROSS-REFERENCES 


2O1 


1415 
477 
279 

1514 


2OG 


wOS 


a2 3 1. 


Je Lie 


Lend 


389 
12714 
1490 

474 

473 


S81 


11.4 
980 
804 
799 
977 
434 

1034 
401 
829 
B44 


P32 
L329 


L23o 


39O 


L274 


834 


997 
B65 
B49 
996 
438 


2O8 


1294 


408 


L292 


OS 
610 


83S 


1062 


LLL? 113% 


AOR 
B43 
1LO30 


93S 


98 


948 


Ba 


888 


nr 
we 


L376 


WIS 


1078 
Lilie 
P13 
&B8 


44Q 
1018 


LS28 


Pod 


waned 


L330 


Wi ey ae 
vod an wed) 


L536 


wOG 


wi Be 


1382 1410. 1432 1437 


608 


1087 
LOI 
2979 


4490 
LO32 


1108 


L109 


BOS 


4636 
Lids 


806 


794 
LiL4ad 


B47 


798 


SYMBOL. 


RES XAF 
RE SXF 
RGBACK 
KIN 

RSTVEC 
SAVE 

SAVER 


SAVINT 
SCAND 
SCNVEC 
SCF BUF 
SCRA 
SCRE 
TAPET2 
SCRI 
SCRE 
SCRE 
TAPDEL 
KMBDRY 
HSEDRY 
SCR3 
SCR4 
TAPET1 
SORG 
SOR? 
SCRE 
SCR9 
SC4 
$02 
SUEYT 
SEEK 
SEGSM41 
SENTRY 
SET 
SPACE 
SFCES 
SPCR 
SPEXIT 
SF28 
SP2C 
SF20 
SP2E 
SPQF 


SE 


STOVAL. 


ST02 
STOCOM 
SVERK 
SVBYTE 
SVIRQ 
SYVNMT 
SWITCH 
SWLF 


VALUE 


8104 
HRA 
BOa9yY 
BLES 
SiBE 


BSD 


BS7E 
AGE? 
BAB7 
8188 


8064 
BIO 
ASSF 
Ab00 
AGSA 
AGSE 
AGSC 
AGS 
AGSE 
AGSF 
ASSO 
ASSL 
AGS2 
ASSS 
Ab34 
AGSS 
A&36 
A&37 
A633 
Ab3Y9 
BIOL 
8910 
AbT 
SEO? 
8C28 
BE 87 
SROL 
8342 
8345 
B33 
86AB 
8498 
B4A3 
SSAK 
846R3 
BGkA 
AéSE 
BC 49 
BS19 
8120 
BO4A 
Shr 4 
BO2Y 
809k 
BESS 
8L46C 


LINE GEFINED 


326 
L300 
Lis? 

316 

S21. 

BO4 
1143 

8 1 
1394 
289 


132 


L210 


fooe foes 


1.7 
18 
19 
L213 
L219 
AR 
L461 
L651 
1717 
1466 
va 
a a 
14 
P25 
918 
923 
— «926 
9S 
932 
7 
L711 
842 


oy My ge 
Boe VF Se 


137 
PSS 
123 
177 
15135 


wld 


925 
1746 
1148 

411 

4&2 

386 
L759 
KKK 
L3a? 

377? 


1300 Le 


125 


L738 


1279 
1764 


Lisé 
waa 


L209 — 


1335 1: 


Lage Al. 


HOOK OK 
OK OK 
24 


L178 14 
1228 Lc 


OOK 
OOK 
OK KK 
350) 


me | a ee 
* oe 


OK KK 
M&S 
ABS 


#2" oe oy 
ed 009 ate 


wad 
L222 
L220 
1447 
1443 
1318 
LOZ 
1467 
ead 
wid 
bP ae 
PAS 
Pie 
Po4 
P24 


928. 


1468 


eOe 


CROSS~REFERENCES 


1298 1330 1371 1430 1534 


1163 1183 
635 


wee 62h 


3° 1367 1373 


139 179 


2 
fae 
LS7 Lise 


380 388 


wO4 GO? 
699 9O7 
wAQ 


w4n 


1470 1473 


S14 367 


947 — 


P3O |. 


173: 


L472 
OK OK 


oy ke 1 


shee wed 


1761 


936 
1762 
1763 
MOK KK 
L519 


5906 


938 


1344. 


921 


1407 
19S 


AQA 


66s. 


raw?) 


1942 © 


709 


P4AQ YAS 


1405 


1145 1168 1266 1284 1288 


1G27 1535 


406 


POL 


794 884 906 1106 


SYMBOL. 


SWLP2 
SYM 
SANG 
513K 
S13C 
S238 
TABLE 
TAF ERR 


TOUTE IL. 
TRACON 
TRCOOFF 
TROVE 
TRM TL. 
TSTAT 


TYNZ 
TXTMOYV 
UBRRY 
UBRKYC 
UTRQY 
ULRAYVC 
URCVEC 
URSVEC 
USRENT 
VATITIR 
VALS 


VALSP2 


VECSW 
VER Z 
VER 1 
VERS 
VOC 
Vi 

V2 
WARM 
WFR LE 
WRAF 
XEN 

YR 
ZERCK 


VALUE 


GRECO 
BRIG 
87 TE 
8700 
B73 
B7EG 
BRIG 


BOCO 
AGS 4 
HO6r 
QRIC 
SkA? 
AGS 
SOAF 
BAKE 
AG76 
AG? SG 
AS?ZS 
Ad 7 
Ab6C 
ASbS69 
BOAS 
Bh45 
SROs 
SEC8 
BBE? 
S4nS 
BPS 


84630 


GAGs. 


B46ShII 
8445 
8003 
Sor? 
82R8 
AGE 
AéSF 
82k 


LINE DEFINED 


1348 
LEGO 
1068 
LOS 
LOdé2 
LO72 
L863 
HO? 
ay 
L3a1 


BBL 


L391. 
1406 
4a? 
176 
1? 
7S 
L713 
L489 


eee gree ove; 


POS 


130% 


Lae?” 


L392 
wae 
L377 
189 
1740 
19%) 
1548 
L715 
1724 
18 
182 
1338 
KICK 


PP 


OK KOK 
79 
69S 
271 
OK ACK 
BY? 
L293 
L291 
L320 
61 
ABY 
BO? 
TKK KOK 
890 
O94 
LOL 
833 
4a 
133 
154 


625 


CROSS-REFERENCES 


S38 
1358 


L383 


H44 
14460 


L436 


wa 


1164 


Lo61 


783 
B74 


Boe 


Lol 


S15 


614 
81 


FOS 


1990 1 


957 


648 
1368 


as ve 
ad - 


1543 


& 


662 66% 


138s 


Loa 


AUDNTO CASSETTE INTERFACE ..++++PAGE 0001 


LINE 


0002 
0003 
0004 
00035 
0006 
0007 
0008 
0009 
0010 
0011 
0012 
0013 
OO14 
001s 
0016 
0017 
0018 
O019 
0020 


0022 
0023 
0024 
0025 
0026 
0027 


0029 
0030 
00351 


0082 | 


0033 
0034 
0035 


0037 
0038 
0039 
0040 


0042 
0043 
0044 


0045 — 


0047 


0048 
0049 
0050 
0051 
0052 
0053 
0054 
0055 
0056 


# LOC 


0000 
0000 
0000 
0000 
0000 
0000 


CODE 


LINE 


SKKKKKK VERSION 2 4/13/79 "SYL.1" 


PXKKKKK COPYRIGHT 1978 


SYNERTER SYSTEMS CORPORATION 


90/1 BORY FOR READ TIMING | 
YHOLD FREY INFUT LEVEL IN GETTR 
ICHAR ASSY AND DISASSY 


ROOK 

BURY  =$F8 
OLD =$F9 
CHAR = -=$FC. 
MOLE =$FD 


BUFADL =$FE 
RUFADH =$FF 

TAPDIEL =$A630 
KMBIRY =$AG34 
HSBURY =$A632 
TAPETL =$A635 
TAPET2 =$A63C 


SCRS =$ASI6 
SCR? =$AG37 
SCRG =fAG33 
SCR? =$A53P 
K=$AGAA 
EAL K=EK+ 1 


EAH Keak 
SAL kok 
SAH x=K+ 


Th K=K+ 1 
EOT = $O4 
SYN = $16 
TPBIT =4£1000 
FRAME = =$FF 
CHECK =$CC 


LSOTCHR =$2F 
NONHEX =$FF 


ACCESS =$8RG6 
F25CK =$829C 
ZERCK =$832E 


CONFIG =$89AS, 


I/Q ~ TAPE ON/OFF IS 
TAFE IN IS FBG 


‘Se 


sRITZ=1 IS HS» O IS KIM 
eee BIT6=1 ~- IGNORE DATA 
sRUNNING BUFFER ADK 


sHI SPEED TAPE DELAY 
KIM REAL BORY 

7H REAL BORY | 
gHS FIRST 172 BIT 
9HS SECOND 1/2 BIT 


gSCR 6 

ySCR 7? 

9SCR 8 

ySCR 9 

gP SL - END ADDR +1 (LO) 
yF SH ~ CHIT) | 

yP2L - START AUUR (LO) 
yP2H - CHT) | 
yPil —- 


Itt 


sBRIT 3 IS ENABLE/DISABLE TO DECODER 
JERROR MSG # FOR FRAME ERROR 


JERROR # FOR CHECKSUM ERROR 


gLAST CHAR NOT %/77 
sNON HEX CHAR IN KIM REC 


YUNWRITE FROTECT SYSTEM RAM 
yMOVE F2 TO $FFs¢FE IN FAGE ZERO 
sMOVE ZERO TO CHECK SUM 
¥CONFIGURE 1/0 


CB2 ON VIA 1 (A000) 
ON VIA 1 (A000) 


, 

; | 
3 TAFE OUT IS COKE 7 TO DISPLAY DECODER: THRU 6532, 
7 7 


VIAACR =$A00B 


VIAPCR =$A00C 
TPOUT =BAAOD2 
TAPOUT =TROUT 
DOROUT =$A403 


TAFIN =$A000 
QMRIN =$A002 
TIMER =$A406 
TIMB =$A415 


QOROUIG =$A401 


PBO-PES CA400) 


*CONTROL CB2 TAPE ON/OFF» FOR 


96532 TIMER READ 
96532 TIMER SET (8US) 


AULTO CASSETTE INTERFACE .<+.+++«¢PAGE 00028 


LINE # LOC CODE LINE 

0057 Aé64F OIG = $A AOD 

0059 AG4AF y LOADT ENTER W/TD IN FARM 2» MODE IN CY) 

0061 A64F K=$EC73 

0062 8C78 20 AX BE LOAnT JSK START PINITIALIZE 

0063 8C7R 20 S2 8h LOANT2 JSR SYNC AGET IN SYNC 

0064 S8C7E 20 E1 8D LOADT4a JSR RIICHTX 

0065 8C81 C9 2A CME $°X gSTART OF DATA? 

9066 8C8B3 FO 06 REQ LOADQLI 

0067 8C85 CY 16 CMP FSYN #NO ~ SYN? 

0068 8C87 NO Fe RNE LOADTS 9IF NOTs RESTART SYNC SEARCH 
0069 S8C89 FO F3 BEQ LOANTA4 9IF YES» KEEP LOOKING FOR xX 
0071 8C8B O6 FI LOAD ASL MODE 9GET MODE IN Ay CLEAR BITS 
0072 8C8O GA ROK A 

0073 S8C8E 85 FI STA MODE 

0074 8C9O 20 24 8E JSR RORBYTX FREAT ITD BYTE GN TARE 

0075 8C93 8h 00 A4 STA DIG POISPLAY ON LED CNOT DRCODET) 
0076 8C96& CD 4E AG CMF Tt sCOMFPARE WITH REQUESTED Th 
0077 B8099 FO 29 BEQ LOADTS FLOAD ITF EQUAL 

0078 S8C9ER AD 4E AG LOA It sCOMFPARE WITH O 

0079 S8BC9E C9 00 CMF #0 

0080 8CAO FO 22 BEQ LOADTS 9IF O» LOAD ANYWAY 

0081 S8CA2 C9 FF CMF #$FF ICOMPARE WITH FF. 2 
0082 B8CA4 FO 07 REQ LOADTS SIF FF,» USE REQUEST SA TO. LOAD 
0084 8CAG 24 FI RIT MODE SUNWANTED RECORT. KIM OR HS? 
0085 8CAS 30 16 RMI HWRONG 

0086 SCAA 4C 7B SBC JMPF LOADT2 yIF KIMe RESTART SEARCH 

0088 8CaAL , SA (REA IF USED) COME FROM REQUEST. DISCARD TAPE VALUES 
0089 SCADL ’ -CBUFAD ALREADY SET TO SA RY “START‘? 
0090) 8CAD 3 

0091 8CAN 20 74 BE LOADTS JSR RUCHK §GET SAL FROM TAPE 

0092 S8CERO 20 74 SE JSR ROCHK GET SAH FROM TAFE 

0093 S8SCB3 24 FO - BIT MODE gH OR RIM? 

0094 8CEBS 10 S2 BRL LOALT? gIF KIMs START READING DATA 
0095 8CB7 20 74 SE: JSR ROCHK gHS. GET EAH, EAL FROM TAPE 
0096 SCRA 20 74 SE JSR ROCHK > see BUT IGNORE 

0097 SCBO 4C DE 8C JMF L7H 9START READING HS DATA 

0099 B8CCO >; SA (& EA IF USED) COME FROM TAFE. SA REPLACES BUFAD 
0101 8CCO AP CO HWRONG LIA #$C0 SREAL THRU TO GET TO NEXT REC 
0102 8CC2 85 FOU STA MODE BUT DON’T CHECK CKSUMs NO FRAME ERR 
0104 8CC4 20 74 SE LOARTS JSR ROCHK ¥GET SAL FROM TAFE 

0105 8CC7 835 FE STA BUFADL sFUT IN BUF START L 

0106 8CC9 20 74 SE JSR ROCHK sS5AME FOR SAH 

QO107 8CCC 85 FF STA BUFADH 

0108 8CCE 3(SAL. - H STILL HAVE REQUEST VALUE) 

0109 8CCE 24 FD BIT MODE 9HS OR KIM? 

QO110 8ChO 10 37 BFL LOALT7 IF KIMe START READING RECORD 
O111 8C02 20 74 BE JSR ROCHK 7HS. GET & SAVE EAL» EAH 


AUNTO CASSETTE INTERFACE .++++sPAGE 0003 


LINE 


O112 
0113 
0114 


O116 


O118 
0119 
0120 
O121 
0122 
0123 
O124 
0125 
0126 
0127 
0128 
0129 
0130 
O131 
O12 
0133 


0135 
0136 


0137 


0139 


OL41 
0142 
O143 
0144 
0145 
01464 
0147 
0148 
O149 


O151 


0153 
0154 
OLSS 
0154 
0157 
0158 
0159 
01460 


0162 
0163 


0165 
0166 


# LOC 


BCNS 


8CHS: 


SCUuE 


SCE 


SCE. 


8CE1 
SCES 
BCES 
8CES8 
B8CEA 
B8CEI 
8CEF 
B8CF2 
8CF4 
~—6BCFS 
BCFB 
BCFA 
BCFC 
SCFE 
SLoo 


8003 
$Sno0s 
8Ii07 


8L0O9 


Bho? 
SOc 
BIIOE 
Bhi 


8013 


Snis 
8h17 
B19 
BHik 


BOLE 


SH1e 
SOLE 
S21 
S024 
BU26 
Sn2g 
Sn2C 
BO2E 


B30 
BNI3s2 


8034 


Su36 


CODE 


AS 
SE 


AG 


Br 
AS 


AG. 


SE: 


BC 


BE 


3 f 


SE 


ASG 


SE 
AG 


LINE 


y REAL 


L7H 


LT7HA- 


L.T7HC 


L7H 


> REAL K 


LOADT? 


* TEST 


LOALTS | 
LT8A 


LCERR 


LOTZA 


STA EAL 
JSR ROCHK 
STA EAH — 
HS LATA 
JSR ROEYTH ;GET NEXT BYTE — : 
LOX BUFADL SCHECK FOR ENID OF DATA + 4 
CPX EAL 2 a 
ENE LT7HA 
LOX BUFADH 
CPX EAH 
REQ LT7HE | 
JSR CHKT ;NOT END. UPDATE CHECKSUM 
BIT MODE SWRONG RECORD? 
BVS LT7HC 3IF SOr DONT STORE BYTE 
LEY #0 SSTORE BYTE ee. 
STA (BUFADL) +Y : 
INC BUFATIL ;BUMF BUFFER ADDR 
ENE LT7H 
INC BUFADH } CARRY 
MF OLT7H 7 
CMP #// 3EAy MUST RE */*) 
BNE LCERR $LAST CHAR NOT ‘// 
BEQ LOADTS > (ALWAYS) 
KIM DATA 
JSR ROEYT | | 
BCS LUT7A ;NONHEX OR LAST CHAR? | 
‘JSR CHKT SUPDATE CHECKSUM (FACKED BYTE) 
Loy #0 SSTORE BYTE 
STA (BUFATIL) »¥ | 
INC BUFADL ;BUMP RUFFER ADR 
BNE LOALT? 7 CARRY? 
INC BUFADH : 
JMF LOALIT7 
CHECKSUM & FINISH 
=k 
JGR ROBYTX SCHECK SUM 
CMP SCR 
BNE CKERR 
JSR RUBYTX 
CMF SCR7 
BNE CKERR ;CHECK SUM ERROR 
REQ OKEXIT > (ALWAYS) | 
LUA #LSTCHR ;LAST CHAR IS NOT ’// 
BNE NGEXIT > (ALWAYS) 
CMF #// sLAST OR NONHEX? 
BEQ LOALTS sLAST _ 


AUDIO CASSETTE 


LINE 


0167 
0168 
O169 


0171 


0173 
QO174 


0176 


0178 
0179 
0180 
O181 


0183 
O184 
0185 
0186 
0187 
0188 
0189 
0190 
0191 
0192 
0193 
0194 
O19S 
0196 
0197 
O198 
O199 
0200 
0201 
0202 
0203 
0204 
QO20% 
0206 
0207 
0208 
0209 
O210 
O211 
90212 
O213 
0214 
0215 
0216 
0217 
0218 
0219 
0220 


0221 


# LOC 
Bu38 
Snu3e 
SISA 
BOSC 


SIGE 
B03F 


Bli41 


8042 


Bli44 


BAS 
804s 


Sr4ak 
8rr4c 
Bn4rr 
SL4E 
Bniso 
BnS2 
BnSS 
Sirs? 
BISA 
Snsc 
Sasser 
SBlié2 
$164 
BLI6S 
SLIG9 
S068 
Snéh 
8r7o 
8072 
8rr74 
SlI76 
878 
S075 
SUE 
8neo 
Sries 
Snss 
Sng? 
BBs 


SLBe 


se ites 
Sligo 
Sne2 
8094 
BN9S 
Sng? 
SIIOA 
SIYE 
SNYE 


INTERFACE. ++++-+PAGE 


CONE 


FF 
o2 


CC 


O1 


BC 


AO 
AQ 


AQ 


AS 


Ad 


A4 


A4 
A4 


3 W 


3 


A4 


A4 


LINE 
PRERR 
NHERR 


CRERR 


NGEXIT 


OKEXIT 
EXIT 
USRREQ 


EX10 


SYNC 


SYLO0 


SYNCS 


SYNCIO 


0004 


#NONHEX 


= NGEXIT 


#CHECK 


EXIT 


MOLE 


7 EX10 


##£80 


* LOAUIT 


#6CC 


. STTe 


TRIN 
#$ EF 
LORIN 
#0 
VIAACR 
KMBDRY 
MOTE 
SY100 
HSBDRY 
BURY 
#640) 
LIG 
MOTE 
#£40 
MONDE 
#67F 
HORDIG 
IG 
USRREQ 
SYNEIT 
CHAR 
CHAR 


* €SYN 


SYNCS 
#10 
ROCHTX 


* #SYN 
. SYNCS 


SYNCLO+F2 


DIG 


DOROIG 


yFRAMING ERROR 
7KIM ONLY» NON HEX CHAR 
§ (ALWAYS) 


READ 


SCHECKSUM ERROR 


gERROR INDICATOR TO MONITOR IS CARRY 
9 (ALWAYS) 


¥NO ERROR 


7READING WRONG RECT 


gRESTART SEARCH 
FUSER REQUESTS EXIT 


STOP TAPE? RETURN 
SCHANGE DATA DIRECTION 


9SET UP BOUNDARY 


SYNC ON LEDS 
OF SYNC MODE 


SINDICATE NO 
STURN ON OUT 
SRITS 
STEST 


FOR CR DOWN ON HKB 


gCK KEY TOWN ~ EXIT CERROR) 


3NOW MAKE SURE CAN GET 10 SYNS 


$TURN OFF DISPLAY 
3X=$FF 7 


AUNTO CASSETTE 


LINE 


0222 


0223 


0225 
0226 
0227 
0228 
0229 


0231 
0232 
0233 
O234 
0235 
0236 
0237 
0238 
0239 


0241 
0242 


0244 
0245 
O246 
0247 
0248 


0250 
O251 
O2352 
0253 
O254 


O255 


O256 
O25 7 
0258 

O259 

0260 


0262 
0263 


0265 
0266 
0267 
0268 


0270 
O271 
0272 
0273 
0274 
0275 
O276 


# LOC 


BLOF 
Snore 


SIGF 
SAL 
Snas 
SLIASG 
SHAS 


BOA 
SHAR 
SDAE 
BRO 
BORS 
BES 
SHES 
SOBER 
SBE 


SEF 
SoBe 


SORF 
Bne4. 
Bncs 
Slicsé 
8ncs 


BCA 
Sncc 


BLCF 2 


BUO01 
Sons 
Brns 
Sng7 
Solna 
Soon 
SNe 
SHEO 


SHEL 
Shes 


SHES 
SHES 
SHES 
Shes 


SHES 
SHES 
BEA 
SHEL 
SHEF 
SnF2 
SLF 4 


INTERFACE. .«+++FPAGE 0005 


CODE 


Bit 


Bk 


» BY 


83 
Bz 


AQ 


AQ 


AO 


A4 


AA 


AG 
8h 
Bn 


3H 


LINE 


ISYNBIT 
$ TIMER 


SYNBIT 


SYBLO 


START 


STTC 


* GETTR 


BIT 
BEL 
JSR 
BCS 
RTS 


STY 


ASR 


LOA 
ASK 
JSR 


JSR 


LUX 


 $Tx 


RTS 


¢ DESTROYS 


KGETTR 


KG100 


GETTER 
NOTK 


ROCHTX 


LDA 


STA 


LOA 
ANT 


BNE 


LOY 
LIA 
ANI 
CMF 
REQ 
STA 
LIA 
STY 
CLC 
ALC 
RTS 


EIT 
BRL 


ROBYTH - 


9 

y Y DESTROYED» 
y TIME FROM ONE 
9 


START 


RDBYTH 


RDBHLO 


STX ¢& 


L.tx 
JSR 
RCS 
JSR 
BCC 


jASR 


~ GET BIT IN 
STARTED 


MODE 
ROBITK 
GETTR 
GETTER 


MOE 


ACCESS 


#9 
CONFIG 


2ZERCK 


P2SCR 
#$EC 
VIAPCR 


Avi 


#0 
OLD | 
TAF IN 
#$40 
KG100 


#$FF 


TAPIN 


#$40 
OLE 
NOTR 
OLD 
TIMER 
TINS 


BORY 
MODE 
ROCHT 


READ 


ROBH9O 
GETTER 


ROASSY - 


GETTR 


SYN 
BY FREV BIT. 


HS BYTE 

BYTE RETURNED 
CALL TO NEXT. 
BIT TIME (TIMER STILL RUNNING) 


-$GET 
-3IF NOT O- 


SEARCH, IF HS» ENTER WITH | 
BIT RETURNED IN CARRY, - 


sKIM OR HS? 

gKIM 7 

yHS 

IF SHORT: GET NEXT TRANS 
yRIT IS ZERO 


7MOUE FARM FASSEN IN CY 
gF TX BASIC WARM START BUG 


‘PARTIAL 1/70 CONFIGURATION 
§ZERO THE CHECK SUM 


*MOVE SA TO FEsFF IN PAGE ZERO 


3 TAPE ON 


~ GET TRANSITION TIME FROM 6532 CLOCK 


SKIM GETTR ~ GET FULL CYCLE 
SFORCE GETTR POLARITY 


WAIT TIL, INFUT LO 


~§NO CHANGE 


| RESTART CLOCK 


READ HS OR KIM CHARACTER. 
sKIM | 


IN CHAR AND A a 
MUST BE LESS THAN 


9 SAVE X 


START BIT TIME 
FRAMING ERR 
#GET BIT IN CARRY 

cre: 


RIT IS ONEs WAIT HALF 


AUNTO CASSETTE 


LINE 


0277 
0278 
0279 
0280 
0281 
0282 
0283 
0284 
0283 
0286 
0287 
0288 


0290 


0292 
O29 
0294 
O29S 


0296 


# LOC 


Sur 7 
SDFS 
SFA 
SLIF R 
SOFT 
Shrr 
SEO2 
SE03 
8E0S 
B8E0QO7 
8E08 
SE09 


BEOC 


BE OC 
BE OF 
8E11 
BE14 
BELLS 
BE18 
SEL9 
BSE1LC 
BELE 
SE21 
BE23 
BE 2S 


BE2ZS& 
8E28 


BE ZA 
BSE 2T 
BEF 
BE31 
BE 34 
SESS 
BE37 
BSE3A 
BE SC 


BE SC 
BE SC 


SESC 
SESE 
8E40 
BE 42 
8E44 
BEASG 
8E48 
SE4A 
SE 4B 
SE 4D 
SE 4E 


INTERFACE ...+++PAGE 0006 


COKE 


38 Ad 


38 Sf 


RF BD 


BF 8 


BF 8b 


RF 80 


vF BE 


JF 8E 


LINE: 


SEC. 
RIASSY ROR CHAR 
HE X 
BNE ROBHLO 
LOA CHAR 
Lox SCR8 
RTS 
ROBHSO BIT MONE 
BVS ROBHYO-4 
FLA 
FLA 
JMF FRERK 


MAKE SURE *°1° 


9GET IN ACC 
FRES TORE X 


7NO ERR IF NOT IN SYNC 
OR READING WRONG REC 
gF IX STACK 


>; ROBITK ~ READ KIM BIT ~ XvYeA DESTROYED s,s BIT RETURNED IN 


RORITK JSR KGETTR 
BCS ROBITK 
JSR NKGETTR 
RCS ROBITK 
LOX #0 
RNELOO 
JSKE KGETTR 
BCC RORLOO 
JSR KGETTR 
BCC ROBLOO 
CEX #€#$08 


ROBYTX BIT MODE 
| RORYTH 


JSR ROICHT 
CMF #7 
BEQ FACKTS 
JSR FACKT 
BCS RIIRTN 
TAX 

JSR ROCHT 
STX CHAR 

¢ AND FALL. 


RORY T 


WAIT FOR LF 


§GET SECOND 


COUNT LF FULL CYCLES 


9GET SECONT 

9GET BIT TO CARRY 

READ HS OR KIM BYTE 

9HS 

sREAD KIM BYTE INTO CHAR ANT A 
sREAD ONE CHAR IF LAST 

SET CARRY AND RETURN 


gNON HEX CHAR? 
ySAVE MSI 


MOVE MSE TO CHAR 


INTO FACKT AGAIN 


SPFACKT ~ ASCII HEX TO 4 BITS 


INPUT IN Ay» 


CMF #€30 
BCC FACKTS 
CMF #%47 
RCS FACKTS 
CMF #$40 
BEQ FACKTS 
BCC FACKTI 
CLC 

ALC #9 

ROL. A 

ROL. A 


FACKT 


FACKTI 


QUTRUT CHAR AND Ay 


CARRY SET = NON HEX 
yLT “OTT 
957 “F* ? 


rA-F? 
40 NOT VALID 


SGET LSD INTO LEFT NIBBLE 


AUDTO CASSETTE INTERFACE...+++FPAGE 0007 


LINE # LOC CONE LINE 

0332 SE4F 2A = ROL A 

0333 BESO 2A | ROL A 

0334 BE51 AO 04 OLY #4 ae “e ee 
O335 BESS. 2A FACKT2 ROL A ¢ROTATE 1 BIT AT A TIME INTO CHAR: 
0336 8E54 26 FC ROL CHAR : | , is ee 
0337 8ESé 88 LEY 

0338 8ES7 DO FA ENE FACKT2 7 | | 

0339 8E59 AS FC LOA CHAR © $GET INTO ACCUM ALSO 

0340 BESER 18) CLC SOK _ 

0341 8ESC 40 | RORTN RTS 7 

0342 BESTE 38 FACKTS SEC ;NOT HEX 

0343 BESE 60 RTS . 


0345 GESF > RECHT ~- READ KIM CHAR . 
0346 S8ESF » FRESERVES X» RETURNS CHAR IN CHAR CW/PARITY) 
O347 8ESF y AND A (W/O FARITY) | a 


0349 SESF 8A ROCHT  TXA —  «§ SAVE X 

0350 8E60 48 FHA - ht & | 
O351 S&461 AD FF LUA #$FF  gUSE A TO COUNT BITS (BY SHIFTING) 
O352 GE63 48 | KBITS FHA 3SAVE COUNTER | ; a 
0353 8E64 20 OC SE JSR RORITK 

O354 S8E67 66 FC ROR CHAR 

0355 B8E69 48 PLA 

0356 S8E6A OA ASL A 

O357 SE6R nO Fé | ENE KBITS | 700 8 BRITS 

O3598 S660 68 ee FLA | SRESTORE X 

0359 S8E6E AA TAX 

0360 S8E4F AS FC LITA CHAR 

0361 8E71 2A 3 ROL A : 

0362 8E72 4A LSR A sUROF PARITY 

0363 B8E73 40 | RTS 7 Me 

0365 8E74 | | > ROCHK ~ REAL ONE BYT, INCLUDE IN CKSUM 

0367 8E74 20 26 SE RICHK JSR ROBYTX $F ALL INTO CHRT 

0369 S8E77 $ CHKT ~ UPDATE CHECK SUM FROM BYTE IN A: 

0370 8E77 > DESTROYS Y a : 

0372 8E77 Ags CHKT TAY «SAVE ACCUM 

0373 8E78 18 —  CLe mS 

0374 SE79 60 36 AG © : — ADC SCRS 

O37% 8E7C 8D 36 AG | STA SCRG 

0376 SE7F 90 03 , RCC CHKT1LO | aes 

0377 SEB81l EE 37 Aéd INC SCR?  #$BUMP HI BYTE 

0378 8E84 98 © CHKT10 TYA 7 gRESTORE A 

0379 S8E85 60 | RTS 

0381 S8E86 FF «BYT $FF SNOT USED ) 

0382 8E87 K=$S8E87 — 3SKEEF OLD ENTRY FOINT 

0383 S8E87 20 Ad Br DUMP T JSR START SINIY VIA & CKSUMs SA TO BUFAD & STAF 
0384 S8E8A AI 07 «LDA #7 | sCOLDE FOR TAFE OUT : 


0385 S8E8C 80 02 A4 STA TAPOUT oO RIT 3 USED FOR HI/LO 


AUDTO CASSETTE INTERFACE....+eFPAGE 


LINE 


0386 
0387 
0388 
0389 
0390 
O394 
0392 
0393 
0394 
0595 
0396 
O397 
0398 
0399 
0400 
0401 


0403 
0404 


0406 
0407 
0408 
0409 


0411 
0412 
0413 


0415 
0416 
0417 
0418 


0420 
0421 
0422 
0423 


0424 


0425 


0427 
0428 
0429 
0430 
0431 
04352 


0434 
043% 
0436 
0437 


0439 
0440 


# LOC 


SEBF 
BEL 
BEIS 
BESS 
8E9S8 
BERS 
BEPA 
BEPC 
SEPF 
BEAO 
SEAL 
BEAS 


BSEA4 


BEAS 
BSEA7 
BEA? 


8SEAC 
SE AF 


SEB 
BEBS 
SEBS 
SEBRB 


BEBE 
SE BE 
BECO 


BEC2 
SECS 
8ECS 
BECK 


BECE 
BELO 
SETS 
BENS 
SED7 
SEDA 


BEDC 
SEDE 
SEE 1 
SEE 4 
SEE7 
SEEA 


SEED 
SEEF 
SEF 2 
SEF 4 


SEF? 
BEF 7 


CODE 


AG 


8F 


LINE 


HUMP T1 


DMFTLA 


DUMP T2 


 JYTSE 


0008 


+ 1 
MODE 
QNUMFT1 
TAPDEL 


SYN 
OUTCTX 


DMFTLIA 


DUMP TIL 


#°X 


OUTCTX 


Tt 
QOUTBTX 


SAL 
OQUTBCX 
SAH 
OUTECX 


MODE 
UMP T 2 


EAL 
OUTBCX 
EAH 
OUTBCX 


BUF ADL 
EAL 
NUMFT 4 
BUF ADH 
EAH 
NUMF'T 4 


#°/ 
OUTCTX 
SCRS 
OUTETX 
SCR? 
OUTBTX 


#E0OT 
OUTETX 
#E0T 
OUTBTX 


(SET 
OKEXIT 


"OR * 


3KIM DELAY CONSTANT (OUTER) 
9128 KIM» O HS 

sKIM ~- DO 128 SYNS | 
yHS INITIAL DELAY COUTER) 


sINNER LOOF CHS OR KIM) 


sWRITE START 
WRITE If 
yWRITE SA 
sKIM OR 


HS? 


SHS. WRITE EA 


sCHECK FOR LAST BYTE 


gLAST. WRITE °7* 


SWRITE CHECK SUM 


gWRITE TWO EOT’S 


MARK ) 


AUDIO CASSETTE INTERFACE....+.+PAGE 0009 


LINE # LOC CODE LINE 

0442 SEFA AO 00 8 DUMFT4 LIY #€0 sGET BYTE 

0443 SEFC Bi FE | LDA (BUFADL)»¥ 

0444 SEFE 20 3C SF. | JSR OUTECX 3SWRITE IT W/CHK SUM 

0445 8FO1 E6 FE INC BUFADL ~ SRUMP BUFFER ADDR 

0446 SFOS DO C9 BNE DUMFT2 3 

0447 8FOS E6 FF INC BUFADH | §S CARRY | 

0448 S8FO7 4C CE SE JMP DUMET2 : ea, * 

0449 SFOA 24 FI QUTCTX BIT MODE » 7HS OR KIM? 

0450 SFOC 10 48 BFL QUTCHT sKIM 

0452 SFOE § OUTRTH - NO CLOCK 

0453 SFOE ; AyX DESTROYED 

0454 S8FOE , MUST RESIDE ON ONE FAGE ~ TIMING CRITICAL 

0455 O8FOE Az 09 OUTBTH LIX #9 - $8 BITS + START BIT 

0456 8F10 8C 39 AG | STY SCR 

0457 8F1i3 85 FC STA CHAR | | 

0458 S8F15 aD 02 A4 | LOA TAFOUT 9GET FREY LEVEL 

0459 S8F1S 46 FC GETRIT LSR CHAR 

04460 SFIA 49 08 EOR #TFEBIT 

0461 S8FiC SD O2 A4 STA TAF OUT SINVERT LEVEL 

0462 8FiIF > *KK HERE STARTS FIRST HALF CYCLE 

0463 SFIF AC 35 AG LOY TAPETI * 
0464 &F22 288 A416 DEY a sTIME FOR THIS LOOF 1g SY¥-1 
0465 8F23 po FI ENE A416 | | 

0464 8F25 90 12 RCC NOFLIF . sNOFLIF IF BIT ZERO . 
0467 8F27 49 08 EOR #TPRIT SRIT IS ONE -— INVERT QUTFUT 
0468 8F29 8b 02 A4 | STA TAPOUT 

0469 S8F2C ; OOK END OF FIRST HALF CYCLE 

0470 S8F2C AC 30 AG R416 LOY TAPET2 

0471 SF2F 288  —R416R DEY ;LENGTH OF LOOF IS SY~-1 
0472 8F30 no Fr BNE B4ié6B | 

0473 8F32 CA DEX 3 : | 7 i 
0474 8F33 Lo E3 RENE GETBIT . 3GET NEXT BIT (LAST IS O START BIT) 
0475 8F35 AC 39 AG LiY SCR9 ; (BY 9 BIT LSR) | 
0476 OF38 60  — |. — RTS | a 

0477 SF39 EA NOFLIF NOF sTIMING 

0478 SF3A 90 FO RCC B41é6. pat # (ALWAYS 

0479 8F3C | ; . 

©4890 SF3C 20 77 BE OUTBCX JSR CHKT e SWRITE HS OR KIM BYTE & CKSUM 
0481 SF3F 24 FI _ QUTBTX BIT MODE .  $§WRITE HS OR KIM BYTE. 

0482 8F41 30 CB EMI OUTBTH =~ $HS | 

0484 S8F43 SOUTBTC - OUTPUT ONE KIM BYTE 

0496 8F43 | OUTETC = 

0487 8F43 AS OUTET TAY SSAVE DATA BYTE 

0488 8F44 4A LSR A : 

0489 SF45 4A. LSR A 

0490 8F46 4A | -* LSR A 

0491 8F47 44 LSR A 

0492 S8SF48 20 4B SF JSR HEXOUT IMORE SIG DIGIT 

0493 SF4R 3 FALL INTO HEXOUT 

0495 S8F4R 29 OF HEXOUT AND #$0F - $CV¥T LSD OF CAI TO ASCIIs OUTFUT 


0496 8F40. C9 OA | CMP #%80A 


AUDIO CASSETTE INTERFACE...+.-FAGE 0010 


LINE # LOC CORE LINE 

0497 S8FAF 18 CLC 

0498 8FSO0 30 O02 BMI HEX1 
0499 BFS2 69 07 ANC #$07 
0500 S8SFS4 69 30 HEX1 ALC #%30 


OUTCHT ~ OUTPUT “ASCII CHAR CRIM) 

CLOCK NOT USED 

XY PRESERVED 

MUST RESIDE ON ONE FAGE - TIMING CRITICAL 


O502 SF56 
0503 BFS 
0504 8F56 
0505 8F56 


“Sr “S> Srp “SP 


0507 S8F5S46 SE 38 AG OUTCHT STX SCR8 yPRESERVE X 

0508 8FS9 S8C 39 AG STY SCRY yITTO Y 

0509 S8FSC 85 FC STA CHAR 

Q0510 S8FSE AP FF LDA #¢$FF s;USE FF W/SHIFTS TO COUNT BITS 
O511 8F460 48 KIMBIT FHA rSAVE RIT CTR 

O512 8F61 AD O02 A4 LOA TPOUT IGET CURRENT OUTPUT LEVEL 
O513° SF64 46 FC LSR CHAR sGET DATA BIT IN CARRY 
OS14 8F66 A2 12 LOX #18 yASSUME ’ONE’ 

0515 8F68 80 O2 RCS HF 

O516 8F6A Az 24 LOX #36 sRIT IS ZERO 

0517 SF46C AO 19 HF LOY #25 

0518 S8F6E 49 08 EOR #TFEIT INVERT OUTFUT 

O519 8F70 8h 02 A4 © STA TROUT 

QO520 8F73 88 HF FI LEY *PAUSE FOR 138 USEC 
O521 8F74 GO FD BNE HFF 1 

OS22 8F74 CA TEX >COUNT HALF CYCS OF HF 
OS23 SF77 TO F3 BNE HF 

03524 8F79 2 18 LF LUX #24 ASSUME BIT IS ONE 
O0S525 8F7B BO O2 BCS LF2O 

O526 8F70 Az OC LOX #12 yRIT IS ZERO 

0527 GF7F AQ 27 LF 2O LOY #39 

0528 8F81 49 08 EOR #TFBIT INVERT OUTPUT 

0529 S8F83 8b O02 A4 STA TFOUT 

0530 GF86 88 LFF I HEY sFAUSE FOR 208 USEC 
0531 8F87 LO FI BNE LFF I 

O532 8F89 CA TE X yCOUNT HALF CYCS 

0533 8FBA oO F3 BNE LF2O 

0534 S8F8C 68 FLA yRESTORE BIT CTR 

0535 SF8D OA ASL A sMECREMENT IT 

05346 S8F8E TO DO BNE KIMBIT 3FF SHIFTED 8X = 00 
O537 8F9O AE 38 AE | LUX SCR8 

0538 8F93 AC 39 AS LOY SCR9 | 

0339 SFIS 98 TYA yRESTORE DATA BYTE 
0540 8F97 40 | RTS 

0542 SF98 FF oRYT $FF » $FF sNOT USED 


0542 S8F99 FF 


OS44 8FIA  § REGISTER NAME PATCH 
0545 8F9A : K=$3F9A 
346 GSFIA 33 *BYT °S’ 


AUDTO CASSETTE INTERFACE.....-+PAGE OO11 


LINE # Loc 
0547 8F9OR 
0548 8F9C 
0549 FON 
0550 S8F9E 
O5S51 8F9F 
0552 S8FAO 
OS53 8FAO 


ERRORS 


4S 


Al 
a 
wo 
O1 


CODE 


“> 


= 0000 <00002 


LINE 


. +BYT 


-¢BYT 
|. BYT 


»BYT 


 SBYT 


-+ENT 


np 


‘Al. 


ae 
ey 
$01 


SYMBOL 
SYMBOL 


A416 
BDRY 
CHECK 
CONFIG 
OIG 
DUMP T1 
EAL 
FRAME 
HE X1 
HSBORY 
KG100 
LCERR 
LFF IL 
L.OADNT4 
_LOADITS 
L.T7HE 
NGEXIT 
NOTR 
OUTEBT 
OUTCHT 
FACKTI 
RDBLOO 
ROBY T 
ROCHT 
SAL 
SCRY 
SYBiO 
SYNC10 
TAPFET2 
TIMER 
VIAACR 


END OF ASSEMBLY 


< 


TABLE 
VALUE 


BF 22 
OOFS 
00ce 
89AS 
A400 
8E98 
AbAA 
OOF F 
8FS54 
A632 
sncs 
8U30 
SF BS 
8C7E 
SOieE 
SL03 
BOSE 
SDcc 
BF 43 
SF56 
SE 40 
SE1S8 
BEZA 
SESF 
Ab4AC 
ASSP 
BLAS 
SDSE 
ASb3C 
A406 
AOOR 


ACCESS 
BUF ADH 
CHKT 
DORDIG 
DME TIA 
DUMP T2 
EQT 
FRERR 
HE XOUT 
HWRONG 
KGETTR 
LOTZ7A 
LOADI1 
LOADTS 
LSTCHR 
LT7HC 
NHERR 
OKEXIT 
OUTBTC 
OUTCTX 
PACKT2 
RDUBHIO 
ROBYTH 
ROCHTX 
SCRS6 
START 
SYN 
SYNCS 
TAF IN 
TPBIT 
VIAPCR 


SEBS 
OOFF 
8E77 
A401 
SEPA 
SECE 
0004 
8038 
SF 4B 
BCCO 
SBF 
8n34 
S8CSR 
8CC4 
O02F 
8CFA 
B38 
Sai 
BF 43 
SFOA 
8ES3 
SEF 
SNES 
Sle 1 
ASb36 
SIA? 
0016 
B8II7& 
A000 
0008 
A00C 


B416 
BUF ATL. 
CHKT10 
DORIN 
TSE 
LDUMFET4 
EX10 
GETRIT 
HF 

If 
KIMBIT 
LF 
LOADT 
LOALTS 
L7H 
LT8A 
NOFLIF 
OLD 
OUTETH 
F2SCR 
FACKTS 
RTERH9O 
ROBY TX 
RII TN 
SCR7 
STTC 
SYNBIT 
TAPTIEL 
TAF OUT 
TROUT 
ZERCK 


BF 2C 
OOFE 
SE84 
A002 
SEF 7 
SEFA 
BL4E 
SF1i8 
SF 6C 
AG4E. 
8F 40 
BF 79 
8078 
SCAL 
SC Dk: 
SHAE 
SF 39 
OOF? 
SF OE 
B29C 
SESTL 
8EO3 
BE 26 
B8ESC 
A637 
8NEE 
SLOF 
ASSO 
A402 
A402 
B32E 


BR414B 
CHAR 
CRERR 
LOROUT 
DUMP T 
EAH 
EXIT 
GETTR 
HFF 1 
KBEITS 
KMEBDRY 
LF20 
LOADT2 
LOADT? 
L_.T/7HA 
MODE 
NONHE X 
OUTBCX 
OUTETX 
FACKT 
RDASSY 
ROEITK 
ROCHK 
SAH 
SCRB 
SY100 
SYNC 
TAPETI 
TIMS 
USRREQ 


SF 2F 
OOFC 
BN3C 
A403 
BSE87 
ASAB 
Sli42 
Bnca 
BF 73 
BESS 
AGbS1 
OF 7F 
SC 7K 
SLio9 
SCEF 
OOF TD 
QOFF 
BF 3C 
SF SF 
BE SC 
SOF S 
SEOC 
SE7 4 
A640 
Ab38 
Slié9 
B52 
AGSS 
A41%S 
Sl4k 
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